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2008 NEC Changes Part 3 Wiring Methods and Material
Course Length: 3 hours 
Course Instructor: Joe Crump
Course Description:

This 3-hour interactive online course is the third in a series to cover the changes to the 2008 edition of the National Electric Code created by the NFPA. This course series provides an accurate, reliable, and authoritative account of the hundreds of significant revisions in the 2008 Code.  This course specifically looks at changes to Article 300 through Article 392, covering changes to the scope and definitions, including revisions to circuits, conductors, dwelling units, receptacle outlets, grounded systems and surge protective devices.
Course Objectives:

At the end of this program, you will be able to:

· Recognize the scope and arrangement of the 2008 National Electric Code thus making it easier to find information needed 

· Describe changes made to those definitions in the 2008 Code from 2005 

· Apply changes to the 2008 National Electric Code to existing work procedures

Topical Outline (with time table):
Introduction
The Importance of Article 300 to Wiring Systems (10 minutes)
· Protection of Conductors

· Underground Wiring

· Boxes

· Conductors

· Plenums and Environment Air Spaces

Key Definitions from Article 100 (30 minutes)
· 300.4 [A][1]

· 300.4[E], FPN and Exception

· 300.4 [G]

· 300.5 [B]

· 300.5 [C]

· 300.5 [D][1]

· 300.6 [B]

· 300.9

· 300.11 [A][2]

· 300.12 Exception No. 2

· Table 300.50 Note 3 and Footnoted

· 310.4

· 310.6

· 310.7 Exception No. 2

· 310.13

· 310.15 [B][2][a][c] and 310.15 [B][6]

· 312.4

· 314.16 [B][4]

· 314.24

· 314.27 [A] & [B]

· 314.27 [E] and Exception

· 314.28 [A]

· 314.28 [A][2]

· 314.30 [C]

· 320.10 [1]

· 320.108, 330.108, 332.108, 334.108, 340.108

Article 330 – Metal-Clad Cable: Type MC::III. Construction Specifications (5 minutes)
· 330.108 Equipment Grounding Conductor

Article 332 Mineral-Insulated, Metal-Sheathed Cable: Type MI::III. Construction Specifications (5 minutes)
· 332.108 Equipment Grounding Conductor

Article 334 Nonmetallic-Sheathed Cable: Types NM, NMC, and NMS::III. Construction Specifications (5 minutes)
· 334.108 Equipment Grounding Conductor

Article 340 Underground Feeder and Branch-Circuit Cable: Type UF::III. Construction Specifications (10 minutes)
· 340.108 Equipment Grounding Conductor

· 328.10, 328.12
· 330.10 [A][11]

· 330.104

· 334.12

· 334.12 [B][4]

· 334.15 [B]

· 334.15 [C]

· 334.80

· 336.10 [7]

· 338.10, 338.12

· 342.30 [C], 342.30 [C], 352.30 [C], 355.30 [C], 358.30 [C]

· 342.30 Security and Supporting

· 358.30

· 344.10 [A][B][C]

· 348.12 [1]

· 348.30 [A] Exc. No 1 and 350.30 [A] Exc. No. 1

· 348.30

· 350.30 Securing and Supporting

· 348.60

· 350.30 [A] Exc. No.2

· 350.60

Article 352 (10 minutes)
· 352.10 [F]

· 352.10 [G]

· 352.12 [A], 353.12 [3], 354.12 [3], 355.12 [A][1] and [2], and 362.12 [1]

· 353.10 [5]

· 353.20 [B]

· 353.48 FPN

· 353.48 Joints

· 354.10 [5]

Article 355 (10 minutes)
· 355.1 Scope

· 355.2 Definition

· 355.6 Listing Requirements

· 355.10 Uses Permitted

· 355.12 Uses Not Permitted

Article 355.20 Size (40 minutes)
· 355.22 Number of Conductors

· 355.24 Bends – How Made

· 355.26 Bends- Number in One Run

· 355.28 Trimming

· 355.30 Securing and Supporting

· 355.44 Expansion Fittings
· 355.46 Bushings

· 355.48 Joints

· 355.56 Splices and Taps

· 355.60 Grounding

· 355.100 Construction

· 355.120 Marketing

· 356.10 [7] Marking

· 358.12 [4]

· 360.20 [A] Exception No. 2

· 360.30 [A] Exception No. 3

· 366.2

· 376.22 [A] & [B]

· 376.56 [B][4]

· 376.100

· 378.12 [2]

· 378.44 [FPN]

Article 382 (30 minutes)
· 382.2 Definitions

· 382.6 Listing Requirements

· 382.10 Uses Permitted

· 382.10 Uses Not Permitted

· 382.15 Exposed

· 382.26 Bends

· 382.30 Securing and Supporting

· 382.40 Boxes and Fittings

· 382.42 Devices

· 382.56 Splices and Taps

· 382.100 Construction

· 382.01 Flat Conductors

· 382.112 Insulation

· 382.120 Marking

· 392.8 [A]

· 392.9 [A][1]

