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Grantsville City
Record of Ordinance Adoption

A regular meeting of the City Council of Grantsville City was held at City Hall in Grantsville,
Utah on Wednesday, the 6th Day of November, 2024 at the hour of 7:00 p.m., there being
present and answering roll call the following:

Neil Critchlow Mayor

HeidiHammond Council Member
Scott Bevan Council Member
Rhett Butler Council Member
Jeff Williams Council Member
Jolene Jenkins Council Member

Also Present:
Braydee Baugh City Recorder
Tysen Barker City Attorney

Absent:

After the meeting had been duly called to order and the minutes of the preceding meeting
approved, the ordinance 2024-31 was introduced in writing, read in full, and pursuant to a
Motion made by Councilmember Butler. Seconded by Councilmember Jenkins and was
adopted by the following vote:

Yea: Unanimous
Opposed: None
Abstained: None

The ordinance was then signed by the Mayor and recorded by the City Recorder in the official
records of Grantsville City, Utah. The ordinance is attached:

DocuSigned by:
Bremizgidde City Recorder
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GRANTSVILLE

— INCORPORATED 1867 =

GRANTSVILLE CITY
ORDINANCE NO. 2024-31

AN ORDINANCE OF GRANTSVILLE CITY AMENDING THE STANDARD NOTES
FOR GRANTSVILLE CITY CONSTRUCTION PLANS

Be it enacted and ordained by the City Council of Grantsville City, Utah as follows:

WHEREAS, the City Council of Grantsville City recognizes the importance of maintaining
current and effective construction standards within the City to ensure public safety, uniformity,
and compliance with applicable regulations;

WHEREAS, the Grantsville City Standard Notes outline essential construction requirements and
specifications for development within the City, which are applied to all residential, commercial,
and public infrastructure projects;

WHEREAS, the amendments to the Standard Notes will specify the conditions and
qualifications for the use of A-1-a 3-inch minus material in trench backfill, and outline the
necessary protocols for fill approval and testing as per the American Association of State
Highway and Transportation Officials (AASHTO) 145 soil classification system;

WHEREAS, the revised Standard Notes, attached hereto as Exhibit A, will reflect these updates
to ensure that all future construction projects adhere to the new standards for quality and safety;

NOW THEREFORE, BE IT ORDAINED BY THE CITY COUNCIL OF GRANTSVILLE CITY,
STATE OF UTAH, AS FOLLOWS:

Section 1. Amendment to Standard Notes: The Grantsville City Standard Notes are amended
to require that all fill material in public rights-of-way meet A-1-a 3-inch minus specifications,
unless alternative materials receive prior approval from the City Engineer or Public Works
Director. Developers opting for alternative materials must hire a City-approved independent
geotechnical firm to ensure proper placement, compaction, and testing, with all associated costs
covered by the developer.

Section 2. Effective Date: This Ordinance shall take effect immediately upon its passage and
approval as provided by law.

Section 3. Severability clause: If any part or provision of this Ordinance is held invalid or
unenforceable, such invalidity or unenforceability shall not affect any other portion of this

Ordinance and all provisions, clauses and words of this Ordinance shall be severable.

ADOPTED AND PASSED BY THE CITY COUNCIL OF GRANTSVILLE CITY, THIS
6TH DAY OF NOVEMBER, 2024.
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BY THE ORDER OF THE GRANTSVILLE CITY COUNCIL:

E Signed by:
SByMEST Neil Critchlow

ATTEST

DocuSigned by:
BregadeesBaugh, City Recorder

Approved as to Form:

Signed by:
E (1$UA4_f2MLw : :
redbysenadesBarker, Grantsville City Attorney
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Exhibit “A”

Grantsville City Chapter 1 Standard Notes
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CHAPTER 1 STANDARD NOTES

The Grantsville City Standard Notes are required to be included as part of all construction plans for
residential or commercial development. Plans submitted by public or private entities for all other types
of projects within City right-of-way, its easements or property shall reference the Grantsville City
Standard Notes and Specifications.

1.1 Grantsville City General Notes

1. All work done or improvements installed within Grantsville City including but not limited to
excavation, construction, roadwork and utilities shall conform to the Grantsville City Construction
Standards and Specifications, City Municipal Code, the latest edition of the APWA Manual of Standard
Specifications and Manual of Standard Plans, the latest edition of the Manual on Uniform Traffic Control
Devices (MUTCD) and any state or federal regulations and permit requirements of various governing
bodies. The contractor is responsible to have a copy of these specifications and to know and conform to
the appropriate codes, regulations, drawings, standards and specifications.

2. The existence and location of any overhead or underground utility lines, pipes, or structures shown
on these plans are obtained by a research of the available records. Existing utilities are located on plans
only for the convenience of the Contractor. The contractor shall bear full responsibility for the
protection of utilities and the engineer bears no responsibility for utilities not shown on the plans or not
in the location shown on the plans. This includes all service laterals of any kind. The Contractor shall, at
his own expense, locate all underground and overhead interferences, which may affect his operation
during construction and shall take all necessary precautions to avoid damage of the same. The
Contractor shall use extreme caution when working near overhead utilities so as to safely protect all
personnel and equipment, and shall be responsible for all cost and liability in connectiontherewith.

3. The Contractor shall take all precautionary measures necessary to protect existing utility lines,
structures, survey monuments and street improvements which are to remain in place, from damage,
and all such improvements or structures damaged by the Contractor’s operations shall be repaired or
replaced satisfactory to the City Engineer and owning utility company at the expense of the Contractor.

4. All construction shall be as shown on these plans, any revisions shall have the prior written approval
of the City Engineer and Public Works Director.

5. Permits are required for any work in the public way.The Contractor shall secure all permits and
inspections required for this construction.

6. Curb, gutter, and sidewalk, found to be unacceptable per City Standards and APWA shall be removed
and replaced.

7. Contractor shall provide all necessary horizontal and vertical transitions between new construction
and existing surfaces to provide for proper drainage and for ingress and egress to new construction. The
extent of transitions to be as shown on plans.

8. Any survey monuments disturbed shall be replaced and adjusted per Tooele County Surveyors
requirements.
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9. All privacy walls, new or existing, are only shown on civil plans for the purpose of reviewing grading
relationships; flood control and sight distance at intersections. All walls shall have a minimum 2 ft x 2 ft x
30-inch-deep spot footings. Bottom of all footings on all walls shall be a minimum of 30 inches below
finished grade. Walls greater than 6 feet require a separate permit and inspection by the Building
Department.

10. All construction materials per APWA must be submitted and approved by the City Engineer prior to
the placement of asphalt within City Right of Way. Grantsville Public Works will approve pipe zone
material to be placed.

11. Request for inspection by the Grantsville City Engineering Dept. shall be made by the contractor at
least 48 hours before the inspection services will be required.

12. Work in public way, once begun, shall be prosecuted to completion without delay as to provide
minimum inconvenience to adjacent property owners and to the traveling public. Please see Code 17
General Provisions for more details.

13. The Contractor shall take all necessary and proper precautions to protect adjacent properties from
any and all damage that may occur from storm water runoff and/or deposition of debris resulting from
any and all work in connection with construction.

14. Power poles and/or other existing facilities not in proper location based on proposed improvements
shown hereon will be relocated at no expense to the Grantsville City. Power lines and all other aerial
utilities are to be buried and poles removed as determined by the City Engineer.

15. Curb and gutter with agrade of less than four-tenths of one percent shall be constructed by forming.
Each joint shall be checked for a grade prior to construction and water tested as soon as possible after
construction.

16. Contractor to follow Grantsville City Noise Ordinance Standards Code Ordinance 2018-19
17. Contractors are responsible for all OSHA requirements on the project site.

18. A UPDES (Utah Pollutant Discharge Elimination System) permit is required for all construction
activities as per state law as well as providing a Storm Water Pollution Prevention Plan to the City.

19. All City maintained utilities including; waterline, fire hydrants, streetlight wiring, and storm drain
must be in public right of way or in recorded easements.

20. Contractor shall work Grantsville City regular working hours of Monday through Friday 7:00 am to
4:00 pm

21. Prior to 90% bond release, a legible as-built drawing must be submitted to the Grantsville City. As-
builts must show all changes and actual field locations of storm drainage, waterlines, irrigation, street
lighting, and power. As-builts will be held to the same standard as approved design drawings, no
“redlined plans” allowed. In the absence of changes, copies of the approved drawings will be required
stating “installed as per drawings”. As-built drawings for new developments shall be submitted to the
City in the following formats and quantities prior to the 90% bond release: 1 .dxf copy, 1 .pdf copy, and 1
GIS Shape file containing the same.
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22. Filter fabric wrapped around an inlet grate is not an acceptable inlet sediment barrier. See
Grantsville City Construction Standards and Specifications for details of approved storm water BMPs
which specifically states the utilization of an Oil Water Snout Separator.

23. Asphalt paving is not allowed without a written exception from the Engineering Department and
Public Works Department below an ambient temperature of 50 degrees and rising.

24. To ensure proper planting, protection and irrigation of trees, mitigating risk of tree failure or future
damage to infrastructure, contractors are required to follow the standards and specifications ofthe ISA
— International Society of Arboriculture.

25. When a proposed development borders a collector, minor collector or arterial street and is required
to construct collector street fencing along the back of sidewalk, the development shall also be required
put in a concrete mow strip from the back of sidewalk to underneath the fence panels. Concrete mow
strips shall also be required between the sidewalk and fencing along the rear of double frontagelots.

26. Concrete for all surface improvements including but not limited to; sidewalk, driveway entrances,
pedestrian ramps, curb and gutter, water ways, manhole, vault and valve collars, and any other cast in
place surface concrete features shall be constructed with minimum 4,500 psi concrete.

27. Culinary Water and Sewer service laterals shall be marked on the top back of curb and lip of curb at
their actual location of crossing the curb and gutter. Pins or stamps shall be used and must be installed
while the concrete is still wet and will readily accept the marker. Grinding marking due to dry cement is
not allowed.
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1.2 Grantsville City Traffic Notes

1. When a designated “Safe Route To School” is encroached upon by a construction work zone the safe
route shall be maintained in a manner acceptable to Grantsville City.

2. If the improvements necessitate the obliteration, temporary obstruction, temporary removal or
relocation of any existing traffic pavement marking, such pavement marking shall be restored or
replaced with like materials to the satisfaction of the City Engineer, Public Works Director or designee.

3. The street Sign Contractor shall obtain street names and block numbering from thePlanning
Department prior to construction.

4. The Contractor shall be responsible for providing and installing all permanent signs shown on the
plans. Street name signs shall conform in their entirety to current City Standards and the latest Manual
of Uniform Traffic Control Devices (MUTCD) manual. All other signs shall be standard size unless
otherwise specified on the plans. All sign posts shall be installed in accordance with the current City
Standards and the latest Manual of Uniform Traffic Control Devices (MUTCD) manual.

5. All permanent traffic control devices called for hereon shall be in place and in final position prior to
allowing any public traffic onto the portions of the road(s) being improved hereunder, regardless of the
status of completion of paving or other off-site improvements called for per approved construction
drawings unless approved by the City Engineer & Public Works Director.

6. The Contractor shall be responsible for notifying Utah Transit Authority (UTA) if applicable, if the
construction interrupts or relocates a bus stop or has an adverse effect on bus service on that street to
arrange for temporary relocation of stop.

7. Before any work is started in the right-of-way, the contractor shall install all advance warning signs for
the construction zone. The contractor shall install temporary stop signs at all new street encroachments
into existing public streets. All construction signing, barricading, and traffic delineation shall conform to
the Manual of Uniform Traffic Control Devices (MUTCD) per the current edition adopted by UDOT and
be approved by the Grantsville City before construction begins. Traffic control plans shall be submitted
as part of the engineering construction package and approved by the Grantsville City Engineer and
Public Works Director.

8. All signs larger than 36” X 36” or 1296 square inches per sign pole shall be mounted on a Slip Base
system per UDOT standard drawing SN 10B (detail drawing attached to standard drawings) with a “Z”
bar backing. Signs of this size are not allowed to be mounted on a yielding pole.

9. Sign components such as sheeting, EC film, inks, letters and borders are all required to be from the
same manufacturer. Only EC film may be used to achieve color. Vinyl EC film is not accepted.

10. All new roundabouts, crosswalks, stop bars and legends shall be installed with Paint and GlassBead.

11. Paving asphalt binder grade shall be PG 58-28 unless otherwise approved by the City Engineer.
Asphalt aggregate size shall be % inch for residential and collector roads. No more than 15% RAP
(reclaimed asphalt pavement) by weight will be allowed in the asphalt mix design for the paving of
public and private streets. Up to the 15 percent will be allowed with no change in the specific binder
grade. The asphalt mix design shall have no more than 3% % air voids.
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14. Potholing: All potholes must be saw cut square and have a minimum size of 1 square foot or remove
and retain round core. When repairing a pothole, sand or pea gravel meeting Grantsville City standard
shall be placed over the exposed utility to a depth of 6 inches. The pothole shall be filled with flow fill,
and the round core shall be replaced in the flow fill, with epoxy seal applied around the joint. For larger
cuts, following the pea gravel will be flowable fill up to 1 inch below the bottom edge of the existing
asphalt. The remaining portion of the hole shall be filled with asphalt, which will have an overall thickness
of the existing asphalt plus 1 inch.

15. All fill within the public right of way shall be A-1-a 3-inch minus, unless approved by the City Public
Works Director or the City Engineer. with the exception of top soil in the park strip for landscaping and
trench backfill. Trench backfill material under pavements or surface improvements shall be clean,
nonclumping, granular and flowable, 3-inch minus, A-1-a soils according to AASHTO 145 soil
Classification System, unless approved by the City Public Works Director or the City Engineer. Lime
treated flowable fills, if approved, shall have a 28-day strength of 65 PSI. If the developer chooses to
utilize material other than A-1-a 3-inch minus for trench back fill, then a City approved Geotechnical
Engineer Company is required to approve the material is suitable for fill. Any fill material used shall be 3
inch minus material. The developer is required to cover all costs for an independent Geotechnical
Engineering Company, approved by the City Public Works Director or City Engineer, based on the
company’s established fee schedule. No fill placement, compaction, or testing shall proceed unless the
independent Geotechnical Engineering Company is on-site. If the fill being used on the project does not
meet A-1-a standards or is not the same material the contracted Geotechnical Engineer approved for the
project then the City Inspector can shut down the project with a stop work order. Work shall not resume
until unsuitable fill material has been removed and replaced by the developer’s contractor at the
developer’s expense. If the independent Geotechnical Engineering Company observing the fill placement,
compaction, and testing is not on-site then the City Inspector can shut down the project with a stop work
order. Work shall not resume until the independent geotechnical engineering company observing fill
placement, compaction, and testing is on-site.

16. All traffic road closures involving 1 or more lanes of traffic must receive prior approval from the City
Engineer, Public Works Director or his/her representative. VMS PCMS boards must be placed a minimum
of 7 days in advance of any lane closure on collector, minor collector or arterial street. VMS PCMS boards
must also be placed in advance of any lane closures on a subdivision street per the City Engineer’s
direction.

17. Roundabouts, including their ingress and egress, shall be constructed with concrete pavement.
Engineer shall design cross section and submit to the City for review and approval.
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1.3 Grantsville City Grading Notes

1. In the event that any unforeseen conditions not covered by these notes are encountered during
grading operations, the Owner and City Engineer shall be immediately notified fordirection.

2. It shall be the responsibility of the Contractor to perform all necessary cuts and fills within the limits
of this project and the related off-site work, so as to generate the desired subgrade, finish grades and
slopes shown.

3. Contractor shall take full responsibility for all excavation. Adequate shoring shall be designed and
provided by the Contractor to prevent undermining of any adjacent features or facilities and/or caving
of the excavation.

4. The Contractor is warned that an earthwork balance was not necessarily the intent of this project. Any
additional material required or leftover material following earthwork operations becomes the
responsibility of the Contractor.

5. Contractor shall grade the pavement area subgrade to the lines (horizontal) and elevations (vertical)
shown on the plans within a tolerance of 0.1 + to 0.1-.

6. All cut and fill slopes shall be protected until effective erosion control has been established.

7. The Contractor shall obtain all necessary permits for construction water from Grantsville City
Engineering and Utilities Department.

8. The Contractor shall maintain the streets, sidewalks and all other public right-of way in a clean, safe
and usable condition. All spills of soil, rock or construction debris shall be promptly removed from the
publicly owned property during construction and upon completion of the project. All adjacent property,
private or public shall be maintained in a clean, safe and usable condition.

9. In the event that any temporary construction item is required that is not shown on these drawings,
the Developer agrees to provide and install such item at his own expense and at the direction of the City
Engineer. Temporary construction includes ditches, berms, road signs and barricades, etc.

10. All grading work shall conform to the soils report as prepared by the Soils Engineer and approved by
the City Engineer, and as shown on these plans.

11. All quality control testing shall be performed by an independent licensed and Certified third-party
testing service.
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1.5 Grantsville City Fire Department Notes

1. On any new home or building installation, accessible fire hydrants shall be installed before
combustible construction commences and said fire hydrants shall be in good working order with an
adequate water supply.

2. Contractor shall call the Public Works Department and Engineering Department for underground
inspection, pressure and flush verification of all fire hydrants and fire lines before backfilling.

3. Painting of the curbs and hydrant and any work necessary for protection of hydrants from physical
damage shall be approved before being constructed. Hydra-finders will be installed per Grantsville City
Standards detail.

4. A flow test must be witnessed by the Fire Department prior to occupancy for verification of required
on-site water supply.

5. All on-site fire main materials must be U.L. listed and A.W.W.A. approved.

6. The turning radius for any fire apparatus access road and/or fire lane, public or private, shall be not
less than forty-eight feet (48’) outside radius equaling 96’ or larger and twenty-two feet (22’) inside
radius and shall be paved.

7. A fire apparatus road shall be required when any portion of an exterior wall of the first story is located
more than one-hundred fifty feet (150’) from Fire Department vehicle access roads and/or fire lanes,
public or private, in excess of one hundred fifty feet (150’) in length shall be provided with an approved
turn around area. Contractor/Engineer shall follow latest International Fire Code regulations at all times
in regards to distance.

8. Access roads shall be marked by placing approved signs at the start of the designated fire lane, one
sign at the end of the fire lane and width signs at intervals of one-hundred feet (100') along all
designated fire lanes. Signs to be placed on both sides of an access roadway if needed to prevent
parking on either side. Signs shall be installed at least 5’, measured from the bottom edge of the sign to
the near edge of pavement. Where parking or pedestrian movements occur, the clearance to the
bottom of the sign shall be at least 7. The curb along or on the pavement or cement if curb is not
present, shall be painted with red weather resistant paint in addition to the signs.

9. Electrically controlled access gates shall be provided with an approved emergency vehicle
detector/receiver system. Said system shall be installed in accordance with the Grantsville City F.D.
approval. Gates are only allowed with prior approval.

10. All private underground fire lines that service automatic fire sprinkler systems shall be no smaller
than eight (8) inches in diameter and have a Post Indicator Valve (PIV) between the water main and the
building. If a PIV isn’t feasible due to site constraints, a Water Indicator Valve (WIV) may be used with
the approval of the City Engineer or Fire Code Official. For a WIV to be allowed, another valve must be
installed on the fire service line back at the connection to the water main, which will be maintained by
the City as part of its culinary water system. All fire lines material shall be Ductile Iron. (Ductile Iron from
the PIV to the building shall be permitted or Ductile Iron from the main water line to the WIV).
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11. Post Indicator Valves (PIV) shall be between 6 and 40 feet from buildings not exceeding three stories
or equivalent in height and between 30 and 40 feet on buildings in excess of three or more stories in
height or equivalent.

12. Roads and accesses shall be designed and maintained to support the imposed loads of fire
apparatus. Surface shall be paved before the application of combustible material.

13. All new buildings equipped with a Fire Department Connection (FDC) must have inlets secured with
Knox brand locking FDC cap(s) with a swivel collar. All new buildings are also required to have a Knox
brand key lock box mounted on the exterior building, such that Fire Department personnel may gain
access in case of an emergency.
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1.6 Grantsville City Water Notes

1. The following Grantsville City Water Notes are intended for general water standards only and are not
all inclusive. The City has included the Culinary Water Design and Construction Standards within the City
Construction Standards and Specifications.

2. No work shall begin until the water plans have been released for construction by the Engineering
Department. Following water plan approval, forty-eight (48) hour notice shall be given to the
Engineering Department and the Public Works Department prior to the start of construction. Notice
must be given by 2:00 P.M. the business day prior to an inspection.

3. All work within Grantsville City shall conform to Grantsville City Standards and Specifications, AWWA
and APWA.

4. For Residential Developments - The developer shall purchase and install meter boxes and setters
according to City Standards on newly developed lots and real property at the time of water main
installation. Water meters will be supplied and installed by the Grantsville Utilities Department (at
Developer’s expense). The developer shall also provide the site address, lot number, meter size and pay
meter fees prior to building permit approval. The developer should also pay for rental of a hydrant
meter, and/or use the Grantsville City Public Water Standpipe located by the Public Works Building.

5. For Commercial and Condominium Developments - The developer shall purchase and install meter
boxes and setters according to City Standards. Water meters will be supplied by Grantsville City Public
Works Department (at Developer’s expense) and installed by Developer.

6. All water facilities shall be filled, disinfected, pressure tested, flushed, filled and a series of Bac-T
testing performed by the City shall be obtained prior to commissioning the new water line to the
Grantsville City Culinary Water Distribution System.

7. Grantsville City Utilities Department must approve water shut down which may require evening and
weekend shut down as deemed necessary, requiring the contractor to be billed for overtime. 48 hour
notice is required.

8. Water stub-out installations will not be construed as a commitment for water service.

9. Conditional Approval of Valved Outlet (6” and Larger): In the event the water plans show one or more
valved outlets extending out of paved areas, installations of these outlets is acceptable, however, if the
outlets are incorrectly located or not used for any reason when the property is developed, the developer
shall abandon the outlets at the connection to the active main in accordance with the city standards and
at the developer’s expense.

10. All lines to be pressure tested according to Grantsville City and AWWA standards and chlorinated
prior to use and final acceptance.

11. All fittings to be coated with poly fm grease and wrapped with 8-mil thick polyethylene.

12. No other utility lines may be placed in the same trench with water line unless approved by the City
Engineer.
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13. Any conflict with existing utilities shall be immediately called to the attention of the City Engineer or
designee.

14. All water vaults will be constructed per Grantsville City standard drawings and specifications. No
vaults are allowed in traffic areas without prior approval of the City Engineer.

15. Landscaping and irrigation adjacent to vaults shall drain away from vaults.

16. Once the waterline has been tested, approved and city water is flowing through the pipe, only City
personnel are authorized to shut down and charge the waterline.

17. Megalug following ring or an approved equivalent shall be used on all fittings.

18. APWA plan 562, stainless steel tie-down restraints with turnbuckles or 5/8” epoxy green rebar is
acceptable. Megalug followers required on all fittings and all dimensions of thrust blocking still apply.

19. Water mains will be hot tapped as called out on the approved plans. Under special circumstances,
when a contractor submits a request for a shutdown contrary to the approved plans and the request is
approved at the discretion of the City Engineer or designee, the contractor must provide 48-hour notice
to neighbors and those affected. If businesses are impacted by the shutdown it will be done after hours
and all overtime fees for City personnel, equipment and vehicles must be paid inadvance.

20. Contractors are required to write the lot number with a black permanent marker on the inside of the
water meter barrels as they are installed.
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STATE OF UTAH )
) SS:
COUNTY OF TOOELE )

I, Braydee Baugh, do hereby certify that | am the duly appointed, qualified and acting
Recorder for the Grantsville City Council, (the “City"), State of Utah, and do further
certify that the above and foregoing is a true and correct copy of Ordinance 2024-31
duly adopted by the City of Grantsville, by the Council thereof at a meeting duly called
and held in Grantsville, UT on the 6th of November, 2024 at the hour of 7:00 o'clock
p.m. of said day, and | certify that after its passage | caused to be published a short
summary of the ordinance on the Utah Public Notice Website on the 8th of November,
2024

Publication — Utah Public Notice Website

(SEAL) ﬂj’ﬁx{fﬂ{ \'{’21 (l Jﬂr‘r |

Braydee Baugh
City Recorder






