Fencing Code Modifications

Added Definitions:
Non-Obscuring Fence (≈50% Open):
A fence or wall of not less than six feet in height nor more than eight feet in height. It shall be constructed to City standards and shall allow substantial visibility, such that in any one (1) square foot of surface area, approximately seventy-two (72) to ninety (90) square inches are open. Acceptable materials include split-rail, wrought iron, tubular steel, chain link without slats, or other open fencing systems that maintain the required openness.
Sight-Obscuring Fence (≤10% Open):
A fence or wall of not less than six feet in height nor more than eight feet in height. It shall be constructed to City standards and shall largely block visibility, such that in any one (1) square foot of surface area, no more than fifteen (15) square inches are open. Acceptable materials include solid wood or vinyl with narrow gaps, masonry with small decorative openings, or chain link with nearly continuous slats.
Opaque / High-Screen Fence (≤5% Open):
A fence or wall of not less than six feet in height nor more than eight feet in height. It shall be constructed to City standards and shall substantially block visibility, such that in any one (1) square foot of surface area, no more than seven and one-half (7.5) square inches are open. Acceptable materials include closely spaced wood or vinyl boards, masonry, composite panels, or chain link with full, continuous diagonal slats or fabric.

RV Park Code:
15.56.050 (N) Screening. For the purposes of screening fencing, an RV park is considered a commercial use and PMC 15.08.170 (F) shall apply.

Fencing Code:
15.08.170 (F) Fences to be Required in Certain Areas. Site-obscuring fences shall be required along the boundary line in the following cases:
1.  Development of property next to a difference in uses (Commercial/Industrial vs. Residential):
a.  On all Commercial and Industrial developments, in areas zoned accordingly, having a common lot line with property used for residential purposes shall require the construction of a minimum of a 6-foot-high Opaque/High-Screen masonry wall to be installed by the developer at time of land use application.
b.  On Residential developments having a common lot line with property used for Commercial or Industrial purposes shall require the construction of a minimum of a 6-foot-high Opaque/High-Screen masonry wall to be installed by the developer at time of land use application. 
1.  Unified Mixed-Use projects consisting of housing and commercial uses consisting of purpose-built shared pedestrian and vehicular access shall not require fencing between the mix of uses.
2.  Changes in Density.
a.  Any property which proposes residential construction adjacent to a property used for residential purposes where the difference in the total number of dwellings is three (3) or more residential units per acre shall require the construction of a Site-Obscuring Fence with a minimum height of six (6) feet. This provision shall not apply when less dense property already exhibits four (4) or more units.
b.  Said fence shall be reduced to forty-eight (48) inches in height inside the front yard setback area of the residential property.
3.  Conditional Uses: In the case of a commercial development permitted by conditional use in a residential neighborhood, an Opaque / High Screen Masonry Fence shall be constructed. However, fencing of a lower standard may be permitted by written mutual agreement between adjoining property owners. Said agreement shall be submitted to the Planning Commission for approval and be part of the Conditional Use Permit.

