
 

NOTICE AND AGENDA 
BRIGHAM CITY PLANNING COMMISSION 

 

Tuesday, May 05, 2026, 6:00 PM 
City Council Chambers, 20 North Main 

 

 
6:00 Pledge of Allegiance  
 
6:02 Approval of Minutes 
 
6:05 Public Hearing 1 / Application #26-036 / Amend Brigham City Code Chapter 156 Zoning / To not 

allow self-service enclosed storage facility and self-service outside storage facility west of 1200 
West Street AND clarify that storage of containers, including shipping containers are not allowed 
within City limits / Brigham City Corporation 

6:20 Application #26-040 / Permitted Use Permit / Taco Bell / 481 W. Westland Drive / Kira E. Ogle, 
Legends Studio 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
1 Each individual is limited to 3 minutes.   
 
________________________________________________ 
 
 

In compliance with the Americans with Disabilities Act, persons needing auxiliary communicative aids or services 
for this meeting should contact Destry Larsen (435-734-6604) at least 48-hours in advance of the meeting.    
 

CERTIFICATE OF POSTING 
The above notice and agenda were posted in three places within Brigham City Limits. A copy was also provided to 
the Box Elder News Journal and posted on the City Website and the State Public Meeting Notice website on April 
23, 2026 



BRIGHAM CITY, UTAH 
PLANNING COMMISSION 

STAFF EVALUATION 
______________________________________________________________________ 

 
APPLICANT: Brigham City Corporation  APPLICATION NO.: 26-036 
PROPERTY OWNER:  N/A PARCEL AREA: N/A 
PROPERTY ADDRESS:  N/A   DISTRICTS: Industrial/Commercial 
PARCEL NO:  N/A   DATE: April 30, 2026 
______________________________________________________________________ 
 
PLANNING COMMISSION MEETING:   May 5, 2026 
APPLICATION TYPE:     Legislative  
PLANNING COMMISSION ROLE:  Recommending Body to City Council 
 
 
NATURE OF REQUEST:  
Amend Brigham City Code, Chapter 156 Zoning to not allow self-service enclosed 
storage facility and self-service outside storage facility west of 1200 West Street AND 
clarify that storage of containers, including shipping containers are not allowed within 
City limits. 
 
OVERVIEW:  
The Mayor’s Office requested the proposed City Code Amendment desiring certain 
industrial areas be designated for storage facilities. The draft amendment involves 
sections in both the Industrial Districts and Commercial Districts to clarify storage of 
containers.   
 
See attached draft amendment. The red underlined text is the proposed new language. 
The applicable subsection category of uses was included in the draft amendment. 
 
STAFF COMMENTS: 
 
Building Department: 

1. No comments 
 
Community & Economic Development Department: 

1. Support 
 
Engineering Department: 

1. We have no concerns with the proposed amendment. Engineering supports the 
proposed amendment to Brigham City Code Chapter 156.  

 
Fire Department: 

1. No comments 
 
Police Department: 

1. No comments 
 
Public Power Department: 

1. No comments 
 
 



Public Works Department: 
(Culinary Water, Street, and Wastewater Treatment/ Storm Drain Divisions) 

1. Support 
______________________________________________________________________ 
 
PLANNING COMMISSION RESPONSIBILITY: 

1. The Planning Commission is the recommending body for this application. 
2. The Planning Commission holds the required public hearing. 
3. The Planning Commission considers the proposed amendment. 
4. The Planning Commission recommends approval, approval with modification, 

disapproval, or request additional information to make a recommendation to the 
City Council. 

 
STAFF RECOMMENDATIONS: 

1. Support the proposed amendment. 
 
STIPULATIONS: 

1. A final legal review by the City Attorney.  
 
FINDINGS OF FACT: 

1. The proposed city code amendment was initiated by the Mayor’s Office. 
2. The Mayor’s Office desires certain industrial areas to be designated for storage 

facilities. 
3. Storage facilities include both self-service enclosed storage facility and self-

service outside storage facility as defined in city code section 156.606 
Definitions. 

4. The proposed amendment also clarifies that storage of containers, including 
shipping containers, are not allowed within City limits. 

5. The proposed amendment involves sections in both the Industrial Districts and 
Commercial Districts.   

___________________________________________________________________ 
 
ATTACHMENTS: 

1. Draft City Code Amendment  
- Section 156.156 Codes and Symbols – Industrial Districts 
- Section 156.136 Codes and Symbols – Commercial Districts 

 
 



INDUSTRIAL DISTRICTS 

§ 156.156 CODES AND SYMBOLS. 

   In the following sections of this subchapter, uses of land or buildings which are allowed in 
the various districts as shown as “permitted uses”, indicated by a “P” in the appropriate 
column, or as “conditional uses”, indicated by a “C” in the appropriate column. If a use is not 
allowed in a given district, it is either not named in the use list or it is indicated in the 
appropriate column by a dash, “-”. If a regulation applied in a given district, it is indicated in 
the appropriate column by a numeral to show the linear or square feet, or by the letter “A”. 
If the regulation does not apply, it is indicated in the appropriate column by a dash, “-”. No 
building, structure or land shall be used and no building or structure shall be hereafter 
erected structurally altered, enlarged or maintained in the commercial and industrial 
districts except as provided in the ordinance contained herein. 

 

 M-D M-G 

Storage and warehousing   

   Coal, fuel and wood yards and offices P P 

   Rental of equipment P P 

   Garage, public C C 

   Junk yard (see §§ 156.605 through 156.610 of this chapter) C C 

   Self-service enclosed storage facility (see §§ 156.605 through 156.610 
of this chapter). Not allowed west of 1200 West Street. 

C C 

   Self-service outside storage facility (see §§ 156.605 through 156.610 
of this chapter). Not allowed west of 1200 West Street. 

C C 

   Storage of containers, including shipping containers 
Towing and impound yard (see §§ 156.605 through 156.610 of this 
chapter) 

N 
C 

N 
C 

   Warehouse P P 
   

  



COMMERCIAL DISTRICTS 

§ 156.136 CODES AND SYMBOLS. 

   In the following section of this subchapter, uses of land or buildings which are allowed in 
the various districts are shown as “permitted uses”, indicated by a “P” in the appropriate 
column, or as “conditional uses”, indicated by a “C” in the appropriate column. If a use is not 
allowed in a given district, it is either not named in the use list or it is indicated in the 
appropriate column by an “N”. No building, structure or land shall be used and no building 
or structure shall be hereafter erected, structurally altered, enlarged or maintained in the 
commercial districts, except as provided in this chapter: 

 GC CBD 

 Sales and related services 

   Appliance and furniture store P  P 

   Art shop and/or art supply P P 

   Bakery; candy making; confectionery; nut shop P P 

   Beer retailer, as defined by Utah Code P P 

   Bookstore P P 

   Building material/hardware sales conducted within enclosed building P N 

   Catering establishment P P 

   Clothing store P P 

   Copy center; printing; publishing P P 

   Delicatessen P P 

   Department store P P 

   Fast food establishment with drive-in or drive-up window P P 

   Fast food establishment without drive-in or drive-up window P P 

   Florist shop P P 

   Greenhouse; nursery; plant materials P N 

   Grocery store; health food store P P 

   Gunsmith P P 

   Home improvement and garden store P N 



   Mail service; private postal service P P 

   Monument sales with outside display of product; primary retail use that  P N 
includes incidental activities relating to engraving of natural stone, cultured  
stone, glass and wood, and casting of memorial foundations. All work and  
equipment must be enclosed in a building. The retail use must be at least 50%  
of the property  

   Music and/or movie store P P 

   Office supply; office machines, sales and repair P P 

   Pawn shop P N 

   Pet shop; pet grooming P N 

   Pharmacy; drugstore P P 

   Photographer or photography shop P P 

   Price-point retail establishment P N 

   Repair services (e.g., appliances, heating and air conditioning, plumbing) P N 

   Restaurant; café; microbrewery; eating establishment with or without on  P P 
premises alcohol consumption sales  

   Secondhand or thrift store conducted within enclosed building P P 

   Seed and/or feed store conducted within enclosed building, no outside bins P N 

   Shopping center containing only permitted uses P N 

   Specialty retail stores (e.g., gift, hobby, craft, jewelry, interior decorating,  P P 
antiques) 

   Sporting goods store P P 

   State liquor store P P  

  Storage of containers, including shipping containers N N 

  Tire store, sales and repair conducted within an enclosed building and no  P N 
outside storage 
 

   Woodworking shop; manufacturing, compounding, assembling and wood- P N 
working of articles in a small totally enclosed woodworking shop, not to exceed  
2,000 sq. ft. in size, and limited to the north end of Main Street between 600  
North and 900 North. All work is to be conducted within the enclosed wood- 
working shop. No outside storage of equipment, materials or product. The  
shop shall be constructed or insulated in a manner to reduce noise  



BRIGHAM CITY, UTAH 
PLANNING COMMISSION 

STAFF EVALUATION 
______________________________________________________________________ 

 
AGENT: Kira E. Ogle APPLICATION NO.: 26-040 
PROPERTY OWNER: Golden Spike Restaurants LLC AREA: ~1 acre 
PROPERTY SITE: 481 Westland Dr., Brigham City, UT ZONING DISTRICT: GC 
PARCEL NO: 03-143-0058 DATE: April 30, 2026 
______________________________________________________________________ 
 
PLANNING COMMISSION MEETING:  May 5, 2026  
APPLICATION TYPE:   Administrative  
PLANNING COMMISSION ROLE:   Land Use Authority 
 
NATURE OF REQUEST:  
Permitted Use Permit – Taco Bell Restaurant  
 
OVERVIEW: 
Kira E. Ogle with Legends Studio, Inc., applicant, is requesting approval of a Permitted 
Use Permit for a proposed Taco Bell restaurant to be located at approximately 481 
Westland Drive, adjacent to Dutch Bros. Coffee and just off 1100 South. The property is 
zoned General Commercial (GC). 
 
The proposal includes the development of a new 2,500± square foot fast-food restaurant 
with a drive-through, associated parking areas, landscaping, and site improvements. The 
building is designed to accommodate approximately 50–60 indoor seats and includes a 
drive-through service component.  
 
Access to the site is proposed via two curb cuts along Westland Drive, with internal 
circulation designed to accommodate drive-through traffic and on-site parking. The site 
plan reflects approximately 34 parking stalls, including ADA-accessible spaces, along 
with pedestrian access and supporting infrastructure improvements.  
 
The Permitted Use Permit is required to allow for the proposed restaurant use within the 
GC zone. If approved, the project will proceed through a Site Plan Review process for 
final design and development approval. 
 
STAFF COMMENTS: 
 
Building Division: 

1. No comments at this time. 
2. Will be more involved with the building permit application review. 

 
Community & Economic Development Department: 

1. Provide a note on the plans indicating sidewalk will be extended across portion of 
Lot 2 to complete sidewalk connection. 

2. Provide an Outdoor Lighting Plan prepared and certified by a professional 
architect or professional engineer demonstrating compliance with Brigham City 
Code Section 156.361 Outdoor Lighting Standards.  The plans are to be stamped 
and have some verbiage certifying they are in compliance with said City Code 
section  

 
 



Engineering Department: 
1. City Standards do not allow for the 6” waterline of a fire hydrant to turn. A straight 

and direct connection in required. Please abandon the existing 6” line at the 
mainline and install a new connection and tee for the fire hydrant.  

2. Please note that the sidewalk within the city right-of-way shall meet City 
Standards (4” concrete over 4” UTBC).  

3. The City Standard drive approach includes a concrete apron and concrete 
sidewalk within the approach. The proposed asphalt drive approach may be used 
with approval from Public Works.  

4. Brigham City Standards do not allow for the pipe capacity to be included in the 
retention volume. Please update your storm water calculations and basin size to 
reflect that change.  

5. Please include a high-water elevation for the retention basin and ensure there is 
a minimum of 1’ of freeboard. Also, please include an armored overflow 
grading/elevation point within your design. Our office supports the proposed 
overflow direction into the drainage ditch.  

6. You may want to evaluate the survivability and landscaping design of the 
proposed trees within the retention area.  

7. Please verify with Public Power if planting trees within the easement beneath the 
existing powerlines is acceptable.  

8. Please clarify how the main waterline is connected to the irrigation system. Our 
previous comment about this connection is provided for reference “If culinary 
water is proposed to be used for landscaping purposes, a reduced-pressure 
backflow assembly will be required per Public Works Standards (PWS) Drawings 
Sheet CW7”.  

9. If no dry irrigation lines are to be installed within Westland Drive, please request 
a variance from the Public Works Director and provide us with that approval.  

 
Fire Department: 

1. Submit hood plans for review once available. 
 

Police Department: 
1. No Comment 

 
Public Power Department: 

1. Access to the PUE shall be provided for utilities located along the south end of 
the property. This access shall be placed by the south end parking lot and must 
consist of a flat, smooth surface (gravel acceptable). 

2. Requesting a load calculation sheet 
i) https://www.bcutah.gov/documents/departments/public-power/standards-

guide-and-load-sheet/566377 
3. Power design for the South East side of property and will include lighting and 

needed conduit 
 
Public Works Department: 
(Culinary Water, Street, and Wastewater Treatment/ Storm Drain Divisions) 

1. Public Works supports the applications and defers to Engineering for detailed 
review and comments. 

______________________________________________________________________ 
 
PLANNING COMMISSION RESPONSIBILITY: 

1. The Planning Commission is the Land Use Authority for this application. 
2. The Planning Commission should be specific in their motion. 

 

https://www.bcutah.gov/documents/departments/public-power/standards-guide-and-load-sheet/566377
https://www.bcutah.gov/documents/departments/public-power/standards-guide-and-load-sheet/566377


STAFF RECOMMENDATIONS: 
1.  Support the application subject to addressing the staff review comments. 

 
STIPULATIONS: 

1.  Address all Staff DRT review comments. Following the Planning Commission 
meeting, updated plans shall be submitted for Staff DRT second review.  

2. Sidewalk improvements along Lot 1, and the remaining portion of Lot 2 as noted 
on the Westland Commercial Subdivision plat, shall be installed with 
development of the site. 
 

FINDINGS OF FACT: 
1. The subject property is zoned General Commercial (GC) and is identified as Lot 

1 of the Westland Commercial Subdivision plat.  
2. A fast-food restaurant with a drive-through is a permitted use in the GC zoning 

district, subject to approval of a Permitted Use Permit and compliance with 
applicable City standards and regulations.  

3. The proposal consists of a new 2,500± square foot restaurant building with 
associated parking, drive-through, landscaping, and site improvements.  

4. Access to the site is proposed via Westland Drive, with internal circulation 
designed to accommodate drive-through traffic and on-site parking.  

5. Sidewalk improvements along Lot 1, and the remaining portion of Lot 2 as noted 
on the Westland Commercial Subdivision plat, are required with development of 
the site.  

6. The application has been reviewed by the Staff Development Review Team 
(DRT), and applicable comments and requirements have been identified for 
resolution during the Site Plan Review process 

______________________________________________________________________ 
 
ATTACHMENTS: 

1. Locator / Parcel Maps 
2. Westland Commercial Subdivision 
3. Response to Concept Plan Comments 
4. Site Plan 
5. Utility Plan 
6. Building Elevations 
7. Landscape Plans 

 
 



LOCATOR / PARCEL MAPS 

 

  

 

 





  

 

 
 

P.O. BOX 1093, BOZEMAN, MT 59771 | 406-570-4562 | www.legendsstudio.com 

April 16, 2026 
Responses to Staff Comments Regarding Brigham City Taco Bell Concept Review 
 
Concept Review Staff Comments and Responses 
Building Division 

1. No comments at this time. 
2. Will be more involved with building permit process. 
 

Community & Economic Development Department 
1. Concerned with drive-thru exiting location. Any consideration with switching the 
layout and having the drive-thru be on the south side of the building similar to 
what Eagle Landing has done with their buildings and drive-throughs on the 
south side of 1100 South?  
Response: Alternate layouts were considered. However, it was the consensus of Taco Bell Corp. and the 
design team that the current layout provides the best mix of; 1) safety for pedestrian and vehicular 
circulation 2) coordinates with building plans and drive-thru window access locations without additional 
reverse design and engineering 3) ample space for car stacking and space for vehicles after pick-up at the 
drive-thru window. 
 
2. Why is the “Lay Down Curb” area squared at the northeast corner rather than 
bulb type curved curbing? Just curious. 
Response: This was a recommendation from Taco Bell Corp. providing additional maneuvering room at the 
corner. This could be adjusted if required. 
 
3. Lighting is subject to a new City Code standard. See attached code. It has not 
been codified online with American Legal Publishing yest. 
Response: Documents received and distributed to electrical engineer. These standards are incorporated 
into the site electrical design. 
 
4. Site is subject to the 1100 South Design Guidelines. 
Response: A copy of the Geotechnical Report has been included with this application. The 
accompanying project drawings demonstrate that the proposed façade materials, landscaping, 
and fenestration are consistent with the 1100 South Design Guidelines. Additionally, the building 
massing, street orientation, site layout, and entrance locations have been thoughtfully designed 
to align with these guidelines. Pedestrian and vehicular circulation, as well as site signage and 
lighting, have also been developed in accordance with the 1100 South Design Guidelines. 
 
5. Site is subject to a subdivision plat to create the new parcel. 
Response: The subdivision of the parcel into three lots has been completed. 
 
 



  

 

 
 

P.O. BOX 1093, BOZEMAN, MT 59771 | 406-570-4562 | www.legendsstudio.com 

6. The dumpster enclosure is to have material and/or color that matches the 
primary building. 
Response: The garbage enclosure is constructed of concrete masonry units, metal posts and metal siding 
that both match and compliment the materials on the exterior of the building.  
 
7. Please provide a site date legend with required and provided information. A 
portion of it is provided on the concept plan. Also, include the impervious area. 
Response: The site data legend has been added to the site plan, A0.1. 
 
8. Support the removal of trash trees (Russian Olive and Elms) in the UDOT right-of- 
way. This will open visibility along 1100 South. Work with UDOT. 
Response: We intend to remove these trees as it will allow better visibility to the site as well as make site 
maintenance more feasible. We will work with UDOT to get this work permitted. 
 
9. There is an open storm drain ditch along the south property line or in the UDOT 
right-of-way. 
Response: Information received. 
 
10. There is an overhead power line along the south property line. 
Response: Information received. 
 
11. See answers to questions in red text. 
Response: No response needed. 
 

Engineering Department 
1. A traffic impact analysis needs to be completed to address concerns at the 
Westland Dr / Medical Drive intersection. This intersection currently has frequent 
congestion. We request the applicant send our office existing Taco Bell traffic 
data. We will analyze it and assist in determining whether any additional 
information or reports will be required for the proposed project. 
Response: We are initiating a Traffic Impact Study currently and will disclose the results when completed. 
 
2. Sidewalk will need to be installed on the south side of Westland Dr as part of this 
development. The concept site plan appears to address this. 
Response: This is unchanged on our site plan. 
 
3. We support the general queueing design reflected on the site plan. Our only 
comment is that the right-hand turn out of the pick-up window line to exit onto 
Westland Dr appears tight. 
Response: The 15’ radius has been left as indicated. However, if required, this turn could be angled toward 
the street to give more turning space to larger/longer vehicles. 
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4. Public Power will need to determine if any additional street lighting in Westland 
Dr is required with this development. 
Response: Information received. 
 
5. We recommend a geotechnical report be prepared for the site to determine 
adequate pavement sections and foundation recommendations. 
Response: The Geotechnical Report has been included with this application. 
 
6. The 6” water main in Westland Drive has a fire flow capacity of 2,800 gallons per 
minute with a system residual pressure of 20 psi. It is our understanding that fire 
sprinklers will not be required for this development, so the water system has 
capacity to service its demand. 
Response: No sprinklers are required for this project. 
 
7. If culinary water is proposed to be used for landscaping purposes, a reduced pressure 
backflow assembly will be required per Public Works Standards (PWS) 
Drawings Sheet CW7. 
Response: See Irrigation Plan in landscape package. 
 
8. Since sewer billing is tied to culinary water use, we recommend a separate meter 
be installed for the irrigation connection so that the restaurant is not charged a 
sewer fee for irrigation use. 
Response: See Irrigation Plan in landscape package. 
 
9. The PWS require that dry irrigation lines be installed in the streets fronting new 
subdivisions. A 6” main would need to be installed in Westland Dr unless a 
variance is granted by the Public Works Director in accordance with the PWS. 
Response: See civil and landscape package. Verify whether a variance is required. 
 
10. The 10” sewer main in Westland Dr has adequate capacity to service this 
development. 
Response: Information received. 
 
11. The PWS require an oil/water separator be installed at the site with a sampling 
manhole downstream. 
Response: See civil utility plan.  
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12. The site will be required to provide storm water detention or retention per the 
PWS. This can either be detention of the 10-year storm with a discharge rate of 
0.1 cfs/acre or retention of the 100-year, two hour storm. Also, the State requires 
the 80th-percentile storm to be retained. This volume can be included in the 
volume provided to meet the City requirements. 
Response: See civil graining and drainage plan. 
 
13. Our records show a storm drain pipe north of the north sidewalk on Westland Dr. 
There is also a highway drainage ditch south of the proposed development. 
Either of these conveyances could be used to discharge detained storm water 
depending on site grading. 
Response: See civil grading and drainage plan. 
 
14. We recommend this site be built at an elevation high enough to avoid flooding 
from the 1100 South drainage ditch to the south. 
Response: See civil grading and drainage plan. 
 

Fire Department 
1. Submit hood plans. 
Response: See mechanical sheets M3.1 and M3.1 for hood drawings and details. If hood shop drawings are 
required, we will submit for review when completed. 
2. Acceptance test for hood. 
Response: Information received. 
 

Police Department 
1. No comments 
Response: No response needed. 
 

Public Power Department 
1. Requesting load calculation sheet. 
Response: Load calculations were used to design the MDP (sheet E0.3). Please clarify if further information 
is needed and what it is needed for. 
 
2. Need to maintain access to overhead lines and pole south of property. 
Response: See civil and architectural site plan as well as landscape plan for maintained access to overhead 
power lines. 
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Public Works Department 
(Culinary Water, Street, and Wastewater Treatment/ Storm Drain Divisions) 

1. Utilities will be sufficient to serve the site. 
Response: Information received. 
2. Grease interceptor with downstream sampling manhole required. 
Response: See civil utility plan. 
3. 1100 South/Medical Drive traffic concerns, look at need for traffic study 
Response: Traffic Impact Study is underway. Results will be shared upon receipt. 
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BRIGHAM CITY TACO BELL
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CUP.01 UTILITY PLAN
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CEP.02 EROSION CONTROL DETAILS
CDT.01 DETAILS & NOTES
CDT.02 DETAILS & NOTES

OWNER/DEVELOPER: 
LEGENDS STUDIO, INC.
KIRA OGLE
3805 VALLEY COMMONS DRIVE SUITE 11
BOZEMAN, MT
406-570-4562
KIRA@LEGENDSSTUDIO.COM
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NOTE:
SLOPE ACROSS THE ACCESSIBLE PARKING STALLS & ACCESS ISLE
SHALL NOT EXCEED A 1:48 (2.00%) SLOPE, THE MAX GRADE
DIFFERENCE BETWEEN THE ASPHALT SURFACE, ACCESSIBLE RAMP,
AND SIDEWALK SHALL NOT EXCEED 1/4 INCH VERTICAL OR 1/2 INCH
WHEN BEVELED. THE ACCESSIBLE MEANS OF EGRESS INCLUDING
THE DRIVEWAY PORTION SHALL NOT EXCEED A SLOPE OF 1:20 (5.0%)
& A CROSS SLOPE OF 1:48 (2.0%). ALL EXTERIOR DOOR WAY ACCESS
REQUIRE AN EXTERIOR LANDING 60 INCHES IN LENGTH WITH A
SLOPE NOT EXCEEDING A 1:48 (2.0%) SLOPE

NOTE:
SAWCUT WIDTH, LOCATIONS AND TIE-IN ELEVATIONS TO
EXISTING GRADE ARE APPROXIMATE. CONTRACTOR TO FIELD
VERIFY LOCATION, EXTENT OF SAWCUTTING, AND TIE-IN
SLOPES TO EXISTING GRADE PRIOR TO CONSTRUCTION. IT IS
THE INTENT ON THESE PLANS THAT ALL PAVEMENT SHALL TIE
INTO EXISTING GRADE PER SLOPES LISTED ON CGN.01 NOTE 70.
SEE NOTES 66, 70, 82, & 83 ON CGN.01 FOR FURTHER DETAIL.

CONSTRUCTION KEY NOTE REFERENCE
NO. DESCRIPITON DETAIL

1 ASPHALT PAVEMENT WITH GRANULAR BASE 1/CDT.01

10 SIDEWALK THICKENED EDGE 3/CDT.01

4 RELEASE CURB & GUTTER 2/CDT.01

3 CONCRETE CURB AND GUTTER PER APWA #205 TYPE 'A'

9 SIDEWALK PER APWA #231

6 ADA RAMP 1/CDT.02

7 ADA SIGN 1/CDT.02

8 DRIVE APPROACH PER APWA #225

PLOT DATE: 02/16/2026

TACO BELL
481 W. WESTLAND DRIVE
BRIGHAM CITY , UT 84302
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EXISTING UTILITIES NOTE:
EXISTING UTILITIES HAVE BEEN NOTED TO THE BEST OF ENGINEERS KNOWLEDGE,
HOWEVER IT IS THE OWNER'S AND CONTRACTOR'S RESPONSIBILITY TO LOCATE
UTILITIES IN FIELD. POTHOLE TO IDENTIFY ANY CONFLICTS BEFORE ANY PIPE
INSTALLATION. NOTIFY ENGINEER IF DISCREPANCIES OR CONFLICTS EXIST PRIOR
TO CONTINUING ANY CONSTRUCTION.

NOTE:
PRIOR TO FABRICATION OR CONSTRUCTION, BEGIN AT THE LOW END OF ALL GRAVITY
UTILITY LINES AND VERIFY THE INVERT ELEVATION OF THE POINT OF CONNECTION.
NOTIFY ENGINEER FOR REDESIGN IF CONNECTION POINT IS HIGHER THAN SHOWN OR
IF ANY UTILITY CONFLICTS OCCUR. GRAVITY CONNECTIONS MUST BE DONE PRIOR TO
BUILDING FOOTINGS AND ROUGH PLUMBING ARE CONSTRUCTED.

CUP.01

UTILITY

PLAN

4 OF 9

CONSTRUCTION KEY NOTE REFERENCE
NO. DESCRIPITON DETAIL

1 GATE VALVE PER BRIGHAM CITY STDS.

3 2" WATER METER  & VAULT PER APWA #522

2 2" POLY WATER SERVICE LINE

5 6" PVC C-900 FIRELINE

6 FIRE HYDRANT PER APWA #511

4 THRUST BLOCK PER APWA #561

8 4" PVC SDR-35 SEWER LATERAL

9 SEWER CLEAN OUT
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7 750 GALLON GREASE INTERCEPTOR PER APWA #441

NEW GREASE TRAP
RIM:4290.06
IE (N):4284.67
IE (S):4285.00

NEW SAMPLING MANHOLE
RIM: 4289.36
IE (NW):4284.16
IE (S):4284.49

7

20 L.F. @ 2.0% SLOPE

9 L.F. @ 2.0% SLOPE

14 L.F. @ 2.0% SLOPE
37 L.F. @ 9.1% SLOPE

10 4' SAMPLING MANHOLE PER APWA #411

10

IE (8" MAIN): 4279.83±
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SYMBOL CODE QTY BOTANICAL / COMMON NAME CONT CAL

DECIDUOUS TREES

AC'H 6
Acer campestre 'Metro Gold'
Hedge Maple B & B 2"Cal

AT'G 4
Acer tataricum `GarAnn`
Hot Wings Tatarian Maple B & B 2"Cal

GB'A 3 Ginkgo biloba `Autumn Gold` TM
Autumn Gold Maidenhair Tree B & B 2"Cal

M'RM 2
Magnolia x `Rose Marie`
Rose Marie Magnolia 20 gal. Multi-trunked

Q'UP 3 Quercus macrocarpa `Urban Pinnacle`
Urban Pinnacle Oak B & B 2"Cal

TT'S 4
Tilia tomentosa `Sterling`
Sterling Silver Linden B & B 2"Cal

SYMBOL CODE QTY BOTANICAL / COMMON NAME CONT

DECIDUOUS SHRUBS

BT'M 12
Berberis thunbergii `Maria` TM
Sunjoy Gold Pillar Barberry 5 gal

B'HR 13
Buddleja davidii 'Tobud1202'
Buzz™ Hot Raspberry Butterfly Bush 5 gal

EA'C 4
Euonymus alatus `Compactus`
Compact Burning Bush 5 gal

H'PP 33
Hibiscus x 'Rosina' TM
Pollypetite Hibiscus 5 gal

PF'F 34
Potentilla fruticosa 'Fargo' Dakota Sunspot
TM
Fargo Yellow Shrubby Cinquefoil

5 gal

SB'G 9
Spiraea betulifolia `Tor Gold` TM
Glow Girl Birchleaf Spirea 5 gal

EVERGREEN SHRUBS

JS'D 11
Juniperus sabina `Monard` TM
Moor-dense Juniper 5 gal

JB 9
Juniperus squamata 'Blue Star'
Blue Star Juniper 5 gal

GRASSES

FM'A 29 Festuca mairei
Atlas Fescue

1 gal

MP'F 40 Miscanthus purpurascens
Flame Grass

1 gal

PERENNIALS

E'KR 32
Echinacea x 'TNECHKR'
Kismet® Raspberry Coneflower 1 gal

ROSES

R'SM 12 Rosa x `Meikrotal`
Scarlet Meidiland Rose

5 gal

R'PD 27
Rosa x 'Novarospop'
Popcorn Drift® Groundcover Rose 5 gal

VICINITY MAP

PROJECT SITE

(NOTE: PLANT QUANTITIES ARE PROVIDED FOR CONVENIENCE ONLY.
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SYMBOL CODE QTY BOTANICAL / COMMON NAME CONT CAL

DECIDUOUS TREES

AC'H 6
Acer campestre 'Metro Gold'
Hedge Maple B & B 2"Cal

AT'G 4
Acer tataricum `GarAnn`
Hot Wings Tatarian Maple B & B 2"Cal

GB'A 3 Ginkgo biloba `Autumn Gold` TM
Autumn Gold Maidenhair Tree B & B 2"Cal

M'RM 2
Magnolia x `Rose Marie`
Rose Marie Magnolia 20 gal. Multi-trunked

Q'UP 3 Quercus macrocarpa `Urban Pinnacle`
Urban Pinnacle Oak B & B 2"Cal

TT'S 4
Tilia tomentosa `Sterling`
Sterling Silver Linden B & B 2"Cal

SYMBOL CODE QTY BOTANICAL / COMMON NAME CONT

DECIDUOUS SHRUBS

BT'M 12
Berberis thunbergii `Maria` TM
Sunjoy Gold Pillar Barberry 5 gal

B'HR 13
Buddleja davidii 'Tobud1202'
Buzz™ Hot Raspberry Butterfly Bush 5 gal

EA'C 4
Euonymus alatus `Compactus`
Compact Burning Bush 5 gal

H'PP 33
Hibiscus x 'Rosina' TM
Pollypetite Hibiscus 5 gal

PF'F 34
Potentilla fruticosa 'Fargo' Dakota Sunspot
TM
Fargo Yellow Shrubby Cinquefoil

5 gal

SB'G 9
Spiraea betulifolia `Tor Gold` TM
Glow Girl Birchleaf Spirea 5 gal

EVERGREEN SHRUBS

JS'D 11
Juniperus sabina `Monard` TM
Moor-dense Juniper 5 gal

JB 9
Juniperus squamata 'Blue Star'
Blue Star Juniper 5 gal

SYMBOL CODE DESCRIPTION QTY

1 LANDSCAPE
2-4” TAN CRUSHED ROCK.
SUBMIT SAMPLES FOR  LANDSCAPE ARCHITECT AND OWNER APPROVAL.
PROVIDE 4" DEPTH OF ROCK MULCH TOP DRESSING. SEE INORGANIC
MULCH LANDSCAPE NOTES FOR ADDITIONAL INFORMATION. SHEET LP-101.

14,460 sf

2-4” GREY CRUSHED ROCK.
SUBMIT SAMPLES FOR  LANDSCAPE ARCHITECT AND OWNER APPROVAL.
PROVIDE 4" DEPTH OF ROCK MULCH TOP DRESSING. SEE INORGANIC
MULCH LANDSCAPE NOTES FOR ADDITIONAL INFORMATION. SHEET LP-101.

3,659 sf

2 HARDSCAPE
BOULDERS- DECORATIVE
3 FOOT ROUND. SUBMIT COLOR SAMPLES FOR ARCHITECT AND OWNER
APPROVAL. SEE PLACEMENT INSTRUCTIONS ON DETAIL SHEET LP-501..

28

5" DEEP STEEL EDGING - INSTALL PER MANUFACTURER SPECIFICATION. 679 lf

1-18

1-19

2-01

2-05

GRASSES

FM'A 29 Festuca mairei
Atlas Fescue

1 gal

MP'F 40 Miscanthus purpurascens
Flame Grass

1 gal

PERENNIALS

E'KR 32
Echinacea x 'TNECHKR'
Kismet® Raspberry Coneflower 1 gal

ROSES

R'SM 12 Rosa x `Meikrotal`
Scarlet Meidiland Rose

5 gal

R'PD 27
Rosa x 'Novarospop'
Popcorn Drift® Groundcover Rose 5 gal

STREET FRONTAGE
DLFKSDT REQUIRED: PROVIDED:
1 TREE / 30 LN FT (136 LN FT) 4 4

REQUIRED: PROVIDED:
1 TREE / 1,000 SQ FT LANDSCAPE AREA (18,113 SQ FT) 18 18

PLANT COVERAGE 50% 50%

PART 1 - GENERAL

1.1 SUMMARY

A.THIS SECTION INCLUDES LANDSCAPE PROCEDURES FOR THE PROJECT INCLUDING ALL LABOR,
MATERIALS, AND INSTALLATION NECESSARY, BUT NOT LIMITED TO, THE FOLLOWING:

1. SITE CONDITIONS

2. GUARANTEES

3. MAINTENANCE

4. SOIL AMENDMENTS

5. FINE GRADING

6. LANDSCAPE EDGING

7. FURNISH AND INSTALLING PLANT

8. TURF PLANTING

9. WEED BARRIER

1.2 SITE CONDITIONS

A.EXAMINATION: BEFORE SUBMITTING A BID, EACH CONTRACTOR SHALL CAREFULLY EXAMINE
THE CONTRACT DOCUMENTS; SHALL VISIT THE SITE OF THE WORK; SHALL FULLY INFORM
THEMSELVES AS TO ALL EXISTING CONDITIONS AND LIMITATIONS; AND SHALL INCLUDE IN THE
BID THE COST OF ALL ITEMS REQUIRED BY THE CONTRACT DOCUMENTS ARE AT A VARIANCE
WITH THE APPLICABLE LAWS, BUILDING CODES, RULES, REGULATIONS, OR CONTAIN OBVIOUS
ERRONEOUS OR UNCOORDINATED INFORMATION, THE CONTRACTOR SHALL PROMPTLY NOTIFY
THE PROJECT REPRESENTATIVE AND THE NECESSARY CHANGES SHALL BE ACCOMPLISHED BY
ADDENDUM.

B. PROTECTION: CONTRACTOR TO CONDUCT THE WORK IN SUCH A MANNER TO PROTECT ALL
EXISTING UNDERGROUND UTILITIES OR STRUCTURES. CONTRACTOR TO REPAIR OR REPLACE
ANY DAMAGED UTILITY OR STRUCTURE USING IDENTICAL MATERIALS TO MATCH EXISTING AT
NO EXPENSE TO THE OWNER.

C. IRRIGATION SYSTEM: DO NOT BEGIN PLANTING UNTIL THE IRRIGATION SYSTEM IS COMPLETELY
INSTALLED, IS ADJUSTED FOR FULL COVERAGE AND IS COMPLETELY OPERATIONAL.

1.3 PERMITS

A.BLUE STAKE/ DIG LINE: WHEN DIGGING IS REQUIRED, “BLUE STAKE” OR “DIG LINE” THE WORK
SITE AND IDENTIFY THE APPROXIMATE LOCATION OF ALL KNOWN UNDERGROUND UTILITIES
OR STRUCTURES.

1.4 PLANT DELIVERY, QUALITY, AND AVAILABILITY

A.UNAUTHORIZED SUBSTITUTIONS WILL NOT BE ACCEPTED. IF PROOF IS SUBMITTED THAT
SPECIFIC PLANTS OR PLANT SIZES ARE UNOBTAINABLE, WRITTEN SUBSTITUTION REQUESTS WILL
BE CONSIDERED FOR THE NEAREST EQUIVALENT PLANT OR SIZE. ALL SUBSTITUTION REQUESTS
MUST BE MADE IN WRITING AND PREFERABLY BEFORE THE BID DUE DATE.

1.5 FINAL INSPECTION

A.ALL PLANTS WILL BE INSPECTED AT THE TIME OF FINAL INSPECTION PRIOR TO RECEIVING A
LANDSCAPE SUBSTANTIAL COMPLETION FOR CONFORMANCE TO SPECIFIED PLANTING
PROCEDURES, AND FOR GENERAL APPEARANCE AND VITALITY. ANY PLANT NOT APPROVED BY
THE PROJECT REPRESENTATIVE WILL BE REJECTED AND REPLACED IMMEDIATELY.

1.6 LANDSCAPE SUBSTANTIAL COMPLETION

A.A SUBSTANTIAL COMPLETION CERTIFICATE WILL ONLY BE ISSUED BY THE PROJECT
REPRESENTATIVE FOR “LANDSCAPE AND IRRIGATION” IN THEIR ENTIRETY. SUBSTANTIAL
COMPLETION WILL NOT BE PROPORTIONED TO BE DESIGNATED AREAS OF A PROJECT.

1.7 MAINTENANCE

A.PLANT MATERIAL: THE CONTRACTOR IS RESPONSIBLE TO MAINTAIN ALL PLANTED MATERIALS IN
A HEALTHY AND GROWING CONDITION FOR 30 DAYS AFTER RECEIVING A LANDSCAPE
SUBSTANTIAL COMPLETION AT WHICH TIME THE GUARANTEE PERIOD COMMENCES. THIS
MAINTENANCE IS TO INCLUDE MOWING, WEEDING, CULTIVATING, FERTILIZING, MONITORING
WATER SCHEDULES, CONTROLLING INSECTS AND DISEASES, RE-GUYING AND STAKING, AND ALL
OTHER OPERATIONS OF CARE NECESSARY FOR THE PROMOTION OF ROOT GROWTH AND PLANT
LIFE SO THAT ALL PLANTS ARE IN A CONDITION SATISFACTORY AT THE END OF THE GUARANTEE
PERIOD. THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR FAILURE TO MONITOR WATERING
OPERATIONS AND SHALL REPLACE ANY AND ALL PLANT MATERIAL THAT IS LOST DUE TO
IMPROPER APPLICATION OF WATER.

1.8 GUARANTEE

A.GUARANTEE: A GUARANTEE PERIOD OF ONE YEAR SHALL BEGIN FROM END OF MAINTENANCE
PERIOD AND FINAL ACCEPTANCE FOR TREES, SHRUBS, AND GROUND COVERS. ALL PLANTS SHALL
GROW AND BE HEALTHY FOR THE GUARANTEE PERIOD AND TREES SHALL LIVE AND GROW IN
ACCEPTABLE UPRIGHT POSITION. ANY PLANT NOT ALIVE, IN POOR HEALTH, OR IN POOR
CONDITION AT THE END OF THE GUARANTEE PERIOD WILL BE REPLACED IMMEDIATELY. ANY
PLANT WILL ONLY NEED TO BE REPLACED ONCE DURING THE GUARANTEE PERIOD.
CONTRACTOR TO PROVIDE DOCUMENTATION SHOWING WHERE EACH PLANT TO BE REPLACED
IS LOCATED. ANY OUTSIDE FACTORS, SUCH AS VANDALISM OR LACK OF MAINTENANCE ON THE
PART OF THE OWNER, SHALL NOT BE PART OF THE GUARANTEE

PART II - PRODUCTS

2.1 LANDSCAPE MATERIALS

A.TREE STAKING: ALL TREES SHALL BE STAKED FOR ONE YEAR WARRANTY PERIOD. ALL TREES NOT
PLUMB SHALL BE REPLACED. STAKED TREES SHALL USE VINYL TREE TIES AND TREE STAKES TWO
(2) INCH BY TWO (2) BY EIGHT (8) FOOT COMMON PINE STAKES USED AS SHOWN ON THE DETAILS.

B. TREE WRAP: TREE WRAP IS NOT TO BE USED.

C. MULCH/ROCK: SEE PLANS. ALL PLANTER BEDS TO RECEIVE A MINIMUM 3” LAYER FOR TREES,
SHRUBS, AND PERENNIALS AND 1” FOR GROUNDCOVERS.

D.WEED BARRIER: DEWITT 5 OZ. WEED BARRIER FABRIC. MANUFACTURED BY DEWITT COMPANY,
DEWITTCOMPANY.COM OR APPROVED EQUAL.

E. TREE, SHRUB, AND GRASS BACKFILL MIXTURE; BACKFILL MIXTURE TO BE 80% NATIVE SOIL AND
20% TOPSOIL, THOROUGHLY MIXED TOGETHER PRIOR TO PLACEMENT.

F. TOPSOIL: REQUIRED FOR TURF AREAS, PLANTER BEDS AND BACKFILL MIXTURE. ACCEPTABLE
TOPSOIL SHALL MEET THE FOLLOWING STANDARDS:

a. PH: 5.5-7.5

b. EC (ELECTRICAL CONDUCTIVITY): < 2.0 MMHOS PER CENTIMETER

c. SAR (SODIUM ABSORPTION RATION): < 3.0

d. % OM (PERCENT ORGANIC MATTER): >1%

e. TEXTURE (PARTICLE SIZE PER USDA SOIL CLASSIFICATION): SAND <70%; CLAY < 30%; SILT <
70%, STONE FRAGMENTS (GRAVEL OR ANY SOIL PARTICLE GREATER THAN TWO (2) MM IN
SIZE) < 5% BY VOLUME.

G.TURF SOD: ALL SOD SHALL BE 18 MONTH OLD AS SPECIFIED ON PLANS (OR APPROVED EQUAL)
THAT HAS BEEN CUT FRESH THE MORNING OF INSTALLATION. ONLY SOD THAT HAS BEEN
GROWN ON A COMMERCIAL SOD FARM SHALL BE USED. ONLY USE SOD FROM A SINGLE SOURCE.

H.LANDSCAPE CURB EDGING: SIX (6) INCHES BY FOUR (4) INCHES EXTRUDED CONCRETE CURB
MADE UP OF THE FOLLOWING MATERIALS:

a. WASHED MORTAR SAND FREE OF ORGANIC MATERIAL.

b. PORTLAND CEMENT (SEE CONCRETE SPEC. BELOW FOR TYPE)

c. REINFORCED FIBER - SPECIFICALLY PRODUCED FOR COMPATIBILITY WITH AGGRESSIVE
ALKALINE ENVIRONMENT OF PORTLAND CEMENT-BASED COMPOSITES.

d. ONLY POTABLE WATER FOR MIXING.

I.LANDSCAPE METAL EDGING: 5.5" ALUMINUM EDGING WITH 15" DOWELS INTO THE GROUND FOR
STABILIZATION.

PART III - EXECUTION

3.1 GRADING

A.TOPSOIL PREPARATION: GRADE PLANTING AREAS ACCORDING TO THE GRADING PLAN.
ELIMINATE UNEVEN AREAS AND LOW SPOTS. PROVIDE FOR PROPER GRADING AND DRAINAGE.

B. TOPSOIL PLACEMENT: SLOPE SURFACED AWAY FROM BUILDING AT TWO (2) PERCENT SLOPE WITH
NO POCKETS OF STANDING WATER. ESTABLISH FINISH GRADES OF ONE (1) INCHES FOR PLANTERS
BELOW GRADE OF ADJACENT PAVED SURFACED. PROVIDE NEAT, SMOOTH, AND UNIFORM FINISH
GRADES. REMOVE SURPLUS SUB-SOIL AND TOPSOIL FROM THE SITE.

C. COMPACTION: COMPACTION UNDER HARD SURFACE AREAS (ASPHALT PATHS AND CONCRETE
SURFACES) SHALL BE NINETY-FIVE (95) PERCENT. COMPACTION UNDER PLANTING AREAS SHALL
BE BETWEEN EIGHTY-FIVE (85) AND NINETY (90) PERCENT.

3.2 TURF GRADING

A.THE SURFACE ON WHICH THE SOD IS TO BE LAID SHALL BE FIRM AND FREE FROM FOOTPRINTS,
DEPRESSIONS, OR UNDULATIONS OF ANY KIND. THE SURFACE SHALL BE FREE OF ALL MATERIALS
LARGER THAN 1/2” IN DIAMETER.

B. THE FINISH GRADE OF THE TOPSOIL ADJACENT TO ALL SIDEWALKS, MOW-STRIPS, ETC. PRIOR TO
THE LAYING OF SOD, SHALL BE SET SUCH THAT THE CROWN OF THE GRASS SHALL BE AT THE
SAME LEVEL AS THE ADJACENT CONCRETE OR HARD SURFACE. NO EXCEPTIONS.

3.3 PLANTING OPERATIONS

A.REVIEW THE EXACT LOCATIONS OF ALL TREES AND SHRUBS WITH THE PROJECT
REPRESENTATIVE FOR APPROVAL PRIOR TO THE DIGGING OF ANY HOLES. PREPARE ALL HOLES
ACCORDING TO THE DETAILS ON THE DRAWINGS.

B. WATER PLANTS IMMEDIATELY UPON ARRIVAL AT THE SITE. MAINTAIN IN MOIST CONDITION
UNTIL PLANTED.

C. BEFORE PLANTING, LOCATE ALL UNDERGROUND UTILITIES PRIOR TO DIGGING. DO NOT PLACE
PLANTS ON OR NEAR UTILITY LINES.

D.THE TREE PLANTING HOLE SHOULD BE THE SAME DEPTH AS THE ROOT BALL, AND TWO TIMES
THE DIAMETER OF THE ROOT BALL.

E. TREES MUST BE PLACED ON UNDISTURBED SOIL AT THE BOTTOM OF THE PLANTING HOLE.

F. THE TREE HOLE DEPTH SHALL BE DETERMINED SO THAT THE TREE MAY BE SET SLIGHTLY HIGH
OF FINISH GRADE, 1” TO 2” ABOVE THE BASE OF THE TRUNK FLARE, USING THE TOP OF THE
ROOT BALL AS A GUIDE.

G.PLANT IMMEDIATELY AFTER REMOVAL OF CONTAINER FOR CONTAINER PLANTS.

H.SET TREE ON SOIL AND REMOVE ALL BURLAP, WIRE BASKETS, TWINE, WRAPPINGS, ETC. BEFORE

BEGINNING AND BACKFILLING OPERATIONS. DO NOT USE PLANTING STOCK IF THE BALL IS
CRACKED OR BROKEN BEFORE OR DURING PLANTING OPERATION.

I. APPLY VITAMIN B-1 ROOT STIMULATOR AT THE RATE OF ONE (1) TABLESPOON PER GALLON.

J. UPON COMPLETION OF BACKFILLING OPERATION, THOROUGHLY WATER TREE TO COMPLETELY
SETTLE THE SOIL AND FILL ANY VOIDS THAT MAY HAVE OCCURRED. USE A WATERING HOSE,
NOT THE AREA IRRIGATION SYSTEM. IF ADDITIONAL PREPARED TOPSOIL MIXTURE NEEDS TO BE
ADDED. IT SHOULD BE A COURSER MIX AS REQUIRED TO ESTABLISH FINISH GRADE AS
INDICATED ON THE DRAWINGS.

K.THE AMOUNT OF PRUNING SHALL BE LIMITED TO THE MINIMUM NECESSARY TO REMOVE DEAD
OR INJURED TWIGS AND BRANCHES. ALL CUTS, SCARS, AND BRUISES SHALL BE PROPERLY
TREATED ACCORDING TO THE DIRECTION OF THE PROJECT REPRESENTATIVE. PROPER PRUNING
TECHNIQUES SHALL BE USED. DO NOT LEAVE STUBS AND DO NOT CUT THE LEADER BRANCH.
IMPROPER PRUNING SHALL BE CAUSE FOR REJECTION OF THE PLANT MATERIAL.

L. PREPARE A WATERING CIRCLE OF 2' DIAMETER AROUND THE TRUNK. FOR CONIFERS, EXTEND
THE WATERING WELL TO THE DRIP LINE OF THE TREE CANOPY. PLACE MULCH AROUND THE
PLANTED TREES.

4. TURF - SOD LAYING

A.TOP SOIL AMENDMENTS: PRIOR TO LAYING SOD, COMMERCIAL FERTILIZER SHALL BE APPLIED
AND INCORPORATED INTO THE UPPER FOUR (4) INCHES OF THE TOPSOIL AT A RATE OF FOUR
POUNDS OF NITROGEN PER ONE THOUSAND (1,000) SQUARE FEET. ADJUST FERTILIZATION
MIXTURE AND RATE OF APPLICATION AS NEEDED TO MEET RECOMMENDATIONS GIVEN BY
TOPSOIL ANALYSIS. INCLUDE OTHER AMENDMENTS AS REQUIRED.

B. FERTILIZATION: THREE WEEKS AFTER SOD PLACEMENT FERTILIZE THE TURF AT A RATE OF ½
POUND OF NITROGEN PER 1000 SQUARE FEET. USE FERTILIZER SPECIFIED ABOVE. ADJUST
FERTILIZATION MIXTURE AND RATES TO MEET RECOMMENDATIONS GIVEN BY TOPSOIL
ANALYSIS.

C. SOD AVAILABILITY AND CONDITION: SOD IS TO BE DELIVERED TO THE SITE IN GOOD
CONDITION. IT IS TO BE INSPECTED UPON ARRIVAL AND INSTALLED WITHIN 24 HOURS. SOD IS TO
BE MOIST AND COOL TO ENSURE THAT DECOMPOSITION HAS NOT BEGUN AND IS TO BE FREE OF
PESTS, DISEASES, OR BLEMISHES.  THE CONTRACTOR SHALL SATISFY HIMSELF AS TO THE
EXISTING CONDITIONS PRIOR TO ANY CONSTRUCTION. THE CONTRACTOR SHALL BE FULLY
RESPONSIBLE FOR FURNISHING AND LAYING ALL SOD REQUIRED ON THE PLANS. HE SHALL
FURNISH NEW SOD AS SPECIFIED ABOVE AND LAY IT SO AS TOO COMPLETELY SATISFY THE
INTENT AND MEANING OF THE PLANS AND SPECIFICATION AT NO EXTRA COST TO THE OWNER.
IN THE CASE OF ANY DISCREPANCY IN THE AMOUNT OF SOD TO BE REMOVED OR AMOUNT TO
BE USED, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO REPORT SUCH TO THE PROJECT
REPRESENTATIVE PRIOR TO COMMENCING THE WORK.

D.SOD LAYING: THE SURFACE UPON WHICH THE NEW SOD TO BE LAID WILL BE PREPARED AS
SPECIFIED IN THE DETAIL AND BE LIGHTLY WATERED BEFORE LAYING. AREAS WHERE SOD IS TO
BE LAID SHALL BE CUT TRIMMED, OR SHAPED TO RECEIVE FULL WIDTH SOD (MINIMUM TWELVE
(12) INCHES). NO PARTIAL STRIP OR PIECES WILL BE ACCEPTED.

E.SOD SHALL BE TAMPED LIGHTLY AS EACH PIECE IS SET TO ENSURE THAT GOOD CONTACT IS
MADE BETWEEN EDGES AND ALSO THE GROUND. IF VOIDS OR HOLES ARE DISCOVERED, THE
SOD PIECE(S) IS (ARE) TO BE RAISED AND TOPSOIL IS TO BE USED TO FILL IN THE AREAS UNTIL
LEVEL. SOD LAID ON ANY SLOPED AREAS SHALL BE ANCHORED WITH WOODEN DOWELS OR
OTHER MATERIALS WHICH ARE ACCEPTED BY THE GRASS SOD INDUSTRY.

F. SOD SHALL BE ROLLED WITH A ROLLER THAT IS AT LEAST 50% FULL IMMEDIATELY AFTER
INSTALLATION TO ENSURE THE FULL CONTACT WITH SOIL IS MADE.

G.APPLY WATER DIRECTLY AFTER LAYING SOD. RAINFALL IS NOT ACCEPTABLE.

H.WATERING OF THE SOD SHALL BE THE COMPLETE RESPONSIBILITY OF THE CONTRACTOR BY
WHATEVER MEANS NECESSARY TO ESTABLISH THE SOD IN AN ACCEPTABLE MANNER TO THE
END OF THE MAINTENANCE PERIOD. IF AN IRRIGATION SYSTEM IS IN PLACE ON THE SITE, BUT
FOR WHATEVER REASON, WATER IS NOT AVAILABLE IN THE SYSTEM. IT IS THE RESPONSIBILITY
OF THE CONTRACTOR TO WATER THE SOD BY WHATEVER MEANS, UNTIL THE SOD IS ACCEPTED
BY THE PROJECT REPRESENTATIVE.

I. PROTECTION OF THE NEWLY LAID SOD SHALL BE THE COMPLETE RESPONSIBILITY OF THE
CONTRACTOR. THE CONTRACTOR SHALL PROVIDE ACCEPTABLE VISUAL BARRIERS, TO INCLUDE
BARRICADES SET APPROPRIATE DISTANCES WITH STRINGS OR TAPES BETWEEN BARRIERS, AS AN
INDICATION OF NEW WORK. THE CONTRACTOR IS TO RESTORE ANY DAMAGED AREAS CAUSED
BY OTHERS (INCLUDING VEHICULAR TRAFFIC), EROSION, ETC, UNTIL SUCH TIME AS THE LAWN IS
ACCEPTED BY THE OWNER.

J. ALL SOD THAT HAS NOT BEEN LAID WITHIN 24 HOURS SHALL BE DEEMED UNACCEPTABLE AND
WILL BE REMOVED FROM THE SITE.

3.5 WEED BARRIER

A.FOR THE HEALTH OF THE SOIL AND THE MICROORGANISMS, WEED BARRIER IS NOT
RECOMMENDED. IF USE IS REQUIRED OR REQUESTED, DO NOT PLACE IN ANNUAL OR GRASS
AREAS.

B. CUT WEED BARRIER BACK TO THE EDGE OF THE PLANT ROOTBALL.

C.OVERLAP ROWS OF FABRIC MIN. 6”

D.STABLE FABRIC EDGES AND OVERLAPS TO GROUND.

END OF SECTION

GRADING AND DRAINAGE REQUIREMENTS
 AS PER CODE, ALL GRADING IS TO SLOPE AWAY FROM ANY STRUCTURE. SURFACE OF THE GROUND WITHIN

10' FEET OF THE FOUNDATION SHOULD DRAIN AWAY FROM THE STRUCTURE WITH A MINIMUM FALL OF 6”

 AS PER CODE, FINISHED GRADE WILL NOT DRAIN ON NEIGHBORING PROPERTIES

 A MINIMUM OF 6” OF FOUNDATION WILL BE LEFT EXPOSED AT ALL CONDITIONS

 LANDSCAPE CONTRACTOR TO MAINTAIN OR IMPROVE FINAL GRADE AND PROPER DRAINAGE
ESTABLISHED BY EXCAVATOR, INCLUDING BUT NOT LIMITED TO ANY MAINTENANCE, PRESERVATION, OR
EXAGGERATION OF SLOPES, BERMS, AND SWALES.

 LANDSCAPE CONTRACTOR IS RESPONSIBLE TO CORRECT ANY DAMAGED OR IMPROPER WATERFLOW OF
ALL SWALES, BERMS, OR GRADE

 DEVICES FOR CHANNELING ROOF RUN-OFF SHOULD BE INSTALLED FOR COLLECTION AND DISCHARGE OF
RAINWATER AT A MINIMUM OF 10' FROM THE FOUNDATION, OR BEYOND THE LIMITS OF FOUNDATION
WALL BACKFILL; WHICHEVER DISTANCE IS GREATER

GENERAL LANDSCAPE NOTES
 LANDSCAPE CONTRACTOR SHALL HAVE ALL UTILITIES BLUE STAKED PRIOR TO DIGGING. ANY DAMAGE

TO UTILITIES SHALL BE REPAIRED AT CONTRACTOR'S EXPENSE WITH NO ADDITIONAL COST TO THE
OWNER.

 DURING THE BIDDING AND INSTALLATION PROCESS, THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR
VERIFYING QUANTITIES OF ALL MATERIALS. IF DISCREPANCIES EXIST, THE PLAN SHALL DICTATE
QUANTITIES TO BE USED.

 ALL PLANT MATERIAL SHALL BE PLANTED ACCORDING TO ANSI STANDARDS WITH CONSIDERATION TO
INDIVIDUAL SOIL AND SITE CONDITIONS, AND NURSERY CARE AND INSTALLATION INSTRUCTIONS.

 SELECTED PLANTS WILL BE ACCORDING TO THE PLANT LEGEND. IF SUBSTITUTIONS ARE NECESSARY,
PROPOSED LANDSCAPE CHANGES MUST BE SUBMITTED TO THE LANDSCAPE ARCHITECT FOR APPROVAL
PRIOR TO LAYING SOD.

 SHOULD THE SITE REQUIRE ADDITIONAL TOPSOIL, REFER TO SOIL TEST WHEN MATCHING EXISTING SOIL.
IF A MATCHING SOIL IS NOT LOCATABLE, A 6” DEPTH OF SANDY LOAM TOPSOIL (MIXED PRIOR TO
SPREADING WITH 1% ORGANIC MATTER) CAN BE INCORPORATED INTO THE EXISTING SOIL USING THE
FOLLOWING DIRECTIONS: SCARIFY TOP 6” OF EXISTING SUBSOIL AND INCORPORATE 3” OF NEW COMPOST
ENRICHED TOPSOIL. SPREAD REMAINING TOPSOIL TO REACH FINISHED GRADE.

 EDGING, AS INDICATED ON PLAN, IS TO BE INSTALLED BETWEEN ALL LAWN AND PLANTER AREAS. ANY
TREES LOCATED IN LAWN MUST HAVE A 4-6' TREE RING OF THE SAME EDGING.

LAWN/GRASS AREA
 SOD

O ALL LAWN AREAS TO RECEIVE MIN. 6" DEPTH OF QUALITY TOPSOIL. IF TOPSOIL IS PRESENT ON SITE,
PROVIDE SOIL TEST TO DETERMINE SOIL QUALITY FOR PROPOSED HYDROSEEDING. FINE LEVEL ALL
AREAS PRIOR TO LAYING SOD ALL. LAWN AREAS SHALL BE IRRIGATED WITH 100% COVERAGE BY
POP-UP SPRAY HEADS AND GEAR-DRIVEN ROTORS.  ALL DECIDUOUS AND CONIFER TREES PLANTED
WITHIN SOD AREAS SHALL HAVE A FOUR FOOT(4`) DIAMETER TREE RING COVERED WITH CHOCOLATE
BROWN BARK MULCH, NO SHREDDED FINES. SUBMIT SAMPLES TO BE APPROVED BY LANDSCAPE
ARCHITECT AND OWNER BEFORE INSTALLATION.

 SEED

O SOIL: TEST SOIL FOR ADEQUATE FERTILITY. ANY WEEDS CURRENTLY ON THE SITE SHALL BE
REMOVED BY EITHER MECHANICAL MEANS SUCH AS HAND PULLING OR SPRAYING WITH AN
HERBICIDE SUCH AS GLYPHOSATE MIXED WITH A SURFACTANT. HERBICIDES SHOULD BE APPLIED BY
A CERTIFIED PESTICIDE APPLICATOR . COMPACTED SOIL SHALL BE SCARIFIED TO A DEPTH OF 18

INCHES BEFORE ADDING 6” OF WEED FREE TOPSOIL WITH HIGH ORGANIC MATTER. FINE LEVEL ALL
AREAS PRIOR TO HYDROSEEDING AND SET THE GRADE FOR POSITIVE DRAINAGE. TOPSOIL SHOULD
BE SOFT AT TIME OF APPLICATION. FERTILIZER IS TO BE ADDED WHEN HYDROSEEDING. REFER TO
SOIL TEST RESULTS AND HYDROSEEDING CONTRACTOR FOR APPLICATION RATES. 

O SEED: USE SEED MIXES AS SPECIFIED BY LANDSCAPE ARCHITECT OF PURE LIVE SEED (PLS) ON A
BASIS/ACRE. THE OPTIMUM TIME TO PANT IS IN NOVEMBER BEFORE THE FIRST SNOW. DO NOT SOW
OVER HEAVY SNOWPACK. SEED WILL LAY DORMANT AND BE READY TO GERMINATE ONCE THE
GROUND THAWS AND WARMS IN LATE WINTER. IF SEEDING IN LATE FALL IS NOT POSSIBLE, SEED
BEFORE APRIL 1. CONTACT SUMMIT SEED. DARRELL@SUMMITSEEDING.COM 435-709-8003.

 
O APPLICATION:  HYDROSEEDING SHALL CONSIST OF SEED, TACKIFIER, WOOD FIBER MULCH AND

FERTILIZER IN A WATER BASED SLURRY. TANK MOUNTED TRUCK SHALL HAVE CONTINUOUS
AGITATION. THE PUMP ON THE TRUCK WILL FORCE THE SLURRY THROUGH A TOP-MOUNTED
DISCHARGE NOZZLE (TOWER). USE 2000 POUNDS WOOD FIBER MULCH AND 50-100 POUNDS OF
TACKIFIER PER ACRE.

O IRRIGATION: ALL AREAS MUST BE KEPT MOIST WITHOUT PUDDLES OR RUNOFF USING FREQUENT
DAYTIME WATER CYCLES. ADJUST AND MONITOR SPRINKLERS AND CLOCK TO ACHIEVE PROPER
IRRIGATION.

 IF PERMANENT IRRIGATION IS NOT PLANNED, TEMPORARY IRRIGATION IS REQUIRED AT THE FOLLOWING
SCHEDULE: FOR 8 WEEKS SOIL SHALL REMAIN DAMP DURING ESTABLISHMENT PERIOD WITHOUT
PUDDLING ON SOIL SURFACE. APPLY WATER APPROXIMATELY THREE TIMES A DAY FOR 5-7 MINUTES FOR
EACH IRRIGATION EVENT DEPENDING ON TEMPERATURE AND TIME OF YEAR. A SPARSE DENSITY IS
EXPECTED. CONTINUE TEMPORARY IRRIGATION FOR ONE YEAR EVENTUALLY REDUCING WATER
APPLICATION TO ONCE A WEEK, THEN ONCE EVERY TWO WEEKS TO FINALLY ONCE A MONTH. MONITOR
PROGRESS OF ESTABLISHMENT AND ADJUST SPRINKLERS ACCORDINGLY. THE GOAL IS TO CREATE A
HEALTHY STAND OF GRASSES WITH LITTLE TO NO IRRIGATION.

 
O WEED CONTROL AND MAINTENANCE: MANDATORY WEED CONTROL IS REQUIRED TO REDUCE

COMPETITION AND WEED SEED PRODUCTION. WEEDS MUST BE KEPT UNDER CONTROL BY
MECHANICALLY PULLING OR CHEMICALLY SPRAYING AS DIRECTED BY THE APPLICATOR. APPLY A
BROADLEAF HERBICIDE BIANNUALLY AND ESTABLISH A CONSISTENT REGIMEN OF MOWING AND
FERTILIZING TO PREVENT WEEDS FROM PRODUCING SEED. MOW ONCE IN THE SPRING AND ONCE IN
THE FALL BEFORE FERTILIZATION. FERTILIZER OPTION IS SUSTAIN 4-6-4 DEPENDING ON SOIL
FERTILITY. DO NOT MOW SHORTER THAN 4 INCHES. BAG ALL CUTTINGS TO REMOVE WEED SEED
FROM PROPERTY. KEEP WEEDS CUT DOWN AND DO NOT LET THEM GO TO SEED. WEED SEED
PRODUCTION IS THE GAUGE FOR WHEN TO MOW, WHICH GENERALLY OCCURS IN APRIL OR MAY AS
WELL AS EARLY FALL DEPENDING ON TEMPERATURE AND MOISTURE. THIS PROCEDURE WILL BE
REQUIRED UNTIL A HEALTHY STAND OF GRASSES IS EVIDENT AND COMPETING WELL WITH WEEDS.
EXPECT FROM 1 TO 3 YEARS.

O PROGANICS BIOTIC SOIL MEDIA: WHERE CONDITIONS MAY PROHIBIT ADDING TOPSOIL, PROGANICS
BIOTIC SOIL MEDIA SHOULD BE APPLIED BY HYDROSEEDER AT 3500LBS/ACRE WITH SEED AND
FERTILIZER PRIOR TO THE APPLICATION OF WOOD MULCH(2000LBS/ACRE) COMBINED WITH
TACKIFIER (50-100 LBS/ACRE.)

O ADDING FORBS: SHRUBS AND PERENNIALS, BY SEED OR CONTAINER, CAN BE ADDED ONCE WEEDS
ARE UNDER CONTROL AND HERBICIDE IS NO LONGER NEEDED. USUALLY 1-2 YEARS AFTER
HYDROSEEDING.

MULCH
· ORGANIC

O PLANTING AREAS TO BE FREE OF WEEDS AND RECEIVE MIN. 12" DEPTH OF QUALITY TOPSOIL. IF
TOPSOIL IS PRESENT ON SITE, PROVIDE SOIL TEST TO DETERMINE SOIL QUALITY FOR PROPOSED
PLANTINGS. PROVIDE 3" DEPTH OF ORGANIC MULCH TOP DRESSING. KEEP MULCH AWAY FROM TOP
OF ROOT BALL OF ALL PLANT MATERIAL.

O IF REQUIRED BY CITY, INSTALL DEWITT  5OZ WEED BARRIER LANDSCAPE FABRIC UNDER ALL MULCH
AREAS. KEEP WEED BARRIER 1 FOOT AWAY FROM EDGE OF ROOT BALL OF ALL PLANT MATERIAL. IF
WEED BARRIER IS NOT REQUIRED OR INSTALLED, AT OWNER`S APPROVAL, USE TREFLAN 10 AS A
PRE-EMERGENT. APPLY ACCORDING TO LABEL DIRECTIONS BY CERTIFIED PESTICIDE APPLICATOR
AFTER PLANTING AND AFTER APPLYING MULCH.

O IF USING TREFLAN 10 WITHOUT WEED BARRIER, THIS AREA WILL ALSO NEED AN YEARLY
MANAGEMENT PROGRAM. SUBMIT PROGRAM TO OWNER.

O ANNUAL PLANTING AREAS AS SHOWN ON PLAN TO RECEIVE 4” OF SOIL AID MATERIAL (ORGANIC
MULCH). NO MULCH SHALL BE PLACED WITHIN 12” OF TREE TRUNK AND 6” WITHIN BASE OF SHRUBS
AND PERENNIALS. DO NOT COVER LOW BRANCHES OF SHRUBS WITH ROCK.

· INORGANIC
O ROCK MULCH PLANTING AREAS TO BE FREE OF WEEDS AND RECEIVE MIN. 12" DEPTH OF QUALITY

TOPSOIL. IF TOPSOIL IS PRESENT ON SITE, PROVIDE SOIL TEST TO DETERMINE SOIL QUALITY FOR
PROPOSED PLANTINGS. WHERE PLANTING IS SPARSE (GREATER THAN 4' DISTANCE BETWEEN PLANTS
OR 20' BETWEEN GROUPINGS), ADDITIONAL TOPSOIL IS NOT NECESSARY EXCEPT FOR BACKFILLING
PLANTING HOLE. PREPARE A HOLE TWICE THE WIDTH OF THE CONTAINER, WATER IN PLANT,
BACKFILL WITH A 4:1 RATIO OF SOIL TO COMPOST. TAMP LIGHTLY AND WATER AGAIN. KEEP ROCK 12”
AWAY FROM TRUNK OF TREES AND 6” AWAY FROM BASE OF SHRUBS AND PERENNIALS. DO NOT
COVER LOW BRANCHES OF SHRUBS WITH ROCK.

O IF REQUIRED BY CITY, INSTALL DEWITT  5OZ WEED BARRIER LANDSCAPE FABRIC UNDER ALL ROCK
AREAS. KEEP WEED BARRIER 1 FOOT AWAY FROM EDGE OF ROOT BALL OF ALL PLANT MATERIAL. IF
WEED BARRIER IS NOT REQUIRED OR INSTALLED, AT OWNER`S APPROVAL, USE TREFLAN 10 AS A
PRE-EMERGENT. APPLY ACCORDING TO LABEL DIRECTIONS BY CERTIFIED PESTICIDE APPLICATOR
AFTER PLANTING AND AFTER APPLYING MULCH.

O IF USING TREFLAN 10 WITHOUT WEED BARRIER, THIS AREA WILL ALSO NEED AN YEARLY
MANAGEMENT PROGRAM. SUBMIT PROGRAM TO OWNER.  UPON REQUEST, A PLANT GUIDE IS
AVAILABLE WITH OUR RECOMMENDATIONS REGARDING WEED BARRIER, PLANT CARE AND
MAINTENANCE.

GENERAL IRRIGATION NOTES
 A NEW UNDERGROUND, AUTOMATIC IRRIGATION SYSTEM IS TO BE INSTALLED BY CONTRACTOR IN ALL

LANDSCAPED AREAS. LAWN AREAS TO RECEIVE AT LEAST 100% HEAD TO HEAD COVERAGE AND PLANTER
AREAS TO RECEIVE A FULL DRIP SYSTEM TO EACH TREE AND SHRUB. POINT SOURCE DRIP OR IN-LINE DRIP
TUBING TO BE SECURED AT CENTER OF ROOT BALL, NOT AGAINST TRUNK. SEE IRRIGATION PLAN.

INSTALLER RESPONSIBILITIES AND LIABILITIES
 THESE PLANS ARE FOR BASIC DESIGN LAYOUT AND INFORMATION. LANDSCAPE CONTRACTOR IS

REQUIRED TO USE TRADE KNOWLEDGE FOR IMPLEMENTATION. OWNER ASSUMES NO LIABILITIES FOR
INADEQUATE ENGINEERING CALCULATIONS, MANUFACTURER PRODUCT DEFECTS, INSTALLATION OF
ANY LANDSCAPING AND COMPONENTS, OR TIME EXECUTION.

 LANDSCAPE CONTRACTOR IS RESPONSIBLE AND LIABLE FOR INSTALLATION OF ALL LANDSCAPING AND
IRRIGATION SYSTEMS INCLUDING CODE REQUIREMENTS, TIME EXECUTIONS, INSTALLED PRODUCTS AND
MATERIALS.

(NOTE: PLANT QUANTITIES ARE PROVIDED FOR CONVENIENCE ONLY.
IN CASE OF DISCREPANCY, THE DRAWING SHALL TAKE PRECEDENCE.)

(NOTE: SITE MATERIALS QUANTITIES ARE PROVIDED FOR CONVENIENCE
ONLY. IN CASE OF DISCREPANCY, THE DRAWING SHALL TAKE PRECEDENCE.)

PLANT MATERIALS

SITE  MATERIALS

BRIGHAM CITY-SITE REQUIREMENT
CALCULATIONS

LANDSCAPE PLAN SPECIFICATIONS

LANDSCAPE PLAN NOTES
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TACO BELL
481 W. WESTLAND DRIVE
BRIGHAM CITY , UT 84302

- -1

PO BOX 1093
BOZEMAN, MT 59771

406.570.4562
www.legendsstudio.com

Reproduction of this
sheet and/or re-use of
this design without the
express written consent
of Legends Studio, Inc.
violates the copyright

laws of the United States
and will be subject to

legal prosecution.
Copyright © 2026

Legends Studio, Inc.

2
3
4

- -

ISSUED FOR
BUILDING
PERMIT

END. MED 40

MARCH 2021

CONTRACT DATE:

BUILDING TYPE:

PLAN VERSION:

BRAND DESIGNER:

SITE NUMBER:

STORE NUMBER:

END. MED 40

MARCH 2021

JOB NO.:

DRAWN BY.:

PA/PM:

D. YOCUM

318303 

-

KIRA OGLE

-

-

-

STRETCH

MED. 40 END.

3450 N. TRIUMPH BLVD. SUITE 102
LEHI, UTAH 84043  (801) 995-2217

www.pkjdesigngroup.com 

DESIGN GROUP
Planning & VisualizationLandscape Architecture

2/20/2026

2/20/2026

AutoCAD SHX Text
8128121-5301

AutoCAD SHX Text
ELECTRONIC SEAL

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
S

AutoCAD SHX Text
P

AutoCAD SHX Text
A

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
C

AutoCAD SHX Text
H

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
JEREMY AINSWORTH

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
U

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
H



SPACING
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NOTES:
1- SEE PLANTING LEGEND FOR GROUNDCOVER
SPECIES, SIZE, AND SPACING DIMENSION.   THAT
GROW
2- SMALL ROOTS  AROUND, UP, OR DOWN THE
ROOT BALL PERIPHERY ARE CONSIDERED A
NORMAL CONDITION IN CONTAINER
PRODUCTION AND ARE ACCEPTABLE HOWEVER
THEY SHOULD BE ELIMINATED AT THE TIME OF
PLANTING.  ROOTS ON THE PERIPHERY CAN BE
REMOVED AT THE TIME OF PLANTING.  (SEE
ROOT BALL SHAVING CONTAINER DETAIL).
3- SETTLE SOIL AROUND ROOT BALL OF EACH
GROUNDCOVER PRIOR TO MULCHING.

PERENNIAL/GROUNDCOVER PLANTING
NOT TO SCALE

H

MODIFIED SOIL. DEPTH VARIES. (SEE
SPECIFICATIONS FOR SOIL
MODIFICATION).

EXISTING SOIL.

SECTION VIEW

GROUNDCOVER PLANTS TO BE
TRIANGULARLY SPACED

MULCH.

TREE W/ BERM (EXISTING SOIL MODIFIED)
NOT TO SCALE

C
TREE ON SLOPE 5% (20:1) TO 50% (2:1)
NOT TO SCALE

B

SHRUB - MODIFIED SOIL
NOT TO SCALE

E

FINISHED GRADE.

2-3" THICK LAYER OF
MULCH.

EVERGREEN TREE PLANTING
NOT TO SCALE

D

DECIDUOUS TREE PLANTING
NOT TO SCALE

A

SOD LAYING/MULCH DETAIL
NOT TO SCALE

I

CINCH TIES 1" DIA.

2" DIA. ROUND FIR POSTS; 2 PER TREE: REMOVE AFTER FIRST YEAR, IF NEEDED.

MAINTAIN TREE BASE 1-2" HIGHER THAN EXISTING GRADE, TO ALLOW FOR
SETTLEMENT

3" MULCH TO BE PULLED 1' AWAY FROM THE TREE TRUNK

TOPSOIL: 3" MIXED WITH TOP 5" OF EXISTING SOIL. 4" ON TOP OF THIS MIXTURE

BACKFILL MIXTURE: 80% NATIVE SOIL WITH 20% TOPSOIL

CUT AND REMOVE ALL WIRE FROM THE BALL. PLACE TREE AND THEN CUT
DOWN THE BURLAP AS CLOSE TO THE BASE OF THE ROOT BALL AS POSSIBLE.

NATIVE SOIL BASE
2X BALL DIA.

CINCH TIES 1" DIA.

MAINTAIN TREE BASE 1-2" HIGHER THAN EXISTING GRADE, TO
ALLOW FOR SETTLEMENT

3" MULCH TO BE PULLED 1' AWAY FROM THE TREE TRUNK

TOPSOIL: 3" MIXED WITH TOP 5" OF EXISTING SOIL. 4" ON TOP OF
THIS MIXTURE

BACKFILL MIXTURE: 80% NATIVE SOIL WITH 20% TOPSOIL

CUT AND REMOVE ALL WIRE FROM THE BALL. PLACE TREE AND
THEN CUT DOWN THE BURLAP AS CLOSE TO THE BASE OF THE
ROOT BALL AS POSSIBLE.

NATIVE SOIL BASE2X BALL DIA.

2X BALL DIA.

MAINTAIN PLANT BASE 1" HIGHER THAN EXISTING GRADE, TO
ALLOW FOR SETTLEMENT

3" MULCH TO BE PULLED 6" AWAY FROM PERENNIAL STEM

4" TOPSOIL

3" TOPSOIL MIXED WITH TOP 5" OF NATIVE SOIL.

BACKFILL MIXTURE: 80% NATIVE SOIL WITH 20% TOPSOIL

REMOVE POT FROM THE BALL. SCARIFY ROOT BALL SIDES TO
PROMOTE LATERAL ROOT GROWTH

NATIVE SOIL BASE

PERENNIAL PLANTING
NOT TO SCALE

F

PAVEMENT.

ALUMINUM LANDSCAPE EDGING 3/16" X 5"

SHRUB PLANTING BED

TOPSOIL

LAWN OR GROUND COVER

15" STEEL STAKE

METAL EDGING DETAIL
NOT TO SCALE

G

°

BOTTOM OF ROOT BALL
REST ON EXISTING OR

RECOMPACTED SOIL.

EXISTING SOIL

MODIFIED SOIL.
DEPTH VARIES.

FINISHED GRADE.

ROUND-TOPPED SOIL BERM 4"
HIGH X 8" WIDE ABOVE ROOT

BALL SURFACE SHALL BE
CENTERED ON THE DOWNHILL

SIDE OF THE ROOT BALL FOR
240 BERM SHALL BEGIN AT

ROOT BALL PERIPHERY.

ROOT BALL: REMOVE WIRE AND
THEN AFTER PLACEMENT, CUT

DOWN BURLAP AS CLOSE TO
BOTTOM OF ROOTBALL AS POSSIBLE.

TRUNK CALIPER SHALL MEET
ANSI Z60 CURRENT EDITION

FOR ROOT BALL SIZE.

TOP OF ROOT BALL SHALL
BE 1-2" ABOVE FINISHED
GRADE

PRIOR TO MULCHING, TAMP
SOIL AROUND THE ROOT BALL
IN 6" LIFTS TO BRACE TREE.  DO
NOT OVER COMPACT. WHEN
THE PLANTING HOLE HAS BEEN
BACKFILLED, POUR WATER
AROUND THE ROOT BALL TO
SETTLE THE SOIL.

3" LAYER OF MULCH PULLED
BACK 1 FOOT FROM THE TRUNK
OF THE TREE

NOTES:
1. TREES SHALL BE OF QUALITY

PRESCRIBED IN CROWN
OBSERVATIONS AND ROOT
OBSERVATIONS DETAILS AND
SPECIFICATIONS.

TRUNK CALIPER SHALL
MEET ANSI Z60 CURRENT

EDITION FOR ROOT BALL
SIZE.

ROOT BALL MODIFIED
AS REQUIRED.

ROUND-TOPPED SOIL
BERM 4" HIGH X 8" WIDE

ABOVE ROOT BALL
SURFACE SHALL BE

CENTERED ON THE
DOWNHILL SIDE OF THE

ROOT BALL FOR 240
BERM SHALL BEGIN AT

ROOT BALL PERIPHERY

MODIFIED SOIL.
DEPTH VARIES.

ORIGINAL SLOPE SHOULD PASS
THROUGH THE POINT WHERE
THE TRUNK BASE MEETS
SUBSTRATE/SOIL.

PRIOR TO MULCHING, TAMP SOIL
AROUND THE ROOT BALL IN 6" LIFTS
TO BRACE TREE. DO NOT OVER
COMPACT.  WHEN THE PLANTING
HOLE HAS BEEN BACKFILLED, POUR
WATER AROUND THE ROOT BALL TO
SETTLE THE SOIL.

3" LAYER OF MULCH. NO MORE
THAN 1" OF MULCH ON TOP OF
ROOT BALL.  (SEE SPECIFICATIONS
FOR MULCH).

ORIGINAL GRADE.

CENTRAL LEADER.  (SEE
CROWN OBSERVATION

DETAILS)

BOTTOM OF ROOT BALL
RESTS ON EXISTING OR
RECOMPACTED SOIL.

4" HIGH X 8" WIDE ROUND - TOPPED SOIL
BERM ABOVE ROOT BALL SURFACE SHALL
BE CONSTRUCTED AROUND THE ROOT
BALL.  BERM SHALL BEGIN AT ROOT BALL
PERIPHERY.

ROOT BALL.

ROOT BALL RESTS
ON EXISTING OR

RECOMPACTED SOIL.

MODIFIED SOIL.
DEPTH VARIES.

FINISHED GRADE.

3" LAYER OF MULCH.  NO
MORE THAN 1" OF MULCH

ON TOP OF ROOT BALL.
(SEE SPECIFICATIONS FOR

MULCH).

NOTES:
1. SHRUBS SHALL BE OF QUALITY PRESCRIBED IN THE ROOT OBSERVATIONS DETAIL AND SPECIFICATIONS.
2. SEE SPECIFICATIONS FOR FURTHER REQUIREMENTS RELATED TO THIS DETAIL.

EXISTING SOIL.

PRIOR TO MULCHING, LIGHTLY TAMP SOIL
AROUND THE ROOT BALL IN 6" LIFTS TO
BRACE SHRUB. DO NOT OVER COMPACT.
WHEN THE PLANTING HOLE HAS BEEN
BACKFILLED, POUR WATER AROUND THE
ROOT BALL TO SETTLE THE SOIL.

SECTION VIEW

1" SOD ROLL, MOIST AND COOL
LAID ON MISTED LEVEL
TOPSOIL

4" TOPSOIL

3" ORGANIC OR INORGANIC MULCH,
SEE PLAN FOR TYPE AND SIZE

4" TOPSOIL

3" TOPSOIL TILLED WITH TOP 5"
OF FINE GRADED GROUND

SUB-BASE

SEPARATOR: CURB OR
METAL EDGING SEE
PLANS AND SPECIFIC
DETAILS

2" TOPSOIL TILLED
WITH TOP 3" OF FINE
GRADED GROUND

DEWITT 5 OZ WEED BARRIER,
IF CALLED OUT ON PLANS

SUB-BASE

MULCH AND BOULDER SIZES
PER PLAN, COLOR AND SIZE
MIGHT CHANGE BY
LOCATION

WEED BARRIER FABRIC PER
PLAN

UNDISTURBED SUB BASE

BOULDER AND DRY STREAM BED DETAIL
NOT TO SCALE

J

MAKE THE DRY STREAM BED WITH 50% LARGE ROCK
AND 50% SMALL/MEDIUM ROCK.  SCULPT TO LOOK LIKE
A STREAM BED WITH SWALE CHANNEL IN MIDDLE AND
BOULDERS SCATTERED PER PLAN ON THE EDGES OF THE
STREAM AS SHOWN.
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TWO-WIRE CONTROLLER:
  RAIN BIRD ESP-LXIVM/PRO WITH LXMM METAL CABINET

AND LXMMPED METAL PEDESTAL. INSTALL
CONTROLLER, CABINET AND PEDESTAL PER
MANUFACTURER'S RECOMMENDATIONS.

CONCRETE PAD: 6-INCH MINIMUM THICKNESS, 6-INCHES
LARGER ON ALL SIDES THAN PEDESTAL FOOTPRINT

FINISH GRADE

POWER SUPPLY WIRE

1-INCH SCH 40 PVC CONDUIT, FITTINGS AND SWEEP ELL
FOR POWER SUPPLY

2-INCH SCH 40 PVC CONDUIT, FITTINGS AND SWEEP ELL
FOR TWO-WIRE CABLE

MAXICABLE TWO-WIRE PATH TO FIELD DEVICES
  USE A DIFFERENT CABLE JACKET COLOR FOR EACH

PATH.

COMPACTED SUBGRADE

1-INCH SCH 40 PVC CONDUIT, FITTINGS AND SWEEP ELL
FOR GROUND

NOTES:
1. ESP-LXIVM CONTROLLER IS AVAILABLE IN TWO

MODELS. THE LXIVM WITH 60 STATIONS AND THE
LMIVM-PRO WITH 240 STATIONS. REFER TO THE
CHART BELOW FOR DIFFERENCES BETWEEN THE
TWO MODELS.

2. PROVIDE PROPER GROUNDING COMPONENTS TO
ACHIEVE GROUND RESISTANCE OF 10 OHMS OR LESS.

KEY SPECIFICATIONS

M
AX

 P
R

O
G

R
AM

S
ST

AT
IO

N
S

M
AX

 S
IM

U
LS

TA
TI

O
N

S
M

AS
TE

R
 V

AL
VE

S
FL

O
W

 S
EN

SO
R

S
W

EA
TH

ER
 S

EN
SO

R
S

LX-IVM

LX-IVM PRO

10 60 8 5 5 4

40 240 16 10 10 8

FEATURE

MODEL

PKJ DESIGN GROUP
IN METAL PEDESTAL
NOT TO SCALE

A
ESP-LXIVM/PRO TWO-WIRE CONTROLLER

PAVEMENT.

NON-PRESSURIZED LINE (LATERAL LINE).

DETECTABLE LOCATOR TAPE.

PRESSURIZED LINE (MAINLINE).

FINISHED GRADE.

EXTEND ALL SLEEVING
18" MIN. BEYOND EDGE

OF HARD SURFACE AREAS
PAVING SURFACE

NO MATERIAL OR ROCK
LARGER THAN 1/4" SHALL BE
PLACED AROUND SLEEVE.

ALL SLEEVES SHALL BE 2"
LARGER THAN PIPE

18"18" PAVEMENT

FINISH GRADE

RAIN BIRD FS SERIES FLOW SENSOR(S). SEE
COVER SHEET FOR SIZE

36-INCH LENGTH OF COILED MAXI-CABLE TO
FLOW SENSING

PVC PIPE UNION

BRASS BALL VALVE

NOTES:

1. ALL FITTINGS TO BE SCH. 80 PVC

2. PROVIDE OWNER WITH KEY

FINISH GRADE
SUBGRADE

PVC MAINLINE TO
BACKFLOW PREVENTER

BRASS STOP AND
WASTE VALVE

COPPER MAINLINE PVC 90 DEG. ELBOW

BRASS NIPPLE TYP. (6" MIN.)BRASS COMPRESSION TEE
TO MATCH MAINLINE SIZE

CAP

48
" 

M
IN

.

PKJ DESIGN GROUP
IRRIGATION TRENCHING DETAIL
NOT TO SCALE

E

NOTES:
1. SEE IRRIGATION LEGEND FOR MAINLINE AND LATERAL LINE PIPE SIZE AND TYPE.
2. DIRECT BURIAL CONTROL WIRES SHALL BE INSTALLED IN SCH. 40 PVC ELECTRICAL CONDUIT IF REQUIRED.
3. 2-WIRE IRRIGATION WIRE SHALL BE INSTALLED IN SCH. 40 PVC ELECTRICAL CONDUIT.
4. DETECTABLE LOCATOR TAPE SHALL BE LOCATED SIX INCHES (6") ABOVE THE ENTIRE MAINLINE RUN.

SLEEVE

PKJ DESIGN GROUP
TYPICAL SLEEVING DETAIL
NOT TO SCALE

D

PKJ DESIGN GROUP
MANUAL DRAIN DETAIL
NOT TO SCALE

F

GRAVEL AREA SHALL BE
LARGE ENOUGH TO DRAIN
SYSTEM

3/4" ELBOW

MAINLINEBALL VALE

2" PVC SCH. 40 PIPE

10" ROUND VALVE BOXFINISH
GRADE

NOTES:

1. ALL FITTINGS TO BE

SCH. 80 PVC

2. PROVIDE OWNER WITH

KEY

PKJ DESIGN GROUP
STOP AND WASTE VALVE ASSEMBLY DETAIL
NOT TO SCALE

H

2" PVC SCH. 40 PIPE
CUT TO FIT

PKJ DESIGN GROUP
MASTER VALVE  AND FLOW SENSOR DETAIL
NOT TO SCALE

I

DIRECT BURIAL LOW VOLTAGE
CONTROL WIRES. NORMALLY CLOSED MASTER VALVE(S)

36-INCH LENGTH OF COILED WIRE TO
SATELLITE CONTROLLER SPARE STATION

3-INCH MINIMUM DEPTH OF 3/4-INCH WASHED
GRAVEL

VALVE BOX WITH COVER - RAINBIRD JUMBO
BOX

FLOW

5X DIAMETER
OF PIPE

5X DIAMETER
OF PIPE

24" MIN.

1'
-6

" 
IN

 P
LA

N
TI

N
G

 A
RE

A
3'

-0
" 

U
N

D
E

RN
E

A
TH

 P
A

V
E

M
E

N
T

6"

1'
-0

"
IN

 P
LA

N
TI

N
G

 A
RE

A

10" ROUND VALVE BOX
WITH LOCKING LID.

#6 X 48" REBAR.

PAVEMENT.

SCH. 80 PVC NIPPLE.

MAINLINE. (SEE IRRIGATION PLANS FOR SIZING).

SCH. 80 PVC TEE OR ELBOW.

PKJ DESIGN GROUP
QUICK COUPLER DETAIL
NOT TO SCALE

G

NOTES:
1. ALL THREADED CONNECTIONS SHALL BE INSTALLED USING TEFLON TAPE.
2. VALVE BOX SHALL BE WRAPPED WITH A MINIMUM 3 MIL THICK PLASTIC AND SECURED TO THE VALVE BOX USING

DUCT TAPE OR ELECTRICAL TAPE.
3. ALL QUICK COUPLERS SHALL BE INSTALLED A MINIMUM OF 18" OFF OF THE MAINLINE.
4. VALVE BOXES SHALL BE LOCATED IN PLANTING AREAS.

STAINLESS STEEL
SCREW CLAMP.

10" ROUND VALVE BOX
WITH LOCKING LID.

4-
8"

FINISHED GRADE.

3-INCH MINIMUM DEPTH OF 3/4-INCH WASHED GRAVEL

SCH. 80 PVC SWING JOINT.

QUICK COUPLER VALVE. (SEE IRRIGATION
LEGEND FOR MAKE AND MODEL NUMBER).

PKJ DESIGN GROUP
GATE VALVE AND ANCHOR DETAIL
NOT TO SCALE

C

NOTES:
1. INSTALL GATE VALVE PER MANUFACTURER'S SPECIFICATIONS AND RECOMMENDATIONS.
2. VALVE BOX SHALL BE WRAPPED WITH MINIMUM 3 MIL. THICK PLASTIC AND SECURE IT TO

VALVE BOX USING DUCT TAPE OR ELECTRICAL TAPE.
3. VALVE BOX SHALL BE LOCATED IN PLANTING AREA.

10" ROUND VALVE BOX WITH
LOCKING LID

2" SQUARE OPERATING NUT.

RESILIENT WEDGE GATE
VALVE. (SEE IRRIGATION
LEGEND FOR MAKE AND
MODEL

FINISHED GRADE.

3/8" STEEL TIES.

IRRIGATION MAINLINE.

12" X 12" X 8" CONCRETE
ANCHOR.

EXISTING SOIL.

6"
 M

IN
.

3-INCH MINIMUM DEPTH OF
3/4-INCH WASHED GRAVEL

2" AMIAD MINI SIGMA ANGLE/FLUSH
NOT TO SCALE

B

DRAIN PIPE

IN / OUTIN / OUT
AUTO FLUSH

FILTER

GRAVEL
CONCRETE SLAB 4 X 2 FT.

EXISTING WELL
DRAINED SOIL

GRAVEL

4-6 IN. PVC PIPE
FILTER FABRIC

CONCRETE SLAB
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F.F.E.
0"

T.O. COOLER
14'-10"

T.O. TOWER PARAPET
25'-0"

T.O. LOW PARAPET
20'-0"

T.O. LOW TOWER
22'-9"

D
A5.2

D
A5.3

B
A5.3

A
A5.3

B
A5.4

12
A6.1

15

A6.2

12

A6.6

10

A6.6

5

A6.6

1

A6.2

9

A6.1

8

A6.6

7

A6.6

8

A6.6

19
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10

A6.1

16

A6.1

7

A6.1

8

A6.1
17

A6.1

10

A6.6

14

A6.2

18
A6.6

11

A6.2

F

A4.0
F

A4.0

T.O. WALL
10'-4"

B.O. AWNING
9'-0"

2'
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"
TY

P.

1'
-1

0"
TY

P.
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407

1'
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0"
2'

-0
"

5

6

1010

EQ EQ

EQ. 24'-1 1/2" EQ.

416
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4'
-0

"

407

419

TYP.

SIM.

V-04.42

V-XX5[M]

V-200.EN
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"
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G516
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EQEQ EQ EQ EQ EQ
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MATCH
MULLION

MATCH
MULLION

MATCH
MULLION

MATCH
MULLION

22'-3"

12

A6.6
10 10

4 4

PAINTING
APPLICATOR MUST DO THEIR DUE DILIGENCE WITH PREPARATION.
PRIMER: 1 COAT SW A24W8300
FINISH: 2 COATS SW A82-100 SERIES, MATCH COLORS FROM MATERIAL SCHEDULE.
A-100 EXTERIOR LATEX SATIN.

MISCELLANEOUS
A. SEE SHEET A1.1 "WINDOW TYPES" FOR WINDOW ELEVATIONS.

SEALERS (REFER TO SPECS)
A. SEALANT AT ALL WALL AND ROOF PENETRATIONS.
B. SEALANT AT ALL WINDOW AND DOOR FRAMES AND JAMB. DO NOT SEAL SILL @ WINDOWS.
C. APPLY NEOPRENE GASKET (CONT.) BETWEEN BUILDING AND CANOPY.

CRITICAL DIMENSIONS
A. REQUIRED CLEAR OPENING WIDTH TO ENSURE COORDINATION WITH STANDARD
SIGNAGE/BUILDING ELEMENTS DIMENSIONS.

NOTE: NO EXTERIOR SIGNS ARE WITHIN THE SCOPE OF WORK COVERED BY THE BUILDING PERMIT
APPLICATION. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE
INSTALLATION OF ALL EXTERIOR SIGNS AND INSTALLATION OF REQUIRED BLOCKING AND
ELECTRICAL CONNECTIONS FOR FINAL APPROVED SIGNS.

SYMBOL ITEM/MATERIAL MANUFACTURER COLOR CONTACT INFORMATION

1

2

3

4

5

SIDING

SCUPPERS

DOWN SPOUTS

HARDIE TRIM

HARDIE REVEAL PANEL

JAMES HARDIE

-

-

JAMES HARDIE

JAMES HARDIE

WORLDLY GRAY (SW7043), SEMI-GLOSS

CYBERSPACE (SW7076), SEMI-GLOSS

WEATHERED RUSTIC

6

7

8

9

10

11

HOLLOW METAL DOOR

AWNINGS

CORNER TOWER

RECESS OF SIDE ENTRY PORTAL

HARDIE REVEAL PANEL

-

SIGNAGE VENDOR

WESTERN STATE

WESTERN STATE

JAMES HARDIE

- CYBERSPACE (SW7076) KYNAR 500 COATING

WORLDLY GRAY (SW7043), SEMI-GLOSS

WORLDLY GRAY (SW7043), SEMI-GLOSS

CYBERSPACE (SW7076), SEMI-GLOSS

WEATHERED RUSTIC

MATERIAL SPEC

ARTISAN V-GROOVE
144"L X 8.25"W; 7" EXPOSURE
COMES PRIMED FOR PAINT

-

-

-

-

24GA GALVANIZED

T-GROOVE 24GA
PAINTED 18" PANEL

T-GROOVE 24GA
PAINTED 18" PANEL

HARDIE TRIM 5/4 SMOOTH 1"x5.5"

REVEAL PANEL SYSTEM

BLACK BY THE SIGNAGE VENDOR

REVEAL PANEL SYSTEM

SW PURPLE TB2603C, SEMI-GLOSS

SW PURPLE TB2603C, SEMI-GLOSS

SEE C / A 7.2

SEE C / A 7.2

SEE C / A 7.2

SEE C / A 7.2

SEE C / A 7.2

SEE C / A 7.2

METAL PARAPET CAP

12 GARBAGE ENCLOSURE - STEEL CYBERSPACE (SW7076), SEMI-GLOSS

13

14

RECESS OF ACCENT TOWER @ DOWN SPOUTS

ACCENT TOWER @ DOWN SPOUTS T-GROOVE NR 24GA
PAINTED 18" PANEL

HORIZONTAL INSTALL, SEE C / A 7.2

SEE C / A 7.2

WEATHERED RUSTIC - HORIZONTAL INSTALLATIONWESTERN STATE

WESTERN STATE COLOR MATCH CYBERSPACE (SW7076)

T-GROOVE NR 24GA
PAINTED 18" PANEL

ALT. MANUFACTURER ALT. MATERIAL SPEC

NICHIHA

NICHIHA

NICHIHA

-

-

-

-

-

-

-

-

NICHIHA

-

-

-

-

-

-

-

-

-

-

-

-

USE HARDIE PANEL

USE HARDIE PANEL

TruExterior V-RUSTIC 192"LX
7.5"W; 7" EXPOSURE; PRIMED
FOR PAINT
TRIM: TruExterior TRIM 5/4X6;
1"X5.5" PRIMED FOR PAINT.

TYPE MARK QTY

42" SWINGING BELL PURPLE LOGO FACE LIT

14" WHITE CHANNEL LETTERS VERTICAL

DT AWNING (OVER DT) 24' 0" L X 6" H X 4' 0" D BLACK

DT AWNING (WINDOW) 17' 9" L X 6" H X 4' 0" D BLACK

ITEM DESCRIPTIONLOC

V-09.14W 2
TOWER

A4.1

SIDE ENTRY
V-04.42 A4.0 A4.12
V-200.EN 1 SIDE ENTRY AWNING 6' 4" X 3' 0" BLACKA4.0

DRIVE THRU
V-XX2[M] 1

1

1 A4.1

A4.1
V-XX3[M]

V-XX4[M]

A4.1

SIDE ENTRY EYEBROW (WINDOW) 22' 3" L X 6" H X 4' 0" D BLACKV-XX5[M]

FRONT

A4.0

DT AWNING (WINDOW) 16' 9 1/2" L X 6" H X 4' 0" D BLACK

HORIZONTAL TRIM,
SEE 13/A6.6

EXISTING WALL

#8 S.S.P.H. WOOD
SCREW @ 24" O.C.

.063" BRAKE FORMED
ALUM. LIGHT TRAY

AGILIGHT ULTRA 650
PURPLE LED - (5) PER
FOOT

WALL BUSTER FOR LED
WIRE PASS THRU

CARLING TYPE EXTERNAL
DISCONNECT SWITCH

2" 3/16 SPACER W/ 14"
DIAMETER HARDWARE
AS REQUIRED

TRANSFORMER BOX TO
HOUSE POWER SUPPLY

1/2" X 6'  LONG FLEXIBLE
LIQUID TITLE CONDUIT
WHIP TO OWNER PROVIDED
POWER SUPPLY

2
6

2
6

NAME LOCATIONX

G516

G517

G516

G517

HYPNOTIZE ME BELL A4.0

A4.0

A4.1

A4.1

FAMILY

D

D

D

D

SIZE

48x96

FRAME OR
 MURAL

M02

HYPNOTIZE ME BELL

HYPNOTIZE ME BELL

HYPNOTIZE ME BELL

M02

M02

M02

48x96

48x96

48x96

G517 A4.1DHYPNOTIZE ME BELL M02 48x96

EXTERIOR
ELEVATIONS

A4.0

CGENERAL NOTESESIGNAGEFLED WALL WASHER DETAIL

DEXTERIOR FINISH SCHEDULE BKEY NOTES

APAINT NOTES

 1/4"   1'-0" �FRONT ELEVATION

329 MECHANICAL UNIT, SEE ROOF PLAN.
401 BUILDING SIGN BY VENDOR. REQUIRES ELECTRICAL, SEE ELECTRICAL

PLANS.
407 METAL CANOPIES BY VENDOR. REQUIRES ELECTRICAL, SEE ELECTRICAL

PLANS.
408 CO2 FILLER VALVE & COVER.
416 HOSE BIB BOX AT 18" A.F.F.
419 EXTERIOR LIGHT FIXTURE. SEE ELECTRICAL DRAWINGS.
422 PURPLE LIGHT WALL WASHER, PROVIDED BY SIGNAGE VENDOR.
424 LINE OF ROOF BEYOND.
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T.O. COOLER
14'-10"

T.O. TOWER PARAPET
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A4.0 FOR COLOR LEGEND
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316
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316

316
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329

424

401

8

A6.6

A
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EXTERIOR
ELEVATIONS

A4.1

AKEY NOTES

316 METAL PARAPET CAP.
329 MECHANICAL UNIT, SEE ROOF PLAN.
401 BUILDING SIGN BY VENDOR. REQUIRES ELECTRICAL, SEE ELECTRICAL

PLANS.
402 DRIVE THRU WINDOW. SEE SHEET A1.0 AND A1.1.
407 METAL CANOPIES BY VENDOR. REQUIRES ELECTRICAL, SEE

ELECTRICAL PLANS.
409 ASSUME D/T LANE SURFACE IS 6" BELOW THE FINISH FLOOR. REFER

TO GRADING & SITE PLAN.
411 CONCRETE CURB.
419 EXTERIOR LIGHT FIXTURE. SEE ELECTRICAL DRAWINGS.
422 PURPLE LIGHT WALL WASHER, PROVIDED BY SIGNAGE VENDOR.
424 LINE OF ROOF BEYOND.

 1/4�   1
-0� �SOUTH ELEVATION

 1/4�   1
-0� �EAST ELEVATION  1/4�   1
-0� �WEST ELEVATION

SEE SHEET A4.0 FOR FINISH SCHEDULE
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Reference Keynotes

A1

B-29

B
-2

3
C

B
-1

B
 -

16 A
 -

25

B-18LT

SIGN

B-21

B-21

1

1

2

3

4

5

6

7

8

B - 27

Typ.

B-25LT

CT Cabinet

Panel 'MDP'

910

Utility

A1

B-31

A1

B-31

A1

B-31

A1

B-29

A1

B-31
A1

B-31

A1

B-31
A1

B-29

A1

B-29

A1

B-29

B-31

B-29

Device

Conduit Schedule

Directional

Speaker Post

Menuboard

Preview Board (optional)

Power Data

(1) 3/4" -

(1) 1" (1) 1"

(1) 1" (2) 1"

(1) 1" (2) 1"

PO Box 1093

Bozeman, MT 59771

406.570.4562

www.legendsstudio.com

CONTRACT DATE:    -

BUILDING TYPE:       END. MED 40
         STRETCH

PLAN VERSION:        March 2021

BRAND DESIGNER: D. YOCUM

SITE NUMBER:         318303

STORE NUMBER      -

PA/PM:

DRAWN BY:

JOB NO.:                   -          

MED. 40 END.

Structural | Mechanical | Electrical | Plumbing 
Lighting | Technology

602 W Hemlock  |  Bozeman, MT 59715
Blacksheep.engineering  |  406.312.5714

Issued for 

Building 

Permit

02.20.2026

ELECTRICAL

SITE PLAN

E1.2

Taco Bell
475 WESTLAND DRIVE

BRIGHAM CITY, UT
84302

ASM

EMB

1. 3/4" C - 2 #10, 1#10G (entire circuit).

2. Digital Menu Board. Refer to Civil details. Refer

to conduit schedule for conduit size and

quantity.

3. Speaker post. Refer to Civil plans for final

location.

4. Future preview board (optional). Refer to Civil

plans for final location. Refer to conduit schedule

for conduit size and quantity.

5. Clearance bar. Refer to Civil for details.

6. Provide connection to order canopy. Refer to

detail 4 on sheet E0.8.

7. LED site lighting, refer to Civil for additional

details.

8. LED pylon.

9. Underground electrical service to utility

transformer. Refer to Civil plans for location and

routing. Verify and coordinate all requirements

with electrical utility.

10. Provide separate 2" telephone and cable

conduits to connection on site. Refer to Civil

sheets for location and routing. Verify and

coordinate all requirements with local utility.

Exterior Luminaires

Type Description Manufacturer Model Qty. CCT CRI Optic Dimming Wattage Lumens Remarks

A1 LED Pole Light Lithonia RSX2-LED-P1-30K-R4-MVOLT-SPA-DDBXD 11 3000 K 70 0-10V 71 VA 10136 lm

1
Electrical Site Plan
1" = 20'-0"
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