12.120.050 Site Development Standards
A. Minimum lot area – 20,000 square feet, except 12,000 square feet if the lot is in a Planned Residential Subdivision with preserved open space.
B. Minimum lot width – 115 feet, except 95 feet if the lot is in a Planned Residential Subdivision with preserved open space.
C. Minimum yard setbacks.
1. Front – 30 feet.
2. Side.
Dwelling – 10 feet minimum with total width of two side yards not less than 24 feet; 10 feet minimum with total width of two side yards not less than 24 feet in a Planned Residential Subdivision with preserved open space. Other main building – 20 feet each side.
3. Corner lots shall be deemed to have two front yards and two side yards. On corner lots, the designated front yard must maintain a 30-foot setback and the street side yard shall be a minimum of 20-feet for main and accessory buildings.
4. Rear – 30 20 feet.
Main building – 30 20 feet. (An encroachment of a maximum of two and one-half (2 ½’) feet projection into the rear setback with no more than sixty (60) square feet of total encroachment, as measured at the outside dimensions will be allowed.)
5. Setbacks for buildings in a cemetery will be reviewed to determine impact on adjacent property owners and are subject to approval by the Land Use Authority or the Planning Commission.
D. Accessory Buildings –
4. Any detached accessory building or structure which does not require a building permit per the adopted International Building Code shall comply with the setback dimensions stated for each zone in which it is to be located (1 foot off of property line). This will include any temporary structures of the same size, and in accordance with building codes any temporary structure must be removed after 180 days. The same temporary structure may not be set up on the property after the 180 days without a permit from the LUA allowing an extended use.
4. Any Class A detached accessory building or structure, which is defined as any detached accessory building or structure requiring a building permit per the adopted International Building Code but less than 450 square feet in area, must be set back a minimum of 5 feet (2 feet with installation of a firewall) from any lot or property line, and in accordance to the adopted building code.
4. [bookmark: _GoBack]Any Class B detached accessory building or structure, which is defined as any detached accessory building or structure having at least 450 or more square feet in area or exceeding 16 feet in height, shall be allowed only as a conditional use, for which a conditional use permit must be obtained, after review and public hearing held by the Planning Commission. The minimum setback shall be 5 feet from any rear lot line and 10 feet from any side yard line, with rear setback distances to be determined in direct relation to the height of the detached accessory building or structure as follows: Additional 2 foot setback for each 1 foot in building height above 12 feet.
At no time shall any detached accessory building or structure be built within 30 feet of any front yard. No accessory building may be built closer than the required main building side setback until it is a minimum of six (6) feet behind the main building.
4. Any accessory building or structure, which is a portion of a main building or structure, shall comply with the same setback requirements as are provided in each zone for the main building.
1. Building Height.
5. Minimum – One (1) story.
5. Maximum – Two and one-half (2 ½) stories or 35 feet.

