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TITLE SHEET GENERAL NOTES:

1.

[C I NSTINY

7.

WHERE CODE AND MANUFACTURER'S SPECS. DIFFER, THE MORE
STRINGENT REQUIREMENT SHALL GOVERN.

. PROVIDE PLASTER FINISH AT ALL EXPOSED FOUNDATIONS.
. DIAGONAL BRACING OF ROOF SYSTEM TO END WALLS 1S REQUIRED.
. GARAGE INTERIORS SHALL BE FULLY SHEETROCKED, TAPED,

SANDED, AND TREATED w/ (1) COAT PVA SEALER.

. PROVIDE 5/8" TYPE 'X' 6YPSUM BOARD AT GARAGE SIDE OF

HOUSE-GARAGE COMMON WALLS AND CEILING. FIRE TAPE ALL
JOINTS (REMAINING GARAGE WALL AND CEILING SURFACES MAY BE
1/2" 6YPSUM BOARD)

. FINISH CEILINGS OF ALL ACCESSIBLE UNDERSTAIR SPACES w/ 5/8"

TYPE X' 6YPSUM BOARD.

. SEPARATE RIM JOISTS FROM CONCRETE WITH A WATERPROOF

BARRIER.

. PROVIDE ATTIC VENTILATION OF AT LEAST 1/15¢ OF ATTIC FLOOR

AREA. THIS FIGURE MAY BE REDUCED TO 1/202 OF ATTIC FLOOR
AREA, TOTAL, PROVIDED AT LEAST HALF OF THE REQUIRED
VENTING 1S LOCATED IN THE UPPER 1/3 OF ROOF, AND HALF IN THE
LOAER 1/3 OF ROOF

. ALL WALL-TO-ROOF AND CHIMNEY-TO-ROOF INTERSECTIONS SHALL

BE STEP-FLASHED AND COUNTERFLASHED.
PROVIDE 32" MINIMUM VERTICAL CLEARANCE BETWEEN RANGE TOP
AND COMBUSTIBLE MATERIALS ABOVE.

. CHIMNEY OF ANY FIREPLACE RATED FOR WOOD BURNING SHALL BE

AT LEAST 2' HIGHER THAN ANY PORTION OF ROOF OR BUILDING
LOCATED WITHIN 18" OF CHIMNEY.

ALL HANDRAILS SHALL BE MOUNTED NOT LESS THAN 34" AND NOT
MORE THAN 38" ABOVE STAIR TREAD NOSINGS.

. ALL GUARDRAILS SHALL BE AT LEAST 36 INCHES IN HEIGHT.

RAILING PATTERN SHALL NOT PASS A 4" SPHERE

. FINISH 6RADING SHALL SLOPE AWAY FROM ALL BUILDINGS AT 1/4"

PER FOOT, MINIMUM.  6RADE SITE TO PREVENT WATER FROM ROOFS
OR LANDSCAPING FROM FLOWING ONTO ADJACENT PROPERTIES.
INSULATION CERTIFICATE REQUIRED. MUST BE VISIBLE IN ATTIC
ACCESS.

. FLASHING INSPECTION REQUIRED PRIOR TO INSTALLATION OF

SIDING, STUCCO, BRICK, ETC.
STUCCO CERTIFICATE REQUIRED.

PROJECT INFORMATION

GOVERNING CODE: 2015 IRC.

SEISMIC ZONE: SEE STRUCTURAL GENERAL NOTES
WIND LOAD: SEE STRUCTURAL GENERAL NOTES
WIND EXPOSURE: SEE STRUCTURAL GENERAL NOTES
SNOW LOAD: SEE STRUCTURAL GENERAL NOTES

MAPLETON CITY GENERAL NOTES:

1.

A oAU WN

SOLID BLOCKING BETWEEN JOISTS OVER ALL BEARING POINTS; RIM
JOIST ACCEPTABLE @ PERIMETER.
DIAGONAL BRACING OF ROOF SYSTEM TO END WALLS REQUIRED.

. STUD WALLS BEARING TWO FLOOR LOADS; MIN. 3x4 OR 2x6 STUDS

WITH MAX. SPACING 16" O.C.
INSULATE UNFINISHED BASEMENT AS PER MEC CHECK.
STUCCO CERTIFICATE REQ'D.

. ATTIC ACCESS REQUIRED MIN, OPENING 22'x30".
. INSULATION CERTIFICATE REQ'D. MUST BE VISIBLE IN ATTIC ACCESS.
. ESCAPE/RESCUE WINDOW WELL MAIN CLEARANCE 36" AWAY FROM

HOME, OVER 44" DEPTH REQ'S LADDER.

. FLASHING INSPECTION REQD PRIOR TO INSTALLATION OF SIDING,

$TUCCO, BRICK, ETC.
ONE #4 BAR REQ'D WITHIN 4" TOP AND BOTTOM OF STEM WALL.
REDNOOD OR TREATED PLATES REQD ON ALL CONCRETE.
INTERIOR FT6'S MUST BE FORMED AND POURED WITH EXTERIOR
FT6'5

CONTRACTOR SHALL FIELD VERIFY THE LOCATION OF ALL SITE CONDITIONS BEFORE CONSTRUCTION.
GENERALLY EACH PLAN IS5 DRAAN AFTER CHECKING THE RECORDS SHONING THE LOCATION OF THE
SENER AND WATER LATERALS. CONTRACTOR SHALL VERIFY THAT THE LATERALS ARE ON THE SIDE OF
THE LOT OPPOSITE THE DRIVEWAY.

BASE PLAN- A
Unit ##

Creek Hollow
Payson, Utah 84651

PLANTING LEGEND PER MASTER TREE PLAN

I =TS

SYMBOL

BOTANICAL NAME

COMMON NAME

MATURE
SIZE

NURSERY
SIZE

Puch

PYRUS CALLERYANNA
'CHANTICLEAR'

CHANTICLEAR PEAR

40' TALL 15'
WIDE

2" CAL.

AcFd

ACER X FREEMANII JEFFERSRED

AUTUMN BLAZE MAPLE

35' TALL
25' NDE

2" CAL.

ZeGV

ZELKOVA SERRATA '6REEN
ASE'

GREEN VASE ZELKOVA

72" TALL 42"
WIDE

2" CAL.

LANDSCAPING NOTES

ou s

ALL NOTES ON THE MASTER TREE PLAN APPLY, BUT ESPECIALLY THE FOLLONWING:
I ONE TREE EVERY 3¢' 0.C. MAX OF STREET FRONTAGE 15 REQUIRED IN THE PARK STRIPS INHERE POSSIBLE.
DUE TO ON-SITE CIRCUMSTANCES, TREES ARE ALLOWED TO BE PLACED CLOSER THAN 3¢' 0.C. TO MEET
THIS REQUIREMENT. STREET FRONTAGE LENGTH I5 TO BE MEASURED FROM CURB RETURN TO CURB RETURN
2. IF POSSIBLE, NO TREE SHALL BE CLOSER THAN 5' FROM DRIVENAYS, 1" FROM FIRE HYDRANTS, AND I5'
FROM LIGHT POLES AND STREET SIGNS.
3. TREES SHALL BE PLACED NO CLOSER THAN 35' (4' PREFERRED) FROM THE SIDENALK AND TOP BACK OF
CURB (TBC). IF THERE IS NOT ADEQUATE SPACE BETWEEN TBC AND THE SIDEWALK, THEN THE TREE SHALL
BE PLACES 35' FROM THE EDGE OF THE OTHER SIDE OF THE SIDEWNALK
(SEE MASTER TREE PLAN NOTES)
(SEE MASTER TREE PLAN NOTES)
LANDSCAPE CONTRACTOR SHALL PROVIDE | YEAR WARRANTY AND MAINTENANCE ON ALL LANDSCAPED
AREAS INCLUDING IRRIGATION SYSTEM.

LANDSCAPING TO BE COMPLETED PER THE MASTER TREE PLAN AND HARVEST PARK TYPICAL SIDENALK PLAN ,

FF=4667 FF=4667.38

OWNER/BUILDER TO MEASURE LOCATION OF NEIGHBORING COMMON
SIDENALKS, IF ANY, AND SUBMIT COMMON SIDENALK PLAN, INCLUDING
LOCATION OF STREET TREES, WITH HOA LANDSCAPING PLAN SUBMITTAL

COMMON SIDENALK SHOWN ON THE SITE PLAN IS APPROXIMATE EXCEPT AS

13. ATTIC VENTILATION REQUIRED; MIN. I/I58th OF ATTIC SQ. FT,,
GABLE/EVE SYSTEM 1/300th.

14. NO RECEPTACLE OUTLET PERMITTED IN BATHTUB OR SHOWER.

15. JACUZZI MUST BE ON GFCI CIRCUIT, PROVIDE ACCESS PANEL TO
MOTOR, MUST BE OPEN AT TIME OF FINAL INSPECTION.

16. ELECTRICAL PANEL REQUIRES 36"'x30" CLEAR WORKING SPACE 6'-6"
HEADROOM,

17. CLOSET LIGHT FIXTURES MIN. 12" CLEARANCE TO SHELF (LATERAL
MEASURED).

18. TEMPERED GLASS |5 REQD FOR DOORS AND ANY GLASS WITHIN 2'
OF THE EDGE OF THE DOOR.

19. GRADE BETINEEN EGRESS WINDOWS 52 SQ. FT. 44" AFF. MAX.

20 BEDROOM WNINDON MIN. 57 FT. OPENABLE AREA |5 REQUIRED MIN
24" HT. 20" NIDTH MINIMUM 821 SQ. IN.

21, ROOF TRUSSES SOLID BLOCK AT BEARING. PROVIDE FRAMING
ANCHORS @ 4' 0.C. MAX.

22 THERMAL EXPANSION PROTECTION REQUIRED ON WATER HEATER

23.CLOTHES DRYER DUCT LENGTH MAX. 25' (LESS 2.5' FOR EVERY 45°
AND LESS 50' FOR EVERY 92°).

24 WATER HEATERS ARE TO BE ANCHORED.

25.FURNACE 1" CLEARANCE TO COMBUSTIBLES ON SIDES AND REAR OF
FURNACE.

26.PROVIDE OQUTSIDE COMBUSTION AIR INTO FURNACE ROOM.

271.FURNACE AND WATER HEATER MUST EACH BE REMOVABLE WITHOUT
MOVING THE OTHER.

HOA GENERAL NOTES (PUD):

1. GARBAGE CAN ENCLOSURE 19 REQUIRED TO BE INSTALLED
PRIOR TO FINAL HOUSE INSPECTION NHEN ENCLOSURE |S SHOWN
ON THE PLAN. GARBAGE CAN ENCLOSURE IS THE ONLY
LOCATION APPROVED FOR THE OUTDOOR STORAGE OF
GARBAGE/RECYCLING CANS, ENCLOSURE SCREEN 1S TO BE
VINYL FENCING OR OTHER APPROVED MATERIAL, BETWEEN 4
AND 6' TALL, AND A MINIMUM OF 12' BACK FROM THE CLOSEST
FRONT FACE OF THE HOUSE.

2. WALL MATERIALS ARE ONLY ALLONED TO CHANGE AT "INSIDE"
CORNERS. GARBAGE CAN ENCLOSURE MAY BE USED AS AN
"INSIDE" CORNER FOR WAINSCOT MATERIAL CHANGE WHEN
TALLER THAN THE WAINSCOT.

3. IF A/C CONDENSER IS TO BE PLACED ON THE STREET SIDE OF
THE HOUSE IT SHALL BE SCREENED WITH AT LEAST THREE
SHRUBS; 5 GAL. MINIMUM CONTAINER SIZE AND OF A TYPE THAT
WILL GRON TO AT LEAST 3 FT. TALL.

4. TREES SHONN ON THE PLANTING LEGEND MUST BE PLANTED.
PLANT THEM APPROXIMATELY AS SHOAN, ADJSTING FOR
ACTUAL SITE CONDITION PER LANDSCAPING NOTES,

5. OWNER/BUILDER TO MEASURE LOCATION OF NEIGHBORING
COMMON SIDENALKS, IF ANY, AND SUBMIT COMMON SIDENALK
PLAN, INCLUDING LOCATION OF STREET TREES, WITH HOA
LANDSCAPING PLAN SUBMITTAL.

6. COMMON SIDENALK SHOAN ON THE SITE PLAN 1S APPROXIMATE
EXCEPT AS SHONN AT DRIVEWAY.

7. BEFORE POURING COMMON SIDEWNALK CONCRETE, CALL HOA
FOR APPROVAL OF FORMS.

8. PROVIDE A WATER SHUTOFF VALVE BETWEEN THE COMMON
WATER LINE AND THE HOUSE. CONTACT THE HOA
ARCHITECTURAL CONTROL COMMITTEE FOR APPROVAL OF THE
TYPE AND LOCATION.

SHONN AT DRIVENAY

BEFORE POURING COMMON SIDEWNALK CONCRETE, CALL HOA FOR
APPROVAL OF FORMS

SITE ADJWSTMENT NOTE:

- PLANS ARE DESIGNED FOR GENERAL SITE CONDITIONS ONLY
AND MAY NEED TO BE ADAPTED TO ACCOMMODATE FOR THE
SPECIFIC CONDITIONS OF EACH LOT.

- ADJUSTMENTS MAY INCLUDE (BUT ARE NOT LIMITED TO): THE
ELEVATION OF FOOTINGS AND GARAGE FLOOR; TON. AND
LANDING ELEVATION BETWEEN GARAGE ¢ HOUSE; AND STEPS
TO ANY ENTRY.

GENERAL SITE DRAINAGE NOTES:

- ALL WATER FROM THE MID-POINT TO THE REAR OF EACH
LOT SHALL BE RETAINED ON THE SAME LOT.

2- ALL WATER FROM THE MID-POINT TO THE FRONT OF EACH
LOT SHALL DRAIN TO THE STREET.
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SQUARE FOOTAGE

UPPER LEVEL: 1259 sq. .
MAN LEVEL. 72 g | TOTAL FINISHED
BASEMENT (FIN): - sq. ft. 2263 sqg. fi.

BASEMENT (UNFIN.):

SHEET INDEX

sq, ft. H GARAGE: 471 g, ft. ‘

/NN

PORCH: 180 sq, .

FF=

400 /.31

NORTH

SITE PLAN
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2299 S. Highland Dr., Ste. 200
Phone: (801) 486-7777

Salt Lake City, UT 84106
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AD@ - TITLE SHEET AND SITE PLAN

Alg - FOOTING ¢ FOUNDATION PLAN

All - BASEMENT FLOOR PLAN

Al2 - MAIN LEVEL FLOOR PLAN

Al3 - UPPER LEVEL FLOOR PLAN

A22 - FRONT & LEFT ELEVATIONS

A2l - REAR ¢ RIGHT ELEVATIONS

A3.0 - BULDING ¢ WALL SECTIONS

A4Q - PORCH & STAIR SECTIONS

A6Z - ARCHITECTURAL DETAILS

EM.@ - ELECTRICAL ¢ MECHANICAL

PLANS

Sl - MAIN FLOOR FRAMING PLAN

Sl - UPPER FLOOR FRAMING PLAN

920 - ROOF FRAMING PLAN

DI - STRUCTURAL DETAILS

SD2 - STRUCTURAL DETAILS

SNl - STRUCTURAL NOTES

1 - TYP. LOT DRAINAGE PLAN
SYMBOLS

- PROPERTY LINE

--— - BLDG. SECTION

‘%‘ =~ — - PARTIAL SECTION

(AN
\ .~~~ DETALL
S

i
A A\ J
<

@ "7 - INTERIOR ELEV.
$ NOTE _
ELEV. i22-0"

- DATUM ELEV.

MATERIALS

XXX - CONCRETE BLOCK
L ]-sTomALL

- CONCRETE

EARTH, SOIL
GRANULATED GRAVEL FILL

INSULATION BOARD

FEARAA - BATT INSULATION

GYPSUM BOARD

E - NOOD, FRAMING (CONTINUOUS)

Z - WOOD, FRAMING (INTERRUPTED)

E==3- PL.Yynoop
=] - noop, FiNisH
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2X6 @ 24" 0.C. ON —]
ALL EXTERIOR
BENCH OR STORAGE

FLOOR PLAN GENERAL NOTES:

1.

WINDOWS ARE DIMENSIONED TO CENTERLINE.
3. ALL EXTERIOR WALLS TO BE 2x6 FRAMING @ 16" 0.c, UNO.

DO NOT SCALE DRANINGS.
2. ALL PLAN DIMENSIONS ARE TO FACE OF NOMINAL STUD, DOORS ¢

OTHERWISE.

4. ALL INTERIOR WALLS ARE 2x4 FRAMING @ 16" o0.c., UNLESS NOTED
5. ANGLED WALLS ARE 45° UNO.
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FLOOR PLAN GENERAL NOTES:

1

2
3
4.
5,

DO NOT SCALE DRANINGS.

ALL PLAN DIMENSIONS ARE TO FACE OF NOMINAL STUD, DOORS ¢
WINDOWS ARE DIMENSIONED TO CENTERLINE.

ALL EXTERIOR WALLS TO BE 2xb FRAMING @ 16" 0., UNO.

ALL INTERIOR WALLS ARE 2x4 FRAMING @ 16" oc., UNLESS NOTED
OTHERWISE.

ANGLED WALLS ARE 45° UNO.
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Upper Level Floor Plaon
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DASHED LINES DENOTE WALLS
BELOW, UNO.
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WINDOW HEIGHT NOTES:

1. ALL NINDOWS IN BASEMENT TO BE SET WITH TOP OF FRAME e 6'-8"
ABOVE FINISHED FLOOR UNLESS NOTED OTHERWISE.
2. ALL WINDOWS ON MAIN LEVEL TO BE SET WITH TOP OF FRAME @

T-6" AFF.UN,

.O.
3. ALL WINDOWS ON UPPER LEVEL TO BE SET WITH TOP OF FRAME @

T-0" AFF UNO.

TRUSS
d

6YPSM
BOARD

CENTER N

WINDONS
BETWEEN
TRUSSES

A

— 2X4

WINDOW DORMER DETAIL

C

" = I-g"

(1/2" = 1-@" ON 1IxIT PAPER)

I

1/2 HEIGHT (UN.O.)

LINTEL DETAIL

B

HEIGHT

NO SCALE

—

’&\ B
TOM

1'-6" MAXIMUM
OF PORCH CAP

EXPOSURE TO BOT

WALL

MAIN LEVEL FF.
EL. 000"

STONE RETAINING

MAIN LEVEL F.F.$
EL. 000"

GENERIC PORCH SECTION

NOTE: RETAINING NALL APPROVAL TO
BE OBTAINED IN CONJUNCTION WITH
APPROVAL OF THE LANDSCAPE PLAN

APPROVED

EVENLY SLOPED GRADE FROM
BACK OF CURB (OR INSIDE EDGE
OF SIDEWNALK WHERE APPLICABLE)

CURB
SIDENALK \

NOT APPROVED
UNEVENLY SLOPED GRADE

L

®

FF.

],
s
|

2712 1/2" (35'-2" MAX FOR PRIMARY STRUCTURE)
a-1 3/4" A

[
(I e JOIOIO)]
[ I [
N

L]

T L DR L LD

ST TTTTTTTTTIT

88% MASONRY

22% STUCCO

(OF STREET FACING SURFACES)

SEE CALCULATIONS FOR DETAILS

EL. @ 1291 I/ ”$
TRUSS BEARING

56,

EL. 0 100'-0" &

FRONT ELEVATION
(Kg” : ‘\‘:Z” ON IIxIT PAPER)

48
43

16x24

36"
N
S

12 42
: 4
[ 8 48
r
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MAIN FLOOR LEVEL ¥

KEYED NOTES

@ MASONRY VENEER

30% ARCH. GRADE ASPHALT
SHINGLES

0 STUCCO WITH ACRYLIC FINISH
COAT

@ HARDIPLANK LAP SIDING -
SMOOTH FINISH, 8" EXPOSURE

@ LOUVERED ATTIC 6ABLE
VENT WITH INSECT SCREEN -
SIZE NOTED

@ 3'-1" HIGH VINYL GUARD RAIL
(PATTERN SHALL NOT PASS
A 4" SPHERE)

@ PRE-FIN. ALUM. OVER 2x®
FASCIA, TYP. (OR SIZE AS
NOTED)

@ PLASTERED CONCRETE FDN,
WALL (COORDINATE WITH
WALL COLOR ABOVE)

@ STUCCO OVER STYROFOAM
TRIM (51ZES NOTED, TYP.)

@ LINE OF INTERIOR VAULTED
CEILING

@ HARDIBOARD COLUMNS

HARDIBOARD "BEAM', TYP. -
ALL THREE SIDES OF PORCH

@ STUCCOED 1" x 12"
STYROFOAM SKIRT TRIM
WITH CANTED TOP EDGE,

@ GUTTER AND DOWNSPOUT

@ HARDITRIM MD /16" x 3 1/2"
SMOOTH WINDOW/DOOR, TYP.
(UNO)

HARDITRIM MD /16" x 5 1/2"
SMOOTH CORNER TRIM, TYP.
(UNO)

ROOF OVERHANGS ARE
MEASURED FROM FACE OF
STRUCTURE, TYP, NOT FACE
OF MASONRY VENEER

@ TURTLE VENTS AS PER CODE
ON REAR SLOFPE OF ROOF

@ R-I13 MIN. NALL BATTS
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ALL RIGHTS RESERVED
ALL DESIGNS, DRANINGS AND HRITTEN
IN6 HEREN CONSTITUTE
ORISNAL ¢ INPLELISHED HORK OF
ARCHTECTS AND MAY NOT BE. DUPLICATED,
VEED OR DISCLOSED WTHOUT THE NRITTEN
ARGHTECTS,

THE
A

NOTE:

ROOF OVERHANGS ARE MEASURED
FROM FACE OF STRUCTURE, TYP,
NOT FACE OF MASONRY VENEER

PLAN AHEAD TO ALLOWN ALL
VENTS, FLUES AND EXHAUST DUCTS
TO BE ON REAR ROOF SURFACE
LEAST VISIBLE FROM THE
STREET(S). WHERE DISTANCE ARE
SUCH THAT IT IS NOT POSSIELE TO
DO THIS AND STILL MEET THE
CODE REQUIREMENTS, THEN PAINT
THESE WITH A COLOR TO MATCH
THE ROOF SHINGLE COLOR.

GRADES SHOWN ARE
APPROXIMATE AND SYMBOLIC.
FINAL GRADE MUST FOLLOW
ARCHITECTURAL REVIEN
COMMITTEE AND BUILDING CODE
SLOPE REQUIREMENTS.
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WINDOW HEIGHT NOTES:

1.

2.
3.

ALL WINDOWS IN BASEMENT TO BE SET WITH TOP OF FRAME @ 6'-8"
ABOVE FINISHED FLOOR UNLESS NOTED OTHERWISE.

ALL WINDOWS ON MAIN LEVEL TO BE SET WITH TOP OF FRAME @
T-6" AFF.UNO.

ALL WINDOWS ON UPPER LEVEL TO BE SET WITH TOP OF FRAME e
T-2" AFF UNO.

D

E

X~ UNDERSIDE OF
ROOF

SET BOX CORNICE
BACK 4" FROM
FACE OF BUILDING

4

ALUMINUM
SOFFIT

BOX CORNICE TYP. (PERSPECTIVE)

NOT TO SCALE

ALTERNATE SIDING
JOINTS AT CORNER,

CUT TAPER TO MATCH
ANGLE OF ADJACENT
SIDING (OR OPTIONAL
METAL EDGING)

CAULK ALL SIDING
TO TRIM JOINTS,
TYP. FOR SIMILAR
CONDITIONS

12| &
v 4
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41

ST

&3

&3

41

EL.@ 1291 /8" $
TRUSS BEARING

EL.0 100'-0" &

KEYED NOTES

@ MASONRY VENEER

30% ARCH. GRADE ASPHALT
SHINGLES

@ STUCCO WITH ACRYLIC FINISH
COAT

@ HARDIPLANK LAP SIDING -
SMOOTH FINISH, 8" EXPOSURE

@ LOUVERED ATTIC 6ABLE
VENT WITH INSECT SCREEN -
SIZE NOTED

@ 3'-1" HIGH VINYL GUARD RAIL
(PATTERN SHALL NOT PASS
A 4" SPHERE)

@ PRE-FIN. ALUM. OVER 2x®
FASCIA, TYP. (OR SIZE AS
NOTED)

@ PLASTERED CONCRETE FDN,
WALL (COORDINATE WITH
WALL COLOR ABOVE)

@ STUCCO OVER STYROFOAM
TRIM (51ZES NOTED, TYP.)

@ LINE OF INTERIOR VAULTED
CEILING

@ HARDIBOARD COLUMNS

HARDIBOARD "BEAM', TYP. -
ALL THREE SIDES OF PORCH

@ STUCCOED 1" x 12"
STYROFOAM SKIRT TRIM
WITH CANTED TOP EDGE,

<56> GUTTER AND DOWNSPOUT

@ HARDITRIM MD 7/16" x 3 1/2"

REAR ELEVATION
(};4” ‘\‘Zg” ON IIxIT PAPER)

SIDING DETAIL

o6

46

1 MAIN FLOOR LEVEL ¥

3" = |-
(1-1/2" = 12" ON 1IXIT PAPER)
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o
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42

SMOOTH WINDOW/DOOR, TYP.
(UNO)

HARDITRIM MD /16" x 5 1/2"
SMOOTH CORNER TRIM, TYP.
(UNO)

ROOF OVERHANGS ARE
MEASURED FROM FACE OF
STRUCTURE, TYP, NOT FACE
OF MASONRY VENEER

@ TURTLE VENTS AS PER CODE
ON REAR SLOFPE OF ROOF

@ R-I13 MIN. NALL BATTS

2299 S. Highland Dr., Ste. 200
Salt Lake City, UT 84106
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NOTE:

ROOF OVERHANGS ARE MEASURED
FROM FACE OF STRUCTURE, TYP,
NOT FACE OF MASONRY VENEER

PLAN AHEAD TO ALLOWN ALL
VENTS, FLUES AND EXHAUST DUCTS
TO BE ON REAR ROOF SURFACE
LEAST VISIBLE FROM THE
STREET(S). WHERE DISTANCE ARE
SUCH THAT IT IS NOT POSSIELE TO
DO THIS AND STILL MEET THE
CODE REQUIREMENTS, THEN PAINT
THESE WITH A COLOR TO MATCH
THE ROOF SHINGLE COLOR.

GRADES SHOWN ARE
APPROXIMATE AND SYMBOLIC.
FINAL GRADE MUST FOLLOW
ARCHITECTURAL REVIEN
COMMITTEE AND BUILDING CODE
SLOPE REQUIREMENTS.
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