LOCATE THE HYDRANT BETWEEN THE BACK OF THE CURB
& THE FRONT OF THE SIDEWALK. INSTALL PLUMB WITH
THE NOZZLES FACING THE STREET.

THE STANDARD CITY HYDRANT IS CLOW VALVE
CO. "MEDALLION" MODEL RED COLOR

STEAMER NOZZLE MUST FACE THE STREET

STANDARD VALVE BOX LID LABELED

"WATER” WITH A REMOVABLE DEBRIS CAP
(@
BOTTOM OF NOZZLE CAP

BREAK—AWAY FLANGE .
MUST BE NO MORE THAN z
6" ABOVE GRADE

CLEARANCE

1. ALL THRUST BLOCKING MUST BE INSPECTED BY THE CITY PRIOR TO BACKFILLING THE TRENCH.
2. ALL CONCRETE SHALL BE 4,000 P.S.]. 28-DAY STRENGTH.

3. ALL THRUST BLOCKS SHALL BE FORMED.

TEMPORARY STEEL TEE-POST WITH TOP 2
FEET PAINTED BLUE\

NEW DL-2240 COVER & RING WITH NO
HOLES USE A LARGER RING WITH CONCRETE
BARREL. TOP OF LID MUST BE SET 2%

ABOVE THE BACK OF WALK OR CURB.

HYDRANT MUST BE LOCATED BETWEEN THE BACK
OF THE CURB AND THE FRONT OF THE SIDEWALK
IN THE PARK STRIP & NOT IN THE STREET

BLOW—OFF HYDRANT MUST BE NON-FREEZING, SELF EQUAL

A, VARIES — SEE STREET SECTION

21" BARREL

EQUAL

DRAINING TYPE, OF SUFFICIENT LENGTH TQ MEET THE BURY
AND CLEARANCES SHOWN. HYDRANT MUST INCLUDE A 2* FIP
INLET, A NON—TURNING OPERATING ROD, AND OPEN TO THE
LEFT. ALL WORKING PARTS TO BE BRONZE-TO-BRONZE AND
SERVICEABLE FROM ABOVE GRADE WITH NO DIGGING. THE
QUTLET SHALL BE A 2" FIP COUPLING WITH PLUG AS

MANUFACTURED BY KUPFERLE OR APPROVED EQUAL.

ECLIPSE "MAINGUARD" No. 79 BLOW-OFF
HYDRANT BY THE KUPFERLE FOUNDRY
COMPANY

HANCOR 21" METER PIT BARREL (WHITE
COLOR)

SEE CITY TRENCH DRAWINGS. MAINTAIN

CONSTANT LATERAL COVER TO ALLOW

EXCAVATION BETWEEN HYDRANT BARREL
& WATER MAIN.

1. INSTALL A MEGA—LUG FLANGE & CAP ON THE END
OF THE WATER MAIN.

2. DRILL-TAP THE CENTER OF THE CAP & INSTALL A
2" DIAMETER THREADED NIPPLE.

3. ATTACH THE 27 BLOW-OFF LATERAL TO THE NIPPLE
WITH A 2"x 90 DEGREE BEND.

60" MINIMUM COVER

WASHED
GRAVEL

36"

T WASHED GRAVEL
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‘ - \ FINISHED GRADE
¥
UNDISTURBED 4
P / DETERMINE CORRECT HYDRANT FARTH \\/ g
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T
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BLOCK DIMENSIONS VERTICAL SECTION
ISOMETRIC VIEW
3/4" EXTERIOR PLYWOOD
2'—0" SQUARE
PLUGGED TEE UNE'E,J%RBED
BEND PLAN TEE & HOT CAPPED
TAP PLAN TEE PLAN
THRUST BLOCKING DIMENSIONS
FITTING TEES & PLUGS 90" BENDS 45" BENDS & "Y’s 22-1/2 BENDS
SIZES A B A B A A B
8" 2-0" | 0-9" | 220" 1’—0" 1'-3" 0'-g” 1-0" 0'-9"
8" 2'-0" 1"=0" 2’0" 1"-3" 1'-8" 1'-0" 1-0" 1'-0"
10" 2'-¢" 1-3" | 2’9" 1-6" 1-g" 1-3" 1-3" 1'—0"
12" 2’-3" 17-9" | 3-3" 17-9" 2'-0" 1-6" 1-6" 17=3"
16" 3-6" | 7-0" | 4-3" 2'-3" 3'-0" 1'-9” 1-9” 1'—6"
j | i Hyde Park Ct , Drawing No. 521
fhskyline| Hyoe Iy Thrust Blocking =
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2" CTS POLY TUBING WITH '
TRACER WIRE
END CAP ON CITY WATER MAIN
AhSkyline | Hyde par City No. 79 Drawing No. 512
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All loterals are to be one continuaus length of Type "K" one—inch copper tubing. No spliced joints will be
allewed between the ball volve at the water main ond the meter setter. The loteral is to be connected te the
main with a Romac #202N service saddle and a Ford FB1100 ball valve and corp stop. The developer supplies
and installs dll materials from the city main to the meter, including the saddle, corp stop and ball valve,
one—inch copper lateral, meter setter, shut—off valve, dual check valves, meter barrel, ring and lid.

D&L #12244-16 OR EQUAL 217 RING & LID WITH ND TEMPORARY STEEL

2 HOLES. IF THE LID HAS HAS A KNOCKOUT FOR TOUCH TEE-POST WITH TOP 2
— READ PADS. DO _NOT REMOVE THE KNOCK-OUT. TOP OF FEET PAINTED BLUE
= UD MUST BE SET AT 2% GRADE SLOPE ABOVE THE
& BACK OF WALK OR CURB. _
&
o
o
CITY PROPERTY PRIVATE PROPERTY

BARREL

5 }'\9 T 18"

4\47 \‘\47 FINISH

\‘\47 ! kq GRADE

HANCOR 21" METER PIT BARREL (WHITE COLOR). SETTER MUST
NQT TOUCH THE SIDE OF THE BARREL. 5 8

36

ROMAC 202N SERVICE SADDLE

4'-8" MIN. ON CITY PROPERTY
4'-0" MIN. ON PRIVATE PROPERTY

1" FORD FB1100—Q BALL-TYPE CORP STOP
CORP STOP MUST BE ANGLED TOWARDS THE
METER, LATERAL MAY NOT CROSS OVER OR UNDER
THE WATER MAIN.

1" CTS POLY 200 PSI
WATER TUBING

SEE CITY TRENCH

DRAWINGS GRAVEL

FORD §VBHC74-18W—4444Q SETTER COMPLETE

CITY WATER MAN MANTAN CONSTANT LATERAL COVER TO WITH COMPRESSION FITTINGS

ALLOW EXCAVATION BETWEEN METER BARREL
& WATER MAIN.

SURROUND CORP
STOP WITH GRAVEL

STUB ONE—INCH COPPER TUBING 2
FEET BEYOND THE BARREL & CRIMP
THE END SHUT.

METAL LID LABELED "WATER"

ASPHALT TO VALVE BOX {NO I
CONCRETE COLLAR)\

L
[
FINISH GRADE
é W ———— LD UNDERSIDE é-

Drawing No. 501

k)ﬂs%n? Hyda Fark iy 1" Water Meter

e |O1ANAard Drawings

Revised 03-10-15
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PROVIDE REMOVABLE DEBRIS CAP ! TOP OF ROD
TO FIT VALVE BOX S/
: Z
H o
’ VALVE BOX S
PROVIDE AN ADJUSTABLE, NON-RIGID ‘ =
EXTENSION ROD IF THE VALVE IS MORE\ 7 =
THAN 8 FEET BELOW FINISH GRADE ’ =
H =)
7 CITY STANDARD RESIUENT %
‘ SEAT GATE VALVE
CITY WATER PPE; ’ /
GATE VALVE & VALVE BOX
ASkyline| Hyde Park Ct Drawing No. 941
amne [ Y y Water Valve 2
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