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1.  Introduction

Elk Ridge City  was incorporated  in 1971,  as a public  entity,  under  Utah  State  Code, and

provides  sewage  collection  within  its municipal  boundaries.  This Sewer  System

Management  Plan (SSMP),  has been  established  to plan and schedule  proper

management  operation  and maintenance  of  all parts  of  the  sewer  collection  system,  in

order  to reduce  and prevent  sanitary  sewer  overflows  (SSOs), as well  as minimize

impacts  of  any  SSOs that  do occur.  City  management  recognizes  the  responsibility  it

has to operate  the  sewer  system  in an environmentally  and fiscally  responsible  manner.

As such,  this  plan  will  cover  aspects  of  the  collection  system  program  necessary  to

provide  such an operation.  This plan  may  refer  to other  programs  or ordinances  and by

reference  may  incorporate  these  programs  into  this  plan.

2. Definitions

The following  definitions  are to be used in conjunction  with  those  found  in Utah

Administrative  Code  R317.  The following  terms  have the  meaning  as set forth  in this

document:

A. BMP means  best  management  practice.

B. CCT\/ means  closed  circuit  television.

C. CIP means  Capital  Improvement  Plan.

D. DWQ  means  the  Utah  Division  of  Water  Quality.

E. FOG means  fats,  oils  and grease.  This  is also referred  to as a Grease

Oil and Sand Program  (GOSP).

F. I/I means  infiltration  and inflow.

G. Permittee  means  a federal  or state  agency,  municipality,  county,  district,

and other  political  subdivision  of  the  state  that  owns  or operates  a sewer

collection  system  or who  is in direct  responsible  charge  for  operation  and

maintenance  of  the  sewer  collection  system.  When  two  separate  federal

or  state  agencies,  municipalities,  counties,  districts,  and other  political

subdivisions  of  the  state  are interconnected  each shall  be considered  a



separate  Permittee.

H. SECAP means  System  Evaluation  and Capacity  Assurance  Plan.

I. Sewer  Collection  System  means  a system  for  the  collection  and

conveyance  of  wastewaters  or sewage  from  domestic,  industrial  and

commercial  sources.  The Sewer  Collection  System  does not  include

sewer  laterals  under  the  ownership  and control  of  an owner  of  real

property,  private  sewer  systems  owned  and operated  by an owner  of real

property,  and systems  that  collect  and convey  stormwater  exclusively.

j. "SORP"  means  "Sewer  Overflow  Response  Plan"

K. SSMP means  Sewer  System  Management  Plan.

L. 550  means  sanitary  sewer  overflow,  the  escape  of  wastewater  or

pollutants  from,  or beyond  the  intended  or designed  containment  of  a

sewer  collection  system.

M.  Class 1 550  (Significant  550)  means  a 550  or backup  that  is not

caused  by a private  lateral  obstruction  or problem  which:

i. affects  five  or more  private  structures;

ii. affects  one  or more  public,  commercial  or  industrial  structure(s);

iii.  may  result  in a public  health  risk to the  general  public;

iv. has a spill  volume  exceeding  5,000  gallons,  excluding  SSOs in

single  private  structures;  or

v. discharges  to Waters  of  the  State  of  Utah.

N. Class 2 550  (Non-Significant  550)  means  an 550  or backup  not

caused  by a private  lateral  obstruction  or problem  that  does  not  meet  the

Class 1 550  criteria.

0.  USMP  means  the  Utah  Sewer  Management  Program.

P. SL-RAT means  sewer  line rapid  assessment  tool.

3. General  550  Requirements

The following  general  requirements  for  SSOs are stipulated  in R317-801  and are



included  here  as general  information.

A.  The  permittee  shall  take  all feasible  steps  to eliminate  SSOs to include:

i. Properly  managing,  operating,  and maintaining  all parts  of  the

sewer  collection  system;

ii.  training  system  operators;

iii.  allocating  adequate  resources  for  the  operation,  maintenance,  and

repair  of  its sewer  collection  system,  by  establishing  a proper  rate

structure,  accounting  mechanisms,  and  auditing  procedures  to

ensure  an adequate  measure  of  revenues  and  expenditures  in

accordance  with  generally  acceptable  accounting  practices.

iv.  providing  adequate  capacity  to  convey  base  flows  and  peak  flows,

including  flows  related  to  normal  wet  weather  events.  Capacity

shall  meet  or  exceed  the  design  criteria  of  R317-3.

B. SSOs shall  be reported  in accordance  with  the  requirements  below.

C. When  an 550  occurs,  the  permittee  shall  take  all feasible  steps  to:

i. control,  contain,  or  limit  the  volume  of  untreated  or  partially  treated

wastewater  discharged;

ii.  terminate  the  discharge

iii.  recover  as much  of  the  wastewater  discharged  as possible  for

proper  disposal,  including  any  wash  down  water;  and,

iv.  mitigate  the  impacts  of  the  550.

4. 550  Reporting  Requirements

R317-801  stipulates  when  and  how  SSOs are  reported.  The  reporting  requirements  in

effect  as of  April  23, 2012  are:

A.  550  REPORTING.  SSOs shall  be reported  as follows:

i. A Class  1 550  shall  be reported  orally  within  24 hrs.  and  with  a

written  report  submitted  to  the  DWQ  within  five  calendar  days.

Class  1 SSOs shall  be included  in the  annual  USMP  report.



ii.  Class  2 SSOs shall  be reported  on an annual  basis  in the  USMP

annual  report.

B. ANNUAL  REPORT.  A permittee  shall  submit  to DWQ  a USMP  annual

operating  report  covering  information  for  the  previous  calendar  year  by

April  15  of  the  following  year.

5. Sewer  Use Ordinance

The  Elk Ridge  City  Council  has adopted  a sewer  use ordinance,  which  contains  the

following  items  as stipulated  by Utah  State  Code  R317-801:

A. Prohibition  on unauthorized  discharges;

B. Requirement  that  sewers  be constructed  and  maintained  in accordance  with  R317-3;

C. Ensures  access  or  easements  for  maintenance,  inspections  and repairs;

D. Has the  ability  to  limit  debris  which  obstruct  or  inhibit  the  flow  in sewers

such  as foreign  objects  or  grease  and  oil;

E. Requires  compliance  with  pretreatment  program;

F. Allows  for  the  inspection  ofindustrial  users.

G. Provides  for  enforcement  of  ordinance  or  rules  violations.

6. SSMP  -  General  Information

This  plan  is intended  to be a guiding  document  and  not  a regulatory  requirement.  As

such,  failure  to  strictly  comply  with  documentation  requirements  is, in and  of  itself,  not  a

failure  of  the  program's  effectiveness.

Documentation  failures  are  intended  to be identified  during  system  self-audits  and  will

be addressed  as training  opportunities.  Significant  system  failures  will  be followed  up

with  corrective  action  plans.  This  corrective  action  process  will  be implemented  by all

individuals  involved  in the  SSMP  program.

Although  not  a part  of  this  SSMP  program,  Elk Ridge  is an active  participant  in the  Blue

Stakes  of  Utah  utility  notification  system.  This  system,  regulated  under  title  54-8A  of  the

Utah  State  Code,  stipulates  notification  of  all underground  utility  operators  before

excavation  takes  place.  The  intent  of  this  regulation  is to minimize  damage  to



underground  facilities.  Elk Ridge  City  has a responsibility  to mark  their  underground  sewer

facilities  when  notified  an excavation  is going  to  take  place.  Participation  in the  Blue

Stakes  program  further  enhances  the  protection  of  the  collection  system  and  reduces

SSOs.

The  responsible  representatives,  position  and  phone  number  for  Elk Ridge  City  with  regard

to  this  SSMP  are:

Public  Works  Director  -David  lean  II, 385-329-1717

This  individual  is responsible  for  overall  management  of  the  sanitary  sewer  collection

system.  Responsibilities  include  working  with  governance  to assure  sufficient  budget  is

allocated  to implement  the  SSMP,  maintenance  of  the  SSMP  documentation,

development  of  a capital  improvement  program,  design  standards  and  general

supervision  of  all staff.

Sewer  Division  Manager  -McKay  Lloyd,  (801)  360-6818

This  individual  is responsible  for  daily  SSMP  implementation.  This  includes

maintenance  activities,  compliance  with  SORP requirements,  and  monitoring  as well  as

measurement  reporting  requirements.

7. Operations  and  Maintenance  Program

Elk Ridge  City  has established  this  sanitary  sewer  system  operations  and  maintenance

program  to  ensure  proper  system  operations,  to minimize  any  basement  backups  or

SSOs, and  to provide  for  replacement,  refurbishment,  or  repair  of  damaged  or

deteriorated  piping  systems.  The  combined  maintenance  program  should  ensure

protection  of  the  environment  and  public  health  at a reasonable  cost  for  the  end  users.

To this  end,  the  following  areas  are  described  and  included  in this  maintenance

program:

A.  System  Mapping

B. System  Cleaning

C. System  CCTV Inspection

D. Manhole  Inspection



E. SL-RAT

F. Defect  Reporting

G. Damage  Identification

H. Damage  Response

A. System  Mapping

An up to date  map  is essential  for  effective  system  operations.  Elk Ridge City  has

assigned  the  mapping  responsibility  to Gateway  Mapping  who  will  prepare  and maintain

current  mapping  for  the  entire  sanitary  sewer  system.  Mapping  is maintained  on a

graphical  information  system  (GIS). Mapping  is available  at the  following  location:  Elk Ridge City  Public

Works  shop.  Should  any  employee  identify  an error  in the  mapping,  they  should  document  the  error.

B. System  Cleaning

Elk Ridge City  has established  a goal  to clean  the  entire  system  every  4 years.  This

frequency  significantly  reduces  the  number  of  basement  backups,  controls  grease

problems  and flushes  any bellies  in the  system.  In addition,  Elk Ridge City  has a listing  of

identified  "hot  spots",  which  are maintained  at a higher  frequency.

Elk Ridge City  has identified  "hot  spots"

Ocampo  from  Canyon  View  Drive  to Cortez

Hudson  line MH233  to MH232

Bridger  Lane MH242  to MH241

Park Dr MH262  to MH261

Cortez  to MH227

Cleaning  records  are maintained  at the  Elk Ridge City  Public  Works  Office.  When

contractors  are employed  to inspect  the  sanitary  sewer  system,  they  will  be required  to

submit  records  for  their  work.  Should  the  cleaning  process  identify  a serious  defect,  the

problem  should  be reported  on a Defect  Report  Form.  The Sewer  Division  Manger

should  be given  the  defect  reports  for  further  action.  The defect  report  should  be

specific  as to problem  location  and type.  A copy  of  the  Defect  Report  Form  is included

in Appendix  A. A summary  of  cleaning  activities  shall  be prepared  annually  by the



Sewer  Division  Manager  and reviewed  by the  Public  Works  Director.

C. System  CCTV  Inspection

Closed  Circuit  TV inspections  of  the  sanitary  sewer  system  are used to:

i. Assess  pipe  condition

ii. Identify  problems

iii. Possible  future  failures

iv. Sources  of I&I.

CC1V will  also be employed  when  the  systems  operation  or capacity  is questioned  or

when  a Class 1 or Class 2 550  occurs.  Any  defects  identified  during  the  CCTV

process  should  be reported  on a Defect  Report  Form and the  form  should  be given  to

the  Sewer  Division  Manager  for  possible  repairs.  Elk Ridge City  will  conduct

CCTV inspection,  and has established  a goal  to inspect  the  entire

system  every  6 years.  These  records  and other  documentation  of  CCTV

activities  will  be maintained  at Elk Ridge City  Public  Works  Office.

D. Manhole  Inspection

Elk Ridge City schedules annual inspections of the sanitary sewer manholes (M/H) in the

system.  The M/H  inspection  involves  the  identification  of  foreign  objects,  surcharging

and any  identifiable  I&I issues  that  may  be present.  When  a potential  defect  or l&l is

identified,  the  manhole  should  be flagged.  Flagged  manholes  should  be checked  and

evaluated  by the  Sewer  Division  Manager  within  three  days to determine  further  action.

If, during  the  inspection  process,  it appears  that  a problem  is imminent,  the  Public

Works  Director  should  be immediately  informed  of  the  problem.  A cleaning  crew  should

be dispatched  immediately  to ensure  correct  system  operations.  All inspection  records

should  be retained  for  documentation  of  work  performed.

E. 51-RAT

As part  of  Elk Ridge Cities  efforts  to minimize  SSO's the  city  will  annually  conduct  an assessment  on each

Sewer  line  within  the  collections  system.  By using  advanced  sonar  recordings  that  rate  the  condition

and cleanliness  of  the  pipes,  the  city  will  be provided  a number  rating  for  each  main  sewer  line  in town.



This  will  also  provide  lengths  of  pipe  and  locations  of  manholes  that  can then  be entered  into  the  GIS

program.

F. Defect  Reporting

Defect  Reports  generated  through  any  of  the  above  mentioned  inspection  programs  will

be prioritized  for  correction  by the  Sewer  Division  Manager  and  Public  Works  Director.

Any  defects  which  have  the  potential  for  catastrophic  failure  and  thus  create  a Class 1

or  Class  2 550  should  be evaluated  immediately  and  discussed  with  the  Public  Works

Director  for  repair.  Repair  methods  may  include:

i. Spot  Excavation  Repairs

ii. Spot  Band  Repairs

iii.  Segment  Excavation  Replacements

iv. Segment  Lining

v. Manhole  Rehabilitation

When  a defect  is not  flagged  for  immediate  repair,  it should  be considered  for

placement  on the  "hot  spot"  list.  This  will  allow  for  vigilant  maintenance  to  avoid  failure

and  a subsequent  550.  Defect  reports  should  be used  in the  budget  process  to

determine  what  financial  allocation  should  be made  in the  next  budget  year.  The  Sewer

Division  Manager  should  include  outstanding  defects  in the  annual  report.

G. Damage  Identification

The  identification  of  system  damage  which  may  result  in an 550  or  basement  backup  is

important  to prevent  harm  to  the  environment,  public  health  or  economy.  Identification

of  damage  may  be from  either  internal  activities  or  external  activities.

Internal  activities  which  may  result  in the  identification  of  damage  and  generation  of  a

Defect  Report  include  the  following:

1.  Collections  Maintenance  Activities

2. CCTV Inspection  Activities

3. Manhole  Inspection  Activities

External  activities  which  identify  damages  include:



1. Contractor  Notification  of Damage

2. Directional  Drilling  Notification  of Damage

3. Public  Damage  Complaints

All three  of  these  notifications  generally  require  immediate  response.  Staff  should

respond  and evaluate  the  seriousness  of  the  damage  and the  effect  on the

environment.  Damages  which  include  a release  to the  environment  should  be handled

in accordance  with  the  SORP. Damages  which  cause  a basement  backup  should

trigger  the  Basement  Backup  program.  Damages  which  remain  in the  trench  should  be

minimums  and do not  require  more  action  than  the  repair  of  the  damage.

Whatever  the  cause  of collection  system  damage,  the  response  should  be expeditious

to prevent  environmental  or  economic  harm.  Staff  should  consider  all damages  an

emergency  until  it is shown  by inspection  to be a lower  priority.

H. Damage  Response

When  damages  occur  in the  collection  system,  the  following  actions  help  define  the path

staff  should  take.  These  action  plans  are not  inclusive  of  all options  available  but  are

indicative  of  the  types  of  response  that  may  be taken.

1.  Stable  Damage

Inspection  activities  may  show  system  damage  which  has been  there  for

an extended  period  of  time.  Such damage  may not  require  immediate

action  but  may  be postponed  for  a period  of  time.  When  stable  damage  is

identified,  a defect  report  should  be prepared.  An example  of  stable

damage  could  be a crack  in a pipeline  or  a severely  misaligned  lateral

connection  where  infiltration  is occurring.

2. Unstable  Damage

Unstable  damage  is damage  which  has a high likelihood  that  failure  will

occur  in the  near  future.  Such damage  may  be a broken  pipe  with

exposed  soil or a line  which  has complete  crown  corrosion.  In these  cases,

action  should  be taken  as soon  as the  necessary  resources  are available.



When  such unstable  damage  is identified,  if possible,  consideration  should

be given  to trench-less  repairs  which  may  be able  to be completed  quicker

than  standard  excavation.  Immediately  after  identification  the Public  Works

Director  should  be contacted  to review  and take  care of budget

considerations.

3. Immediate  Damage

When  a contractor  or others  damage  a collection  line such that  the  line is

no longer  capable  of  functioning  as a sewer,  this  immediate  damage  must

be handled  expeditiously.  Such damage  allows  untreated  wastewater  to

pool  in the  excavation  site,  spill  into  the  environment  or possibly  backup

into  a basement.  Under  such conditions  priority  should  be given  to an

immediate  repair.  Since  excavation  damage  may  be the  result  of  either

contractor  negligence  or failure  of Elk Ridge  City  to adequately  protect  the  line

by appropriately  following  the Damages  to Llnderground  Utilities  Statute

54-8A,  priority  should  be given  to effecting  a repair  and not  to determining

the  eventual  responsible  party.

As can be determined  from  the  above  action  plans  priority  should  consist  of  preventing  SSOs,

environmental  damage,  basement  backups,  financial  impacts,  and public  health  issues.

8. Sewer  Overflow  Response  Plan

If an 550  is reported  in the  Elk Ridge City  Sewer  System,  the  following

procedures  shall be followed:

A. Response  Activities

B. General  Notification

C. Agency  Notification  and Reporting  Requirements

D. Public  Notification

E. Overflow  Clean Up

F. Corrective  Action



A. Response  Activities

There  are specific  steps  that  should  be followed  once  a notification  is received  that

an 550  may be occurring.  The following  table  outlines  actions  that  will  be

taken  when  Elk Ridge City  receives  notice  that  a possible  550  has or is occurring.

Basement  Backup

* Notify  responsible  position

@ Make  determination  of  whether  the  problem  is in the  main  or  the  lateral

* Remove  blockage  ifin  main

* Provide  residence  with  policy

550  to  Environment

* Notify  responsible  position

@ Remove  blockage

* Notify  appropriate  regulatory  authorities  based  on

class  of  overflow

*  Initiate  cleanup

* Determine  long  term  corrective  action  if need

B. General  Notification

When  a Class 1 550  occurs  specific  notification  requirement  are needed.  In such

cases  the  following  Notification  procedure  should  be followed  and documented.

Failure  to comply  with  notification  requirements  is a violation  of  R317-801.

C. Agency  Notification  and  Reporting  Requirements

Both  the  State  of Utah  Division  of  Water  Quality  and the  local  health  department

should  be immediately  notified  when  an overflow  is occurring.  Others  that

should  be notified  are affected  property  owners  and the  Utah  Division  of

Emergency  Response  and Remediation  (if  hazardous  materials  are involved).

The initial  notification  must  be given  within  24 hours.  However,  attempts  should

be made  to notify  the  agencies  as soon  as possible  so they  can observe  the



extent  of  the  issue  while  the  problem  is happening.  A notification  form  is

provided  in Appendix  A.

Whenever  sanitary  sewage  leaves  the  confines  of  the  piping  system  immediate

action  is necessary  to prevent  environmental,  public  health,  or  financial  damage

from  occurring.  In addition,  quick  action  is normally  needed  to mitigate  damage

which  may  have  already  occurred.  For  the  purpose  of  this  section,  the

following  are  part  of  the  emergency  action  plan.

1.  Basement  backups

2. Sanitary  sewer  overflows

3. Sanitary  sewer  breaks  which  remain  in the  trench

4. Sewer  lateral  backups

Class  I  SSOs,  caused  by Items  1 & 2 (Basement  backups  and  SSOs) above

should  be reported.  Class  2 SSOs  caused  by items  1 & 2 above  should  be

documented  and  reported  in the  annual  SSMP  report  and  included  in the

Municipal  Wastewater  Planning  Program  submitted  to  the  State.

Item  3 (breaks  in trench)  may  be reported  if, in the  opinion  of  the  responsible  staff

member,  there  is potential  for  a public  health  issue.  An example  of  where  a

public  health  issue  may  be present  is when  an excavator  breaks  both  a sewer

and  a water  line  in the  same  trench.  In such  cases,  the  local  health  department

representatives  should  be contacted  and  the  situation  explained.  If the  health

representative  requests  further  action  on the  part  of  Elk Ridge  City,  staff  should  try

and  comply.  If, in the  opinion  of  the  responsible  staff  member,  the  health

department  request  is unreasonable,  the  Public  Works  Director  should  be

immediately  notified.  Care  should  always  be taken  to  err  on the  side  of

protecting  public  health  over  financial  considerations.

Staff  member  responding  to an 550  caused  by item  4 (lateral  backup)  above,

should  follow  the  Basement  Backup  Program  procedures,  established  by Elk Ridge

City.  Lateral  backups,  while  the  responsibility  of  the  property  owner,  should



also  be treated  as serious  problems.

After  an 550  has taken  place  and  the  cleanup  has been  completed,  a written

report  of  the  event  should  be submitted  to  the  State  DEQ  within  five  days,

unless  waived.  This  report  should  be specific  and  should  be inclusive  of  all

work  completed.  If possible,  the  report  should  also  include  a description  of

follow-up  actions  such  as modeling  or  problem  corrections  that  have  or  will  take

place.

D. Public  Notification

When  an 550  occurs  and  the  extent  of  the  overflow  is significant  and  the  damage

cannot  be contained,  the  public  shall  be notified  through  proper  communication

channels.  Normally  the  local  health  department  will  coordinate  such

notification.  Should  Elk Ridge  city  need  to provide  notification  it could  include

utilizing  the  Phone  notification  system,  publication  in an area  paper,  and  leaflets  delivered  to home

owners  or  citizens  in the  area  of  the  550.  Notification  should  be enough  to  ensure  that  the

public  health  is protected.  When  and  if Federal  laws  are passed  concerning

notification  requirements,  these  legal  requirements  are  incorporated  by

reference  in this  document.  In general,  notification  requirements  should

increase  as the  extent  of  the  overflow  increases.

E. Overflow  Cleanup

When  an overflow  happens,  care  should  be taken  to  clean  up the  environment  to

the  extent  feasible  based  on technology,  good  science  and  financial

capabilities.  The  responsible  staff  member,  in conjunction  with  the  State  DEQ,

the  local  health  department  and  the  owner  of  real  property,  should  direct

activities  in such  a manner  that  they  are  all satisfied  with  the  overall  outcomes.

If, during  the  cleaning  process,  the  responsible  staff  member  believes  the  State

or  the  County  is requesting  excessive  actions,  the  Public  Works  Director  should

be contacted.

F. Corrective  Action

All  SSOs should  be followed  up with  an analysis  as to  cause  and  possible



corrective  actions.  An 550  which  is the  result  of  grease  or  root  plug  may  be

placed  on the  preventative  maintenance  list  for  more  frequent  cleaning.

Serious  or  repetitive  plugging  problems  may  require  reconstruction  of  the  sewer

lines.  An overflow  resulting  from  inadequate  capacity  should  be foilowed  by

additional  system  modeling  and  either  flow  reduction  or  capacity  increase.  If a

significant  or  unusual  weather  condition  caused  flooding  which  was  incorrectly

introduced  to the  sanitary  sewer  system,  the  corrective  action  may  include

working  with  other  agencies  to  try  and  rectify  the  cross  connection  from  the

storm  sewer  to the  sanitary  sewer  or  from  home  drainage  systems  and  sump

pumps  to the  sanitary  sewer.  Finally,  should  a problem  be such  that  it is not

anticipated  to reoccur,  no further  action  may  be needed.

9. Sewer  Design  Standards

Incorporated  by reference  in this  section  are  the  sanitary  sewer  design  standards  for

Elk Ridge  City.  These  design  standards  are  intended  to be used  in conjunction  with  Utah

Administrative  Code  R317-3.  Where  a conflict  exists  between  these  two  standards,  the

Administrative  Code  shall  prevail.

(https://codelibrary.amlegal.com/codes/elkridgeut/latest/elkridgeut/0-0-0-3040)

10.  SSMP  Monitoring  and  Measurement  Plan

The  purpose  of  a SSMP  Monitoring  and  Measurement  Plan  is to provide  appropriate

monitoring  and measurement  of  the  effectiveness  of  the  SSMP  in its entirety.

Elk Ridge  City  intends  to maintain  appropriate  records  of  operations  and maintenance  of

the  sanitary  sewer  system  to  validate  compliance  with  this  SSMP.  However,  failure  to

meet  standards  set  by State  DWQ  or  other  regulatory  agencies  during  an inspection

does  not  constitute  a violation  of  the  SSMP.  Rather,  deficiencies  identified  during

inspections  should  be viewed  as an opportunity  for  improvement.

Operations  records  that  should  be maintained  include  the  following:

1.  Cleaning

2. CCTV inspection



3. Manhole  inspection

4. "Hot  spot"  maintenance

5. Spot  repairs

6. Major  repairs

7. System  capacity  information

8. 550  or  basement  backup  records

9. Notification  of  agencies

10.  Capital  Improvement  Plan

Records  will  be maintained  by the  Public  Works  Director  in a central  location.

Records  may  be maintained  either  on an electronic  record  or  as a paper  record.  The

extent  of  the  record  should  be sufficient  to  demonstrate  the  activity  recorded  was

completed  appropriately.

Periodically,  but  not  less than  annually,  Elk Ridge  City  should  assess  and  audit  the

effectiveness  of  the  elements  of  this  SSM P. All  elements  should  be reviewed  for

effectiveness  as well  as all records  should  be reviewed  for  completeness.  An internal

audit  report  should  be prepared  preferably  annually  but  no less than  once  every  five

years  which  comments  on the  following:

1.  Success  of  the  operations  and  maintenance  program

2. Success  of  other  SSMP  elements

3. Adequacy  of  the  SECAP evaluations

4. Discussion  of  SSOs and  the  effectiveness  of  the  response  to  the  event

including  corrective  action

5. Review  of  Defect  reports  and  adequacy  of  response  to  eliminate  such

defects

6. Opportunities  for  improvement  in the  SSMP  or  in 550  response  and

remediation

The  annual  audit  report  need  not  be extensive  or  long.  It should,  however,  be sufficient

to  document  compliance  with  the  standards  set  in the  SSMP.  The  audit  reports  should

be maintained  in accordance  with  the  Elk Ridge  City's  records  retention  schedule.



When  a plan  deficiency  is identified  though  an audit,  inspection  or plan review,  and the

deficiency  requires  an SSMP update,  the  plan  may  be updated  at the  discretion  of  the

Sewer  Division  Manager  and or Public  Works  Director.  SSMP updates  should  be recorded  in a revision

index  maintained  by the  Sewer  Division  Manager.

At least  annually  in the  internal  audit  and more  frequently  as needed,  Elk Ridge City  will

evaluate  550  trends  based  on frequency,  location,  and volume.  Trend  evaluation  will

be empirical  unless  a large  number  occur  to make  a statistical  analysis  viable.

If a trend  is identified,  corrective  action  may be appropriate.

Elk Ridge City  will  reach  out  to the  public  about  the  development,  implementation  and

performance  of  the  SSMP. This  communication  may  be accomplished  by any  of  the

following  methods:

1, Public  hearings

2. Public  meetings

3. Newsletters

4. Direct  mailing

5. Leaflets

6. Other  effective  methods

Elk Ridge City  will  accept  comments,  either  written  or verbal  and will  review  such

comments  for  applicability.  Public  interest  may  be difficult  to generate,  but  should  be

sought,  nonetheless.

11.  Sanitary  Sewer  System  Mapping

Mapping  is done  in a Geographical  Information  System  (GIS) and is maintained  by Gateway  Mapping  and

the  Public  Works  Department.  Upon  completion  of  a subdivision  by a developer,  or  a project  by the  City,

the  City  will  incorporate  the  infrastructure  constructed  into  the  GIS.

12.  Basement  Backup  Program

Basement  backups  are a serious  impact  on a home  or business  owner.  As such,  all

reasonable  efforts  should  be taken  to prevent  such backups  from  occurring.  Sewer

system  backups  are the  result  of  several  system  problems.  Such problems  include  any

one  or a combination  of  the  following:



1.  Laterals  serving  real  properties  are  owned  by the  property  owner  and

lateral  maintenance  is their  responsibility.  Roots,  low  points,  structural

failure,  and  grease  are  primary  problems  lateral  owners  face.

2. Backups  caused  by main  line  plugs  are  usually  caused  by roots,  grease,

low  points,  foreign  objects  or  contractor  negligence.

3. Piping  system  structural  damage  may  cause  basement  backups.  Such

structural  problems  include  age  or  deterioration  damage,  installation

damage,  excavation  damage  and  trench-less  technology  damage.

4. Excess  flow  problems  may  surcharge  a piping  system  and  cause  backups

into  homes.  Excess  flows  usually  occur  when  major  storm  waters  inflow

into  sanitary  sewers.  Sanitary  sewers  are  not  designed  for  such  flow.  In

addition,  some  homeowners  may  illegally  connect  foundation  drains  and

sump  pumps  to  the  sanitary  sewer  system.

Basement  Backup  Response

When  Elk Ridge  City  is notified  about  a basement  backup,  staff  will  log  the  complaint,  and  dispatch  a

crew  to investigate  immediately.  All backup  complaints  shall  be investigated  by staff.  Upstream  and

downstream  manholes  will  be inspected  to determine  if  the  backup  is occurring  in the  mainline.  Then,

it possible,  the  City  will  inspect  the  mainline  via CCTV. rf the  investigation  determines  that  the  cause  of

the  backup  is only  in the  lateral,  staff  will  inform  the  property  owner  of  their  findings.

However,  per  City  policy,  personnel  are  not  allowed  to advise  individuals  or entities  on

cleanup  or  repair  of  their  facilities.  The  individual  should  seek  out  restoration  service

companies  on their  own.

When  it is determined  that  the  basement  backup  is the  result  of  a mainline  problem,

Elk Ridge  City  will  follow  the  policy  approved  by its governing  authority,  which  is that

personnel  are prohibited  from  giving  advice  concerning  the  problem.  Personnel  can

give  a copy  of  the  City  document  entitled  "Sewer  backed  Up?  Here's  What  to  Do"

included  in Appendix  A. Elk Ridge  City  does  not  accept  liability  nor  does  it waive  its

governmental  immunity.  If the  owner  feels  that  they  need  to  make  a claim  against  the

City,  they  may  file  their  claim  at City  Office.



Appendix  A

1.  550  Notification  Form

2. Sewer  Defect  Report  Form

3. Annual  FOG pamphlet

4. Sewer  Backed  Up? Here's  what  to  do



ELK  RIDGE

Location  of  defect  or  550:

Date:

Identified  By:

550  Notification  Form

Agency Phone

Number

Contact

made

Y/N

Time Remarks

(who  you  spoke  with)

Utah  DWQ

Emergency

(801)536-4132

or  (801)231-

1769

Utah  County

Health

Department

(801)851-7525

Utah  DERR (801)536-4400  or

(801)5364123

Rural  Water (801)7565123  or

(801)360-1482

Description/Notes:



ELK  RIDGE
Sewer  Defect  Report  Form

Location  of  550:

Date:

Identified  By:

Description:

Urgency  of  Needed  Corrective  Action:

[1 Immediate  Action  Required

[2 Repair  or  Correct  Soon

[2 Problem  Stable

€  No Immediate  Action  Needed

Recommended  Remedial  Action:



Sewer  Backed  Up?  Here's  what  to  do:

If  a Backup  Occurs:

First  take  action  to protect  people  and valuable  property.  Call Elk Ridge  City  at 801 423 2300  and as a

service  we will  check  the  main  sewer  line.  Any blockages  found  in the  main  lines  will  be promptly

cleared.  If the  main  line is not  blocked,  we recommend  that  you  call a plumbing  or sewer  contractor  to

check  your  lateral  line.  Maintenance  and repair  of  the  lateral  serving  the  home  is the  owners

responsibility.  Regardless  of  the  location  of  the blockage,  cleanup  of  the  home  should  be done  as soon

as possible  to minimize  damage  and possible  negative  health  effects.  There  are qualified  local

businesses  that  specialize  in this  type  of  clean  up.

Backup  Prevention:

Taking  notice  of  what  is flushed  down  toilets  and sinks  can prevent  most  backups.

DO NOT!

flush the following materials (or similar items) down toilets/drains. These items can plug the main  and

cause damage  to you  and other  property  owners  connected  to the  sewer.

* Large quantities  of  toilet  paper

* Paper  towels

* Feminine  napkins  (plastic  applicators)

* Disposable  diapers

* Clothing  - socks, underwear,  etc....

* Plastic,  metal,  wood  etc....

* Large quantities  of  cereals  or grains  (they  can swell  with  water)

* Live seeds,  beans  and peas (they  may  sprout)

* Grease,  fats  or  oils

* Sand

* Fibrous  materials  (cotton  balls,  q-tips,  baby  wipes,  hair  rags, cigarette  butts,  etc....)

* Sponges,  scouring  pads or shop  rags.

Insurance:  Many  homeowners'  policies  exclude  sewer  backups  but,  this  coverage  often  can be added.

You should  contact  your  insurance  agent  for  details.



Help  Prevent  Messy,

Costly  Sewer  Backups

(FLUSH  ONLYTOILETPAPER!)

(lfit'snottoiletpaper,TRASHIT!  )


