
Our Needs

 WVCFD needs to move into a new SCBA brand due to the Honeywell 
decision.

 All surrounding fire department/agencies operate out of the MSA SCBA.

 Need to meet the NFPA-SCBA standards in 2023.

 WVCFD strongly requests the support to move to MSA.
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Benefits of MSA
 Firefighter safety and interoperability.  Salt Lake City, UFA, South Salt 

Lake, Murray, South and West Jordan, Sandy, Bluffdale, and Draper all 
use MSA.  All firefighters will have the same SCBA knowledge and 
equipment.  

 Integrated Thermal Imagery benefitting victim rescue and firefighter 
navigation.  

 Two local companies will accommodate in sales, repair service, annual 
inspections, and the NFPA five-year certification.

 Current Honeywell SCBAs will be used for our fire academy.
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Current 2016 Honeywell Titan
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MSA G1 SCBA
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Item #:
Fiscal Impact:
Funding Source: N/A
Account #: N/A
Budget Opening 
Required: No

 
ISSUE:

A resolution authorizing the execution of a Third Amendment to Wireless Lease Agreement with New 
Cingular Wireless PCS, LLC.

SYNOPSIS:

This amendment permits the leaseholder to install certain additional equipment at an existing site and 
increases the rent paid to the City accordingly.

BACKGROUND:

New Cingular Wireless is an existing leaseholder for cellular facilities located at Centennial Park.  New 
Cingular needs to install additional equipment to ensure the site continues to function appropriately and to 
provide improved service in the area.  The City will receive an increase in the base rent, a 20% increase in 
rent payments for renewal terms, and an additional $300 per month for the generator installation.  
Additional equipment cannot be added without the City’s express written consent.  All equipment 
installations shall comply with City ordinances and the building code.

RECOMMENDATION:

Execute the Third Amendment.

SUBMITTED BY:

Nancy Day, Parks and Recreation Director 

22-153: Cingular22-153: Cingular22-153: Cingular
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WEST VALLEY CITY, UTAH

RESOLUTION NO. _______________                               

A RESOLUTION AUTHORIZING THE CITY TO ENTER 
INTO A THIRD AMENDMENT TO WIRELESS LEASE 
AGREEMENT BY AND BETWEEN THE CITY AND NEW 
CINGULAR WIRELESS PCS, LLC.

WHEREAS, West Valley City (the “City”) and New Cingular Wireless PCS, LLC 
(“Cingular”) previously entered into a Wireless Lease Agreement and two amendments thereto 
(collectively, the “Agreement”) for certain property located at Centennial Park; and

WHEREAS, the City and Cingular desire to amend the Agreement to allow for additional 
equipment installation and provide for increased rent payments; and 

WHEREAS, the Third Amendment to Wireless Lease Agreement (the “Amendment”) has 
been prepared by and between the City and Cingular to allow these modifications; and

WHEREAS, the City Council of West Valley City, Utah, does hereby determine that it is in 
the best interest of the health, safety, and welfare of the citizens of West Valley City to approve the 
Amendment.

NOW, THEREFORE, BE IT RESOLVED by the City Council of West Valley City, Utah, 
that the Amendment is hereby approved and the Mayor is hereby authorized to execute said 
Amendment for and on behalf of West Valley City, subject to approval of the final form of the 
Amendment by the City Manager and the City Attorney’s Office.

PASSED, APPROVED, and MADE EFFECTIVE this              day of                          , 2022.

WEST VALLEY CITY

_____________________________________
MAYOR

ATTEST:

CITY RECORDER
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Market:   Utah 
Cell Site Number:  UTL01005  
Cell Site Name:  3500 S / 5600 W CE05 1005  
Fixed Asset Number:  10103808 
 
 

 
THIRD AMENDMENT TO WIRELESS LEASE AGREEMENT 

 
 

THIS THIRD AMENDMENT TO WIRELESS LEASE AGREEMENT (“Amendment”), dated as of the 
latter of the signature dates below, is by and between West Valley City, a Utah municipal corporation, having a mailing 
address of 3600 Constitution Blvd., West Valley City, UT  84119 (“City”) and New Cingular Wireless PCS, LLC, a 
Delaware limited liability company, having a mailing address of 1025 Lenox Park Blvd. NE, 3rd Floor, , Atlanta, GA 
30319 (“Wireless Provider”). 

 
 WHEREAS, City and Wireless Provider entered into a Wireless Lease Agreement dated July 1, 2005, a First 
Amendment to Wireless Lease Agreement dated September 28, 2011, and a Second Amendment to Wireless Lease 
Agreement dated January 8, 2013, whereby the City leased to Wireless Provider certain Premises, therein described, 
that are a portion of the Property located at 5415 West 3100 South, West Valley City, UT (“Agreement”); and  
 
 WHEREAS, Wireless Provider desires to modify the Premises and add additional space to the Premises, 
which City is willing to approve; and 
 
 WHEREAS, City and Wireless Provider desire to adjust the rent and modify certain provisions of the 
Agreement in conjunction with the modifications to the Agreement contained herein; and 
 
 WHEREAS, City and Wireless Provider, in their mutual interest, wish to amend the Agreement as set forth 
below accordingly. 
  
 NOW THEREFORE, in consideration of the foregoing and other good and valuable consideration, the receipt 
and sufficiency of which are hereby acknowledged, City and Wireless Provider agree as follows: 
 

1. Amendments to Agreement. The City and Wireless Provider hereby agree to amend the Agreement as 
follows: 
 
A. Paragraph 4. Rent.  Commencing on the first day of the month following the date that the Wireless 

Provider commences construction (the “Rent Commencement Date”), Wireless Provider will pay the 
City annual rent payments in the amount of Twenty Four Thousand Six Hundred Fifty Four Dollars 
($24,654), which shall be increased as set forth herein this Paragraph. The rent for the first year of this 
Second Amendment shall be prorated from the Rent Commencement Date to the following June 30th, 
payable on the Rent Commencement Date.  Thereafter, the annual rent shall be due each July 1st.  
Annual rent for each Renewal Term will be equal to the annual rent in effect for the final year of the 
Initial Term, or prior Renewal Term, as the case may be, increased by Twenty Percent (20%).  The 
initial rent payment will be forward by the Wireless Provider to the City within thirty (30) days after 
the Rent Commencement Date.  In addition, the City may charge Wireless Provider additional monthly 
fees for general accessories related to the facilities and equipment, such as, but not limited to: 
generators, utilities, storage, tools, etc, none of which are allowed on the Premises without express 
written consent by the City.      
 

B. Exhibit B-1 is hereby removed and replaced in its entirety with the new Exhibit B-1 attached hereto and 
incorporated herein. 
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C. Exhibit A is hereby amended to include the location and plans for a generator, attached hereto and 
incorporated herein. The fee for the generator shall be $300 per month for the Term of this Lease. 

 
2. Other Terms and Conditions Remain. In the event of any inconsistencies between the Agreement and this 

Amendment, the terms of this Amendment shall control. Except as expressly set forth in this Amendment, 
the Agreement is otherwise unmodified and remains in full force and effect. Each reference in the Agreement 
to itself shall be deemed also to refer to this Amendment. 
 

3. Capitalized Terms. All capitalized terms used but not defined in this Amendment shall have the same 
meanings as defined in the Agreement. 
 

 
 

(Remainder of this page intentionally left blank.  Signatures and acknowledgments follow.) 
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IN WITNESS WHEREOF, the parties have caused this Third Amendment to Wireless Lease Agreement to be 
effective as of the last date written below. 
 

CITY: WIRELESS PROVIDER: 
West Valley City New Cingular Wireless PCS, LLC, 
3600 Constitution Boulevard a Delaware limited liability company 
West Valley City, Utah  84119  
801-963-3203 By:  AT&T Mobility Corporation 
 Its:  Manager 
  
  
By:        By:        
Print Name: Print Name: 
Its:  Its:  
Date:  Date:  

 
 
 
  
WIRELESS PROVIDER ACKNOWLEDGMENT 

 

 

 
STATE OF      ) 
      : ss. 
COUNTY OF      ) 
 
 On this    day of    , 2022, personally appeared before me 
______________________________________________________, whose identity is personally known to 
me or proved to me on the basis of satisfactory evidence, and who affirmed that he is the 
__________________________  of AT&T Mobility Corporation, the Manager of NEW CINGULAR 
WIRELESS PCS, LLC, a limited liability company, and said document was signed by him on behalf of 
said limited liability company . 
 
 
 
              

      Notary Public     
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SITE #: UTL01005

SITE NAME: 3500 SOUTH 5600 WEST

FA #: 10103808

5415 WEST 3100 SOUTH

SALT LAKE CITY, UT 84120

INT

JG

Smartlink LLC
1997 Annapolis Exch.Pkwy # 200

Annapolis, MD 21401
Tel: 410-263-LINK (5465)

Fax: 410-263-5470
www.smartlinkllc.com

682641

1 06/07/22 ISSUED FOR FINAL JG

TITLE SHEET

DRIVING DIRECTIONS

VICINITY MAP

DO NOT SCALE DRAWINGS

SITE PHOTO

CONTRACTOR SHALL VERIFY ALL PLANS & EXISTING DIMENSIONS & CONDITIONS ON THE JOB SITE & SHALL IMMEDIATELY NOTIFY

THE ENGINEER IN WRITING OF ANY DISCREPANCIES BEFORE PROCEEDING WITH THE WORK OR BE RESPONSIBLE FOR SAME.

SITE INFORMATION

APPLICABLE CODES

BUILDING CODE 2018 IBC

ELECTRICAL CODE 2020 NEC

RESIDENTIAL CODE 2015 IRC, TIA-222-H

CONTACT INFORMATION SCOPE OF WORK

T-1

TOWER OWNER: ROOFTOP-WEST VALLEY CITY

SITE NUMBER-NAME: UTL01005-3500 SOUTH 5600 WEST

SITE ADDRESS: 5415 WEST 3100 SOUTH

SALT LAKE CITY, UT 84120

COUNTY: SALT LAKE

LATITUDE:  40.703500

(40° 42' 12.6" N)

LONGITUDE: -112.02050

(112° 1' 13.8" W)

GROUND ELEVATION: 1298' AMSL

OCCUPANCY TYPE: UNMANNED

ZONING JURISDICTION: WEST VALLEY CITY

ZONING CODE: TBD

PARCEL NUMBER: 14-25-300-003

POWER PROVIDER: ROCKY MOUNTAIN POWER

TELCO PROVIDER: CENTURY LINK

STARTING FROM AT&T SWITCH:

TAKE HWY 201 WEST TO 5600 WEST. GO SOUTH ON 5600 WEST TO 3100 SOUTH. GO EAST ON 3100 SOUTH TO 5415 WEST. SITE IS ON THE SOUTH SIDE OF

3100 SOUTH AT WEST VALLEY REC. CENTER.

ROOFTOP

5G NR 1SR CBAND, 5G NR 1SR CABND, 4TXRX ANTENNA RETROFIT

at&t

UTL01005

3500 SOUTH 5600 WEST

FA#: 10103808

PTN#: 3752A0Z80Q/3752A0Z7EG/3752A105WT

PACE ID: MRUTH045470/MRUTH045432/MRUTH046486

RFDS VERSION :                DATE UPDATED:2.00 2/17/2022

EQUIPMENT LEVEL

ANTENNA LEVEL

· REMOVE 1xABIL/1xASIK

· REMOVE (20) 155 AH BATTERIES FROM BATTERY CABINET

· INSTALL (1) PROPOSED ASIL  & (3) ABIO TO LTE

· INSTALL (1) PROPOSED VERTIV RECTIFIER

· INSTALL (1) PROPOSED 30kW GENERATOR BY AT&T GENERATOR TEAM

· REMOVE (3) EXISTING SBNHH-1D65C ANTENNAS

· REMOVE (3) EXISTING FRBI RRH UNITS

· REMOVE (3) EXISTING RRH2X40W-7L RRH UNITS

· INSTALL (3) PROPOSED H-FRAME

· RELOCATE AHCA & B25 RRH4X30-4R SECTOR ALPHA TO NEW H-FRAME

· INSTALL (3) PROPOSED AEQK CBAND ANTENNAS

· INSTALL (3) PROPOSED AEQU CBAND ANTENNAS

· INSTALL (3) PROPOSED AHLBBA RRH UNITS ON NEW H-FRAME ALL SECTORS

· INSTALL (1) PROPOSED ATC ON EQUIPMENT PLATFORM BY AT&T GENERATOR TEAM

NOT TO SCALE

SITE

A&E SERVICES:

TRILEAF CORPORATION

1821 WALDEN OFFICE SQUARE

SUITE 500

SCHAUMBURG, IL 60173

CONTACT: HILDA ALLAWIRDI

PHONE: (630) 227-0202, EXT. 537
EMAIL: h.allawirdi@trileaf.com

SITE ACQUISITION SERVICES:

SMARTLINK GROUP, LLC

1997 ANNAPOLIS EXCH. PWKY

SUITE 200

ANNAPOLIS, MD 21401

CONTACT: TAMARA SHIVELEY

PHONE: (801) 230-4877

T-1 TITLE SHEET

1

C-1

C-2 EQUIPMENT PLAN

GN-1 GENERAL NOTES

DRAWING INDEX

SHEET NO. DESCRIPTION REV

C-3 TOWER ELEVATIONS

C-4 ANTENNA PLANS

C-5 RF WARNING & EQUIPMENT DETAILS

SITE PLAN

C-6 EQUIPMENT DETAILS

1

1

1

1

1

1

1

E-1 PANEL SCHEDULE & ELECTRICAL DIAGRAM

1

G-1 GROUNDING DETAILS

1

C-7 GENERATOR DETAILS

1
C-8 UTILITY DETAILS & PLUMBING PLAN

1
S-1 FOUNDATION DETAILS

E-2 WIRING DETAILS

E-3 PANEL & PENETRATION DETAILS

E-4 GENERATOR SPECS

E-5 ATS, CONDUITS & GROUND ROD DETAILS

E-6 ATS SPECIFICATIONS 

N-1 GENERAL NOTES

1

1

1

1

1

1

1
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SITE #: UTL01005

SITE NAME: 3500 SOUTH 5600 WEST
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Smartlink LLC
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Tel: 410-263-LINK (5465)

Fax: 410-263-5470
www.smartlinkllc.com
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GENERAL NOTES

GN-1

GENERAL CONSTRUCTION NOTES:

1. FOR THE PURPOSE OF CONSTRUCTION DRAWINGS, THE FOLLOWING DEFINITIONS SHALL APPLY:

GENERAL CONTRACTOR: TBD

SUBCONTRACTOR: TBD

2. ALL SITE WORK SHALL BE COMPLETED AS INDICATED ON THE DRAWINGS AND AT&T PROJECT SPECIFICATIONS.

3. GENERAL CONTRACTOR AND SUBCONTRACTOR SHALL VISIT THE SITE AND SHALL FAMILIARIZE HIMSELF WITH ALL

CONDITIONS AFFECTING THE PROPOSED WORK AND SHALL MAKE PROVISIONS. GENERAL CONTRACTOR AND

SUBCONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING HIMSELF WITH ALL CONTRACT DOCUMENTS, FIELD

CONDITIONS, DIMENSIONS, AND CONFIRMING THAT THE WORK MAY BE ACCOMPLISHED AS SHOWN PRIOR TO

PROCEEDING WITH CONSTRUCTION. ANY DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE

ARCHITECT/ENGINEER PRIOR TO THE COMMENCEMENT OF WORK.

4. ALL MATERIALS FURNISHED AND INSTALLED SHALL BE IN STRICT ACCORDANCE WITH ALL APPLICABLE CODES,

REGULATIONS, AND ORDINANCES. GENERAL CONTRACTOR SHALL ISSUE ALL APPROPRIATE NOTICES AND COMPLY

WITH ALL LAWS, ORDINANCES, RULES REGULATIONS, AND LAWFUL ORDERS OF ANY PUBLIC AUTHORITY REGARDING

THE PERFORMANCE OF WORK.

5. ALL WORK CARRIED OUT SHALL COMPLY WITH ALL APPLICABLE MUNICIPAL AND UTILITY COMPANY SPECIFICATIONS

AND LOCAL JURISDICTIONAL CODES, ORDINANCES, AND APPLICABLE REGULATIONS.

6. UNLESS OTHER WISE, THE WORK SHALL INCLUDE FURNISHING, MATERIALS, EQUIPMENT, APPURTENANCES, AND

LABOR NECESSARY TO COMPLETE ALL INSTALLATIONS AS INDICATED ON THE DRAWINGS.

7. PLANS ARE NOT TO BE SCALED. THESE PLANS ARE INTENDED TO BE A DIAGRAMMATIC OUTLINE ONLY UNLESS

OTHERWISE NOTED. DIMENSIONS SHOWN ARE TO BE FINISH SURFACES UNLESS OTHERWISE NOTED. SPACING

BETWEEN EQUIPMENT IS THE MINIMUM REQUIRED CLEARANCE. THEREFORE, IT IS CRITICAL TO FIELD VERIFY

DIMENSIONS, SHOULD THERE BE ANY QUESTIONS REGARDING THE CONTRACT DOCUMENTS, THE SUBCONTRACTOR

SHALL BE RESPONSIBLE FOR OBTAINING A CLARIFICATION FROM THE ARCHITECT/ENGINEER PRIOR TO

PROCEEDING WITH THE WORK. DETAILS ARE INTENDED TO SHOW DESIGN INTENT. MODIFICATIONS MAY BE

REQUIRED TO SUIT JOB DIMENSIONS OR CONDITIONS SUCH MODIFICATIONS SHALL BE INCLUDED AS PART OF WORK

AND PREPARED BY THE ARCHITECT/ENGINEERPRIOR TO PROCEEDING WITH WORK.

8. THE SUBCONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURER'S

RECOMMENDATIONS UNLESS SPECIFICALLY STATED OTHERWISE.

9. IF THE SPECIFIED EQUIPMENT CANNOT BE INSTALLED AS SHOWN ON THESE DRAWINGS, THE SUBCONTRACTOR

SHALL PROPOSE AN ALTERNATIVE SPACE FOR APPROVAL BY THE ARCHITECT/ENGINEER PRIOR TO PROCEEDING.

10. GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR THE SAFETY OF WORK AREA, ADJACENT AREAS AND

BUILDING OCCUPANTS THAT ARE LIKELY TO BE AFFECTED BY THE WORK UNDER THIS CONTRACT. WORK SHALL

CONFORM TO ALL OSHA REQUIREMENTS AND LOCAL JURISDICTION.

11. GENERAL CONTRACTOR SHALL COORDINATE WORK AND SCHEDULE WORK ACTIVITIES WITH OTHER DISCIPLES.

12. ERECTION SHALL BE DONE IN A WORK MANLIKE MANNER BY COMPETENT EXPERIENCED PRACTICE. ALL MEMBERS

SHALL BE LAID PLUMB AND TRUE AS INDICATED ON THE DRAWINGS.

13. SEAL PENETRATIONS THROUGH FIRE RATED AREAS WITH UL LISTED MATERIALS APPROVED BY LOCAL

JURISDICTION. SUB CONTRACTOR SHALL KEEP AREA CLEAN, HAZARD FREE, AND DISPOSE OF ALL DEBRIS.

14. WORK PREVIOUSLY COMPLETED IS REPRESENTED BY LIGHT SHADED LINES AND NOTES. THE SCOPE OF WORK FOR

THIS PROJECT IS REPRESENTED BY DARK SHADED LINES AND NOTES. SUB CONTRACTOR SHALL NOTIFY THE

GENERAL CONTRACTOR OF ANY EXISTING CONDITIONS THAT DEVIATE FROM THE DRAWING PRIOR TO THE

BEGINNING CONSTRUCTION.

15. SUBCONTRACTOR SHALL PROVIDE WRITTEN NOTICE TO THE CONSTRUCTION MANAGER 48 HOURS PRIOR TO THE

COMMENCEMENT OF WORK.

16. THE SUBCONTRACTOR SHALL PROTECT EXISTING IMPROVEMENTS, PAVEMENTS, CURBS, LANDSCAPING AND

STRUCTURES. ANY DAMAGED PART SHALL BE REPAIRED AT SUBCONTRACTORS EXPENSE TO THE SATISFACTION OF

THE OWNER.

17. THE SUBCONTRACTOR SHALL CONTACT UTILITY LOCATING SERVICES PRIOR TO THE START OF CONSTRUCTION.

18. GENERAL CONTRACTOR SHALL COORDINATE AND MAINTAIN ACCESS FOR ALL TRADES AND SUBCONTRACTORS TO

THE SITE AND/OR BUILDING.

19. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR SECURITY OF THE SITE FOR THE DURATION OF

CONSTRUCTION UNTIL JOB COMPLETION.

20. THE GENERAL CONTRACTOR SHALL MAINTAIN GOOD CONDITION ONE COMPLETE SET OF PLANS WITH ALL REVISION,

ADDENDA, AND CHANGES ORDERS ON THE PREMISES AT ALL TIMES.

21. CONTRACTOR SHALL MINIMIZE DISTURBANCE TO THE EXISTING SITE DURING CONSTRUCTION, EROSION CONTROL

MEASURES, IF REQUIRED DURING CONSTRUCTION, SHALL BE IN CONFORMANCE WITH THE FEDERAL AND LOCAL

JURISDICTION FOR EROSION AND SEDIMENT CONTROL.

22. THE SUBGRADE SHALL BE BROUGHT TO A SMOOTH GRADE AND COMPACTED TO 95 PERCENT STANCE PROCTOR

DENSITY UNDER PAVEMENT AND STRUCTURES AND 80  PERCENT STANDARD PROCTOR DENSITY IN OPEN SPACE,

ALL TRENCHES IN PUBLIC RIGHT OF WAY SHALL BE BACKFILLED WITH FLOWABLE FILL OR OTHER MATERIAL,

PRE-APPROVED BY THE LOCAL JURISDICTION.

23. ALL NECESSARY RUBBISH, STUMPS, DEBRIS, STICKS, STONES AND OTHER REFUSE SHALL BE REMOVED FROM THE

SITE AND DISPOSED OF IN A LAWFUL MANNER.

ELECTRICAL GROUNDING SPECIFICATIONS:

1. GROUNDING SHALL COMPLY WITH ARTICLE 250 OF THE NATIONAL ELECTRICAL CODE CURRENTLY IN EFFECT FOR THE

AUTHORITY HAVING JURISDICTION.

2. ALL GROUNDING DEVICE SHALL BE U.L. LISTED FOR THEIR INTENDED USE.

3. GROUND WIRES SHALL BE TINNED #2 AWG BARE SOLID COPPER UNLESS OTHERWISE NOTED.

4. CONNECTIONS OF ALL GROUND WIRES TO THE GROUND RING SHALL BE EXOTHERMIC (CAD-WELDED), UNLESS

OTHERWISE NOTED AND SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS AND

AT&T WIRELESS BROADBAND STANDARDS.

5. GROUNDING CONDUCTORS SHALL BE ROUTED ALONG THE SHORTEST AND STRAIGHTEST PATH POSSIBLE WHEN

REQUIRED. GROUND LEADS SHALL BE BENT TO A MINIMUM OF 8' RADIUS.

6. WHERE GROUND WIRES ARE ROUTED FROM ANY CONNECTION ABOVE GRADE TO THE GROUND RING, INSTALL WIRE

IN 314' HEAVY WALL LIQUID TIGHT FLEXIBLE CONDUIT FROM CONNECTION POINT TO 5' BELOW GRADE AND SEAL THE

TOP WITH SILICONE SEALANT.

7. ALL GROUND BARS SHALL BE TINNED COPPER, SECTOR BARS 2", COLLECTOR AND MGB BARS 4", OF SUFFICIENT

LENGTH TO ACCOMMODATE ALL REQUIRED CONNECTIONS WITHOUT DOUBLING LIGS, AND EACH INSTALLED WITH

ISOLATORS. WHEN CONNECTING GROUND BARS (WITHIN 10 FEET OF GRADE) DIRECTLY TO THE GROUND RING, 2 EA.

#2 SOLID DOWNLEADS SHALL BE CAD-WELDED TO THE GROUNDING, 1 AT EACH OPPOSITE BOTTOM CORNER, AND

EACH SHALL RUN IN 3/4" HEAVY WALL LIQUID TIGHT FLEXIBLE CONDUIT FROM GROUND BAR DOWN TO THE GROUND

RING, WHEN CONNECTING SECTOR GROUND BARS, DAISY-CHAIN THE GROUND BARS AND RUN 1 EA. #2 AWG

STRANDED COPPER WIRE WITH THWN INSULATION FROM THE MIDDLE GROUND BAR TO THE GROUND RING AND

CAD-WELD TO THE RING.

8. WHEN ATTACHING STRANDED GROUND LEADS TO THE GROUND BARS, 2 HOLE COMPRESSION LUGS SHALL BE USED,

PROTECT WITH WEATHERPROOF HEAT SHRINK, AND WITH A THIN COAT OF "KOP'R SHIELD' OR EQUIVALENT

PROPERLY APPLIED AND ATTACHED ONLY WITH STAINLESS STEEL HARDWARE.

9. WHEN GROUNDING EQUIPMENT ENCLOSURES, PANELS, FRAMES, AND OTHER METAL APPARATUS, A #6 AV/G

STRANDED COPPER WIRE WITH THWN INSULATlON SHALL BE ATTACHED UTILIZING A 2 HOLE COMPRESSION TYPE

LUG, PROTECTED WITH WEATHERPROOF HEAT A CLEAN AND CORROSION FREE METALLIC SURFACE UTILIZING

STAINLESS STEEL SELF-TAPPING SCREWS AS NOTED IN NOTE 10 BELOW.

10. PREPARE ALL BONDING SURFACES FOR GROUND CONNECTIONS BY REMOVING ANY AND ALL PAINT AND CORROSION

TO SHINY METAL. CAD-WELDED CONNECTIONS TO NON-GOPPER SURFACES, APPLY ONE COAT OF ANY

ANTI-OXIDIZING PAINT, "COLD GALV" OR EQUIVALENT.

11. GROUND RODS SHALL BE COPPER-CLAD STEEL 5/8"x10', SPACED NO LESS THAN 10' ON CENTER.

12. ALL GROUND SYSTEM CONDUCTORS AND CONDUITS SHALL BE SECURED UTILIZING ONLY NONMETALLIC,

NON-CONDUCTIVE, UV RATED CLAMPS, BRACKET, AND OR SUPPORTS.

13. WHEN REQUIRED, THE CONTRACTOR SHALL ENGAGE THE SERVICES OF AN INDEPENDENT TESTING FIRM TO VERIFY,

UTILIZING A MEGGER TEST, THAT THE RESISTANCE TO EARTH OF THE NEW GROUND SYSTEM IS EQUAL TO OR LESS

THAN 5 (OHMS). A COPY OF THE COMPLETE TESTING REPORT SHALL BE PROVIDED TO THE AT&T REPRESENTATIVE.

14. ALL MATERIALS AND HARDWARE SHALL BE INSTALLED IN A WORKMAN-LIKE MANNER IN ACCORDANCE WITH

MANUFACTURER'S RECOMMENDATIONS, AND DEFINED IN NFPA-70.

15. ALL RRH GROUND WIRES SHALL BE #2 GREEN STRANDED.

16. ALL GROUND LUGS SHALL BE 2-HOLE LONG BARRELL.

17. OUTDOOR GROUNDS SHALL BE BLACK HEAT SHRINK W/O INSPECTION HOLES.

18. INDOOR GROUNDS SHALL BE CLEAR HEAT SHRINK W/ INSPECTION HOLES.

ANTENNA PIPE MOUNTS:

1. PROPOSED OR REPLACEMENT ANTENNA PIPE MOUNTS SHALL BE 2-3/8" (O.D.)X10', SCH. 80 PIPE, UNLESS NOTED

OTHERWISE.
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SITE PLAN

SITE PLAN

1

C-1

0 SCALE:      1"   =  15'   (24x36)

(OR)           1"   =  30'   (11x17)

15'15'

THE UTILITIES AS SHOWN ON THIS SET OF DRAWINGS WERE DEVELOPED

FROM THE INFORMATION AVAILABLE. THE INFORMATION PROVIDED IS NOT

IMPLIED NOR INTENDED TO BE A COMPLETE INVENTORY OF THE UTILITIES IN

THIS AREA. IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE

LOCATION OF ALL UTILITIES (WHETHER SHOWN OR NOT) AND PROTECT SAID

UTILITIES FROM ANY DAMAGE CAUSED BY CONTRACTOR'S ACTIVITIES.

NOTE:

THESE DRAWINGS WERE PREPARED BASED

ON EXISTING DRAWINGS AND INFORMATION

PROVIDED BY OTHERS. ALL EXISTING

CONDITIONS SHOULD BE FIELD VERIFIED

PRIOR TO CONSTRUCTION.

AT&T ROOFTOP

EQUIPMENT PLATFORM;

SEE SHEET A-2

AT&T BETA SECTOR:

SEE SHEET C-4

AT&T ALPHA SECTOR:

SEE SHEET C-4

AT&T GAMMA SECTOR:

SEE SHEET C-4

CABLE TRAY

CABLE TRAY

CABLE TRAY

ROOFTOP

ACCESS HATCH

EXISTING AT&T

EQUIPMENT (SEE SHEET

C-2 FOR DETAILS)

EXISTING

BUILDING

ROOFTOP

EXISTING

BUILDING

ROOFTOP

EXISTING

BUILDING

ROOFTOP

EXISTING

BUILDING

ROOFTOP

EXISTING (8) #8 DC TRUNK,

(4) 1 

5

8

" COAX & (2) 

7

8

" COAX

CABLE TO REMAIN AND BE

UTILIZED

PROPOSED 30KW GENERATOR (GENERAC

SD030) ON NEW PRECAST CONCRETE PAD

WITHIN PROPOSED CMU ENCLOSURE WITH

CHAINLINK GATE(S).

(SEE SHEET C-7 FOR DETAILS)

BY AT&T GENERATOR TEAM

PROPOSED/EXISTING

ANTENNAS AND RRH UNITS

(SEE SHEET C-4 FOR DETAILS)

PROPOSED GENERATOR TO AC

PANEL CONDUIT RUN +/-275.

BY AT&T GENERATOR TEAM

PROPOSED GENERATOR TO ATS

CONDUIT RUN +/-250'.

BY AT&T GENERATOR TEAM

PROPOSED GENERAC ATS TO BE

INSTALLED ON PROPOSED UNISTRUT

H-FRAME MOUNTED ON EXISTING

EQUIPMENT PLATFORM.

BY AT&T GENERATOR TEAM

7
5
'-
3
"

8

8

'

-

6

"

4

0

'

-

1

1

"

2
1
'
-
1
1
"

1

0

'

-

0

"

1

2

'
-
9

"

7

'

-

3

"
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EQUIPMENT PLAN

2
EXISTING EQUIPMENT PLAN

0 1' 2'2' SCALE:   1/2"  = 1'-0"   (24x36)

(OR)        1/4"  = 1'-0"   (11x17)

NEW EQUIPMENT PLAN

KEY NOTES:

EXISTING AT&T ROOFTOP EQUIPMENT PLATFORM1

EXISTING UMTS GROWTH CABINET2

3

EXISTING AT&T BATTERY CABINET,4

5

EXISTING AT&T LTE CABINET, REMOVE 1XABIL/1XASIK

6

EXISTING AT&T DC-12  RAYCAP ON H-FRAME

7

EXISTING AT&T SITE SUPPORT CABINET, REMOVE (20) 155AH BATTERIES

1

0 1' 2'2' SCALE:   1/2"  = 1'-0"   (24x36)

(OR)        1/4"  = 1'-0"   (11x17)

7

6

5

4

3

2

9

8

10

1

EXISTING UMTS GROWTH CABINET

EXISTING AT&T DC6 ON H-FRAME

8

9

10
EXISTING AT&T FIBER EQUIPMENTS ON H-FRAME

EXISTING AT&T -48vDC POWER PLANT

REMOVE (20) 155AH BATTERIES

9'-2"

2
5
'
-
0
"

REMOVE 1xABIL/1xASIK

11

KEY NOTES:

EXISTING AT&T ROOFTOP EQUIPMENT PLATFORM1

EXISTING UMTS GROWTH CABINET2

3

EXISTING AT&T BATTERY CABINET4

5

EXISTING AT&T LTE CABINET, ADD 1xASIL_3xABIO

6

7

EXISTING AT&T SITE SUPPORT CABINET

7

6

5

4

3

2

10

1

EXISTING UMTS GROWTH CABINET

EXISTING AT&T -48vDC POWER PLANT, INSTALL (1) PROPOSED VERTIV RECTIFIER

INSTALL (1) PROPOSED VERTIV

RECTIFIER

9'-2"

2
5
'
-
0
"

INSTALL (1) PROPOSED ASIL  &

(3) ABIO TO LTE

INSTALL (1) PROPOSED ATC

ON PROPOSED H-FRAME

14

11

EXISTING AT&T FC-12 ON H-FRAME

INSTALL (1) PROPOSED ATC ON PROPOSED H-FRAME

BY AT&T GENERATOR TEAM

14

12

12

EXISTING AT&T SUB PANEL

9

9

8

11

12

9

EXISTING AT&T DC-12  RAYCAP ON H-FRAME

EXISTING AT&T DC6 ON H-FRAME

8

9

10
EXISTING AT&T FIBER EQUIPMENTS ON H-FRAME

11

EXISTING AT&T FC-12 ON H-FRAME

12

EXISTING AT&T SUB PANEL

13

13

13

EXISTING AT&T MAIN AC PANEL

13

EXISTING AT&T MAIN AC PANEL
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TOWER

ELEVATIONS

2
PROPOSED ELEVATION

0 SCALE:      1"   =  10'   (24x36)

(OR)           1"   =  20'   (11x17)

5' 10'10'

NOTE:

STRUCTURAL ANALYSIS MUST

BE PERFORMED BEFORE THE

INSTALLATION OF NEW

ANTENNAS, RRH UNITS, ETC.

1
EXISTING ELEVATION

0 SCALE:      1"   =  10'   (24x36)

(OR)           1"   =  20'   (11x17)

5' 10'10'

EXISTING (3) SBJAH4-1D65C-DL

ANTENNAS TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) SBNHH-1D65C

ANTENNAS TO BE REMOVED

(TYP. 1 PER SECTOR)

EXISTING (6) NNH4-65C-R6

ANTENNAS TO REMAIN

(TYP. 2 PER SECTOR)

EXISTING BUILDING

EXISTING (3) SBJAH4-1D65C-DL

ANTENNAS TO REMAIN

(TYP. 1 PER SECTOR)

INSTALL AEQU C-BAND ANTENNA IN

TOP LOCATION (1 PER SECTOR)

INSTALL AEQK C-BAND ANTENNAS IN

BOTTOM LOCATION (1 PER SECTOR)

SEE C-6/1,2 & 3 FOR DETAILS

EXISTING (6) NNH4-65C-R6

ANTENNAS TO REMAIN

(TYP. 2 PER SECTOR)

EXISTING BUILDING

PROPOSED (3) AIRSCALE TRI RRH 4T4R

B12/14/29 370W AHLBBA TO BE INSTALLED

ON PROPOSED H-FRAME (TYP. 1 PER SECTOR)

SEE C-5/2 FOR RRH DETAILS &

SEE C-5/5 & 6 FOR MOUNTING DETAILS

EXISTING (14) RRHS TO REMAIN

EXISTING (2) RRHS TO BE RELOCATED

EXISTING (6) RRHS TO BE REMOVED

(TYP. 2 PER SECTOR)

EXISTING (14) RRHS TO REMAIN

RELOCATED (2) EXISTING RRHS TO BE INSTALLED
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NOTE TO CONTRACTOR:

1. ANTENNA CLEARANCE AND MOUNTING TO BE FIELD VERIFIED PRIOR TO CONSTRUCTION

WITH FINAL ANTENNA SPECIFICATIONS MOUNTING HARDWARE AND RF DESIGN. ANTENNA

PIPE MOUNT MODIFICATION MAY BE REQUIRED.

2. CONTRACTOR TO VERIFY FINAL ANTENNA CONFIGURATION FROM FINAL RFDS.

3. CONTRACTOR SHALL VERIFY A MINIMUM OF 4 FEET SEPARATION BETWEEN ALL

ANTENNAS.

4. STRUCTURAL ANALYSIS MUST BE PERFORMED ON ALL ROOFTOPS, FLAGPOLES,  LIGHT

POLES, AND TOWER SITES BEFORE INSTALLATION OF NEW ANTENNAS, RRH UNITS, ETC.

ANTENNA PLANS

2

1

PROPOSED ANTENNA PLAN

EXISTING ANTENNA PLAN

SCALE:

NTS

SCALE:

NTS

EXISTING ANTENNA AND TRANSMISSION CABLE REQUIREMENT

RAD ANTENNA TYPE

QTY LENGTH TYPE

TRANSMISSION CABLE

ANTENNA

AZIMUTH

TECHNOLOGY

SBNHH-1D65CA1

A2

G
A

M
M

A
,
 
4
0
'
-
0
"

B
E

T
A

,
 
4
0
'
-
0
"

A
L
P

H
A

,
 
4
4
'
-
0
"

SECTOR

CTR

50°

PROPOSED ANTENNA AND TRANSMISSION CABLE REQUIREMENT

RAD ANTENNA TYPE

QTY LENGTH TYPE

TRANSMISSION CABLE

ANTENNA

AZIMUTH

TECHNOLOGY

SECTOR

CTR

A3

A
L
P

H
A

,
 
4
4
'
-
0
"

LTE 700/1900

G
A

M
M

A
,
 
4
0
'
-
0
"

B
E

T
A

,
 
4
0
'
-
0
"

B1

B2

C1

C2

A1

A2

B3

B1

B2

C3

C1

C2

A3

B3

C3

A4

B4

C4

A4

B4

C4

160°

300°

AEQK+AEQU STACKED 50°
-

125'

5G CBAND/5G DOD FIBER

160°

160°

300°

300°

NNH4-65C-R6

SBJAH4-1D65C-DL

NNH4-65C-R6

LTE 850

UMTS 850/LTE WCS/1900

LTE 700/AWS

160°

300°

SBNHH-1D65C

NNH4-65C-R6

SBJAH4-1D65C-DL

NNH4-65C-R6

SBNHH-1D65C

NNH4-65C-R6

SBJAH4-1D65C-DL

NNH4-65C-R6

LTE 700/1900

LTE 850

UMTS 850/LTE WCS/1900

LTE 700/AWS

LTE 700/1900

LTE 850

UMTS 850/LTE WCS/1900

LTE 700/AWS

50°

50°

50°

160°

160°

160°

300°

300°

300°

- 125' FIBER

- 125' FIBER

- 125'

COAX

- 125' FIBER

FIBER

- 125' FIBER

- 125' FIBER

- 125'

COAX

- 125' FIBER

FIBER

- 125' FIBER

- 125' FIBER

- 125'

COAX

- 125' FIBER

FIBER

NNH4-65C-R6

SBJAH4-1D65C-DL

NNH4-65C-R6

LTE 850/1900

LTE WCS/1900

LTE 700/AWS

50°

50°

50°

- 125' FIBER

- 125'

- 125' FIBER

FIBER

160°

-

125'

FIBER

- 125' FIBER

- 125'

- 125' FIBER

FIBER

AEQK+AEQU STACKED 5G CBAND/5G DOD

NNH4-65C-R6

SBJAH4-1D65C-DL

NNH4-65C-R6

LTE 850/1900

LTE WCS/1900

LTE 700/AWS

300°

-

125'

FIBER

- 125' FIBER

- 125'

- 125' FIBER

FIBER

AEQK+AEQU STACKED 5G CBAND/5G DOD

NNH4-65C-R6

SBJAH4-1D65C-DL

NNH4-65C-R6

LTE 850/1900

LTE WCS/1900

LTE 700/AWS

B-1

LTE

700/1900

B-2

LTE 850

B-4

LTE

700/AWS

EXISTING (3) SBJAH4-1D65C-DL

ANTENNAS TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) SBNHH-1D65C

ANTENNAS TO BE REMOVED

(TYP. 1 PER SECTOR)

EXISTING (6) NNH4-65C-R6

ANTENNAS TO REMAIN

(TYP. 2 PER SECTOR)

EXISTING (3) RRH2X40W_7L

TO BE REMOVED (TYP.1 PER

SECTOR)

EXISTING (3) RRH 4T4R B14

160W FRBI TO BE REMOVED

(TYP.1 PER SECTOR)

EXISTING (3) SLED MOUNT TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) SBJAH4-1D65C-DL

ANTENNAS TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (6) NNH4-65C-R6

ANTENNAS TO REMAIN

(TYP. 2 PER SECTOR)

EXISTING (3) DC6 TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) DC2 TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) RRH4X25-WCS-4R TO REMAIN

(TYP. 1 PER SECTOR)

RELOCATED (1) B25 RRH4X30-4R TO BE INSTALLED

ON PROPOSED H-FRAME (ALPHA SECTOR)

RELOCATED (1) AHCA RRH TO BE INSTALLED ON

PROPOSED H-FRAME (ALPHA SECTOR)

EXISTING (3) B25 RRH4X30-4R &

(3) B66A RRH4X45-4R TO REMAIN

(TYP. 1 EACH PER SECTOR)

C-1

LTE

700/1900

C-4

LTE

700/AWS

C-2

LTE 850

A-1

LTE

700/1900

A-2

LTE 850

A-3

UMTS 850/

LTE

WCS/1900

A-4

LTE

700/AWS

B-3

UMTS 850/

LTE

WCS/1900

C-3

UMTS 850/

LTE

WCS/1900

EXISTING (3) DC6 TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) DC2 TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) B66A RRH4X45-4R TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) B25 RRH4X30-4R TO BE

RELOCATED (ALPHA SECTOR)

EXISTING (1) AHCA RRH TO BE RELOCATED

(ALPHA SECTOR)

EXISTING (3) B25 RRH4X30-4R &

(3) B66A RRH4X45-4R TO REMAIN

(TYP. 1 EACH PER SECTOR)

EXISTING (2) AHCA RRH TO REMAIN

(TYP. 1 PER BETA & GAMMA SECTOR)

PROPOSED (3) AIRSCALE TRI RRH 4T4R

B12/14/29 370W AHLBBA TO BE INSTALLED

ON PROPOSED H-FRAME (TYP. 1 PER SECTOR)

SEE C-5/2 FOR RRH DETAILS &

SEE C-5/5 & 6 FOR MOUNTING DETAILS

EXISTING (2) AHCA RRH TO REMAIN

(TYP. 1 PER BETA & GAMMA SECTOR)

B-1

5G CBAND/

5G DOD

B-2

LTE

850/1900

B-4

LTE

700/AWS

C-1

5G CBAND/

5G DOD

C-4

LTE

700/AWS

C-2

LTE

850/1900

A-1

5G CBAND/

5G DOD

A-2

LTE

850/1900

A-3

LTE

WCS/1900

A-4

LTE

700/AWS

B-3

LTE

WCS/1900

C-3

LTE

WCS/1900

EXISTING (3) B25 RRH4X30-4R TO REMAIN

(TYP. 1 PER BETA & GAMMA SECTOR)

EXISTING (3) B25 RRH4X30-4R TO REMAIN

(TYP. 1 PER BETA & GAMMA SECTOR)

EXISTING (3) SLED MOUNT TO REMAIN

(TYP. 1 PER SECTOR)

EXISTING (3) DC2

TO REMAIN

(TYP. 1 PER SECTOR)

INSTALL AEQU C-BAND ANTENNA IN TOP

LOCATION (1 PER SECTOR)

INSTALL AEQK C-BAND ANTENNAS IN

BOTTOM LOCATION (1 PER SECTOR)

SEE C-6/1,2 & 3 FOR DETAILS
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RF WARNING &

EQUIPMENT DETAILS

1

3

2

RF WARNING SIGNAGE

5

CAUTION

AT&T

Mobility

WARNING

Beyond this point:

Radio frequency fields at this site

exceed FCC rules for human

exposure.

Failure to obey posted signs and site

guidelines for working in radio frequency

AT&T

Mobility

Ref: FCC 47 CFR 1.1307(b)

environments could result in serious injury.

Radio frequency fields beyond

this point may exceed FCC

general public exposure limit.

Obey all posted signs and site guidelines

for working in radio frequency

AT&T

Mobility

environments.

NOTICE

Ref: FCC 47 CFR 1.1307(b)

Beyond this point:

Radio frequency fields at this site

exceed FCC rules for human

exposure.

Four your safety, obey all posted signs and

site guidelines for working in radio

frequency environments.

Ref: FCC 47 CFR 1.1307(b)

RRH SPECIFICATIONS

RRH SPECIFICATIONS

SCALE:

NTS

SCALE:

NTS

SCALE:

NTS

SCALE:

NTS

H-FRAME DETAIL

6

SCALE:

NTS

NOT USED

4

SCALE:

NTS

NOTE:

DIMENSIONS INCLUDE SOLAR SHIELD BUT NOT MOUNTING BRACKET.

AIRSCALE DUAL RRH WIDTH DEPTH

HEIGHT W/O CABLE

MANAGEMENT COVER

WEIGHT

W/O BRACKET

RRH 4T4R

B12/14/29 370W

AHLBBA

24" 7.8" 14" 94.79 LBS

PROPOSED UNISTRUT

MOUNTING BRACKET P/N

P3000HS WITH P1012S

CHANNEL NUTS OR

EQUIVALENT (TYP)

PROPOSED UNISTRUT

EXISTING STEEL PLATFORM

EXISTING STEEL BEAM

PROPOSED BOLT: A325

BOLT SIZE: Ø = 1/2"

BOLT HOLE SIZE: Ø = 9/16"

PROPOSED UNISTRUT (TYP.)

PROPOSED UNISTRUT

MOUNTING BRACKET P/N

P3000HS WITH P1012S

CHANNEL NUTS OR

EQUIVALENT (TYP)

PROPOSED (3) AIRSCALE TRI

RRH 4T4R B12/14/29 370W

AHLBBA TO BE INSTALLED

RELOCATED (1) RRH4X30-4R

TO BE INSTALLED (ALPHA

SECTOR

RELOCATED (3) EXISTING

AHCA RRH TO BE INSTALLED

(TYP. 1 PER SECTOR)

PROPOSED UNISTRUT

PROPOSED UNISTRUT

MOUNTING BRACKET P/N

P3000HS WITH P1012S

CHANNEL NUTS OR

EQUIVALENT (TYP)

RRHS MOUNTING DETAILS 

EXISTING STEEL BEAM

ALPHABETA / GAMMA

SECTORS

PROPOSED (3) AIRSCALE TRI

RRH 4T4R B12/14/29 370W

AHLBBA TO BE INSTALLED

PROPOSED (3) AIRSCALE TRI

RRH 4T4R B12/14/29 370W

AHLBBA TO BE INSTALLED

PROPOSED (3) AIRSCALE TRI RRH

4T4R B12/14/29 370W AHLBBA

TO BE INSTALLED

RELOCATED (3) EXISTING

AHCA RRH TO BE INSTALLED

(TYP. 1 PER SECTOR)

RELOCATED (1) RRH4X30-4R TO

BE INSTALLED (ALPHA SECTOR

SECTOR

AT&T RRH

MOUNTING

PLATE

BOLT AT 2'-0"

SPACING

(SEE NOTES)

UNISTRUT MOUNTING

BRACKET P/N

P3000HS WITH P1012S

CHANNEL NUTS OR

EQUIVALENT (TYP)

NOTES (WALL ATTACHMENT)

1. CONCRETE

ANCHOR: HILTI HIT BY 150 ADHESIVE ANCHOR

SIZE: Ø = 3/8"

EMBEDMENT: 1 3/4"

SPACING: S = 24" (MAX)

*IF THE WALL THICKNESS IS LESS THAN 2", THE 1/2"Ø A325 BOLT

SHALL BE USED TO GO THROUGH THE WALL WITH A 3/8" BACK

PLATE INSIDE OF THE WALL.

2. FULL-GROUTED CMU WALL

ANCHOR: HILTI HIT HY 150 ADHESIVE ANCHOR

SIZE: Ø = 3/8"

EMBEDMENT: 1 3/4"

SPACING: ONE (1) ANCHOR PER CELL (MAX) AND 8" (MIN)

3. SOLID BRICK WALL

ANCHOR: HILTI HIT HY 20 ADHESIVE ANCHOR

SIZE: Ø = 3/8"

EMBEDMENT: 2"

SPACING: S = 24" (MAX)

4. HOLLOW, UNGROUTED CMU WALL & BRICK WALL WITH HOLES

ANCHOR: HILTI HIT HY 20 ADHESIVE ANCHOR

SIZE: Ø = 3/8"

EMBEDMENT: THROUGH FACE OF HOLLOW BASE t 6" (MIN)

SPACING: S = (2) COMPLETE BRICKS IN ANY DIRECTION

(1) ANCHOR PER BLOCK CELL (CMU)

5. STEEL

BOLT: A325

BOLT SIZE: Ø = 1/2"

BOLT HOLE SIZE: Ø = 9/16"

6. IF THE WALL MATERIAL IS DIFFERENT FROM ABOVE

CONTRACTOR SHALL INFORM DESIGN ENGINEER IMMEDIATELY.

7. ALL HARDWARE AND PARTS SHALL BE HOT-DIPPED GALVANIZED

WITH LOCK WASHERS AND HEAVY HEX NUTS.

8. ALL BOLT HOLES SHALL BE 7/16"Ø UNLESS NOTED OTHERWISE.

9. THE MAX LOAD BETWEEN ANCHORS SHALL BE LESS THAN 400

POUNDS.
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EQUIPMENT DETAILS

22

1

 ANTENNA INFORMATION

ANTENNA INFORMATION

SCALE:

NTS

SCALE:

NTS

4

SCALE:

NTS

3

SCALE:

NTS

C-BAND ANTENNA STACKED DETAIL

MANUFACTURER NOKIA

MODEL # AEQK

DIMENSIONS

(HxWxD)

29.53" x 17.72" x 9.45"

NET WEIGHT <99 lbs (WITHOUT

MOUNTING BRACKETS)

OPTICAL PORTS 2 x SFP28, 10/25GE eCPRI

FREQUENCY 3700-3980MHz

MANUFACTURER NOKIA

MODEL # AEQU

DIMENSIONS

(HxWxD)

29.53" x 17.72" x 9.45"

NET WEIGHT <99 lbs (WITHOUT

MOUNTING BRACKETS)

OPTICAL PORTS 2 x SFP28, 10/25GE eCPRI

FREQUENCY 3450-3550 MHz
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EXISTING 2-3/8"

(O.D.), SCH. 40

PIPE MOUNT

AEQK ANTENNA

SEE DETAIL 1

FOR ANTENNA DETAILS

AEQU ANTENNA

SEE DETAIL 2

FOR ANTENNA DETAILS
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GENERATOR DETAILS
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GENERATOR PLAN

1

0 1' SCALE:   3/4"  = 1'-0"   (24x36)

(OR)        3/8"  = 1'-0"   (11x17)

1' 2'

PROPOSED GENERATOR TO AC

PANEL CONDUIT RUN +/-275.

PROPOSED GENERATOR TO ATS

CONDUIT RUN +/-250'.

PROPOSED CHAINLINK GATE

PROPOSED 30KW GENERATOR

(GENERAC SD030) ON NEW

PRECAST CONCRETE PAD

PROPOSED CMU ENCLOSURE

 GRAVEL

AREA

EXISTING BUILDING

GENERAL NOTES

* NEW 4'-0" x 10'-0" CONCRETE PAD PROVIDED AND INSTALLED BY GENERAL

CONTRACTOR (AS REQUIRED SEE SHEET-S.1).

* CONTRACTOR TO VERIFY ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION.

* CONTRACTOR SHALL RESTORE AND REPAIR ANY DAMAGED AREAS CAUSED BY

CONSTRUCTION TO ORIGINAL OR BETTER CONDITION.

CONDUITS

INSTALL PULL STRING IN EACH CONDUIT.

* (1) NEW 2" AND (1) NEW 1" ELECTRICAL CONDUITS WITH CONDUCTORS TO RUN

FROM NEW GENERATOR TO NEW ATS CONDUITS PROVIDED AND INSTALLED BY

GENERAL CONTRACTOR. SEE E.2, E.3 & E.4.

* (2) NEW 1" ELECTRICAL CONDUITS WITH CONDUCTORS TO RUN FROM NEW

GENERATOR TO AC PANEL. CONDUITS PROVIDED AND INSTALLED BY  GENERAL

CONTRACTOR SEE E.2, E.3 & E.4.

* (1) NEW 1" ALARM CONDUIT AND CABLING PROVIDED AND INSTALLED BY

GENERAL CONTRACTOR. SEE E.2, E.3 & E.4.

GROUNDING

* NEW EXOTHERMIC CONNECTION FROM EXISTING GROUND RING TO NEW

MECHANICAL CONNECTION AT GENERATOR CHASSIS. GENERAL CONTRACTOR TO

VERIFY LOCATION INFIELD. LOCATE GROUND RODS NO MORE THAN 16'-0" APART.

H-FRAME

* PROVIDED NEW H-FRAME IF REQUIRED. MATCH EXISTING H-FRAME MATERIAL

FOR CONSTRUCTION OF NEW H-FRAME.

* USE ALL GALVANIZED COMPONENTS, WITH  PLASTIC CAPS ON UN-STRUTS,

WEATHER CAPS ON TOPS OF PIPE AND CONCRETE.

* SUPPORTS BELOW POST LINE.

* TOP OF THE FOOTING SHOULD BE AT LEAST 2" ABOVE EXISTING GROUND LEVEL.

SLOPE THE GROUND AWAY FROM THE H-FRAME FOR THE POSITIVE WATER

DRAINAGE OF THE FORM.

FIRE PROTECTION

* A TEN POUND DRY CHEMICAL (NON-AMMONIUM PHOSPHATE) FIRE

EXTINGUISHER SHALL BE PLACED ON-SITE COORDINATE PLACEMENT AND

LOCATION WITH SITE OWNER OR CONSTRUCTION MANAGER.

NOTE:

GENERAL CONTRACTOR

SHALL VERIFY ALL

DIMENSIONS BEFORE

COMMENCING THE WORK.

2

'

-

0

"

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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UTILITY DETAILS &

PLUMBING PLAN

3

SCALE:

NTS

GENERATOR

GRADE

MIN 36" CLEARANCE TO

COMPLY WITH NFPA 37

ARTICLE 4

MIN 36" CLEARANCE TO COMPLY

WITH NFPA 37 ARTICLE 4

MIN 36" CLEARANCE TO COMPLY

WITH NFPA 37 ARTICLE 4

RIGHT SIDE

LEFT SIDE
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EXHAUST SIDE MIN 5'

CLEARANCE FROM ANY STRUCTURES,

SHRUBS, TREES, OR ANY

KIND OF VEGETATION TO COMPLY WITH

NFPA 37 ARTICLE 4

1

1

2

" DIA. POWER CABLE

KNOCKOUT FOR 2" DIA.

CONDUIT TO ATS

1

2

" DIA. START

CIRCUIT/BATTERY

CHARGER KNOCKOUT FOR

1" DIA. CONDUIT TO ATS

1

2

" DIA. TELCO/ALARM

KNOCKOUT FOR 2" DIA.

CONDUIT TO SSC

AUTOMATIC

TRANSFER

SWITCH

AC MAIN PANEL

AC PANEL (3) #3/0

& (1) #4 GROUND

IN 2" PVC

SERVICE GROUND

EXISTING ELEC. CONDUIT

FROM AC PANEL TO AT&T

CABINET

INSTALL (1) 2" CONDUIT W/ 2

CAT6 AND PILL STRING FROM

GENERATOR TO AT&T CABINET

(FOR ALARM MONITORING)

(3) #3/0 & (1) #4 GROUND IN 2" PVC

(1) 1 PAIR #18 AWG FOR GEN START CIRCUIT &

(1) #12 AWG & 1 #12 AWG GND IN1" PVC

MECHANICAL GROUND

CONNECTION TO

GENERATOR GROUND

EXOTHERMIC GROUND

CONNECTION TO EXISTING

GROUND RING

GENERATOR

EXISTING GROUND RING

EXISTING AT&T CABINET

PLUMBING PLAN

2

SCALE:

NTS

ELEVATION DETAIL

SCALE:

NTS

1
UTILITY ENTRY DETAIL

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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FOUNDATION DETAILS

1

SCALE:

NTS

FOUNDATION PLAN & SECTION

10'-0"

4
'
-
0
"

3
5
"

83.5"

1'-0"

OUTLINE OF GENERATOR

BASE

12" FOUNDATION SLAB REINF. WITH

#6 @ 11" O.C. EACH WAY

16" #6 TIE BARS

COORDINATE THE SIZE & LOCATION

OF CONCRETE BLOCKOUT WITH

GENERATOR DRAWING.

FOUNDATION PLAN

FOUNDATION SECTION A-A

UNDISTURBED SOIL

PROPOSED

CONDUITS

GRAVEL ALL

AROUND, AGG,

MAX. 

3

4

", 4" THICK

BED

 

3

4

" TO 1" CHAMFER

ALL EXPOSED

EDGES

3
"

C
V

R

0
'
-
8
"

1'-0"

#6 @ 11" O.C. EACH WAY

(TYP.)

2" CVR. (TYP.)

10'-0"

1
1
"
 
M

I
N

.

0'-6"

GENERATOR

(4) 

5

8

" DIA HILTI HVA ADHESIVE

ANCHORS (STAINLESS HAS ROD)

W/ 6" EMB. TO BE INSTALLED IN

EXISTING MOUNTING SLOTS OF

PROPOSED GENERATOR. (SPACING

PER GEN. INSTALLATION REQD.)

AA

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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E-1

PANEL SCHEDULE &

ELECTRICAL DIAGRAM

3

SCALE:

NTS

DC POWER & FIBER SINGLE LINE DIAGRAM

EXISTING

POWER PLANT

CABINET

TO SOURCE

TO SOURCE

EXISTING

200A

POWER

PROTECTION

PANELEXISTING 200A, 120/240V, 1

PHASE METER

EXISITING CONDUIT

200A

1" EMT

EXISTING CONDUIT

EXISTING

BATTERY

CABINET

EXISITING CONDUIT

EXISTING 2" EMT

FROM PPR TO BR

CONDUCTOR NOTES:

1. ALL CONDUCTOR SHALL BE COPPER.

2. ALL WIRING SHALL BE COPPER WITH

THHN/THWN DUAL RATED 600 VOLTS

INSULATION.

3. CONDUCTORS SHALL BE 12 AWG MINIMUM

UNLESS SPECIFICALLY NOTED OTHERWISE.

4. GROUNDING CONDUCTORS SHALL BE SOLID

TINNED COPPER UNLESS OTHERWISE NOTED.

PCU #1 SHELVE 1/3

15
13
11

23
21
19
17

24

16

22
20
18

14
12

DESCRIPTION DESCRIPTIONNo.

5
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No.
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2
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A/P
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30
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2
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2

2
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SPARE
SPARE
SPARE
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DESCRIPTION DESCRIPTIONNo.
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CKT.
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6
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2

CKT.
A/P
CB

30
2

30
2

30
2

A/P
CB
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SURGE SUPPRESSOR

PCU #2 (OFF)

PCU #3 (OFF)

PCU #4 (OFF)

A/C

25
27

31

26
28

322

22

29 3060

30

30

GFI OUTLET CAB
HEATER #1

HEATER #2

PCU #5 (OFF)

30
2

30

2

2

SCALE:

NTS

EXISTING SUB PANEL SCHEDULE EXISTING PANEL SCHEDULE

1

SCALE:

NTS

PCU #1 SHELVE 2/4

PCU #2 SHELVE 1/3

PCU #2 SHELVE 2/4

AC PANEL

SPARE
SPARE
SPARE
SPARE

PCU #3 SHELVE 1/3

PCU #3 SHELVE 2/4

PCU #4 SHELVE 1/3

PCU #4 SHELVE 2/4

SPARE (OFF)

SPARE
SPARE
SPARE
SPARE

2
20

30
2

SPARE

PCU #6 (OFF)

PCU #7 (OFF)

PCU #8 (OFF) 

GFI OUTLET PTS
EXT. LIGHT
AC SUB PANEL FOR PDU

UMTS #1
2

100
15 1
20 1

2
30

20 1
15

2
15

2
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WIRING DETAILS

1

2

3

4

5

6

7

N
A
M
E

FL

GR

LF

MA
F

MIF

CF

COLOR DESCRIPTION

GREEN/WHITE CRITICAL FAULT

FUEL LEAK

GENERATOR RUNNING

LOW FUEL

- MAJOR FAULT

MINOR FAULT (PRE-ALARMS)

BLUE/WHITE

BROWN/WHITE

BLUE/BLACK

GREEN/RED

ALARM WIRE IDENTIFICATION CHART

DIAGRAM CIRCUIT SCHEDULE

NO
FROM TO WIRES GROUND

CONDUIT
SIZE FUNCTION

TELCO
BOARD/ALARM

PROPOSED
ATS

EXISTING AC
PANEL

EXISTING AC
DISCONNECT

PROPOSED
GENERATOR

FROM METER

METER/
PRIMARY

DISCONNECT

PROPOSED
ATS (3) 3/0 (1) #4 2" POWER FEED

PROPOSED
ATS GENERATOR (2) #10 (1) #10 1" START CIRCUIT

GENERATOR PROPOSED
ATS (3) 3/0 (1) #4 2" POWER FEED

PROPOSED
ATS

SECONDARY
DISCONNECT (3) 3/0

(1) #12
(1) #12

2" POWER FEED

PROPOSED AC
PANEL

(2) #12
(2) #12

(1) #4

1" 2-20 AMP CIRCUITS FOR GENERATOR BLOCK METER,
BATTERY HEATER, & BATTERY CHARGER

PROPSED
ATS

4-PAIR
24 AWG N/A 1"

GENERATOR
EXISTING TELCO

/ BOARD
ALARM

12-PAIR
24 AWG N/A 1"

ALARM CABLES FROM ATS. PROVIDE 24" OF SLACK CABLE.
FINAL PUNCH DOWN IS BY AT&T TECH. LABLE ALL WIRES.

ALARM CABLES FROM ATS. PROVIDE 24" OF SLACK CABLE.
FINAL PUNCH DOWN IS BY AT&T TECH. LABLE ALL WIRES.

EXISTING TELCO
/ BOARD
ALARM

GENERATOR

7

A A A A A A

A
A

A
A

A
A

A
A

A
A

A A A

AT&T EQUIPMENT

STEEL PLATFORM

2

3

5

1

4

6

EXISTING

MTS

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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E-3

PANEL & PENETRATION

DETAILS

3

SCALE:

NTS

EXISTING PANEL

NOTE:

CONTRACTOR TO LABEL WIRES

WITH P-TOUCH OR SIMILAR

LABELS ONLY. ABSOULTELY NO

HANDWRITTEN LABELS.

NOTE:

CONTRACTOR TO UTILIZE

NEXT AVAILABLE IN

SEQUENCE SINGLE BREAKER

POSITION FOR GENERATOR

BATTERY CHARGER, BATTERY

HEATER AND BLOCK HEATER

VOLTAGE

MAINBREAKER

MOUNT

ENCLOSURE TYPE

PANEL STATUS

240 VOLTS

200 AMP

SURFACE

NEMA 3R

EXISTING

MODEL NUMBER

PHASE

BUSS RATING

NEUTRAL BAR

NUTRAL TO GROUND BOND

518897

EMERSON NETWORK

POWER

SINGLE

YES

YES

200 AMP

5
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39

41
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40
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CKT CKT

  LOAD

DESCRIPTION
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POLES
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BREAKER
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DESCRIPTION
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U.L. SYSTEM NO. C-AJ-1150

CONDUIT THROUGH BEARING WALL SIMILAR TO U.L. DESIGN NO. U902

F RATING = 3-HR.

T-RATING = 0-HR.

1. FLOOR OR WALL ASSEMBLY -- MINIMUM 4-1/2" THICK REINFORCED LIGHTWEIGHT

OR NORMAL WEIGHT (100-150 PCF) CONCRETE. WALL MAY ALSO BE

CONSTRUCTED OF ANY UL CLASSIFIED CONCRETE BLOCKS *. MAX DIAMETER OF

OPENING IS 8". SEE CONCRETE BLOCKS (CAZT) CATEGORY IN THE FIRE

RESISTANCE DIRECTORY FOR NAMES OF MANUFACTURERS.

2. THROUGH PENETRATIONS -- ONE METALLIC PIPE OR CONDUIT TO BE INSTALLED

WITHIN THE FIRESTOP SYSTEM. PIPE OR CONDUIT TO BE RIGIDLY SUPPORTED ON

BOTH SIDES OF FLOOR OR WALL ASSEMBLY. THE ANNULAR SPACE SHALL BE

MINIMUM 0". (POINT CONTACT) TO MAXIMUM 1-3/8". THE FOLLOWING TYPES AND

SIZES OF METTALIC PIPES OR CONDUITS MAY BE USED:

A. STEEL PIPE -- NOMINAL 6" DIAMTER (OR SMALLER) SCHEDULE 40 (OR HEAVIER)

STEEL PIPE.

B. IRON PIPE -- NOMINAL 6" DIAMETER (OR SMALLER) CAST OR DUCTILE IRON

PIPE.

C. CONDUIT -- NOMINAL 4" DIAMETER (OR SMALLER) STEEL ELECTRICAL

METALLIC TUBING OR NOMINAL 6" DIAMETER (OR SMALLER) STEEL CONDUIT.

3. PACKING MATERIAL -- MINIMUM 4" THICKNESS OF MIN. 4.0 PCF MINERAL WIIL

BATTING INSULATION FIRMLY PACKED INTO OPENING AS A PERMANENT FORM.

PACKING MATERIAL TO BE RECESSED FROM TOP SURFACE OF FLOOR OR FROM

BOTH SURFACES OF WALL AS REQUIRED TO ACCOMMODATE THE REQUIRED

THICKNESS OF FILL MATERIAL.

4. FILL, VOID OR CAVITY MATERIAL* -- SEALANT -- MINIMUM 1/4" THICKNESS OF FILL

MATERIAL APPLIED WITHIN THE ANNULUS, FLUSH WITH TOP SURFACE OF FLOOR

AND WITH BOTH SURFACES OF WALL. AT THE POINT CONTACT LOCATION

BETWEEN PIPE AND CONCRETE, A MINIMUM 1/2" DIAMETER BEAD OF FILL

MATERIAL SHALL BE APPLIED AT THE CONCRETE/PIPE INTERFACE ON THE TOP

SURFACE OF FLOOR AND ON BOTH SURFACE OF WALL. W RATING APPLIES ONLY

WHEN CP601S OR CP604 SEALANT IS USED.

HILTI CONSTRUCTION CHEMICALS, DIV OF HILTI INC -- CP601S, CP604, CP606 OR FS-ONE

SEALANT

*BEARING THE UL CLASSIFICATION MARK

NOTE:

IF EXISTING CONSTRUCTION VARIES FROM THIS

DETAIL. AN EQUAL 3-HOUR U.L. PENETRATION

APPROPRIATE FOR THE EXISTING 2 WALL TYPE

SHALL BE CONSTRUCTED.

NOTE:

GC SHALL USE NON-SHRINKING CAULK TO

WEATHERSEAL ALL PENETRATIONS INTO OR

THRU SHELTER WALL

TYPE GR

CABLE TAP TO TOP OF

GROUND ROD

TYPE GT

THROUGH CABLE TO

TOP OF GROUND ROD

TYPE GY

THROUGH CABLE TO

SIDE OF ROUND ROD

TYPE HS

HORIZONTAL CABLE

TAP TO HORIZONTAL

STEEL SURFACE OR

PIPE CABLE OFF

SURFACE

TYPE TA

TEE OF HORIZONTAL

RUN AND TAP CABLES

TYPE VN

HORIZONTAL CABLE

TAP TO VERTICAL

STEEL SURFACE OR

THE SIDE OF

HORIZONTAL PIPE

TYPE VS

CABLE TAP DOWN AT

45° TO VERTICAL STEEL

SURFACE OR SIDE OF

HORIZONTAL OR

VERTICAL PIPE

TYPE W

THROUGH VERTICAL

CABLE TO VERTICAL

STEEL SURFACE OR TO

THE SIDE OF EITHER

HORIZONTAL OR

VERTICAL PIPE

TYPE GR

CABLE TAP TO TOP OF

GROUND ROD

1

SCALE:

NTS

2

SCALE:

NTS

OUTER WALL PENETRATION DETAIL (IF APPLICABLE)

CADWELD DETAILS

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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GENERATOR SPECS.

GENERATOR MANUFACTURER SPECIFICATION - FOR REFERENCE ONLY

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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ATS, CONDUITS &

GROUND ROD DETAILS

4

SCALE:

NTS

INTERSECT ATS MOUNTING DETAIL

UNISTRUT MOUNTING CHART

WALL CONSTRUCTION

TYPE

USE

HOLLOW

3

8

" Ø TOGGLE BOLT

HOLLOW, AT STUD

3

8

" Ø LAG SCREW

CONCRETE BLOCK

(HOLLOW)

3

8

" Ø HILTI HY-20 W/ SCREEN MIN.

EMBEDMENT 2

1

2

"

CONCRETE  (SOLID)

3

8

" Ø HILTI HY-150 W/ SCREEN MIN.

EMBEDMENT 2

1

2

"

NOTE: USE GALVANIZED OR STAINLESS STEEL HARDWARE

FOR WALL MOUNT AND CONNECTIONS OF CHANNELS SPACE

UNITS @ 5'-0" O.C. LENGTH OF RUN

1 CONDUIT (TYP.)

2 BUTTERFLY CLAMP AS REQUIRED

3 EXISTING WALL/CEILING

4 VERTICAL "UNISTRUT" P1000 'T' SERIES

LENGTH BASED ON NUMBER OF 

CONDUIT TO BE MOUNTED

UNISTRUT MOUNTING CHART

WALL

CONSTRUCTION

TYPE

USE

HOLLOW

3

8

" Ø TOGGLE BOLT

HOLLOW, AT STUD

3

8

" Ø LAG SCREW

CONCRETE BLOCK

(HOLLOW)

7

16

" Ø HILTI HY-20 W/

SCREEN MIN.

EMBEDMENT 2

1

2

"

CONCRETE

(SOLID)

7

16

" Ø HILTI HY-150 W/

SCREEN MIN.

EMBEDMENT 2

1

2

"

NOTE:

USE GALVANIZED OR STAINLESS STEEL

HARDWARE FOR WALL MOUNT AND

CONNECTION OF CHANNELS

NOTE:

GC SHALL USE NON-SHRINKING

CAULK TO WEATHER SEAL ALL

PENETRATIONS INTO OR THROUGH

SHELTER WALL

1

'

-

6

"

 

O

.

C

.

2

'

-

6

"

4
'
-
4

1

2

"

NOTE:

GROUND RODS MAY BE:

-COPPER CLAD STEEL

-SOLID COPPER

GROUND RODS SHALL

HAVE A MAXIMUM SPACING

TWICE THE LENGTH OF ROD

SEE RESISTIVITY REPORT

FOR VERIFICATION AS

AVAILABLE

A LARGE CONDUCTOR

SHALL BE REQUIRED IN

AREAS HIGHLY PRONE TO

LIGHTINING AND/OR AREAS

WITH HIGHLY ACIDIC SOIL

GROUND RODS INSTALLED

WITHIN CLOSE PROXIMITY

TO TOWER OR WHEN SOIL

IS AT OR BELOW 2,000

OHM-CM, SHALL BE

GALVANIZED TO PREVENT

GALVANIC CORROSION OF

TOWER, (SEE

ANSI/TIA-EIA-222-H)

4
2
"

6
"

4
8
"
 
W

H
E

R
E

P
O

S
S

I
B

L
E

NEW MECHANICAL CONNECTION WITH #2

AWG TO EXISTING GROUND RING

1

5

8

" P1000T

UNISTRUT

MOUNTED TO WALL

(TYP OF 2)

NEW GENERAC RXSC200A3

AUTOMATIC TRANSFER

SWITCH MOUNTED TO NEW

UNISTRUT

MOUNTING HOLES

(TYP OF 4)

GRADE

CADWELD

#2 BAR TINNED SOLID OR LARGER

GROUND RING PER NFPA 70,

ARTICLE 250-66

ANGLE OF GROUND ROD

SHALL NOT EXCEED 45°

GROUND ROD. HANGER 5810 OR EQUAL 

5

8

" Ø x8'-0" LONG,

MIN. CONTRACTOR SHALL VERIFY WITH OWNER

SPECIFICATIONS FOR MINIMUM SIZE OF GROUND ROD TO

BE INSTALLED

FROST LINE

GROUND RING SHALL BE INSTALLED AT

GREATEST DEPTH POSSIBLE AND

BELOW PERMANENT MOISTURE LEVEL

MINIMUM COVER REQUIREMENTS, 0 TO 600 VOLTS,

NOMINAL, BURIAL IN INCHES

TYPE OF WIRING METHOD OR CIRCUIT

LOCATION OF

WIRING

METHOD OR

CIRCUIT

DIRECT BURIAL

CABLES OR

CONDUCTORS

RIGID METAL

CONDUIT OR

INTERMEDIATE

METAL CONDUIT

ALL LOCATIONS

NOT SPECIFIED

BELOW

24 INCHES 6 INCHES

IN TRENCH

BELOW 2 INCH

THICK

CONCRETE OR

EQUIVALENT

18 INCHES 6 INCHES

UNDER

STREETS OR

HIGHWAYS

24 INCHES 24 INCHES

COVER IN DEFINED AS THE SHORTEST DISTANCE IN

INCHES MEASURED BETWEEN A POINT ON THE TOP

SURFACE OF ANY DIRECT-BURIED CONDUCTOR, CABLE,

CONDUIT, OR OTHER RACEWAY AND THE TOP SURFACE

OF FINISHED GRADE, CONCRETE, OR SIMILAR COVER

INSTALL WARNING TAPE 4" BELOW GRADE FOR THE

ENTIRE LENGTH OF TRENCH.

PROVIDE AT LEAST 2" OF SAND BED ABOVE CONDUIT

AND 2" OF SAND BED BELOW THE CONDUIT.

2
"
 
S

A
N

D

2
"
 
S

A
N

D

M
I
N

.
 
D

E
P

T
H

 
P

E
R

C
H

A
R

T
 
D

E
T

A
I
L

O
N

 
S

H
E

E
T

 
E

-
3

B
A

S
E

D
 
O

N

C
O

N
D

U
I
T

 
T

Y
P

E

SAND

CLEAR SPACE EQUAL TO LARGER

CONDUIT DIAMETER

FOR NEW ELECTRICAL AND

TELEPHONE SERVICES-SEE UTILITY

AND SITE PLANS. PROVIDE

APPROVED PULL BOXES AS

REQUIRED AND COORDINATE

INSTALLATION WITH ALL UTILITY

COMPANIES FOR INTERFACING AT

TERMINATION POINTS. PROVIDE

FULL LENGTH PULL STRINGS (TYP.)

RETURN ORIGINAL MATERIAL TO

TRENCH, COMPACT AS NECESSARY TO

PREVENT SERIOUS SETTLEMENT

UTILITY WARNING TAPE 4" BELOW

GRADE ENTIRE LENGTH OF TRENCH

RESTORE SURFACE TO

ORIGINAL CONDITION

GRADE 9 (CA-6) GRAVEL COMPACT

TO 95% STANDARD PROCTOR

USE THIS SECTION UNDER

PAVEMENT OR VEHICLE

TRAFFIC AREA

USE THIS SECTION UNDER

GRASS OR LAWN AREA

· INCLUDE TIME/DATE STAMPED PHOTOS WITH TAPE MEASURE

DEPTH VERIFICATION.

· CONDUIT SIZE, TYPE, QUANTITY AND SEPARATION DIMENSION TO

BE VERIFIED WITH LOCAL UTILITY COMPANY REQUIREMENTS.

2

SCALE:

NTS

CONDUIT WALL MOUNT

1

SCALE:

NTS

3

SCALE:

NTS

GROUND ROD DETAIL

TRENCH DETAIL

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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ATS SPECIFICATIONS

1

SCALE:

NTS

ATS MANUFACTURER SPECIFICATION-FOR REFERENCE ONLY

NOTE:

ALL GENERATOR WORK

TO BE DONE BY AT&T

GENERATOR TEAM
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TYPE VV

TYPE GT

TYPE TA TYPE GY

TYPE GR

TYPE VN TYPE NC

TYPE VS TYPE VB

TYPE SS

TYPE PT

NOTE:

ERICO EXOTHERMIC "MOLD TYPES" SHOWN HERE ARE EXAMPLES. CONSULT WITH

PROJECT MANAGER FOR SPECIFIC MOLDS TO BE USED FOR THIS PROJECT.

TYPE 2-YA-2 TYPE XA TYPE YA-2

TYPE HS

0
.
0
0
0
"

0
.
5
0
0
"

1
.
5
0
0
"

2
.
5
0
0
"

3
.
5
0
0
"

4
.
5
0
0
"

5
.
5
0
0
"

6
.
5
0
0
"

7
.
5
0
0
"

8
.
5
0
0
"

9
.
5
0
0
"

1
0
.
5
0
0
"

1
0
.
5
0
0
"

1
0
.
5
0
0
"

0.500"

1.250"

2.000"

2.875"

3.500"

1.125"

0.000"

4.000"

56.20 (4)

437.00 (26)

NO. 4150A414

INSULATION

NO. WBKT1

WALL BRACKET

1.50

"

1.00"

NOTE:  DO NOT INSTALL CABLE GROUND KIT AT A BEND

FROM ANTENNA

JUMPER

(TYP)

APPROVED

GROUNDING

KIT (TYP)

ANTENNA CABLE TRAY

TO CABLE TRAY (TYP)

FROM ANTENNA

FRAME SUPPORT

#2 AWG BCW BONDED

TO GROUND WIRE

ALONG CABLE TRAY

#6 AWG

#2 AWG BCW

GROUNDING BAR MOUNTED NEAR ANTENNAS

GROUNDING

DETAILS

APPROVED

WEATHER PROOFING

KIT (TYP)

TYPICAL GROUNDING SCHEMATIC

4 1

5 2

7 6 3

EXOTHERMIC WELDING 12" & 18" GROUND BARS

NOT USED COAX GROUNDING DETAIL

NOT USED MECHANICAL LUG CONNECTION

NOTES:

1. ALL HARDWARE BOLT, NUTS, LOCK

WASHERS SHALL BE STAINLESS STEEL. ALL

HARDWARE ARE TO BE AS FOLLOWS: BOLT,

FLAT WASHER, GROUND BAR, GROUND LUG,

FLAT WASHER AND NUT.

2. COPPER SHIELD, ANTIOX, CR NO-OX OR

EQUIVALENT SHALL BE PLACED WHERE ALL

DISSIMILAR METALS CONNECT.

3. ALL LUGS TO BE INSTALLED PER

MANUFACTURER'S SPECIFICATIONS.

4. ALL RRH GROUND WIRES SHALL BE #2

GREEN STRANDED.

5. ALL GROUND LUGS SHALL BE 2-HOLE, LONG

BARREL.

6. OUTDOOR GROUND LUGS SHALL BE BLACK

HEAT SHRINK W/O INSPECTION HOLES.

7. INDOOR GROUND LUGS SHALL BE CLEAR

HEAT SHRINK W/ INSPECTION HOLES.

WIRE SIZE BURNDY LUG BOLT SIZE

#2 AWG SOLID TINNED

#2/0 AWG STRANDED

#4/0 AWG STRANDED

#2 AWG STRANDED

YA3C-2TC38

YA2C-2TC38

YA26-2TC38

YA28-2N

3/8"-16 NC S 2 BOLT

3/8"-16 NC S 2 BOLT

3/8"-16 NC S 2 BOLT

3/8"-16 NC S 2 BOLT

BURNDY TWO HOLE LUG W/ LONG

BARREL FOR #2 AWG STRANDED

OR EQUIVALENT

BARE WIRE TO BE NO-0X AT BOTH

ENDS

#2 AWG STRANDED

GREEN INSULATION

HEAT SHRINK (CLEAR)

BURNDY GROUND LUG

(SEE TABLE FOR SIZE

AND MODEL)

NUT (TYP)

LOCK

WASHER

(TYP)

GROUND BAR

BOLT (TYP)

GROUNDING

CONDUCTOR

SCALE:

NTS

SCALE:

NTS

SCALE:

NTS

SCALE:

NTS

SCALE:

NTS

SCALE:

NTS

SCALE:

NTS

#2 AWG GREEN STRANDED

GROUND FROM RRH TO

SECTOR GROUND BAR (TYP)

EXISTING SECTOR GROUND

BAR (TYP)

EXISTING #2 AWG GROUND

LEADS (GC TO FIELD

VERIFY)

EXISTING GROUND BAR AT

BASE OF TOWER

EXISTING #2 AWG GROUND

LEADS (GC TO FIELD

VERIFY)

#2 AWG GREEN STRANDED

GROUND FROM DC9 TO

SECTOR GROUND BAR

EXISTING

LTE

ANTENNA

EXISTING

RAYCAP

EXISTING

LTE

ANTENNA

EXISTING

RRH UNIT

PROPOSED

RRH UNIT

EXISTING

RRH UNIT

PROPOSED

DC9 OD BOX

TOWER

EXISTING

LTE

ANTENNA

INTEGRATED

WITHIN:

AIRSCALE

MAA 64T64R

192AE N77

200W AEQK,

AEQU

PROPOSED

AEQK+AEQU

STACKED ANTENNAS

EXISTING GROUND LEVEL

EXISTING #2 AWG GROUND WIRE

FROM EQUIPMENT TO MGB (TYP)

EXISTING ARGUS

POWER PLANT

EXISTING UMTS

CABINET

EXISTING EQUIPMENT MASTER

GROUND BAR (MGB)

EXISTING GSM

CABINET

EXISTING

LTE CABINET

EXISTING BBU (2 TOTAL, 1

SHOWN FOR CLARITY)
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N-1

GENERAL NOTES

NOTES TO CONTRACTOR:

1. THE GENERAL CONTRACTOR MUST VERIFY ALL DIMENSIONS,

CONDITIONS AND ELEVATIONS BEFORE STARTING WORK. ALL

DISCREPANCIES SHALL BE RESOLVED BEFORE PROCEEDING WITH

THE WORK ALL WORK SHALL BE PERFORMED IN A WORKMANLIKE

MANNER IN ACCORDANCE WITH ACCEPTED CONSTRUCTION

PRACTICES.

2. IT IS THE INTENTION OF THESE DRAWINGS TO SHOW THE

COMPLETED INSTALLATION. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR ALL TEMPORARY BRACING, SHORING, TIES, FORM

WORK, ETC, IN ACCORDANCE WITH ALL NATIONAL, STATE AND LOCAL

ORDINANCES TO SAFELY EXECUTE ALL WORK AND SHALL BE

RESPONSIBLE FOR SAME ALL WORK SHALL BE IN ACCORDANCE WITH

LOCAL CODES.

3. THE CONTRACTOR SHALL USE ADEQUATE NUMBER OF SKILLED

WORKMAN WHO ARE THOROUGHLY TRAINED AND EXPERIENCED IN

THE NECESSARY CRAFTS AND WHO ARE COMPLETELY FAMILIAR WITH

THE SPECIFIED REQUIREMENTS AND METHOD NEEDED FOR PROPER

PERFORMANCE OF THE WORK.

4. CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE

WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,

CONSTRUCTION CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE

AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING

THE COURSE OF CONSTRUCTION OF THE PROJECT, INCLUDING THE

SAFETY OF ALL PERSONS AND PROPERTY, THAT THIS REQUIREMENT

SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO

NORMAL WORKING HOURS AND CONSTRUCTION CONTRACTOR

FURTHER AGREES TO INDEMNIFY AND HOLD DESIGN ENGINEER

HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN

CONNECTION WITH PERFORMANCE OF WORK ON THIS PROJECT.

5. SITE GROUNDING SHALL COMPLY WITH AT&T MOBILITY WIRELESS

SERVICES TECHNICAL SPECIFICATIONS FOR FACILITY GROUNDING

FOR CELL SITE STANDARDS, LATEST EDITION, AND COMPLY WITH

AT&T MOBILITY TOWERS GROUNDING CHECKLIST, LATEST VERSION.

WHEN NATIONAL AND LOCAL GROUNDING CODES ARE MORE

STRINGENT, THEY SHALL  GOVERN.

6. ALL WORK SHALL COMPLY WITH OSHA AND STATE SAFETY

REQUIREMENTS PROCEDURES FOR THE PROTECTION OF

EXCAVATIONS, EXISTING CONSTRUCTION AND UTILITIES SHALL BE

ESTABLISHED PRIOR TO FOUNDATION INSTALLATION IF FAA LIGHTING

AND MARKING IS PRESENT ON SITE AND IS POWERED BY ELECTRICAL

SERVICE THAT IS TO BE INTERRUPTED, IT IS THE CONTRACTOR'S

RESPONSIBILITY TO MAINTAIN THE NECESSARY LIGHTS AND NOTIFY

THE PROPER AUTHORITIES IN THE EVENT  OF A PROBLEM.

7. ALL WORK SHALL BE ACCOMPLISHED IN ACCORDANCE WITH ALL

LOCAL, STATE AND FEDERAL CODES OR ORDINANCES THE MOST

STRINGENT CODE WILL APPLY IN THE CASE OF DISCREPANCIES OR

DIFFERENCES IN THE CODE REQUIREMENTS.

8. ANY DAMAGE TO THE ADJACENT PROPERTIES WILL BE

CORRECTED AT THE CONTRACTOR'S EXPENSE TO THE SATISFACTION

OF THE LANDOWNER AND THE ENGINEER.

9. THE COMPLETE BID PACKAGE INCLUDES THESE CONSTRUCTION

DRAWINGS ALONG WITH THE SPECIFICATIONS CONTRACTOR IS

RESPONSIBLE FOR REVIEW OF TOTAL BID PACKAGE PRIOR TO BID

SUBMITTAL.

10. CONTRACTOR SHALL VERIFY LOCATION OF ALL EXISTING UTILITIES

WITHIN CONSTRUCTION LIMITS PRIOR TO CONSTRUCTION.

11. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING POSITIVE

DRAINAGE ON THE SITE AT ALL TIME. SILT FENCE AND EROSION

CONTROL SHALL BE MAINTAINED ON THE DOWNSTREAM SIDE OF THE

SITE AT ALL TIMES ANY DAMAGE TO ADJACENT PROPERTIES WILL BE

CORRECTED AT THE CONTRACTOR'S EXPENSE.

12. PERMITS: THE CONTRACTOR SHALL BE RESPONSIBLE FOR

OBTAINING AND INCURRING THE COST OF ALL REQUIRED PERMITS,

INSPECTIONS, CERTIFICATES, ETC.

13. RECORD DRAWINGS MAINTAIN A RECORD OF ALL CHANGES,

SUBSTITUTIONS BETWEEN WORK AS SPECIFIED AND INSTALLED.

RECORD CHANGES ON A CLEAN SET OF CONTRACT DRAWING WHICH

SHALL BE TURNED OVER TO THE CONSTRUCTION MANAGER UPON

COMPLETION OF THE PROJECT.

14. RECORD PHOTOS: INCLUDE TIME/DATE STAMPED PHOTOS WITH

TAPE MEASURE DEPTH VERIFICATION.

15. ALL MATERIAL SHALL BE FURNISHED AND WORK SHALL BE

PERFORMED IN ACCORDANCE WITH THE PROJECT SPECIFICATIONS.

16. CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIRING ANY

DAMAGE CAUSED BY THE CONSTRUCTION OPERATION.

17. CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS FROM THE

SITE ON A DAILY BASIS.

18. INFORMATION SHOWN ON THESE DRAWINGS WAS OBTAINED FROM

DRAWINGS PROVIDED BY THE SITE OWNER, CONTRACTOR SHALL

NOTIFY GENERAL DYNAMICS WIRELESS SERVICES OF ANY

DISCREPANCIES PRIOR TO ORDERING MATERIAL OR PROCEEDING WITH

CONSTRUCTION.

19. CLEARING OF TREES AND VEGETATION ON THE SITE SHOULD BE

HELD TO A MINIMUM. ONLY THE TREES NECESSARY FOR CONSTRUCTION

OF THE FACILITIES SHALL BE REMOVED. ANY DAMAGE TO THE

PROPERTY OUTSIDE THE LEASED PROPERTY SHALL BE REPAIRED BY

THE CONTRACTOR AT HIS OWN  EXPENSE.

20. ALL SUITABLE MATERIAL FOR BACKFILL OF THE SITE SHALL BE

INCLUDED IN THE BID EXCESS TOPSOIL AND UNSUITABLE MATERIAL

SHALL BE DISPOSED OF OFF SITE AT LOCATION APPROVED BY

GOVERNING AGENCIES PRIOR TO DISPOSAL.

21. SEEDING AND MULCHING OF THE SITE SHALL BE ACCOMPLISHED AS

SOON AS POSSIBLE AFTER COMPLETION OF THE SITE DEVELOPMENT

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING AND MAINTAINING

AN ADEQUATE COVER OF VEGETATION OVER THE SITE FOR A MINIMUM

PERIOD OF ONE YEAR.

GENERAL NOTES:

1. THIS PROPOSAL IS FOR THE ADDITION OF A NEW GENERATOR ON

A CONCRETE  PAD TO AN EXISTING UNMANNED

TELECOMMUNICATIONS   FACILITY.

2. THE PROPOSED FACILITY WILL BE UNMANNED AND DOES NOT

REQUIRE POTABLE WATER OR SEWER SERVICE.

3. THE PROPOSED FACILITY IS UNMANNED AND IS NOT FOR HUMAN

HABITATION. NO HANDICAP ACCESS IS REQUIRED.

4. OCCUPANCY IS LIMITED TO PERIODIC MAINTENANCE AND

INSPECTION, APPROXIMATELY 2 TIMES PER MONTH BY AT&T

TECHNICIANS.

5. OUTDOOR STORAGE AND SOLID WASTE CONTAINERS ARE NOT

PROPOSED.

6. ALL MATERIAL SHALL BE FURNISHED AND WORK SHALL BE

PERFORMED IN.

7. CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS FROM THE

SITE ON A DAILY BASIS.

8. INFORMATION SHOWN ON THESE DRAWINGS WAS OBTAINED FROM

DRAWINGS PROVIDED BY THE SITE OWNER. CONTRACTOR SHALL

NOTIFY AT&T OF ANY  DISCREPANCIES PRIOR TO ORDERING

MATERIAL OR PROCEEDING   WITH  CONSTRUCTION.

 ELECTRICAL  NOTES:

A. GENERAL

1. COORDINATE LOCATION AND PROPER REQUIREMENTS OF ALL

EQUIPMENT WITH AT&T MOBILITY AND EQUIPMENT SUPPLIES PRIOR

TO INSTALLATION.

2. COORDINATE LOCATION AND REQUIREMENTS FOR ELECTRICAL

SERVICE WITH THE PROPERTY REPRESENTATIVE, AT&T MOBILITY

AND UTILITY COMPANIES. ROUTING OF CONDUITS MAY BE MODIFIED

TO MEET SITE REQUIREMENTS. EXACT CONDUIT ROUTING TO BE

DETERMINED IN THE FIELD.

3. ALL WIRING AND EQUIPMENT SHOWN ON ELECTRICAL SHEETS

SHALL BE FURNISHED AND INSTALLED UNDER ELECTRICAL PORTION

OF CONTRACT  UNLESS  OTHERWISE NOTED.

4. UNINTERRUPTED ELECTRICAL SERVICE FOR EXISTING EQUIPMENT

SHALL BE MAINTAINED DURING THE INSTALLATION OF THE WORK

DESCRIBED UNDER THESE DOCUMENTS. TEMPORARY EQUIPMENT,

CABLES AND WHATEVER ELSE IS NECESSARY SHALL BE PROVIDED BY

CONTRACTOR AS REQUIRED TO MAINTAIN ELECTRICAL SERVICE.

TEMPORARY SERVICE FACILITIES, IF REQUIRED AT ANY TIME, SHALL

NOT BE DISCONNECTED OR REMOVED UNTIL NEW SERVICE

EQUIPMENT IS IN PROPER OPERATION. IF ANY SERVICE OR SYSTEM

MUST BE INTERRUPTED, THE CONTRACTOR SHALL REQUEST

PERMISSION IN WRITING STATING THE DATE, TIME, ETC. THE SERVICE

WILL BE INTERRUPTED AND THE AREAS AFFECTED. THIS REQUEST

SHALL BE MADE IN SUFFICIENT TIME FOR PROPER ARRANGEMENTS

TO BE MADE. WRITTEN PERMISSION SHALL BE OBTAINED FROM THE

OWNER BEFORE INTERRUPTING ELECTRICAL SERVICE.

5. COORDINATE NEW WORK WITH OTHER TRADES AND VERIFY

EXISTING CONDITIONS TO AVOID INTERFERENCE. IN CASE OF

INTERFERENCE, AT&T MOBILITY'S REPRESENTATIVE WILL DECIDE

WHICH WORK IS TO BE RELOCATED, REGARDLESS OF WHICH WAS

FIRST INSTALLED.

6. THE INSTALLATION MUST COMPLY WITH NEC AND ALL FEDERAL,

STATE AND LOCAL RULES AND REGULATIONS.

7. THE DRAWINGS ARE DIAGRAMMATIC AND INDICATE THE GENERAL

ARRANGEMENT OF SYSTEMS AND EQUIPMENT UNLESS OTHERWISE

DEFINED BY DIMENSIONS OR DETAILS. EXACT EQUIPMENT LOCATIONS

AND RACEWAY ROUTING SHALL BE GOVERNED BY ACTUAL FIELD

CONDITIONS AND/OR DIRECTIONS FROM AT&T MOBILITY'S

REPRESENTATIVE.

8. CONTRACTOR SHALL PAY ALL PERMITS AND FEES REQUIRED.

9. ALL MATERIALS SHALL BE FURNISHED AND WORK SHALL BE

PERFORMED IN ACCORDANCE WITH THE APPLICABLE SECTIONS OF THE

STANDARDS REFERENCED BELOW:

A. ANSI (AMERICAN NATIONAL STANDARDS INSTITUTE)

B. ASTM (AMERICAN SOCIETY FOR TESTING MATERIALS)

C. ETL (ELECTRICAL TESTING LABORATORY)

D. ICEA (INSULATED CABLE ENGINEERS  ASSOCIATION)

E. IEEE (INSTITUTE OF ELECTRICAL AND ELECTRONIC ENGINEERS)

F. NBFU (NATIONAL BOARD OF FIRE UNDERWRITERS)

G. NESC (NATIONAL ELECTRICAL SAFETY  CODE)

H. NEMA (NATIONAL ELECTRICAL MANUFACTURER'S ASSOCIATION)

I. NFPA  (NATIONAL FIRE PROTECTION ASSOCIATION)

J. UL  (UNDERWRITERS  LABORATORY)

10. CONTRACTOR SHALL REVIEW PLANS, DETAILS AND

SPECIFICATIONS IN DETAIL AND ADJUST WORK TO CONFIRM WITH

ACTUAL SITE CONDITIONS SO THAT ELECTRICAL DEVICES AND

EQUIPMENT WILL BE PROPERLY LOCATED AND READILY ACCESSIBLE.

QUANTITIES LISTED IN MATERIAL LISTS ON THE DRAWINGS ARE FOR

INFORMATION ONLY. THE CONTRACTOR SHALL PROVIDE HIS OWN

TAKEOFF FOR MATERIAL QUANTITY AND TYPES BASED ON ACTUAL

SITE CONDITIONS. IN ADDITION, CONTRACTOR SHALL PROVIDE ALL

NECESSARY MATERIALS TO INSTALL EQUIPMENT FURNISHED BY AT&T

MOBILITY OR ITS SUPPLIERS.  ALL ITEMS NOT SPECIFICALLY

MENTIONED HEREIN OR SHOWN ON THE CONTRACT DRAWINGS, BUT

WHICH ARE OBVIOUSLY NECESSARY TO MAKE A COMPLETE WORKING

INSTALLATION, SHALL BE INCLUDED.

11. THE CONTRACTOR OR BIDDER SHALL BEAR THE RESPONSIBILITY

OF NOTIFYING (IN WRITING) AT&T MOBILITY'S REPRESENTATIVE OF

ANY CONFLICTS PRIOR TO THE SUBMISSION OF CONTRACTOR'S

PROPOSAL OR PERFORMANCE OF WORK. IN THE EVENT OF

DISCREPANCIES THE CONTRACTOR SHALL PRICE THE MORE COSTLY

OR EXTENSIVE WORK, UNLESS DIRECTED IN WRITING OTHERWISE.

12. ALL FLOORS WHERE PENETRATIONS ARE REQUIRED IN BUILDING

ARE TO BE CORE DRILLED AND THEN FIREPROOFED.

B. WIRING/CONDUIT

1. PROVIDE PULL BOXES AND JUNCTION BOXES WHERE SHOWN OR

AS REQUIRED BY CODE SUCH THAT NO MORE THAN THE EQUIVALENT

OF FOUR QUARTER BENDS (360 DEGREES TOTAL) EXIST IN/ON

CONDUIT RUN.

2. ALL POWER AND CONTROL/INDICATION WIRING SHALL BE TYPE

THHN/THWN 800V RATED 75 DEGREES CELSIUS, UNLESS NOTED

OTHERWISE.

3. CONDUIT BENDS SHALL BE MADE IN ACCORDANCE WITH NEC

TABLE 346 -10 , NO RIGHT ANGLE DEVICE OTHER THAN STANDARD

CONDUIT ELBOWS WITH 12" MINIMUM INSIDE SWEEPS FOR ALL

CONDUITS 2" OR LARGER.

4. POWER WIRING SIZE SHALL NOT BE SMALLER THAN #12 AWG.

5. ALL WIRING SHALL BE COPPER, ALUMINUM WILL NOT BE

ACCEPTABLE. ALL POWER CIRCUITS SHALL CONTAIN A GROUND

WIRE.

6. PHASE MARKINGS TO BE USED AT POWER CONDUCTOR

TERMINATIONS.

7. CONTRACTOR SHALL ENSURE INTEGRITY IS MAINTAINED WHEN

INSTALLING CONDUIT AND WIRING.

8. INSTALL PULL STRING IN ALL CONDUIT.

9. FOR ROOFTOP INSTALLS AND BUILD-  OUTS, CONDUITS INSIDE

BUILDING AND ON ROOF SHALL BERGS, UNLESS OTHERWISE NOTED,

FOR RAW LAND SITES AND CO LOCATES, PVC SCHEDULE 80 SHALL BE

UTILIZED UNLESS NOTED OTHERWISE.

10. MAINTAIN MINIMUM 1'-0" VERTICAL AND 1'-0" HORIZONTAL

SEPARATION FROM ANY MECHANICAL GAS PIPING.

11. ALL WIRING ROUTED IN PLENUM TO BE PLENUM RATED OR IN

METALLIC FLEX (LIQUIDTITE) CONDUIT.

C. EQUIPMENT

1. EQUIPMENT /PARTS CONNECTED TO EXISTING PANELS, DUCTS,

ETC, SHALL MATCH THE CHARACTERISTICS (A/C, V, A) OF THAT

EQUIPMENT.

2. ALL ELECTRICAL EQUIPMENT OUTSIDE SHALL BE NEMA OR 3R

RATED.

D. GROUNDING

1. ALL GROUND CONNECTIONS TO BUILDING SHALL BE MADE USING

TWO-HOLE CONNECTORS. PROVIDE STAINLESS STEEL BOLTS AND

LOCK WASHERS ON ALL MECHANICAL GROUND CONNECTIONS.

2. ALL EQUIPMENT SURFACES TO BE BONDED TO GROUNDING

SYSTEM SHALL BE STRIPPED OF ALL PAINT AND DIRT. CONNECTIONS

TO VARIOUS METALS SHALL BE OF A TYPE AS TO NOT CAUSE A

GALVANIC OR CORROSIVE REACTION. AREA SHALL BE REPAINTED

FOLLOWING BONDING.

3. ANY METALLIC ITEM WITHIN 6' OF GROUND CONDUCTORS MUST BE

CONNECTED TO THE GROUNDING  SYSTEM.

4. EXTERIOR, ABOVE GRADE GROUND CONNECTIONS SHALL BE

FURNISHED WITH A LIBERAL PROTECTIVE COATING OF ANTI-OXIDE

COMPOUND.

5. ALL MATERIALS AND LABOR REQUIRED FOR THE GROUNDING

SYSTEM AS INDICATED ON THE PLANS AND DETAILS, AND AS

DESCRIBED HEREIN SHALL BE FURNISHED BY THIS CONTRACTOR

UNLESS OTHERWISE NOTED.

6. EXACT LOCATION OF GROUND CONNECTION POINTS SHALL BE

DETERMINED IN FIELD. ADJUST LOCATIONS INDICATED ON THE PLANS

ACCORDING TO ACTUAL EQUIPMENT LOCATIONS TO KEEP THE

GROUND CONNECTIONS CABLES AS SHORT AS POSSIBLE.

7. PROVIDE ALL ELECTRICAL SYSTEM AND EQUIPMENT GROUNDS AS

REQUIRED BY THE CURRENT EDITION OF THE NATIONAL ELECTRICAL

CODE AND THE CURRENT EDITION OF THE NATIONAL ELECTRICAL

SAFETY CODE. BONDING JUMPERS WITH APPROVED GROUND

FITTINGS SHALL BE INSTALLED AT ALL RACEWAYS, EQUIPMENT

ENCLOSURES, PULL BOXES, ETC. TO MAINTAIN GROUND CONTINUITY

WHERE REQUIRED BY CODE.

8. ALL EQUIPMENT GROUND CONDUCTORS SHALL BE TIN COATED, #2

AWG COPPER UNLESS NOTED OTHERWISE ON THE DRAWINGS.

E. INSPECTION/DOCUMENTATION

1. INCLUDE TIME/DATE STAMPED PHOTOS WITH TAPE MEASURE

VERIFICATION FOR ALL BURIED  CONDUIT.

2. THE CONTRACTOR, UPON COMPLETION OF HIS WORK, SHALL

PROVIDE AS-BUILT DRAWINGS.  INFORMATION SHOULD BE GIVEN TO

THE GENERAL CONTRACTOR FOR INCLUSION IN FINAL AS BUILT

SURVEY DOCUMENTS TO BE GIVEN TO THE OWNER.

3. CONTRACTOR SHALL SUPPLY DOCUMENTATION TESTING TO THE

COMPLETE GROUND SYSTEM'S RESISTIVELY (MAX. 5 OHMS) .

4. AN ELECTRICAL INSPECTION SHALL BE MADE BY AN INSPECTING

AGENCY APPROVED BY AT&T MOBILITY'S REPRESENTATIVE.

CONTRACTOR SHALL COORDINATE ALL INSPECTIONS AND OBTAIN

POWER COMPANY APPROVAL.

5. CONTRACTOR SHALL HAVE ATS AND GENERATOR RELAY

INSTALLATION AND CONNECTIONS INSPECTED BY OTHERS TO

ENSURE THAT UL LISTING FOR THAT EQUIPMENT IS NOT VOIDED.
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Note: This plan is for illustrative purposes only. Boundaries may be based on parcels obtained
through public GIS data. It is recommended that a survey be performed to determine actual
boundary size and dimensions as well as other potential boundary conflicts.

PROPERTY OVERVIEW
TOTAL ACREAGE 5.05 ACRES
LOT 1 (CHURCH) 1.91 ACRES
LOT 2 (TOWNS) 3.14 ACRES
CURRENT ZONING RM

───────────────────────────────────
CONCEPT DESIGN

TOWNHOME UNITS 33

OPEN SPACE
REQUIRED 1.57 ACRES (50%)
PROVIDED 1.46 ACRES (46.4%)

───────────────────────────────────

1 inch =         ft.
( IN FEET )
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PREPARED BY

KNOW ALL BY THESE PRESENT THAT WE THE UNDERSIGNED OWNER'S OF THE
DESCRIBED TRACT OF LAND ABOVE, HAVING CAUSED THE SAME TO BE SUBDIVIDED
INTO LOTS AND STREETS, TOGETHER WITH EASEMENTS TO HEREAFTER BE KNOWN
AS

DO HEREBY DEDICATE FOR THE PERPETUAL USE OF THE PUBLIC ALL ROADS AND
OTHER AREAS SHOWN ON THIS PLAT AS INTENDED FOR PUBLIC USE. THE
UNDERSIGNED OWNERS ALSO HEREBY CONVEY TO ANY AND ALL PUBLIC UTILITY
COMPANIES A PERPETUAL, NON-EXCLUSIVE EASEMENT OVER THE PUBLIC UTILITY
EASEMENTS SHOWN ON THIS PLAT, THE SAME TO BE USED FOR THE INSTALLATION,
MAINTENANCE AND OPERATION OF UTILITY LINES AND FACILITIES. THE
UNDERSIGNED OWNERS ALSO HEREBY CONVEY ANY OTHER EASEMENTS AS SHOWN
ON THE PLAT TO THE PARTIES INDICATED AND FOR THE PURPOSES SHOWN HEREON

IN WITNESS WHEREOF, WE HAVE HEREUNTO SET OUR HANDS THIS ____ DAY OF
____________________ A.D. 20____

BOUNDARY DESCRIPTION

OWNER'S DEDICATION

SONRISE TOWNHOMES 

SONRISE TOWNHOMES

RECORDED #                                                                                    

SALT LAKE COUNTY DEPUTY RECORDER

STATE OF UTAH, COUNTY OF SALT LAKE, RECORDED AND FILED AT THE REQUEST OF:

DATE:                                  TIME:                                     BOOK:                                         PAGE:            

FEE
$

ATTEST: RECORDERCITY MANAGER

CITY COUNCILPLANNING COMMISSION

CHAIRMAN

WEST VALLEY  CITY PLANNING DEPARTMENT.

WEST VALLEY CITY ATTORNEY

APPROVAL AS TO FORM

MANAGERDIRECTOR

SALT LAKE COUNTY
HEALTH DEPARTMENT

APPROVED THIS ____ DAY OF ____________________,
A.D., 20____.

APPROVED THIS ____ DAY OF ____________________,
A.D., 20____. APPROVED THIS ____ DAY OF ____________________,

A.D., 20____.

APPROVAL AS TO FORM THIS ____ DAY OF
____________________, A.D., 20____.

ENGINEER'S CERTIFICATE
I HEREBY CERTIFY THAT THIS OFFICE HAS
EXAMINED THIS PLAT AND IT IS CORRECT IN
ACCORDANCE WITH INFORMATION ON FILE IN
THIS OFFICE

WEST VALLEY CITY ENGINEER                                      DATE 

PRESENTED TO THE WEST VALLEY CITY COUNCIL THIS ____ DAY OF ____________________ A.D.,

20____, AT WHICH TIME THIS SUBDIVISION WAS APPROVED AND ACCEPTED.

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
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SONRISE TOWNHOMES SUBDIVISION
SURVEYOR'S CERTIFICATE

I, JUSTIN LUNDBERG,  DO HEREBY CERTIFY THAT I AM A PROFESSIONAL LAND
SURVEYOR, AND THAT I HOLD LICENSE NUMBER 12554439 IN ACCORDANCE WITH
TITLE 58, CHAPTER 22, OF THE PROFESSIONAL ENGINEERS AND LAND SURVEYORS
ACT; I FURTHER CERTIFY THAT BY AUTHORITY OF THE OWNERS I HAVE COMPLETED
A SURVEY OF THE PROPERTY DESCRIBED ON THIS PLAT IN ACCORDANCE WITH
SECTION 17-23-17, HAVE VERIFIED ALL MEASUREMENTS, AND HAVE SUBDIVIDED SAID
TRACT OF LAND INTO LOTS, A PARCEL AND PRIVATE STREETS, TOGETHER WITH
EASEMENTS, HEREAFTER TO BE KNOWN AS:

AND THAT THE SAME HAS BEEN CORRECTLY SURVEYED AND MONUMENTED ON THE
GROUND AS SHOWN ON THIS PLAT.

Justin Lundberg  Date
Professional Land Surveyor
Certificate No. 12554439

SONRISE TOWNHOMES

LOCATED IN THE NW 1/4 OF SECTION 31 T1S, R1W,
SALT LAKE BASE & MERIDIAN

WEST VALLEY CITY, SALT LAKE COUNTY,  UTAH

PREPARED FOR

KEARNS IMPROVEMENT DISTRICT

LOCATED IN THE NW 1/4 OF SECTION 31 T1S, R1W,
SALT LAKE BASE & MERIDIAN

WEST VALLEY CITY, SALT LAKE COUNTY,  UTAH

A part of  the Northwest Quarter of  Section ,31 Township 1 South, Range 1 West, Salt Lake Base and Meridian,
located in West Valley City, Salt Lake County, Utah, being more particularly described as follows:

Beginning at a point located at the Southwest corner of  that real property described in Warranty Deed Entry No.
5614258, on file and recorded in the office of  the Salt Lake County Recorder, said point also being located S89°56'19”W
607.08 feet along the 1/4 Section line and S0°03'41”E 350.00 feet from the North 1/4 Corner of  Section 31, Township 1
South, Range 1 West, Salt Lake Base and Meridian; said point being on the easterly boundary line of  WESTHAMPTON
P.U.D Entry No. 3149642 as recorded August 8th 1978 in the office of  the Salt Lake County Recorder; thence
N89°56'19"E to and along the following Deeds: Quit Claim Deed Entry No. 6567748 on file and recorded on February
7th 1997 in the office of  the Salt Lake County Recorder; Warranty Deed Entry No. 10544702 on file and recorded on
October 20th, 2008 in the office of  the Salt Lake County Recorder; Special Warranty Deed Entry No. 12957516 on file
and recorded on March 28th, 2019 in the office of  the Salt Lake County Recorder, for 574.04 feet to the westerly Right of
Way Line of  4400 West Street; thence along said line S00°03'17"E 324.91 feet to a rebar & cap marked LS#4861; thence
S89°56'19"W 688.21 feet to the easterly boundary line of  the property described in Special Warranty Deed Entry No.
12581313 on file and recorded on July 25th 2017 in the office of  the Salt Lake County Recorder; thence continue along
said deed  N00°03'41"W 314.91 feet; thence N89°56'19"E 114.19 feet; thence N00°02'42"E 10.00 feet to the point of
beginning.

Contains: 5.11 acres+/-
34 units

1 parcels

DATE: 03/16/22 PAGE: 1 OF 1

BASIS OF BEARING: S89°56'19"W               MEASURED: 2647.77
25   30

36    31

(RECORD:  S89°56'19"W 2647.75 SLC ARP)

POINT OF
BEGINNING

SALT LAKE COUNTY SURVEYOR

COUNTY SURVEYOR REVIEWER DATE

RECORD OF SURVEY FILE #:

NORTHWEST CORNER OF
SECTION 31, T1S, R1W, SLB&M

FOUND SALT LAKE COUNTY
MONUMENT

LIMITED LIABILITY ACKNOWLEDGMENT

STATE OF UTAH
S.S.     
COUNTY OF ___________

ON THE ____ DAY OF ____________________ A.D. 20____ PERSONALLY APPEARED BEFORE
ME , THE UNDERSIGNED NOTARY PUBLIC, IN AND FOR THE COUNTY OF
___________________, IN SAID STATE OF UTAH, _________________________________, WHO
AFTER BEING DULY SWORN, ACKNOWLEDGED TO ME THAT HE/SHE IS THE
___________________________ OF _______________________ L.L.C., A UTAH L.L.C. AND THAT
HE/SHE SIGNED THE OWNER'S DEDICATION FREELY AND VOLUNTARILY FOR AND IN
BEHALF OF SAID LIMITED LIABILITY COMPANY FOR THE PURPOSES THEREIN
MENTIONED.

MY COMMISSION EXPIRES:________________     ________________________________
                                                                                            A NOTARY PUBLIC COMMISSIONED IN
                                                   UTAH RESIDING IN ____________ COUNTY

MY COMMISSION No.______________________                 _________________________________
                                                                                                     PRINTED FULL NAME OF NOTARY

 30

31

NORTH 1/4 CORNER OF
SECTION 31, T1S, R1W, SLB&M

FOUND SALT LAKE COUNTY
MONUMENT

OWNER/DEVELOPER
ROBBIE THOMSON
UTAH LAND COMPANY
7585 S. UNION PARK AVE SUITE 210
SLC, UTAH 84047
(801) 243-4998
CONTACT: ROBBIE THOMSON

SALT LAKE COUNTY RECORDER

NOTES:
1. #5 X 24'' REBAR & CAP (FOCUS ENG) TO BE SET AT ALL BOUNDARY CORNERS

UNLESS NOTED OTHERWISE.
2. PROPERTY LIES WITHIN ZONE “X” ACCORDING TO FEMA (FEDERAL

EMERGENCY MANAGEMENT AGENCY) FIRM (FLOOD INSURANCE RATE MAP)
#49035C0280E, EFFECTIVE DATE: SEPTEMBER 21, 2001.

3. PROPERTY LIES WITHIN ZONE RM (MULTIPLE UNIT DWELLING RESIDENTIAL
4. ALL LOT LINES ARE PARALLEL, PERPENDICULAR TO, OR AT A 45° ANGLE TO

THE REFERENCE BEARING SHOWN
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CENTER QUARTER CORNER
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Fiscal Impact: NA
Funding Source: NA
Account #: NA
Budget Opening 
Required: No

ISSUE:

A resolution for the acceptance of a Public Sidewalk Easement.  

SYNOPSIS:

Truckpro, L.C., a Utah limited liability company has signed a Public Sidewalk Easement for 
property located at 2303 South 5370 West (14-24-176-005) which is Lot 6 of the West Valley 
Truck Center.

BACKGROUND:

Lot 6 of the West Valley Truck Center is located on the east side of 5370 West.  The property 
owner has recently paved a large portion of the lot for additional parking.  A public sidewalk and 
a Public Sidewalk Easement were required along the west side of the lot as a condition of approval.  
The required sidewalk will be constructed outside of the public right-of-way.

RECOMMENDATION:

Accept Public Sidewalk Easement.  Authorize City Recorder to record said Public Sidewalk 
Easement for and on behalf of West Valley City.

SUBMITTED BY:

Steven J. Dale, P.L.S., Right-of-way and Survey Manager

Reso. 22-154: TruckProReso. 22-154: TruckProReso. 22-154: TruckProReso. 22-154: TruckPro
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WEST VALLEY CITY, UTAH

RESOLUTION NO. 

A RESOLUTION ACCEPTING A PUBLIC SIDEWALK EASEMENT 
FROM TRUCKPRO, L.C. FOR PROPERTY LOCATED AT 2303 
SOUTH 5370 WEST.

WHEREAS, Truckpro, L.C. (“Owner”) is developing a property located at approximately 2303 
South 5370 West (the “Project”); and 

WHEREAS, a Public Sidewalk Easement (the “Easement”) is required to establish an easement 
over property currently owned by Owner in order to construct the Project; and

WHEREAS, Owner has executed said Easement; and 

WHEREAS, the City Council of West Valley City, Utah, does hereby determine that it is in the 
best interests of the health, safety, and welfare of the citizens of West Valley City to accept the Easement.

NOW, THEREFORE, BE IT RESOLVED, by the City Council of West Valley City, Utah, that 
the Easement is hereby accepted in substantially the form attached and that the City Recorder is authorized 
to record said Easement for and on behalf of West Valley City.

PASSED, APPROVED and MADE EFFECTIVE this ______ day of 
_______________________, 2022.

WEST VALLEY CITY

MAYOR

ATTEST:

CITY RECORDER
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CODE ENFORCEMENT 
PROCESS

OCTOBER 2022

Code Enforcement Policy and Procedure (20 min)
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TWO TRACKS

NOTICE OF VIOLATION ADMINISTRATIVE CITATION

Courtesy Notice Warning Citation

Formal notice listing the code violation(s) Formal notice listing the code violation

10 days to correct and request an inspection or appeal Level 1 Citation $100 per violation

11th day, the fine begins at $25.00 per violation per 
day. Submitted to ACE Court for prosecution.

Level 2 Citation $200 per violation

Court Hearing and judge’s decision. Level 3 Citation $400 per violation

Potential abatement. 10 days to appeal

Fines submitted to Bonneville, fees to S.L. County
10 days to appeal fees

Submitted to Bonneville 
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TIMELINES
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October 20, 2022

MEMORANDUM 

TO: CITY COUNCIL

FROM: WAYNE T. PYLE, CITY MANAGER

RE: UPCOMING MEETINGS AND EVENTS

City Council Study Meetings are held at 4:30 P.M. every Tuesday unless 
otherwise noted. 

City Council Regular Meeting are held at 6:30 P.M. every Tuesday unless 
otherwise noted. 

October 2022

Oct 24 – Nov 3, 2022 Day of the Dead Exhibits; UCCC, 1355 W 3100 S

October 28, 2022 Pumpkin Painting Event (FFC Member Event); WVCFFC,
Friday 5415 W 3100 S

October 28 & 29, 2022 Nightmare Alley, WVCFFC, 5415 W 3100 S
Friday & Saturday

October 29, 2022 Day of the Dead, 11 to 6 PM; UCCC, 1355 W 3100 S
Saturday

November 2022

November 3, 2022 Jake Owen, 7 PM; Maverik Center, 3200 S Decker Lake Dr
Thursday

November 5, 2022 Fierce Fighting Championship XXII, 5 PM; Maverik Center, 
Saturday 3200 S Decker Lake Dr

November 8, 2022 No City Council Meetings- Election Day 

Council Calendar
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Tuesday City Hall and UCCC Voting Centers, 7 AM to 8 PM

November 8, 2022 Quick Quack Car Wash Groundbreaking, 10 AM;
Tuesday 5600 W 5400 S

November 9, 2022 Chat with the Chief, 6 PM; Facebook Live
Wednesday

Nov 10 – Dec 31, 2022 Sense of Place; UCCC, 1355 W 3100 S (Opening Reception
Nov 10, 6-8 PM)

November 10, 2022 Alan Parsons Live Project, 7:30 PM; Maverik Center, 3200
Thursday Decker Lake Dr

November 11, 2022 Veteran’s Day – City Offices Closed
Friday

November 11, 2022 Veterans Day Dinner (5:30 PM) and Program (6 PM); 
Friday UCCC, 1355 W 3100 S

November 11, 2022 Tomlin X UNITED, 7 PM; Maverik Center, 3200 S Decker 
Friday Lake Dr

November 12, 2022 Rumours of Fleetwood Mac, 8 PM; Maverik Center, 
Saturday 3200 S Decker Lake Dr

November 17, 2022 WVC Employee Holiday Party, 2-4PM, City Hall Lobby
Thursday

November 17, 2022 Grizzlies vs. Steelheads, 7:10 PM; Maverik Center, 3200 S
Thursday Decker Lake Dr

November 18, 2022 Grizzlies vs. Steelheads, 7:10 PM; Maverik Center, 3200 S
Friday Decker Lake Dr

November 19, 2022 Pentatonix – A Christmas Spectacular, 7:30 PM; Maverik
Saturday Center, 3200 S Decker Lake DR

November 20, 2022 Grizzlies vs. Steelheads, 3:10 PM; Maverik Center, 3500 S
Sunday Decker Lake Dr

Nov 21 – Dec 31 Trees of Diversity and Winter Scenes/Holiday Dreams;
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UCCC, 1355 W 3100 S

November 23, 2022 Ugly Sweater 5K Fun Run; Centennial Park, 5405 W 3100 
Wednesday S

November 24, 2022 Thanksgiving – City Offices Closed
Thursday

November 25, 2022 Grizzlies vs. Lions, 7:10 PM; Maverik Center, 3200 S 
Friday Decker Lake Dr

November 26, 2022 Grizzlies vs. Lions, 7:10 PM; Maverik Center, 3200 S 
Saturday Decker Lake Dr

November 27, 2022 Grizzlies vs. Lions, 3:10 PM; Maverik Center, 3200 S
Sunday Decker Lake Dr

November 29, 2022 No City Council Meetings- 5th Tuesday 
Tuesday 

December 2022

December 5, 2022 Christmas Tree Lighting & Walk with Santa; Centennial 
Monday Park & WVCFFC

December 5, 2022 Winter Concert, 8 PM; UCCC – Great Hall, 1355 W 3100 S
Monday

December 9, 2022 Bill Burr, 8 PM; Maverik Center, 3200 Decker Lake Dr
Friday

December 10, 2022 Breakfast with Santa; WVCFFC, 5415 W 3100 S
Saturday

December 12, 2022 Winter Concert, 8 PM; UCCC – Great Hall, 1355 W 3100 S
Monday

December 14, 2022 Chat with the Chief, 6 PM; Facebook Live
Wednesday

December 17, 2022 Grizzlies vs. Mavericks, 7:10 PM; Maverik Center, 3200 S
Saturday Decker Lake Dr
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December 18, 2022 Grizzlies vs. Mavericks, 3:10 PM; Maverik Center, 3200 S
Sunday Decker Lake Dr

December 19, 2022 Winter Concert, 8 PM; UCCC – Great Hall, 1355 W 3100 S
Monday

December 20, 2022 No City Council Meetings
Tuesday

December 25, 2022 Christmas Day – City Offices Closed
Sunday

December 26, 2022 Christmas Holiday – City Offices Closed
Monday

December 27, 2022 No City Council Meetings 
Tuesday

December 28, 2022 Grizzlies vs. Steelheads, 7:10 PM; Maverik Center, 3200 S
Wednesday Decker Lake Dr 

December 30, 2022 Grizzlies vs. Steelheads, 7:10 PM; Maverik Center, 3200 S
Friday Decker Lake Dr

December 31, 2022 Grizzlies vs. Steelheads, 5 PM; Maverik Center, 3200 S
Saturday Decker Lake Dr
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