NOTICE OF MEETING
PLANNING COMMISSION
CITY OF ST. GEORGE
WASHINGTON COUNTY, UTAH

Public Notice
Notice is hereby given that the Planning Commission of the City of St. George, Washington County, Utah, will

hold a Planning Commission meeting in the City Council Chambers, 175 East 200 North, St George, Utah, on
Tuesday, March 14, 2023, commencing at 5:00 p.m.

The agenda for the meeting is as follows:
Call to Order
Flag Salute

1. HILLSIDE PERMIT (HS) Administrative

Consider a request for a hillside development permit for the extension of Flowers Way. The property is
currently zoned ASBP (Airport Supporting Business Park) & Open Space. The site is located at the end
of the existing Flowers Way. The applicant is Desert Canyons LLC/Curt Gordon. Case No. 2023-HS-
004. (Staff — Mike Hadley)

2. PRELIMINARY PLATS (PP) Administrative

Consider a request for a four (4) lot residential subdivision known as Old Farm located the north-west
corner of 2450 South and 3000 East. The property is 76.04 acres and is zoned A-20 and pending R-1-20.
The applicant is Bush and Gudgell, and the representative is Bob Hermandson. Case No. 2023-PP-005
(Staff — Dan Boles)

3. MINUTES
Consider a request to approve the meeting minutes from the February 28, 2023, meeting.

4. CITY COUNCIL ACTIONS

John Willis the City Manager will report on items heard at the March 2, 2023, City Council meeting.

1. 2022-PDA-054 High Point Storage

Brenda Hatch — Development Office Supervisor

Reasonable Accommodation: The City of St. George will make efforts to provide reasonable accommodations
to disabled members of the public in accessing City programs. Please contact the City Human Resources Office
at (435) 627-4674 at least 24 hours in advance if you have special needs.
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HILLSIDE REVIEW BOARD AGENDA REPORT: 01/22/2023
PLANNING COMMISSION AGENDA REPORT: 03/14/2023

Flowers Way
Hillside Development Permit (Case No. 2023-HS-004)

A Hillside Development Permit to allow disturbance of areas in the
Request: 20-30%, 30-40% and 40% and above slope areas. This application
is in anticipation of the construction of Rosewood Townhomes.

Applicant: Desert Canyons Land LLC/Curt Gordon

Representative: |Kendall Miller

Location: Southern Hills Pkwy

AVI (Airport Vicinity Industrial), OS (Open Space), & GC (Golf
Course), TC (Town Center).

General Plan:

Existing Zoning: |ASBP (Airport Supporting Business Park) & Open Space

North  |ASBP (Airport Supporting Business Park) & Open Space

PD-R (Planned Development Residential), C-2

Surrounding South (Commercial) & Southern Parkway
Zoning:

East C-2 (Commercial)

PD-C (Planned Development Commercial), R-1-10( Single

West e amily Residential 10,000 sq ft minimum lot size)

Land Area: Approximately 14.99 acres
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BACKGROUND

This is a request to obtain a hillside permit for the property located at Flowers Way in Desert
Canyons. The applicants are proposing to extend the existing road Flowers Way on the northern
side of Southern Parkway. The Hillside committee meet on location and reviewed the application,
the site and recommended approval with no conditions. This property is in the hillside overlay.
Section 10-13A-7 of the Zoning Regulations requires that all major development (i.e., cut greater
than 4°, etc.) on slopes above 20% requires a ‘hillside development permit’ granted by the City
Council upon recommendation from the Hillside Review Board and the Planning Commission.

APPLICABLE ORDINANCE(S) (Selected portions)
10-13A-1: Density and Disturbance Standards

A. The hillside development overlay zone (HDOZ) limits development densities
and provides specific development incentives to transfer underlying zone
densities from hillsides (sending areas) to less steep slopes or more safe
development areas (receiving areas), within a development.

B. For those portions of a proposed development with natural slopes twenty
percent (20%) or less, development density follows the density and development
standards in the underlying zone.

C. For those portions of a proposed development with natural slopes from
twenty-one percent (21%) to thirty percent (30%), development activity shall not
disturb more than thirty percent (30%) of the parcel within this slope category.

D. For those portions of a proposed development with natural slopes from thirty-
one percent (31%) to forty percent (40%), development activity shall not disturb
more than five percent (5%) of the area within this slope category.

E. A proposed development may not disturb slopes in excess of forty percent
(40%).

10-13A-2: Slope and Slope Areas Determined

A. Slope shall be determined for each significant portion of a
development parcel.

B. Procedure: The applicant shall map the location of the natural slope by using
the following procedure:

1. Preparation of Contour Maps: The applicant shall submit an accurate,
current contour map, prepared and certified by a licensed professional
engineer or surveyor, which shows all land contours at intervals no
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greater than five feet (5'), drawn at a one-inch equals one hundred feet
(1" = 100" scale maximum.

2. Verification through Field Surveys: The city engineer or designee may
require the applicant to submit a field survey to verify the accuracy of
the contour map.

C. Determination of Slope Areas: Using the contour map, natural slopes shall be
calculated using points identified as natural slopes of twenty percent (20%),
thirty percent (30%), and forty percent (40%), and shall be located on the
contour map and connected by a continuous line. That area bounded by said
lines and intersecting property lines shall be used for determining project
density. Small washes or outcrops, which have slopes distinctly different from
surrounding property, and are not part of the contiguous topography, may be
excluded from the slope determination.

EXHIBITS PROVIDED
1. Exhibit A — Site Plan
“Exhibit A” in the packet shows the location of the new road extension.

2. Exhibit B —Grading Plan
“Exhibit B” in the packet shows the proposed preliminary grading plan.

3. Exhibit C — Slope Analysis Map
“Exhibit C” in the packet shows the overall slope analysis for the area to be disturbed.

4. Exhibit D — Geotechnical Report
“Exhibit D” — This is the Geotechnical report for Flowers Way.

5. Exhibit E — Drainage Report
“Exhibit E — This is the Drainage Report for Flowers Way.

RECOMMENDATION

Section 10-13A-8(B)(1) of the “Hillside Review Board Powers and Duties” states that the hillside
board can make recommendations to “adopt, modify or reject a proposal” to the Planning
Commission (PC).

PLANNING COMMISSION RECOMMENDATION:
The Planning Commission recommends approval to the City Council for the Hillside permit for
the Flowers Way Road extension with no conditions.
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General Plan — AVI (Airport Vicinity Industrial), OS (Open Space), &
GC (Golf Course), TC (Town Center).

AVI

AVl

B o
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EXHIBIT A
Site Plan
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EXHIBIT B
Grading Plan
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EXHIBIT C
Slope Analysis Map
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Exhibit D
Geotechnical Report
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Exhibit E
Drainage Report
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Applied GeoTech

January 3, 2023

DSG Engineering, Inc.
113 East 200 North, Suite 2
Saint George, UT 84770

Attention: Ken Miller
EMAIL: ken@dsgcivil.com

Subject: Reconnaissance-level Geologic-hazards Study
Proposed Flowers Drive
St George, Utah
Project No. 2222009

Mr. Miller:

Applied Geotechnical Engineering Consultants was requested to perform a reconnaissance-
level geologic-hazards study for the proposed Flowers Drive to be constructed in St George,
Utah.

PURPOSE AND SCOPE OF INVESTIGATION

This letter presents the results of a reconnaissance-level geologic-hazards study for the
proposed road. The study was conducted to identify potential geologic hazards that may
affect the proposed road development. The hazards evaluated are surface fault rupture,
landslide, rockfall, debris flow and liquefaction. The study included a review of geologic
literature, aerial photographs, site reconnaissance and geologic analysis. This report has
been prepared to summarize the data obtained during the study and to present our
conclusions and recommendations.

PROPOSED CONSTRUCTION

We understand that Flowers Drive will be constructed at the approximate location indicated
on Figure 2. The road will encroach on the Hillside Overlay Zone. The road has a 60-foot
right of way and will be paved with asphalt. It will have curbs, gutters and sidewalks.

SITE DESCRIPTION
At the time of our site visit, there were no permanent structures or pavement on the site.

The property consists of undeveloped land. There are cliffs above the site to the north
composed of conglomerate.

600 West Sandy Parkway * Sandy, Utah 84070 - (801) 566-6399 * www.agecinc.com
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The ground surface of the area slopes gently to steeply with near vertical cliffs above the

site.

Vegeta

tion consists of a sparse coverage of grass and brush.

The surrounding areas are currently undeveloped land similar to the site.

OFFICE METHODS OF INVESTIGATION

Geolog
photog

ic conditions at the site were evaluated by a review of geologic literature and aerial
raphs. Aerial photographs used during the investigation were obtained from Bowman

and others (2011). The low-sun-angle aerial photographs reviewed are from 1982 to 1983
with numbers of 810941-AM-5-2A and 3A.

A.

Geologic Literature Review

The site is located in the area of transition from the east side of the Basin and Range
Province and west side of the Colorado Plateau Province (Hayden and Willis, 2011).
The site is underlain by the Upper Red Member of the Moenkopi Formation, which
consists of siltstone and sandstone with gypsum beds and stringers. The cliffs above
the site are part of the Shinarump Conglomerate Member of the Chinle Formation,
which consists of well-indurated sandstone and conglomerate.

The bedrock in the area dips down at approximately 5 degrees to the east.

There are no active faults mapped in the area (Utah Geological Survey, 2022). The
closest potentially active fault trace to the site is that of the Washington Fault
located approximately 3 miles to the east.

Aerial Photograph Lidar Review

Based on review of the aerial photographs, there is no evidence of lineations that
would be consistent with fault scarps and no evidence of landslide deposits or debris
flow deposits on the property. There is evidence of rocks related to rockfall along the
slope below the cliffs, though there is no evidence that the rocks representing active
rockfall have reached the area planned for Flowers Drive.

Seismicity

The property is located in the Intermountain Seismic Zone, which consists of an area
of relatively high historical seismic activity. The most intense seismic ground shaking
at the site is expected to originate from the Washington or possibly the Hurricane
fault zones in this area. The Washington and Hurricane fault zones are considered
capable of producing large-magnitude earthquakes and can result in significant
seismic ground shaking at the site. The US Geological Survey data indicate that a
peak ground acceleration of 0.29g can be expected to have a 2 percent probability
of being exceeded in a 50-year time period at this site (ICC, 2017).
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D. Liguefaction Potential
Based on our understanding of the geology of the area with shallow depth to bedrock
and a water likely more than 50 feet below the ground surface, liquefaction is not
considered a hazard at this site.

FIELD METHODS OF INVESTIGATION

A site visit was made by a geologist from AGEC. The site shows no evidence of recent
landslide activity, debris flow or scarps associated with fault rupture. There are rocks on the
ground surface north of the proposed road alignment that represent rocks that have
detached from the cliff faces and rolled down slope to near the rockfall limit line shown on
Figure 2. There are rocks south of this line that appear to have a similar origin but are
mostly buried and likely represent significantly older rockfall events.

ROCKFALL EVALUATION

A site visit was made on December 8, 2022. Source boulders for rockfall hazard originate
from the outcrops of conglormerate north of the site. Potential rockfall rocks are up to
approximately 5 feet in size. They are primarily angular rocks weathering from the cliffs
above the site.

Reconnaissance of the rockfall source area finds that there are numerous rocks that could
potentially dislodge from the cliffs above the site.

We identified the extent of rocks that appear to represent rocks that have dislodged from
the cliff face above the site in recent times and located these on the site plan. We also
developed two ground profiles of the slope from the top of the cliffs, down the slope to the
south of the cliffs. We have assumed a shadow angle of 20 degrees in selecting the rockfall
hazard area on Figure 1, which has been found to provide a reasonable estimate for rock
runout for the St. George area. The rocks identified in the field are upslope of the shadow
angle line, consistent with the shadow angle selected. The approximate area of rockfall
hazard is presented on Figure 1. The road is not planned to encroach on the rockfall hazard
zone.

CONCLUSIONS AND RECOMMENDATIONS

Surface fault rupture, landslide, rockfall, debris flow and liquefaction are not considered to
be significant hazards for the proposed road.

Note that rockfall is not currently a hazard at the site but could be produced if slopes are
steeped more than about 1% horizontal to 1 vertical below boulders exposed at the ground
surface or may become exposed with excavation. We can review the site conditions at the
time of construction to determine if rockfall becomes a concern during grading activities.
Rocks that may become a concern could be removed from the slope to mitigate the hazard.
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LIMITATIONS

This study was performed in accordance with generally accepted engineering geology
practices for the area. The findings of the study are based on published geologic maps,
review of aerial photographs and our interpretation of geologic conditions at the site.

If you have questions or we can be of further service, please call.

Sincerely,

APPLIED GEOTECHNICAL ENGINEERING CONSULTANTS, INC.

Reviewed™by.Jamtes E. Nordquist, P.E.

DRH/rs

Enclosures

REFERENCES

Bowman, S.D., Young, B.W. and Unger, C.D., 2011; Compilation of 1982-1983 seismic
safety investigation reports of eight SCS dams in southwestern Utah (Hurricane and
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International Code Council, 2017, 2018; International Building Code, Falls Church, Virginia.

Utah Geological Survey, 2022; Utah Geologic Hazard Portal accessed December 20, 2022
at https://geology.utah.gov/apps/hazards/.
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EXPLANATION OF SYMBOLS AND GEOLOGIC UNITS IN AREA OF PROPOSED DEVELOPMENT

Qac - Mixed alluvial and colluvial deposits (Holocene to upper Pleistocene).

Qca - Mixed colluvial and alluvial deposits (Holocene to middle Pleistocene).
Qat, - Level 2 alluvial-terrace deposits (Holocene to lower Pleistocene).

Qat; - Level 3 alluvial-terrace deposits (lower Pleistocene).

Res - Shinarump Conglomerate Member of the Chinle Formation (upper Triasic).
Tmu - Upper red member of the Moenkopi Formation (lower Triasic).

_— Geologic contact between units, dashed where approximate.

—_— Strike and dip of bedding.
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Applied GeoTech

December 9, 2022

DSG Engineering, Inc.
113 East 200 North, Suite 2
St. George, Utah 84770

Attention: Ken Miller, P.E.
email: ken@dsgcivil.com

Subject: Geotechnical Recommendations
Flowers Drive
St. George, Utah
AGEC Project No. 2222009

Reference: 1. “Flowers Drive Hillside Overlay Zone, Grading Plan”, by DSG
Engineering, Inc., dated Mat 3, 2022, Project No. 20-022.

Applied Geotechnical Engineering Consultants, Inc. (AGEC) was requested to conduct a
subsurface investigation and provide geotechnical recommendations for the design and
construction of the proposed Flowers Drive in St. George, Utah as shown on Figure 1.

SITE CONDITIONS

The alignment is located from the proposed Southern Hills Parkway extending east along the
base of an hillside to the east approximately 1,800 feet as shown on Figures 1 and 2. The
area is undeveloped and covered in sparse native grass and desert brush. The hillside above
the western portion has a rock cap above which may present some rockfall hazard to the
road. The area is surrounded by undeveloped property with the Southern Parkway further to
the south.

SUBSURFACE SOIL CONDITIONS

The subsurface profile observed within the test pits excavated along the roadway alignment
consists of near surface silty sand to sandy silt and silty clay with sand underlain by shale and
sandstone bedrock. Silty gravel with sand was observed below the near surface sand in Test
Pit TP-7. Practical excavator refusal was encountered on sandstone bedrock in Test Pits TP-2
through TP-4 and TP-6 at depths ranging from 4 to 6 feet below the existing grade. The test
pits were excavated with a large track-mounted excavator.
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Descriptions of the soil and bedrock type encountered follow:

Silty Clay with Sand - The silty clay with sand is medium stiff to stiff, dry to slightly
moist, porous, contains roots and is brown to reddish brown in color.

Laboratory tests conducted samples of the silty clay indicate an in-place moisture
content of 2 percent, an in-place dry density of 89 pounds per cubic foot (pcf), gravel
contents (percent retained on the No. 4 sieve) ranging from 3 to 8 percent and fines
contents (percent passing the No. 200 sieve)ranging from 78 to 83 percent. An
Atterberg Limits test completed on the clay indicates a Liquid Limits of 23 percent and
a Plasticity Index of 5 percent. A California Bearing Ratio test completed on a sample
of the silty clay with sand indicates a CBR value of 6 percent.

A moisture-density relationship (Modified Proctor) test conducted on a sample of the
silty clay with sand indicates a maximum dry density of 114.5 pcf and an optimum
moisture content of 12.0 percent.

Silty Sand to Sandy Silt - The silty sand to sandy silt contains varied amounts of
gravel. It is loose near the surface to dense with depth (in TP-7). It is dry to slightly
moist, contains roots on the upper 1 to 3 feet, porous near the surface and reddish
brown in color.

Laboratory tests conducted on samples of the silty sand to sandy silt indicate an in-
place moisture content of 4 percent, in-place dry densities ranging from 87 to 102
pcf, gravel contents ranging from O to 19 percent and fines contents ranging from 43
to 60 percent.

Silty Gravel with Sand - The silty gravel with sand is dense, dry and reddish brown in
color.

Shale Bedrock - The shale bedrock is soft to moderately hard, weathered and
fractured, dry, low to medium plastic and reddish brown in color. It also contains grey
layers.

Laboratory tests conducted on samples of the shale bedrock indicate an in-place
moisture contents ranging from 3 to 6, in-place dry densities ranging from 107 to 148
pcf and fines contents ranging from 88 to 98 percent. An Atterberg Limits test
indicates a Liquid Limits of 26 percent and a Plasticity Index of 7 percent.

Sandstone Bedrock - The sandstone bedrock is hard, dry and greyish brown in color.




Flowers Drive Project No. 2222009
December 9, 2022
Page 1

The Logs of Test Pits are shown on Figure 3. The Legend and Notes to Test Pits are shown
on Figure 4. Laboratory test results are also shown on Figure 3 and are summarized in the
Summary of Laboratory Test Results, Table 1. The Gradation and Moisture-Density
Relationship Results (Proctor) are shown graphically on Figure 5. The CBR results are shown
on Figure 6.

SUBSURFACE WATER

Subsurface water was not encountered in the test pits excavated to the maximum depth
investigated, approximately 117 feet below the existing grade. Fluctuations in the
groundwater level may occur over time. An evaluation of such fluctuations is beyond the
scope of this report.

PROPOSED CONSTRUCTION

We understand that the proposed alignment for Flowers Drive will be a 60 foot right of way
(ROW). The pavement section will be designed using a Traffic Index of 5.5 in accordance
with St. George City Specifications. The roadway will be constructed with asphaltic concrete
pavement underlain by approved city spec base course. The roadway will also include
concrete sidewalk and curb and gutter.

A preliminary grading plan provided by DSG Engineering, Inc. indicates cuts up to
approximately 12 feet along the base of the uphill slope and fills on the order of 2 to 5 feet
on the downslope side of the road. A riprap lined drainage swale will also be constructed
along the base of the slope to capture and direct surface water. The existing wash near the
east end of the project will also be re-shaped with a berm constructed above the wash along
the west side. It will also be lined with rock riprap.

RECOMMENDATIONS

Based on our experience in the area, the information from the referenced report and the
proposed construction, the following recommendations are given:

A. Site Grading

1. Subgrade Preparation
Prior to placing fill, the site should be grubbed and overexcavated to remove
the near surface loose, dry soil as shown in the following table and on Figure
3:




Flowers Drive

Project No. 2222009

December 9, 2022

Page 1

Area Depth
Grubbing (entire project site) 2 to 3 inches
Pavement and Flatwork Y2 to 4 feet

The excavations should extend at least b feet beyond the perimeter of the
proposed building and flatwork. Subsequent to grubbing and overexcavation
and prior to placing fill, concrete or pavement, the exposed subgrade scarified
to a depth of 8 inches, properly moisture conditioned and compacted to at
least 90 percent of the maximum dry density as determined by ASTM D-1557.
The removed soil may be replaced in properly moisture conditioned and
compacted lifts.

Excavation

Excavation of the on-site soil and the soft shale bedrock at the site may be
accomplished with typical excavation equipment. The hard sandstone bedrock
will be difficult to excavate and will require a large trackhoe equipped with rock
teeth or a single ripper tooth. A rock hammer may also be necessary to
excavate the sandstone.

Grading Slopes and Trenches

The following table summarizes recommendations for excavation of permanent
cut slope excavations, temporary trench excavations (OSHA Guidelines) and
permanent fill slope construction. Slopes should include benches in accordance
with the 2018 IBC.

Maximum Slope

Slope Condition (Horizontal:Vertical)

Permanent Cut Slopes in Overburden Soils 2:1
Permanent Fill Slopes - Compacted fill 2:1
Utility Trenches in On-site Soils (OSHA Soil Class C) 1%:1*
Utility Trenches in Bedrock (OSHA Soil Class A) %:1*

*Steeper trenches will require the use of shoring or a trench box to provide a safe work environment. Safe
trench excavation is the responsibility of the contractor.

Fill slopes should be graded by overbuilding and then cutting back to the
desired grade to provide a compacted slope face. Fill placed on existing slopes
steeper than 3:1 should be placed using a benching procedure to “key” the fill
into the existing slope. Benches should be of sufficient width to allow
adequate area for the compaction equipment.
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4.

Materials
Import materials should be non-expansive, non-gypsiferous, granular soil.
Listed below are the materials recommended for imported fill.

Area Fill Type Recommendations
Foundations/slabs Site grading/ -200 <35%, LL <30%
structural fill Maximum size: 4 inches

Solubility < 1%

Parking Base course CBR>60%, 200 <12%
Maximum size: 1 inch

Underslab Base course -200 <12%
Maximum size: 1 inch

-200 = Percent Passing the No. 200 Sieve
LL = Liquid Limit

The on-site soils, free of organics, debris, and material larger than 6 inches are
suitable for use as site grading fill, wall backfill and utility trench backfill. The
on-site bedrock is suitable for use as site grading fill, wall backfill and utility
trench backfill provided it is processed such that the maximum particle size is
4 inches and at least 60 percent of the material passes the Number 4 sieve.

Compaction

Compaction of materials placed at the site should equal or exceed the following
minimum densities when compared to the maximum dry density as determined
by ASTM D-1557:

Area Percent Compaction
Subgrade (on-site) 90
Site grading 95
Utility trenches 95
Pipe zone 90
Base course 95

To facilitate the compaction process, the fill should be moisture conditioned to
within 2 percentage points of the optimum moisture content as determined by
ASTM D-1557 prior to placement. Fill should be placed in loose lift thicknesses
which do not exceed the capacity of the equipment being utilized. Generally,
6 to 8-inch loose lifts are adequate for large rubber tired or sheepsfoot
equipment. Lift thicknesses should be reduced to 4-inches for hand
compaction equipment.
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B. Soil Corrosion

Based upon our experience in the area, the on-site soils and many imported sources
may contain sulfates in sufficient concentration to be corrosive to concrete. Therefore,
we recommend concrete elements that will be exposed to the on-site soils be designed
in accordance with provisions provided in the American Concrete Institute Manual of
Concrete Practice (ACI) 318-14. Tables 19.3.1.1 and 19.3.2.1 of ACI 318-14 should
be referenced for design of concrete elements utilizing a Sulfate Exposure Class of S2.

Consideration should also be given to cathodic protection of buried metal pipes. We
recommend utilizing PVC pipes where local building codes allow.

C. Pavement
1. Analysis

Asphaltic Concrete: The flexible pavement analysis is based on AASHTO
design methods and a 20 year design life. The following parameters were
considered for our analysis:

. Base course that meets St. George City specifications which would
correspond to a Structural Coefficient (a,) of at least 0.12. Asphalt that
provides a Structural Coefficient (a,) of at least 0.40.

. Drainage Coefficient = 1.0.

. We anticipate the subgrade materials will be variable and consist of
sandy clay. We have measured a CBR value of 6 percent for a properly
prepared subgrade. Prior to placing base course or pavement area
grading fill, the subgrade should grubbed and prepared as recommended
in the Subgrade Preparation section of this report. A Mg value of 9,000
pounds per square finch (psi) was used for the subgrade based upon the
CBR value and the relationship between CBR and Resilient Modulus

(Mg).
. Serviceability Index: P,=4.2, P,=2.5, therefore, APSI=1.7.
. Reliability of 90 percent.

Standard Deviation (S,) = 0.45.

2. Subgrade Support
Our design assumes a properly prepared subgrade as recommended in the
Subgrade Preparation section of this report. The subgrade preparation varies
depending on the location on the site. Prior to placing base course or
pavement or grading fill, the subgrade should be prepared as recommended in
the Subgrade Preparation section of this report.
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3. Traffic Loading
The following traffic Indexes were used in design of roadways:

Roadway ROW (ft) Traffic Structural Number Required
Index
Flowers Drive 60 foot - Residential 5.5 1.59
Collector
4. Pavement Thickness

Based on the assumed traffic loadings and Washington City traffic indexes, a
20-year design life, and AASHTO design methods, the following pavement
sections are recommended.

Base Course

Roadway Asphalt (in.) (in.) Structural Number Provided
Flowers Drive 3 6 1.8
5. Pavement Materials

The pavement materials should meet City of St. George specifications for
gradation and quality. The pavement thicknesses indicated above assume that
the base course is a high quality material with a CBR of at least 50 percent and
the asphaltic concrete has a minimum Marshall stability of 1,800 pounds.
Other materials may be considered for use in the pavement section. The use
of other materials may result in other pavement material thicknesses.

6. Drainage
The collection and diversion of drainage away from the pavement surface is

extremely important to the satisfactory performance of the pavement section.
Proper drainage should be provided.

D. Construction Testing and Observations

We recommend the following testing and observations be done as a minimum as
required by the City of St. George.

1. Observe grubbing and removal of soil containing roots and organics.

2. Conduct compaction testing on fill placed below foundations and in building
pads. We recommend testing each foot of fill placed.

3. Conduct construction materials testing on city improvements at a frequency
which meets or exceeds St. George City requirements.
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LIMITATIONS

This report has been prepared in accordance with generally accepted soil and foundation
engineering practices in the area for the use of the client for design purposes. The
conclusions and recommendations included within the report are based on the subsurface
investigation, information from the reference report, and our experience in the area.
Variations in the subsurface conditions may not become evident until excavation is
conducted. If the subsurface conditions or groundwater level are found to be significantly
different from those described above, we should be notified to reevaluate our
recommendations.

If you have any questions or if we can be of further service, please call.

Sincerely,

APPLIED GEOTECHNICAL ENGINEERING CONSULTANTS, INC.

Arnold DeCastro, P.E.

Rev by JRH, P.E..

P:\2022 Project Files\2222000\2222009 - GT Desert Canyot wpd



sdabbs
12/9/22


Google Earth

FLOWERS DRIVE
ST. GEORGE, UTAH

N

Not to Scale




FLOWERS DRIVE
ST. GEORGE, UTAH

120

240 feet

B Approximate test pit location

2222009

AGEC

Site Plan Figure 2




TP-1
Elev. 2757.0'

Depth/Feet

TP-5
Elev. 2739.4'

— O
— 5
® -
©
[l
<
s
[
=
— 10
— 15

Bottom of overexcavation to remove unsuitable soils

TP-2 TP-3
Elev. 2765.0' Elev. 2757.3'

WC = 2
DD = 89
+4=4

-200 = 78

TP-6
Elev. 2733.8'

P-4
Elev. 2745.7"

TP-7
Elev. 2744.9'

Depth/Feet

Depth/Feet

2222009

AGET

Logs of Test Pits

Figure 3




LEGEND:

NOTES:

Silty Clay with Sand (CL-ML); medium stiff to stiff, dry to slightly moist,
porous, contains small roots, brown to reddish brown in color.

2.
V Silty Sand (SM) to Sandy Silt (ML); contains varied amounts of gravel. It is
3 loose near surface to dense with depth (TP-7). It is dry to slightly moist, 3.
contains roots in the upper 1 to 3 feet, porous near surface and reddish brown
in color.
4.

Silty Gravel with Sand (GM); dense, dry, reddish brown in color.

Shale Bedrock; soft to moderately hard, weathered, fractured, low to medium
plastic, reddish brown with grey layers.

Sandstone Bedrock; hard, dry, greyish brown in color.

’:| Indicates relatively undisturbed block sample taken.

’:"! Indicates disturbed sample taken.

Indicates practical backhoe refusal on boulders, sandstone bedrock, or limestone bedrock.

B

——— Bottom of overexcavation to remove unsuitable soils

The test pits were excavated on November 3, 2022 with a trackhoe.

The locations and elevations of the test pits were measured by DSG Engineering, Inc.
using GPS methods.

The test pit locations and elevations should be considered accurate only to the degree
implied by the method used.

The lines between the materials shown on the test pit logs represent the approximate
boundaries between material types and the transitions may be gradual.

Free water was not encountered in the test pits at the time of excavation.

WC = water content (%);

DD = dry density (pcf);

+4 = percent retained on the No. 4 sieve;
-200 = percent passing No. 200 sieve;
LL = liquid limit (%);

Pl = plasticity index (%);

NP = non-plastic;

CBR = california bearing ratio (%);

MDD = maximum dry density (pcf);

OMC = optimum moisture content (%).

2222009 AG&C Legend and Notes of Test Pits

Figure 4
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after soaking 111 pcf top 1-inch after soaking 14.5 percent
Swell: after soaking 0.0 percent average after soaking 159  percent
Comments: CBR value taken at 0.2 inch penetration
Bearing Ratio of Sample, CBR = 6 percent Surcharge 30 Ib
Proj. No. 2222009  CALIFORNIA BEARING RATIO TEST RESULTS Figure 6
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Flowers Drive

APPLIED GEOTECHNICAL ENGINEERING CONSULTANTS, INC.

TABLE |
SUMMARY OF LABORATORY TEST RESULTS

Project Number 2222009

Sample Gradation Atterberg Limits M0|stur.e Der.wsr[y
Location Natural | Natural Relationship California
Moisture Dry Opti ; Bearing e .
. : - - ptimum | Maximum : Sample Classification
T:iit Depth Cor:tent Density | Gravel Sand S;;t/ L|I_?r:,li? Pllans;it:z(lty Moisture Dry Raotlo
(feet) (%) (pct) (%) (%) 4 Content Density (%)
No. (%) (%) (%)
(%) (pcf)
TP-1 -1 8 14 78 23 5 12.0 114.5 6 Silty Clay with Sand
(CL-ML)
TP-1 1 2 3 14 83 Silty Clay (CL-ML)
TP-2 Yo 2 89 4 18 78 Silty Clay (CL-ML)
TP-3 1 3 98 26 7 Shale Bedrock
TP-4 3 3 148 Shale Bedrock
TP-5 4% 4 87 0 40 60 Sandy Silt (ML)
TP-5 10 3 107 88 Shale Bedrock
TP-6 1 4 102 19 38 43 Silty Sand (SM)
TP-6 5 6 90 Shale Bedrock
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1.0

2.0

INTRODUCTION

This Preliminary Drainage Study addresses the hydrologic impacts of proposed public
street and rough grading for, and in the vicinity of, the proposed Flowers Way public
street improvements located in the Desert Canyons Master Planned Community, St.
George, Utah. The objective of this study is to analyze the off-site and on-site hydrology
under current conditions, and to analyze the impact of the proposed development on
the existing on-site and downstream runoff. Flow patterns, points of discharge, and
peak runoff are evaluated and compared to determine compliance with City of St.
George drainage requirements. A plan was developed for the conveyance of storm
flows through and around the site, establishment of flow rates for use as the basis of
design for permanent and temporary flood protection facilities and for the
determination of potential impacts to adjacent properties and facilities.

PROJECT DESCRIPTION

2.1 Location
The project site is located generally in the northwest one-quarter Section 34,
Township 43 South, Range 15 West, Salt Lake Base and Meridian. A map
illustrating the location of the project in relation to St. George and the
surrounding area is presented in Figure 1 of Appendix.

2.2 Project Description
The Flowers Way road improvement project located within the St. George City
Hillside Overlay zone consists of the construction of approximately 500 linear
feet of 60-ft public right-of-way street improvements, and limited rough grading
of some adjacent property. The proposed street improvements will consist of
curb and gutter, sidewalk, and asphaltic concrete pavement throughout the
public right-of-way.

2.3  Soils

Soils information was referenced from the USDA Web Soil Survey. A copy of the
soil map is included in the Appendix. Soils found in off-site subbasins consist
primarily of the Nikey sandy loam and St. George silt loam soils (hydrologic group
“B”), a relative small amount of bedrock (Hobog-Rock, hydrologic group “D”),
and Stony colluvial land (assumed hydrologic group “C”). Composite SCS Curve
number calculations based upon soil types and land uses are included in the
Appendix.
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3.0 DRAINAGE BASINS

3.1

3.2

33

3.4

FEMA Floodplain

Based upon the Flood Insurance Rate Map (FIRM) all proposed structures lie
within an area designated as Zone “X”, defined by FEMA as an area outside the
100-year floodplain and is shown on FEMA map ID 49053C1044G (See Figure 2).

Master Plan Drainage Facilities
No master planned drainage facilities are addressed in the St. George City
Master Drainage Study within the project boundaries.

Existing Drainage Conditions

The project site is located primarily in upland terrace topography. A portion of
the proposed roadway is located near the base of a small mesa. The mesa top
consists of sandstone caprock (Shinarump Member of the Chinle Formation).
The mesa side slopes range from greater than 40% near the cap rock, to less
than 20% in the vicinity of the proposed roadway. The existing ground surface is
sparsely vegetated with desert vegetation native to the area.

Developed Drainage Conditions

The proposed overall site development located within the existing Hillside
Overlay Zone will consist of approximately 500 linear feet of 60 feet with
improved  public right-of-way, two rough graded commercial pads,
detention/sedimentation basins, and storm drain facilities. Slope armoring is
proposed along the west side of an existing ephemeral wash located in the
eastern limits of the project site. See Figure 4 for developed conditions.
Temporary sedimentation basins will be constructed on each pad at the
downstream extent of each lot. Permanent detention/sediment basins will be
required on each lot when development occurs on the lot. The temporary
detention/sediment basins will accommodate LID storage volume and discharge
requirements.

4.0 HYDROLOGICAL DESIGN METHODS

4.1

Rainfall Methodology

The rainfall and runoff data developed for this hydrologic analysis was prepared
for use with the Army Corp of Engineering’s program HEC-1 in accordance with
the City of St. George Drainage Design Manual. HEC-1 input data was generated
using the St. George Drainage Manual. Runoff modeling was performed for the
10-year and 100-year storm frequencies.
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100-year and 10-year, 3-hour point rainfall depth of 1.64 inches and 1.00 inches
were utilized in the HEC-1 portion of this hydrology analysis to size the detention
basins and calculate street flows. No area reduction was utilized in the point
rainfall determinations.

4.2  Runoff Methodology
The SCS Curve number method was used for the loss calculations in all scenarios.
The curve numbers for the water sheds were determined using a weighted
average based on soil type, vegetation and land use. The lag time for each basin
was calculated 'using both the travel time component method and the SCS
empirical method. The shortest lag time was then used in the transform
analysis. The time of concentration was calculated as follows:

Te=Ti+T:

where:

T. = Time of concentration

Ti = Initial, inlet or sheet flow travel time

T: = Travel time for shallow concentrated flow

Initial flow time was calculated as follows:

Ti = 0.007(nL)%8/(P,)05s04

where:

Ti = Initial overland travel time (minutes)

n = manning’s number

L = sheet flow length (typically less than 300 feet)
P2 = 2-yr 24-hr precipitation (inches)

s = slope (ft/ft)

Shallow concentrated flow travel time was calculated as follows:

Ti = L/3600V

Where:

Tt = travel time for shallow concentrated flow
L = flow length (feet)

V = average velocity (ft/s)

The velocity used in the travel time computations for all offsite and onsite basins
was estimated using TR-55’s Figure 3-1 and assuming unpaved surfaces.
The lag time was calculated as follows:

Tiag = 0.6T¢ (hours)
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5.0 RESULTS OF ANALYSIS

5.1

Peak Runoff

Historical, existing on-site, and developed on-site calculated peak runoff at
critical points of discharge are indicated on Figures 3 and 4, respectively. Final
downstream points of discharge have been altered between the developed and
existing condition. However, all runoff is conveyed to the same existing
downstream conveyance. Peak runoff flow rates and points of discharge for the
developed basins are presented in Table 1.

Table 1.

Calculated Runoff
Hydrologic Condition/Basin Q10 (cfs) Q100 (cfs)
Existing Conditions
EX (All Subbasins) 19
OFF1 2
OFF2 1
OFF3 3
Developed Conditions
DV1 21
DV2 4
RD1 2
RD2 5
Combined Onsite Developed and
Offsite Existing after Detention 18

Based on the calculated peak flowrates at downstream points of concentration,
peak flowrates generated by the proposed subdivision development will not
exceed existing condition peak flows.

Detention/sedimentation basins should be designed with sufficient capacity to
accommodate the 10-year and 100-year storm events. Based upon the HEC1
analysis, detention/sedimentation basins should be designed with the following
capacities: Basin #1: Top of grate elevation=2745.5,
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5.2

53

Table 2
Detention/Sediment Basin Data
Basin Top of Grate Detention Volume | LID Volume at first
Elevation (ft) at Grate (cf) 12” Depth (cf)
27455 20473 4860
2743.0 9148 980
LID

Temporary sediment basins are proposed within the DC West Commercial
subdivision for the purpose of capturing the 80" percentile storm. The required
retention volume was calculated in accordance with the Dixie Storm Water
Coalition GI/LID Guidance manual. Based upon the reference guidance manual,
the retention volume for each rough graded pad and adjacent improved
roadway is listed in Table 2  Retention volume calculations are included in the
Appendix.
Table 3
Required LID Volume

Sediment Basin Req’d LID Volume (cu ft)

1 2429
2 490

Hydraulic Results

A hydraulic analysis included depth of flow and velocity within the proposed on-
site public street, graded swales, and storm drain facilities. Calculated depths of
flow and velocities within the project, during the 10-year and 100-year storm
events, did not exceed the maximum amount set forth by the City of St. George.
All hydraulic calculations and analysis are included the Appendix. The 10-year
depths and velocities were not calculated because the 100-year depths did not
exceed dry-lane criteria.

Storm drain and detention basin orifice calculations are included in the
Appendix.

6.0 CONCLUSIONS
Street and storm drain improvements are designed to convey the calculated 100-yr and
10-yr storm event runoff within the limits established by the City of St. George.
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APPENDIX
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Hydrologic Criteria
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Soil Physical Properties

Soil Qualities and Features

AASHTO Group Classification (Surface)
AASHTO Group Index

Depth to a Selected Soil Restrictive Layer
Depth to Any Soil Restrictive Layer

Depth to Bedrock

Drainage Class

Frost Action

Frost-Free Days

Hydrologic Soil Group

View Descriptlonl View Rating[

View Options
Map
Table
Description of Rating Warning: Soil Ratings Map may not be valid at this scale.
Rating Opti You have zoomed in beyond the scale at which the soil map for this area is intended to be used. Mag
ing Options is done at a particular scale. The soil surveys that comprise your AOI were mapped at 1:24,000. The
[J Detailed Description map units and the level of detail shown in the resulting soil map are dependent on that map scale.
Enlargement of maps beyond the scale of mapping can cause misunderstanding of the detail of maF
Advanced Options accuracy of soil line placement. The maps do not show the small areas of contrasting soils that coulc
shown at a more detailed scale,

Aggregation Method  Dominant Condition v

Tables — Hydrologic Soil Group — Summary By Map Unit

Component Percent

Cutoff Summary by Map Unit — Washington County Area, Utah (UT641)
Tie-break Rule Lower Summary by Map Unit — Washington County Area, Utah (UT641)

el Map unit Map unit name Rating Acres in Percent of

View Description] View Ratingl symbol a0t nos
Map Unit Name HG Hobog-Rock land association D 0.9 2.5%
Parent Materfal Name NLE Nikey sandy loam, 3 to 15 percent B 2.3 6.7%
Representative Slope SIOD &=
Soil Slippage Potential Sa St. George silt loam B 14.9 43.3%
Subsidence, Initial sY Stony colluvial fand 16.3 47.5%
Subsidence, Total Totals for Area of Interest 34.3 100.0%

Unified Soil Classification (Surface)
Water Features

Description — Hydrologic Soil Group

Hydrologic soil groups are based on estimates of runoff potential. Soils are assigned to one of four
groups according to the rate of water infiltration when the solils are not protected by vegetation, are
thoroughly wet, and receive precipitation from long-duration storms.

The soils in the United States are assigned to four groups (A, B, C, and D) and three dual classes (A/D,
B/D, and C/D). The groups are defined as follows:

Group A. Soils having a high infiltration rate (low runoff potential) when thoroughly wet. These consist
mainly of deep, well drained to excessively drained sands or gravelly sands. These soils have a high
rate of water transmission.

Group B. Solls having a moderate infiltration rate when thoroughly wet. These consist chiefly of
moderately deep or deep, moderately well drained or well drained soils that have moderately fine
texture to moderately coarse texture, These soils have a moderate rate of water transmission.

https:/websoilsurvey.sc.egov.usda.gov/App/WebSoilSurvey.aspx 1/2



CURVE NUMBER CALCULATION

Project: FLOWERS WAY

Basin: DV1
Area: 20.4 Acres
Curve
Area Soil Percent |Number | Product
Land Use Cover Type (acres)  |Type age (P] [(CN) (PxCN)
rough graded 14.3 B 70% 86 60.2
rough graded 6.1 C 30% 91 273
Totai: 204 100% 87.5
CURVE NUMBER CALCULATION
Project: FLOWERS WAY
Basin: DV2
Area: 3.5 Acres
Curve [
Area Soil Percent |Number |Product
Land Use Cover Type (acres Type age (P) [(CN) (PXCN)
rough graded 2.8 B 80% 86 68.8
rough graded 0.7 B 20% 91 18.2
Total: 3.5 100% 87.0
CURVE NUMBER CALCULATION
Project: FLOWERS WAY
Basin: RD1, RD2
Area: 2.3 Acres
Curve
Area Soil Percent |Number |Product
Land Use Cover Type (acres) |Type |age(P) |(CN) (PxCN)
paved 23 B 100% 98 98.0
Total: 23 100% 98.0
CURVE NUMBER CALCULATION
Project: FLOWERS WAY
Basin: OFF1, OFF2
Area: 2.3 Acres
Curve
Area Soil Percent |Number | Product
Land Use Cover Type (acres) |Type age (P) [(CN) (PxCN})
Desert shrub, poor 23 [od 100% 85 85.0
Total: 2.3 100% 85.0
CURVE NUMBER CALCULATION
Project: FLOWERS WAY
Basin: OFF3
Area: 3 Acres
Curve
Area Soil Percent |Number |Product
Land Use Cover Type (acres) |Type lage (P) |(CN) (PxCN}
Desert shrub, poor 26 C 85% 85 723
Desert shrub, poor 0.5 D 15% 88 13.2
Total: 3.0 100% 85.5
CURVE NUMBER CALCULATION
Project: FLOWERS WAY
Basin: EX
Area: 32.7 Acres
Curve
Area Soil Percent |Number |Product
Land Use Cover Type tacres] |Type age (P} |(CN) (PxCN}
Desert shrub, poor 18.0 B 55% 77 424
Desert shrub, poor 131 (o] 40% 85 34.0
Desert shrub, poor 1.6 D 5% 88 4.4
Total: 14.7 45% 80.8
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HYDROLOGIC CRITERIA AND DRAINAGE DESIGN MANUAL

RUNOFF CURVE NUMBERS
" (URBAN AREAS")

. + Curve numbers for
Cover description hydrologic soil group—

Average percent
Cover type and hydrologic condition impervious area? A B C D

Fully developed urban areas (vegetation established)
Open space (lawns, parks, golf courses, cemeteries.

ete. )
Poor condition (grass cover < 50%) .............. 68 ™ 86 89
Fair condition (grass cover 50% to 75%)........... 49 69 79 84
Good condition (grass cover > T5%) .............. 39 61 74 80

Impervious areas:
Paved parking lots. roofs, driveways, ete.
{excluding rightofway). ..........coeuevinn..... 98 98 98 98
Streews and roads:
Paved: curbs and storm sewers {exciuding

o1 1T B L T 98 98 98 98
Paved; open ditches (including right-of-way) ....... 83 89 92 a3
Gravel (including rightof-way) ................... 76 8 89 g1
Dirt (including right-of-way) ........c.ovvuvun..n. 2 8 &7 89

Western desert urban areas:
Natural desert landscaping (pervious aress only)... 63 T 85 88
Artificia] desert landscaping (impervious weed
barrier, desert shrub with 1. to 2:inch sand
or gravel mulch and basin borders). .............. 96 96 96 9%
Urban diseriets:
Commercial and business.............cccvvnnenn... 8 89 92 94 95
Industrial. ..ot 72 81 88 91 93
Residential districts by average lot size:
See Table 602A
Developing urban areas
Newly graded aress (pervious aress only.
NO VeBelatioN)® .e. vttt iiiiiiiiieiiieirienane T 86 9 94

1 Average runoff condition, and I, = 0.2S.

2 'lheavengcpmm:mpmmuushwnwumdmdevalopﬂwconmunem’s. Other assumptions are as follows: impervious areas are directly
connected to the drainage system. ImpetvxousamsluveaCNoI98,nndpmousnreumwmd:edeqmvalenttoopmspmmgoodhydmloglccondiﬁon.
CN's for other combinations of conditions may be computed using Figure 603.

3 CN's shown are equivalent to those of pasture. Composite CN"s may be computed for other combinations of open space cover type.

4 Composite CN's for natural desert landscaping should be conp d using Figure 603 based on the impervious area percentage (CN #98) and the pervious area
CN. The pervious area CN's arc assumed equivalent to desert shrub in poor hydrologic condition.

5 &wmlmmfmhdwpofmwymdmngmmndeomonlhwldbecompnmduﬁu

f 2. 0 i
Figure 603 based on the dogree of dovelopment impervions area percentage) and the CN's for the newly graded pervious aress. Revision Dare ||

WRC REFERENCE: TABLE 602

ENGINEERING SCS TR-55, USDA, June 1986. 1 o0f 4




HYDROLOGIC CRITERIA AND DRAINAGE DESIGN MANUAL
= e
(SEMIARID RANGELANDS')
Curve numbers for
Cover description hydrologic soil group—
Hydrologie
Cover type condition? Al B Cc D
Herbaceous—mixture of grass, weeds, and Poor 80 87 a3
low-growing brush, with brush the Fair n 81 89
minor element. Good a2 4 8
Osk-aspen—mountain brush mixture of oak brush, Poor 66 74 79
aspen, mountain mahogeny, bitter brush, maple, Fair 48 57 63
and other brush. Good - 30 41 48
Pinyon-juniper—pinyon, juniper, or both; Poor 75 85 89
grass understory. Fair 58 73 80
Good 4] 61 !
Sagebrush with grass understory. Poor 67 80 85
Fair 51 63 70
Good 35 47 55
Desert shrub—major plants include saltbush, Poor 63 T 8 88
greasewood, creosotebush, blackbrush, bursage, Fair 55 Kt 81 86
palo verde, mesquite, and cactus. Good 49 68 ™ 84
'Average runoff condition, and I, = 0.2S.
3/'vor: <30% ground cover (litter, grass. and brush overstory).
Fuir: 30 o 70% ground cover.
Cuunl: > 70% ground cover.
3Curve numbers for group A have been developed only for desert shrub.
Revision Date

WRC REFERENCE: ,
ENGINEERING SCS TR-55, USDA, June 1986.

TABLE 602
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FLOWERS WAY HILLSIDE APPLICATION| Drainage Study

HEC-1 Calculations
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*  FLOOD HYDROGRAPH PACKAGE (HEC-1) *

ENGINEERS

*

CENTER *

*
*

*

*

SEPTEMBER 1990 *

VERSION 4.9 N

£

* RUN DATE 11/28/2022 TIME 13:48:53 *
*

*
*

*
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STRUCTURE.
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U.S. ARMY CORPS OF

HYDROLOGIC ENGINEERING

609 SECOND STREET

DAVIS, CALIFORNIA 95616

(916) 756-1104

THIS PROGRAM REPLACES ALL PREVIOUS VERSIONS OF HEC-1 KNOWN AS HEC1 (JAN 73), HEC1GS, HEC1DB, AND HEC1KW.

THE DEFINITIONS OF VARIABLES -RTIMP- AND -RTIOR- HAVE CHANGED FROM THOSE USED WITH THE 1973-STYLE INPUT

THE DEFINITION OF -AMSKK- ON RM-CARD WAS CHANGED WITH REVISIONS DATED 28 SEP 81. THIS IS THE FORTRAN77 VERSION
NEW OPTIONS: DAMBREAK OUTFLOW SUBMERGENCE , SINGLE EVENT DAMAGE CALCULATION, DSS:WRITE STAGE FREQUENCY,

DSS:READ TIME SERIES AT DESIRED CALCULATION INTERVAL

KINEMATIC WAVE: NEW FINITE DIFFERENCE ALGORITHM

LINE

N

HEC-1 INPUT
ID..... e G " NP - U - SR
D HEC-1 Analysis using GeoShed
D FLOWERS WAY
ID 10-YR 3-HR FF
*DIAGRAM
IT 5 1JAN22 [ 1ee
I0 e
KK OFF2
KO e 2] ] %] 22
BA 0.0623
PB 1
IN . 5 1JAN22 [}
* FARM3HR
PC 2] 7] 1 1 2 2
PC 71 77 81 84 86 88
PC 93 94 94 94 95 95
PC 97 28 98 99 99 100
LS Q 85 7}
Uub 0.e53
KK 9R CNAME 9C
KO %) 2] 4] [ 22
RN 9R
KK OFF3
KO (4 2] 0 2] 22

Page 1

N A

20
96
100

28

96

LOSS RATE:GREEN AND AMPT INFILTRATION

9.

48
92
97

.1@

62
93
97

PAGE 1



FLWR1.0UT

22 BA @.0e47
23 LS 0 85 ]
24 ub 8.1
25 KK 8C  CNAME 8R
26 KO 0 0 ] %] 22
27 HC 2
28 KK 8R  CNAME 8cC
29 KO (] 0 Q 0 22
30 RD 1ee @.01 0.035 TRAP 3 3
31 KK Dv2
32 KO 2] <] [ (] 22
33 BA ©.0055
34 LS (4 87 4]
35 Uub @.085
36 KK 7C  CNAME 7R
37 KO e [ %] e 22
38 HC 2
39 KK vl
* RESERVOIR STORAGE
40 KO @ ] Q 4 22
41 RS 1 FLOW Q [
* STORRES2
42 sv 4] Q 0.1 0.1 0.2 0.2
* ELEVRES2
HEC-1 INPUT PAGE 2
LINE ID.......1...... I F T T T ERT. MR S - JU SO : JURPIRN - DU, |-
43 SE 2739.5 2740.5 2741.5 2742 2743
* OUTRES2
44 sQ (%] 0.4 1.2 2.3 2.7 28.8
* ELEVRES2
45 SE 2739.5 2740.5 2741.5 2742 2743
46 KK Dvl
47 KO 0 Q e 0 22
48 BA ©.0319
49 PB 1
50 IN 5 1JAN22 4
* FARM3HR
51 PC ] %] 1 1 2 2 3 28 48 62
52 PC 71 77 81 84 86 88 20 91 92 93
53 PC 93 94 94 94 95 95 96 96 97 97
54 PC 97 98 98 99 99 100 100
55 LS Q 88 0
56 ub  0.178
57 KK RD2
58 KO [ 0 Q © 22
59 BA ©.0025
60 LS (4] 98 %]
61 uD 0.976
62 KK 9C  CNAME 9R
63 KO 2] 2] (] 0 22
64 HC 2
65 KK V1
* RESERVOIR STORAGE
66 KO Q 0 2 (%] 22
67 RS 1 FLOW (] [“]
* STORRES1
68 SV (] 0.2 .3 0.5 6.6 0.6
* ELEVRES1
69 SE 2741.5 2743 2744 2745 2745.5 2746
* OUTRES1
70 SQ @ 1.2 4 9 11.7 28
* ELEVRES1
71 SE 2741.5 2743 2744 2745 2745.5 2746

Page 2



INPUT
LINE

NO.

17

20

72
73
74

75
76
77

LINE

100
101
102

103
104
165
106
107

108
109
11e

111
112
113
114

KK 9R
KO [
RD 450
KK 7C
KO @
HC 2
ID.......1

KK 7R
KO Q
RN 7R
KK EX
KO %]
BA ©.0511
PB 1
IN 5
* FARM3HR
PC ]
PC 71
PC 93
PC 97
LS %]
up ©.127
KK 6R
KO 4]
RN 6R
KK OFF1
KO (]
BA 0.0031
LS 2]
Uup e.e61
KK 5R
KO o
RD 15
KK RD1
KO Q
BA 0.0011
LS 2]
ub 0.05
KK ac
KO 0
HC 2
KK 4R
KO %]
RN 4R
y44

CNAME ac
0 ]
8.1 0.635
CNAME 7R
] 4]
cveeee2evensss3
CNAME 7C
[ 2]

Q 0
1JAN22 Q
) 1

77 81

94 94

98 98

81 [
CNAME 6C
%] [

0 [

85 (]
CNAME 5C
[ e
0.03 0.015
[ (]

98 ]
CNAME 4R
0 2]
CNAME 4c
Q [

SCHEMATIC DIAGRAM OF STREAM NETWORK

(V) ROUTING
(.) CONNECTOR

OFF2

FLWR1.0UT

] 22

TRAP

%] 22

HEC-1 INPUT
sieeasddilL,

0 22

0 22

1 2

84 86
94 95
29 99
0 22

(4] 22

o 22

TRAP

%] 22

] 22

0 22

(--->) DIVERSION OR PUMP FLOW

(<---) RETURN OF DIVERTED OR PUMPED FLOW

Page 3

10

2

88
95
100

P T - TP ST

3
90

100

PAGE

8.......9......10

28

96

48 62
92 93
97 97



25

28

31

36

39

46

57

62

65

72

75

78

81

92

95

100

103

108

111

8C....... .o
v
\
8R
Dv2
[ S .
\
v
vi
. Dvi
. 9C...4.
. Vv
. Vv
. V1
. A
. Y
. 9R
7Cieiiennnnans
\
\Y
7R
EX
A
\
6R
OPERATION STATION

HYDROGRAPH AT

OFF2
ROUTED TO
9R
HYDROGRAPH AT
OFF3

FLWR1.0UT

RD2
OFF1
\'
\
5R
RD1
4C. ..., ve
v
Vv
4R
RUNOFF SUMMARY
FLOW IN CUBIC FEET PER SECOND
TIME IN HOURS, AREA IN SQUARE MILES
PEAK  TIME OF AVERAGE FLOW FOR MAXIMUM PERIOD
FLOW PEAK
6-HOUR 24-HOUR 72-HOUR
0. .83 a. a. 0.
0. .83 0. e. Q.
1. 92 Q. 0. a.

BASIN
AREA

.00

.00

MAXTMUM
STAGE

TIME OF
MAX STAGE



2 COMBINED

ROUTED TO

HYDROGRAPH

2 COMBINED

ROUTED TO

HYDROGRAPH

HYDROGRAPH

2 COMBINED

ROUTED TO

ROUTED TO

2 COMBINED

ROUTED TO

HYDROGRAPH

ROUTED TO

HYDROGRAPH

ROUTED TO

HYDROGRAPH

2 COMBINED

ROUTED TO

ISTAQ

AT

AT

AT

AT

AT

AT

AT

AT

AT

AT

AT

ELEMENT

8C

8R

Dv2

7C

Vi

Dvl

RD2

9C

vi

9R

7C

7R

EX

6R

OFFL1

5R

RD1

4C

4R

DT

1. .92
1. .92
1. .83
2. .92
1. 1.33
7. 1.00
3 .75
9 .92
3. 1.42
3. 1.42
4. 1.42
4. 1.42
4., 1.00
4. 1.00
1. .83
1. .83
1 .67
2. .75
2. 75

SUMMARY OF KINEMATIC WAVE - MUSKINGUM-CUNGE ROUTING

FLWRL.OUT

0.

(FLOW IS DIRECT RUNOFF WITHOUT BASE FLOW)

PEAK TIME TO

VOLUME

Page 5

DT

PEAK

.01

.01

.01

.01

.01

.03

.00

.03

.03

.05

.e5

.05

.00

.00

.00

.00

INTERPOLATED TO

COMPUTATION INTERVAL

TIME TO

PEAK

2741.02

2743.79

VOLUME

1.33

1.42



FLWR1.0UT

(MIN) (CFS) (MIN) (IN) (MIN) (CFS) (MIN) (IN)

8R MANE .99 1.16 54.36 .17 5.00 1.16 55.00 .17

CONTINUITY SUMMARY (AC-FT) - INFLOW= .6481E-01 EXCESS= .0000E+00 OUTFLOW= .6481E-@1 BASIN STORAGE= .5447E-84 PERCENT ERROR=

-.1

9R MANE 2.75 3.40 88.00 .28 5.00 3.39 85.00 .28

CONTINUITY SUMMARY (AC-FT) - INFLOW= .5219E+0@ EXCESS= .@00PE+00 OUTFLOW= .5208E+00 BASIN STORAGE= .1662E-02 PERCENT ERROR=

-.1

5R MANE .51 .56 50.72 .17 5.00 .55 50.00 .17

CONTINUITY SUMMARY (AC-FT) - INFLOW= .2870E-©1 EXCESS= .@0OQE+00 OUTFLOW= .2870FE-01 BASIN STORAGE= .2338E-@4 PERCENT ERROR=
-.1

**% NORMAL END OF HEC-1 #**

Page 6
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*  FLOOD HYDROGRAPH PACKAGE (HEC-1) *
ENGINEERS *
* SEPTEMBER 1990 *
CENTER N
* VERSION 4.0 *
*
* *

*
* RUN DATE 11/28/2022 TIME 13:41:37 *
*

* *
*
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XXXXXXX XXXX
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XXXXX
X
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XXXXX

XXXXX
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U.S. ARMY CORPS OF
HYDROLOGIC ENGINEERING
6609 SECOND STREET
DAVIS, CALIFORNIA 95616

(916) 756-1104

THIS PROGRAM REPLACES ALL PREVIOUS VERSIONS OF HEC-1 KNOWN AS HEC1 (JAN 73), HEC1GS, HEC1DB, AND HEC1KW.

THE DEFINITIONS OF VARIABLES -RTIMP- AND -RTIOR- HAVE CHANGED FROM THOSE USED WITH THE 1973-STYLE INPUT

PAGE 1

8.......9......10

48 62
92 93
97 97

STRUCTURE.
THE DEFINITION OF -AMSKK- ON RM-CARD WAS CHANGED WITH REVISIONS DATED 28 SEP 81. THIS IS THE FORTRAN77 VERSION
NEW OPTIONS: DAMBREAK OUTFLOW SUBMERGENCE , SINGLE EVENT DAMAGE CALCULATION, DSS:WRITE STAGE FREQUENCY,
DSS:READ TIME SERIES AT DESIRED CALCULATION INTERVAL LOSS RATE:GREEN AND AMPT INFILTRATION
KINEMATIC WAVE: NEW FINITE DIFFERENCE ALGORITHM
1 HEC-1 INPUT
LINE 0 . U JA Y : SN L - T ST
1 ID HEC-1 Analysis using GeoShed
2 0 FLOWERS WAY
3 ID 100-YR 3-HR FF
*DIAGRAM
4 IT 5 1JAN22 [} 100
5 I0 9
6 KK OFF2
7 Ko Q 4] 2] 0 22
8 BA 0.0023
9 PB 1.64
10 IN 5 1JAN22 ]
* FARM3HR
11 PC ] [ 1 1 2 2 3
12 PC 71 77 81 84 86 88 20
13 PC 93 94 94 94 95 95 96
14 PC 97 98 98 99 99 100 100
15 LS ] 85 [
16 UD 0.e53
17 KK 9R  CNAME 9C
18 KO %] Q (<} ] 22
19 RN 9R
20 KK OFF3
21 KO 4] ) 2] 0 22

Page 1



FLWR2.0UT

22 BA ©.0047
23 LS %] 85 2]
24 up 0.1
25 KK 8C  CNAME 8R
26 KO %] 0 ] 2] 22
27 HC 2
28 KK 8R  CNAME 8C
29 KO 0 9 [ 4] 22
3e RD 100 0.01 0.835 TRAP 3 3
31 KK Dv2
32 KO 0 2] ] 2] 22
33 BA ©.9055
34 LS ] 87 [
35 Ub 0.e85
36 KK 7C  CNAME 7R
37 KO 2] a (4 (] 22
38 HC 2
39 KK Vi
* RESERVOIR STORAGE
40 KO o 0 Q e 22
41 RS 1 FLOW 2] ]
* STORRES2
42 sV [*] ] 0.1 9.1 9.2 0.2
* ELEVRES2
HEC-1 INPUT PAGE 2
LINE B D F P D DT J SN - JU SO - SN - BN 1
43 SE 2739.5 2740.5 2741.5 2742 2743
* OUTRES2
44 SQ 0 8.4 1.2 2.3 2.7 28.8
* ELEVRES2
45 SE 2739.5 2740.5 2741.5 2742 2743
46 KK DVl
47 KO ] 0 ) ] 22
48 BA @.0e319
49 PB 1.64
5@ IN 5 1JAN22 0
* FARM3HR
51 PC ] Q 1 1 2 2 3 28 48 62
52 PC 71 77 81 84 86 88 20 91 92 93
53 PC 93 94 94 94 95 95 96 96 97 97
54 PC 97 98 98 99 99 100 100
55 LS 0 88 0
56 up  8.178
57 KK RD2
58 KO [ (“] 0 0 22
59 BA 0.0025
60 LS [ 98 Q
61 UD ©0.976
62 KK 9C  CNAME 9R
63 KO 4 7] 0 Q 22
64 HC 2
65 KK Vi
* RESERVOIR STORAGE
66 KO o 0 (] 0 22
67 RS 1 FLOW %] 7]
* STORRES1
68 sV 0 0.2 0.3 9.5 8.6 0.6
* ELEVRES1
69 SE 2741.5 2743 2744 2745 2745.5 2746
* OUTRES1
70 SQ 0 1.2 4 9 11.7 28
* ELEVRES1
71 SE 2741.5 2743 2744 2745 2745.5 2746

Page 2



INPUT
LINE

NO.

17

20

LINE

100
101
102

1e3
104
105
106
107

1e8
109
110

111
112
113
114

(V) ROUTING

(.) CONNECTOR

KK 9R  CNAME aC
KO -] (5] ] 2] 22
RD 450 0.01 0.035 TRAP 10
KK 7C  CNAME 7R
KO [“] e 2] 2] 22
HC 2
HEC-1 INPUT
ID..... D U - D SO Y -
KK 7R CNAME 7C
KO (] 4 %] %] 22
RN 7R
KK EX
KO 2] (%] ] e 22
BA @.0511
PB 1.64
IN 5 1JAN22 (%]
* FARM3HR
PC <] 0 1 1 2 2
PC 71 77 a1 84 86 88
PC 93 94 94 94 95 95
PC 97 98 98 99 99 1e0
LS 2] 81 ]
up  o.127
KK 6R  CNAME 6C
KO Q [ 2] @ 22
RN 6R
KK OFF1
KO 0 (] e %] 22
BA ©.0031
LS ] 85 (]
ub e.e6l
KK 5R  CNAME 5C
KO (2] (] e %] 22
RD 150 8.03 0.915 TRAP
KK RD1
KO [ ) 4 (] 22
BA ©.9011
LS (] 98 0
ub 0.85
KK 4C  CNAME 4R
KO 0 %] 4 [ 22
HC 2
KK 4R CNAME 4C
KO ] 0 ] ] 22
RN 4R
Y4

FLWR2.0UT

SCHEMATIC DIAGRAM OF STREAM NETWORK

OFF2

(--->) DIVERSION OR PUMP FLOW

(<---) RETURN OF DIVERTED OR PUMPED FLOW

Page 3
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2 COMBINED

ROUTED TO

HYDROGRAPH

2 COMBINED

ROUTED TO

HYDROGRAPH

HYDROGRAPH

2 COMBINED
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1.25

.92

.75

.92

1.25

1.25

.92

.75

.83
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Page 5

0.

DT

0.

(FLOW IS DIRECT RUNOFF WITHOUT BASE FLOW)

PEAK

.01

.e1

.01

.01

.01

.83

.20

.03

.03

.03

.05

.85

.00

.00

.00

.00

.00

INTERPOLATED TO

COMPUTATION INTERVAL

TIME TO

PEAK

2742.79

2745.47

VOLUME

1.25
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FLWR2.OUT
(MIN) (CFS) (MIN) (IN) (MIN) (CFS) (MIN) (IN)

8R MANE .71 4.14 50.90 .54 5.00 4.12 50.00 .54

CONTINUITY SUMMARY (AC-FT) - INFLOW= .2026E+00 EXCESS= .00OOE+@0 OUTFLOW= .2026E+00 BASIN STORAGE= .5721E-04 PERCENT ERROR=

.0

9R MANE 2.50 11.54 75.00 .73 5.00 11.54 75.00 .73

CONTINUITY SUMMARY (AC-FT) - INFLOW= .1336E+@1 EXCESS= .@@@0E+0@ OUTFLOW= .1335E+01 BASIN STORAGE= .1949E-82 PERCENT ERROR=

-.1

SR MANE .38 1.93 45.55 .54 5.90 1.91 50.00 .54

CONTINUITY SUMMARY (AC-FT) - INFLOW- .8974E-@1 EXCESS= .@0OQ@E+80 OUTFLOW= .8974E-81 BASIN STORAGE= .2349E-84 PERCENT ERROR=
.0

*¥* NORMAL END OF HEC-1 *#%*

Page 6



FLOWERS WAY HILLSIDE APPLICATION| Drainage Study

Sediment Retention




SCS RUNOFF VOLUME
FLOWERS WAY
Q = (P-0.25)*/(P+0.8S)
Storm: 3-hr, 100-yr FF
where:

= runoff (inches)

= precipitation (inches)

= maximum potential retention (inches)

S = (1000/CN)-10

CN= curve number

P= 1.64 inches

Subbasin Area (ac) CN S Q (inches) Q (ac-ft) Q (cubic feet)
DEVELOPED CONDITION

DV1 20.4 88 1.36 0.50 0.8511 37075
Dv2 3.5 87 1.49 0.47 0.1380 6009
RD1 0.7 98 0.20 0.89 0.0517 2253
RD2 1.6 28 0.20 0.89 0.1182 5151
OFF1 2 85 1.76 0.42 0.0703 3062
OFF2 1.5 85 1.76 0.42 0.0527 2296
OFF3 3 85 1.76 0.42 0.1054 4593
Total: 32.7 1.3875 60440
EXISTING CONDITION

EX 32.7 81 2.35 0.33 0.9073 30523
Volume Difference: 0.4802 20917

Prorate to developed areas DV1, DV2:
Subbasin Area, ac  Ratio Det Vol, cf

DV1 204 0.85 17854
DVv2 3.5 0.16 3063



FLOWERS WAY HILLSIDE APPLICATION| Drainage Study

Hydraulic Calculations
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BASIN DV2 SWALE X-SECTION
Cross Section for Trapezoidal Channel

Project Description

Project File
Worksheet
Flow Element
Method
Solve For

c:\haestad\fmw\desert c.fm2
FLOWERS WAY DV2 SWALE
Trapezoidal Channel
Manning's Formula

Channel Depth

Section Data

Mannings Coefficient 0.035

Channel Slope 0.010000 f/ft
Depth 0.32 ft
Left Side Slope 3.000000H : V
Right Side Slope 3.000000H : VvV
Bottom Width 6.00 ft
Discharge 4.00 cfs

/

11/29/22
10:42:15 AM

—~— __to32tt

Haestad Methods, Inc. 37 Brookside Road Waterbury, CT 06708

) vIN
HA1
NTS

FlowMaster v5.11
(203) 755-1666 Page 1 of 1



BASIN DV2 SWALE
Worksheet for Trapezoidal Channel

Project Description

Project File c:\haestad\fmw\desert c.fm2
Worksheet FLOWERS WAY DV2 SWALE
Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth
Input Data

Mannings Coefficient 0.035

Channel Slope 0.010000 fi/ft
Left Side Slope 3.000000H : V
Right Side Slope 3.000000H : Vv
Bottom Width 6.00 ft
Discharge 4.00 cfs
Results

Depth 0.32 ft

Flow Area 2.22 ftz
Wetted Perimeter 8.02 ft

Top Width 7.91 ft

Critical Depth 0.23 ft

Critical Slope 0.030487 ft/ft
Velocity 1.80 ft/s
Velocity Head 0.05 ft
Specific Energy 0.37 ft

Froude Number 0.60

Flow is subcritical.

11/29/22

10:41:39 AM

Haestad Methods, Inc. 37 Brookside Road Waterbury, CT 06708 (203) 755-1666

FlowMaster v5.11
Page 1 of 1



Worksheet
Worksheet for Triangular Channel

Project Description

Project File c:\haestad\fmw\desert ¢.fm2
Worksheet FLOWERS WAY STATION 5+00
Flow Element Triangular Channel
Method Manning's Formula
Solve For Channel Depth
Input Data

Mannings Coefficient 0.035

Channel Slope 0.010000 ft/ft
Left Side Slope 3.000000H : V
Right Side Slope 2.000000H : vV
Discharge 2.00 cfs
Results

Depth 0.65 ft

Flow Area 1.05 ft2
Wetted Perimeter 3.50 ft

Top Width 3.24 it
Critical Depth 0.52 ft
Critical Slope 0.030883 ft/ft
Velocity 1.90 ft/s
Velocity Head 0.06 ft
Specific Energy 0.70 ft
Froude Number 0.59

Flow is subcritical.

12/01/22

10:55:29 AM

Haestad Methods, Inc. 37 Brookside Road Waterbury, CT 06708

(203) 755-1666

FlowMaster v5.11
Page 1 of 1



Worksheet
Worksheet for Triangular Channel

Project Description

Project File c:\haestad\fmw\desert ¢.fm2
Worksheet FLOWERS WAY STATION 5+00
Flow Element Triangular Channel
Method Manning's Formula
Solve For Channel Depth
Input Data

Mannings Coefficient 0.035

Channel Slope 0.010000 fi/ft
Left Side Slope 3.000000H : Vv
Right Side Slope 2.000000H :V
Discharge 2.00 cfs
Results

Depth 0.65 ft

Flow Area 1.05 ft2
Wetted Perimeter 3.50 ft

Top Width 3.24 ft
Critical Depth 0.52 ft
Critical Slope 0.030883 ft/ft
Velocity 1.90 ft/s
Velocity Head 0.06 ft
Specific Energy 0.70 ft
Froude Number 0.59

Flow is subcritical.

12/04/22

12:58:56 PM

Haestad Methods, Inc. 37 Brookside Road Waterbury, CT 06708

(203) 755-1666

FlowMaster v5.11
Page 1 of 1



Cross Section
Cross Section for Irregular Channel

Project Description

Project File c:\haestad\fmw\desert c.fm2
Worksheet FLOWERS WAY WASH SECTION 1
Flow Element Irregular Channel

Method Manning's Formula

Solve For Water Elevation

Section Data

Witd. Mannings Coefficient 0.035
Channel Slope 0.010000 ft/ft
Water Surface Elevation 2,735.38 ft
Discharge 1,151.00 cfs

11/29/22

2744.0

2742.0

2740.0

2738.0

Elevation (ft)

2736.0 4
\ e
2734.0 /

[} (]

2732.0

2730.0

0.0 50.0 100.0 150.0
Station (ft)

200.0

10:38:57 AM Haestad Methods, Inc. 37 Brookside Road Waterbury, CT 06708 (203) 755-1666

250.0

FlowMaster v5.11
Page 1 of 1



MAIN WASH SECTION 1
Worksheet for Irregular Channel

Project Description

Project File c:\haestad\fmw\desert ¢.fm2
Worksheet FLOWERS WAY WASH SECTION 1
Flow Element Irregular Channel

Method Manning's Formula

Solve For Water Elevation

Input Data

Channel Slope

0.010000 fi/ft

Elevation range: 2,730.45 ft to 2,743.53 ft.

Station (ft) Elevation (ft) Start Station End Station Roughness
0.00 2,743.53 0.00 16.90 0.030
16.90 2,742.67 16.90 202.90 0.035
42.60 2,730.56
57.60 2,730.45
66.80 2,733.49
73.00 2,734.00
101.50 2,734.65
147.80 2,736.00
178.70 2,738.00
202.90 2,740.00
Discharge 1,151.00 cfs
Results
Wid. Mannings Coefficient 0.035
Water Surface Elevation 2,735.38 ft
Flow Area 178.94 ft2
Wetted Perimeter 95.95 ft
Top Width 94.34 ft
Height 4.93 ft
Critical Depth 2,735.06 ft
Critical Slope 0.014980 fi/ft
Velocity 6.43 ft/s
Velocity Head 0.64 ft
Specific Energy 2,736.03 ft
Froude Number 0.82

Flow is subcritical.

10:37:47 AM

Haestad Methods, Inc. 37 Brookside Road Waterbury, CT 06708 (203) 755-1666

FlowMaster v5.11



Worksheet

Worksheet for Circular Channel

Project Description

Project File c\haestad\fmw\hddi.fm2
Worksheet STORM DRAIN OUTLET
Flow Element Circular Channel
Method Manning's Formula
Solve For Full Flow Capacity
Input Data
Mannings Coefficient 0.011
Channel Slope 0.010000 ft/ft
Diameter 12.00 in
Results
Depth 1.00 ft
Discharge 4.21 cfs
Flow Area 0.79 ft2
Wetted Perimeter 3.14 ft
Top Width 0.00 ft
Critical Depth 0.87 ft
Percent Full 100.00
Critical Slope 0.009188 ft/ft
Velocity 5.36 ft/s
Velocity Head 0.45 ft
Specific Energy FULL ft
Froude Number FULL
Maximum Discharge 4.53 cfs
Full Flow Capacity 4.21 cfs
Full Flow Slope 0.010000 ft/ft
06/22/22
06:17:50 PM Haestad Methods, Inc.

37 Brookside Road Waterbury, CT 06708

(203) 755-1666

FlowMaster v5.11
Page 1 of 1



FLOWERS WAY HILLSIDE APPLICATION| Drainage Study

LID CALCULATIONS




80th Percentile Storage

Ref: Dixie Storm Water Coalition GI/LID Guidance
Project:  Flower Way Hillside

Number of Lots: 2

Point Rainfall: 0.44 inches Figure 1
Retention \WQRV=Pgg,*R e, “A/12

where:

WQRYV = Water Quality Retention Volume (ac-ft)

P80% = 80th percentile precipitation vale

Rnew = Storm Water Runoff Coefficient associated with the proposed new development where
Rnew = 1.14 (imp)-0.371 for imp>55%
Rnew = 0.225(imp)+0.05 for imp<55%

A = Area in Acres

Imp = decimal percentage of impervious surface in the contributing watershed

A= 26.2 acres
Impervious 8.78 %
Rnew = 0.07
WQRYV = 0.067 ac-t
= 2919 cu ft
Lot Area®, ac %lImperviol Rnew WQRYV, ac WQRYV, cu ft
101 21.8 8.78 0.07 0.056 2429
102 4.4 8.78 0.07 0.011 490
26.2 2919

*Note: Adjacent public right-of-way added as impervious area
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> = St.George Item 2
/7}"\(\ Community Development Preliminary Plat

PLANNING COMMISSION AGENDA REPORT: 03/14/2023

ZONE CHANGE
Old Farm Preliminary Plat
Case No. 2023-ZC-005

Request: The applicant is requesting approval of a four lot, preliminary plat.

Representative: Bob Hermandson (Bush & Gudgell, Inc)

Parcel Number: SG-5-3-3-3200

Location: 'El'he property is located on the north-west corner of 2450 South and 3000
ast.

\/
5> % Old Farm Preliminary Plat x
}?r\v ?__395__790 1,580 2,370 3.1;(;&(
Total Acreage: Approximately 76.04 acres
Existing Zoning: A-20 (Agriculture 20-acre minimum lot size) & Pending R-1-20

(Residential Single-Family, 20,000 sq ft minimum lot size)



PC 2023-ZC-005
Old Farm Preliminary Plat
Page 2 of 4

General Plan:

Adjacent zones:

Background & Analysis:

Recommendation:

Alternatives:

Sample Motion:

Possible Findings:

LDR (Low Density Residential), MDR (Medium Density
Residential), & COM (Commercial).

North — A-20 (Agriculture 20-acre minimum lot size)
West — RE-20 (Residential Estates, 20,000 sg ft minimum lot size)
South & East — A-1 (Agriculture, 1-acre minimum lot size)

On February 28, the Planning Commission held a public hearing to
change the zoning on 20.5 acres of the larger 76 acre parcel. The
Planning Commission recommended approval of that application.

The applicant is now requesting a four-lot subdivision. Lot 1 (Lot
14.51 acres) and Lot 2 (5.99 acres) will both be zone R-1-20
zoning which requires 20,000 sq ft per lot. Lot 3 (22.85 acres) and
Lot 4 (32.69 acres) are both zoned A-20, an agricultural
designation which requires a minimum of 20 acres per lot. All lot
sizes will be compliant with zoning regulations.

Staff recommends approval of this preliminary plat.

1. Recommend approval as presented.
2. Recommend denial.
3. Table the proposed preliminary plat to a specific date.

I move that we forward a positive recommendation to the City
Council for the Old Farm Preliminary Plat request, application
number 2023-PP-005, based on the findings noted in the staff
report.

1. That the plat is consistent with and compliant to the zoning on
the property.

2. That the plat will not leave any remnant property unaccounted
for.

3. That development in the area to the west is consistent with the
proposed preliminary plat.



PC 2023-ZC-005
Old Farm Preliminary Plat
Page 30f 4

Zoning Map

\/ N
)‘> "( Old Farm Preliminary Plat A
ﬁ n¢ ? _395 _790 1.580 2,370 3.1IG;Iee(

General Plan Map

' Old Farm Zone Change N
(5 A-20(Agricultural) to R-1-20 (Single Family Residential) A

] 240 480 96 1440 1,920




PC 2023-ZC-005
Old Farm Preliminary Plat
Page 4 of 4

Presentation



Old Farm
Preliminary Plat

2023-PP-005




Aerial Map

Old Farm Preliminary Plat




oning Map (Current)

Old Farm Preliminary Plat

790 1,580 2,370
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Zoning Map (Proposed)
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NOTICE OF MEETING
PLANNING COMMISSION
CITY OF ST. GEORGE
WASHINGTON COUNTY, UTAH

Public Notice
Notice is hereby given that the Planning Commission of the City of St. George, Washington County, Utah, will

hold a Planning Commission meeting in the City Council Chambers, 175 East 200 North, St George, Utah, on
Tuesday, February 28, 2023, commencing at 5:00 p.m.

PRESENT: Chair Steve Kemp
Commissioner Nathan Fisher
Commissioner Austin Anderson
Commissioner Lori Chapman

CITY STAFF:
Public Works Assistant Director Wes Jenkins
Deputy City Attorney Jami Bracken
Planner 111 Carol Davidson
Planner 111 Mike Hadley
Planner Il Dan Boles
Development Office Supervisor Brenda Hatch

EXCUSED: Commissioner Emily Andrus
Commissioner Ben Rogers
Chair Kemp called the meeting to order. Commissioner Chapman led us in the Pledge of Allegiance.

1. ZONE CHANGE (PD-A) (Public Hearing) Leqgislative

A. Consider a to change the zone from A-20 (Agriculture 20-acre minimum lot size) to R-1-20
(Residential, Single Family, 20,000 sq ft minimum lot size) on approximately 20.5 acres located on
the north-east corner of 2450 South and 2580 East. The project will be known as Old Farm. The
applicant is proposing single family lots on the property and a potential site for a church. The
applicant is Red Sands F-1, LC and the representative is Bob Hermandson. Case No. 2023-ZC-002.
(Staff — Dan Boles)

Dan Boles presented the following:

Dan Boles — The whole property is about 70 acres. We are only looking at rezoning about 20 acres.
You will see the preliminary plat at the next meeting but I put this in here so you could see how it
would layout. All four lots will meet the zoning minimum. Staff is recommending approval. | did
get one letter which is before you.

Chair Kemp opened the public hearing.



Planning Commission Minutes
February 28, 2023
Page 2 of 7

Angie McArthur — We are actually really excited about the zoning because it is larger lots. All of
the schools in this area come through this neighborhood, the road is small and there is a blind curve
at the second cul-de-sac. A suggestion of maybe do an easement there.

Ali McQuivey — | live on the blind curve. We are thrilled about the big lots. We are happy to get
more people in the area. Love that there will be a church there. It just means more traffic on the road.

Bill Cox — I'm the property owner, we are trying to match the existing zoning to the west. We will
put the other half of the road in and put the sidewalk in. As far as the trail, we would like to match
what is on the other side of 2580 E.

John-Thomas Davidson — | received the mail about 6 days ago. | have not had any phone calls back
from Dan, so I don’t know what this hearing is for. I’'m here to see what this hearing is for.

Discussion of what the hearing is about and how the process works.

John-Thomas Davidson — | am against the zone change at this point, until our neighborhood is aware
of what the impacts will be. I am principally opposed to the change until our community is fully
informed as to what the project entails. What is down the line, what it’s impact will be. | don’t
know why someone would buy an agricultural property and then turn it into residential, other than
for the obvious reasons. What were the guarantees that they would be able to successfully change it
to residential? | am opposed to the change until I feel comfortable that our community has been well
informed as to how the project began, what’s been going on behind the scenes and the future of it.

Chair Kemp closed the public hearing.

Chair Kemp — How long has your family owned this property?

Bill Cox — Since 1911.

Chair Kemp — And it has been used for Agriculture all this time?

Bill Cox — Yes.

Chair Kemp — So you do have intent to have a church on the corner on 2450?

Bill Cox — Yes, we have a letter of intent from the Church of Jesus Christ of Latter-Day Saints for a
stake center?

Chair Kemp — And the other lots roughly match the lot sizes to the west?
Bill Cox — Yes. They will be conforming to the zone change we are requesting.

Commissioner Anderson — | think it looks good, I it conforms to what is out there around it. | think
it makes sense.

Commissioner Chapman — The only thing | would say is that | do agree that it is prudent for safety to
include either the trail or a sidewalk on the inside of the landscape strip with the amount of children
that go through there.



Planning C

ommission Minutes

February 28, 2023

Page 3 0of 7

Discussion on speed limit signs.

MOTION: Commissioner Fisher made a motion to recommend approval to City Council on item 1A
to R-1-20.

SECOND: Commissioner Anderson
ROLL CALL VOTE:

AYES (5)

Chair Steve Kemp

Commissioner Nathan Fisher
Commissioner Austin Anderson
Commissioner Lori Chapman
NAYS (0)

Motion Carries unanimous vote

Chair Kemp — I just want to make it known that we only have 4 commissioners here of 7. This
would need to be a unanimous vote to go through or it will be a fail. Would you like to continue the
item?

Consider a to change the zone from R-1-8 (Single Family Residential minimum 8,000 sq ft lot size),
R-1-10 (Single Family Residential minimum 10,000 sq ft lot size) to PD-R (Planned Development
Residential). The applicant is seeking approval to change the zone on 14.99 acres to build a
townhome development consisting of 134 units. The property is generally located at 1100 W Curley
Hollow Dr. The applicant is Tonaquint Inc, and the representative is Tim Stewart. The project will
be known as Rosewood Townhomes. Case No. 2023-ZC-001. (Staff — Mike Hadley)

Mike Hadley presented the following:
Mike Hadley — Mike described the location, and showed elevations of the townhomes.

Commissioner Anderson — | know the applicant; they do a fantastic job. The concern here is the
clay. With that the engineer is asking that there not be any vegetation 10 ft from the buildings. If the
report is followed and the buildings are 20 ft apart. That means there will be no vegetation between
these buildings.

Jared Bates — What Tim is anticipating doing is over excavation and getting everything out.

Commissioner Anderson — | know, but they are still saying 10 ft from the buildings. You might
have to lose a few buildings, but you will need to move them a bit apart. The other question | had is
what kind of amenity will you put in there?

Jared Bates — A pool and changing room and some playground equipment.
Commissioner Chapman — So it doesn’t meet the landscape requirement?
Commissioner Anderson — I don’t know, I didn’t calculate it.

Commissioner Chapman — I don’t think you can do it with that density.
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Commissioner Fisher — What they are saying is if we don’t address the landscaping here then the
ordinance will require a certain percentage of landscaping.

Commissioner Chapman — | think the density is too dense regardless.
Commissioner Anderson — Right now it’s R-1-8 but what is the General Plan Mike?
Mike Hadley — It is MDR which is 5-9 units per acre.

Chair Kemp — How many units?

Mike Hadley — 134, so it is 8.9 units per acre.

Chair Kemp opened the public hearing.

Chair Kemp closed the public hearing.

Commissioner Chapman — I think it’s too many, that area is too busy as it is. I think 134 units is
going to be an awfully lot of families. There is not a lot of space there in the unit. 1 think adding
another 200 and some cars out of there is crazy. If you have R-1-8 it is still a single-family home, it
will add some traffic, but not as much.

Discussion on densities.

Commissioner Anderson — 1I’m not as concerned about the multifamily. The MDR gives this
multifamily, with R-1-8 you can’t be multifamily. With this zone they can be connected, which
makes a lot of sense with this type of soil. The main concern I have is | know this is a tough site
with the hill, with the clay, which 1I’m sure the developer is fully aware. We just want to make sure
that we don’t have 20 ft wide gravel beds and maybe there is some way to massage in a unit here or
a unit there, a few tweaking to be sure we have a good landscape plan. There are a lot of retaining
walls on it., and that limitation on the 10 ft is going to be to the retaining walls as well so we want to
identify that on the landscape plan. Make sure we have a nice neighborhood there.

Commissioner Fisher — | think if that’s done, it may accomplish a little bit of what Commissioner
Chapman is concerned about as far as density goes because it will probably affect the number of
buildings. As I look at this report as well, on page 11 of the report are the drainage recommendations
after the over excavation is done. | have done enough work defending of these folks, these
Geotech’s, to know that of course they are putting things in there to be protective as well, to reduce
their liability. But this one goes further than most reports I’ve seen. It does mention what
Commissioner Anderson said as far as the 10 ft, but they have added an impermeable membrane as
well. From the foundations of not only the homes, but also the walls. So, obviously, there is some
greater concern given the soil here. So perhaps in addressing Commissioner Anderson’s concern, it
may just solve Commissioner Chapman’s concern as well if there is a little bit of adjustment as far as
location of units to allow for some amount of trees, bushes without sacrificing too many units but at
the same time perhaps maybe approaching a number that Commissioner Chapman might be more in
line with.
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Tim Stewart — I have been texting Wayne with AGEC. He said you would want to limit the plants
up against the buildings, but drip lines are fine. We could get a landscape plan put together, certified
by the engineers.

Commissioner Anderson — | think that’s perfect.

Commissioner Fisher — 1 think that’s a great idea.

Discussion on the Geotechnical Report.

Chair Kemp — Can we see a landscape plan? Is that an option? I’m asking council.

Jami Brackin — Certainly this board can continue the matter if they don’t think it’s ready yet for
recommendation.

MOTION: Commissioner Anderson made a motion to continue this to another date.
SECOND: Commissioner Fisher

ROLL CALL VOTE:

AYES (4)

Chair Steve Kemp

Commissioner Nathan Fisher

Commissioner Austin Anderson

Commissioner Lori Chapman

NAYS (0)

Motion Carries unanimous vote

2. HILLSIDE PERMIT (HS) Administrative

Consider a request for a hillside development permit to build a new townhome development on the
property that is generally located at 1100 W Curly Hollow Dr. The applicant is Tim Stewart, and the
representative is Jared Bates. Case No. 2023-HS-001 (Staff — Mike Hadley)

Mike Hadley presented the following:

MOTION: Commissioner Anderson made a motion to continue Item 2 and Item 3 to the same date as
above.

SECOND: Commissioner Fisher
ROLL CALL VOTE:

AYES (4)

Chair Steve Kemp
Commissioner Nathan Fisher
Commissioner Austin Anderson
Commissioner Lori Chapman
NAYS (0)

Motion Carries unanimous vote
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3. PRELIMINARY PLATS (PP) Administrative

Consider a request for a one hundred thirty-four (134) lot residential subdivision known as Rosewood

Townhomes located at approximately 1100 Curly Hollow Dr. The property is 14.99 acres and is zoned
R-1-8 and R-1-10. The applicant is Tim Stewart, and the representative is Jared Bates. Case No. 2023-
PP-006 (Staff — Mike Hadley)

Mike Hadley presented the following:

This item was continued in the motion above.

4. MINUTES

Consider a request to approve the meeting minutes from the February 14, 2023, meeting.

MOTION: Commissioner Anderson made a motion to approve the minutes.
SECOND: Commissioner Chapman

ROLL CALL VOTE:

AYES (5)

Chair Steve Kemp

Commissioner Nathan Fisher

Commissioner Austin Anderson

Commissioner Lori Chapman

NAYS (0)

Motion Carries unanimous vote

5. CITY COUNCIL ACTIONS

John Willis the City Manager will report on items heard at the January 16, 2023, City Council meeting.

2022-PDA-053 Desert Color Commercial Pad K, M, & N
2023-PDA-001 DJ4 Hobby Huts

2023-PP-002 Desert Color Commercial

2023-PP-003 Delta by Marriott AKA Blackstone Hotel
2022-HPC-002 295 S Main Miner Heber Prisbrey Home

ko E

6. ADJOURN

MOTION: Commissioner Fisher made a motion to adjourn
SECOND: Commissioner Chapman
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ROLL CALL VOTE:

AYES (4)

Chair Steve Kemp
Commissioner Nathan Fisher
Commissioner Austin Anderson
Commissioner Lori Chapman
NAYS (0)

Motion Carries unanimous vote
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